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Chapter 1 —Summary 


The San Jose City Council adopted the Horizon 2000 General Plan for the City of San Jose in 1984. The 
Plan seeks to balance natural resource conservation and urban development, so as to maximize the 
achievement of environmental, economic and social needs. Another goal of the Plan is to protect water 
resources wherever possible. 

The Santa Clara County also adopted the County General Plan in 1990. This plan seeks to protect creeks 
and streamside areas. It restricts development in floodplains and requires public projects to preserve and 
avoid damages to the stream environment. 

In addition, there are regulatory mandates that are applicable in the Guadalupe River watershed to protect 
the natural environment and water resources. They include permits required under Section 404 of the 
Clean Water Act, and a Streambed Alteration Agreement under Sections 1601 and 1603 of the California 
Fish and Game Code. Projects in the baylands require a Bay Conservation and Development Commission 
(BCDC) permit and all projects must comply with the Nonpoint Source Program's NPDES permit, new 
drinking water standards, Groundwater Management Plan regulations, and the requirements of the 
Regional Water Quality Control Board (RWQCB). 


CAPITAL IMPROVEMENT PROJECT 

A multi-objective capital improvement project in the Guadalupe River from Highway 101 to Interstate 880 
and from Interstate 280 to Blossom Hill Road is recommended as part of this study. This project reach 
is at the upper half of the Guadalupe River watershed which includes Canoas and Ross Creeks 
(Figure 1.2). The improvement in the lower part of the watershed is included in the San Jose Downtown 
U.S. Army Corps of Engineer's (Corps) Project, which has been under construction since 1993. The 
proposed improvement in this reach is the last portion of the Guadalupe River that: lacks adequate 
capacity to safely convey the 100-year flood flow; lacks continuity for a future trail from Alamitos Creek 
to downtown San Jose; and contains fish barriers that hinder fish migration to upstream habitat. 

In a multi-objective integrated water resource planning process, the District evaluates a variety of 
alternatives that would best satisfy all the objectives of the District and community on a watershed basis. 
Each alternative is assessed for its effectiveness in addressing problems and its impacts on riparian 
vegetation, wetland, wildlife habitat, fishery, water quality, water supply, local drainage, aesthetic, and 
recreation. This is facilitated through the use of a Project Planning Team which consists of District staff 
from various departments and areas of expertise. To ensure all concerns were addressed, the alternative 
was developed in close coordination with the City of San Jose, San Jose Water Company, Santa Clara 
County Transportation Agency, and citizens residing in or owning property in the floodplain of the river. 
The District would also seek to integrate other water resource management programs in the watershed into 
the preferred project. 

Alternatives that have been evaluated during the planning process include “no project,” nonstructural, 
upstream storage (reservoir construction and reservoir operation alterations), offstream storage, and 
channel modifications. Table 1.1 presents the summary of these alternatives. The channel modifications 
alternative was selected because it is practicable and achieves most of the District's goals and objectives. 
Other alternatives are considered infeasible and impracticable because of high costs, only partially solve 
the flooding problems, high social impacts of relocating families and removing homes, greater impacts 
to the aquatic and wildlife ecosystem, and major impacts to the water supply in the valley. 
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TABLE 1.1 


Guadalupe River—Summary of Conceptual Capital Improvement Alternatives 


Problems, 
Concerns, and 
Impacts 

Conceptual Alternatives 

hhhhbbhhhbbb 


Nonstructural 

Upstream Reservoirs 
Construction 

Change Upstream 
Reservoirs Operation 

Offstream Storage 

Chamu 1 Modification 
Only 

Description of 

Conceptual 

Alternatives 

Major problems are 
threat to water quality 
and lack of adequate 
capacity to carry 1 
percent design flow. 
Other significant 
problems tire erosion, 
sedimentation, local 
drainage, degraded fish 
habitat, fish passage, 
and maintenance 
problems. 

No measures taken 

to reduce current 
risk of flooding. 
Mandatory flood 
insurance required in 
floodprone areas. 
Ongoing erosion 
would be repaired on 
an emergency basis. 
Existing condition 
would remain if not 

worsen. 

Flood damage to 
structures would be 
solved without channel 
modifications. 7,200 
structures would be 
floodproofed. Regulate 
floodplain 

development does not 
apply because the 
floodplain is already 
well developed. 

Ongoing erosion 
would be repaired on 
an emergency basis. 
Existing condition 
would remain. 

Construct new Guadalupe 
Dam and enlarge 

Almaden Dam to reduce 
peak flow rate 
downstream. Significant 
channel modifications 
• would also be required in 
Reaches 6 to 10A. 

Mitigate the impacts on 
site and on adjacent 
lands. 

Alter operation of three 
water supply reservoirs 
to flood control. 

Significant channel 
modifications would also 
be required in Reaches 6 
to 10A. Mitigate the 
impacts on site and on 
adjacent lands. 

Build diversion 
structure and offstream 
detention ponds to 
reduce peak flow rate 
in channel. Significant 
channel modifications 
would also be required 
in Reaches 6 to 10A. 
Mitigate the impacts on 
site and on adjacent 
lands. 

Modify existing stream 
channel to contain the 

1 percent flood and 
resist scour from high 
velocities. Mitigate the 
impacts on site and on 
adjacent lands. 

Flooding Problems 

High risk of flooding, 
continue mandatory 
flood insurance 

Existing condition 
would remain. 

Expected annual 
flood damages of 
$20.6 million. 

Flooding would still 
occur causing some 
damages, disruption of 
services and resulting 
in cleanup costs. 

Reservoirs alone would 
not eliminate the threat 
of 1 percent flood and 
the mandatory flood 
insurance. Additional 
channel modification 
would provide 1 percent 
protection. 

Change of reservoirs 
operation alone would 
not eliminate the threat 
of 1 percent flood and 
the mandatory flood 
insurance. Additional 
channel modifications 
would provide 1 percent 
protection. 

Offstream ponds alone 
would not eliminate the 
threat of 1 percent flood 
and mandatory flood 
insurance. Additional 
channel modifications 
would provide 1 percent 
protection. 

Eliminate the threat of 

1 percent flood and 
mandatory flood 
insurance. 

Maintenance 

Concerns 

Poor maintenance 
access, required 
intense maintenance. 
Discontinuous right of 
way and easements. 

Existing condition 
would remain. 

Existing condition 
would remain. 

Improve maintenance 
access, required less 
intense maintenance in 

Reaches 6 to 10A. 

Improve maintenance 
access, required less 
intense maintenance in 
Reaches 6 to 10A, but 
more at reservoirs. 

Improve maintenance 
access, required less 
intense maintenance in 

Reaches 6 to 10A. 

Improve maintenance 
access, required less 
intense maintenance in 

Reaches A to 12. 

Erosion Problems 

Active erosion occurs 
due to steep and 
unstable banks. 

Existing condition 
would remain if not 
worsen. Erosion 
repair on priority 
basis. 

Existing condition 
would remain. 

Erosion repair on 
priority basis. 

Repair areas of active 
erosion, decreases 
erosion potential in 

Reaches 6 to 10A. 

Repair areas of active 
erosion, decreases 
erosion potential in 

Reaches 6 to 10A. 

Repair areas of active 
erosion, decreases 
erosion potential in 
Reaches 6 to 10A. 

Repair areas of active 
erosion, decreases 
erosion potential in 

Reaches A to 12. 
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TABLE 1.1 

Guadalupe River—Summary of Conceptual Capital Improvement Alternatives 

(continued) 



| 


' 

Conceptual Alternatives 



Problems, 
Concerns, and 
Impacts 


- No Project 

Nonstruclural . 

Upstream Reservoirs 
' Construction . 

Change Upstream 
Reservoirs Operation 

OHstream Storage 

Channel Modification 
Only 

Sedimentation 

Problems 

Periodic removal of 
sediment in the channel 
bottom. 

Existing condition 
would remain. 

Existing condition 
would remain. 

Requires less frequent 
sediment removal in 
Reaches 6 to 10A. 

Requires less frequent 
sediment removal in 
Reaches 6 to 10A. 

Requires less frequent 
sediment removal in 
Reaches 6 to I0A. 

Requires less frequent 
sediment removal in 

Reaches A to 12. 

Local Drainage 
Problems 

Long duration and high 
frequency of flooding 
in the streets and local 
ponding. 

Existing condition 
would remain. 

Existing condition 
would remain. 

The duration and 
frequency of flooding in 
the streets and local 
ponding would decrease 
slightly. 

The duration and 
frequency of flooding in 
the streets and local 
ponding would decrease 
slightly. 

The duration and 
frequency of flooding in 
the streets and local 
ponding would decrease 
slightly. 

The duration and 
frequency of flooding in 
the streets and local 
ponding would decrease 
slightly. 

Water Quality 
Problems 

Water quality 
threatened. 

Existing condition 
would remain if not 

worsen. 

Existing condition 
would remain if not 

worsen. 

Some improvement in 
water quality due to 
improved creek 
environment in 

Reaches 6 to 10A. 

Some improvement in 
water quality due to 
improved creek 
environment in 

Reaches 6 to 10A. 

Some improvement in 
water quality due to 
improved creek 
environment in 

Reaches 6 to 10A. 

Improvement in water 
quality due to improved 
creek environment in 
Reaches 6 to 12. 

Aesthetic Impacts 

Degraded aesthetic 
qualities due to 
concrete nibble and 
sacked concrete used 
for erosion repair, 
illegal dumping, 
nonpoint source 
pollution. 

Existing condition 
would remain if not 

worsen. 

Existing condition 
would remain if not 

worsen. 

Implement better 
environmental approach 
to erosion repair work, 
provide better 
maintenance access for 
cleanup and improve 
creek environment in 
Reaches 6 to 10A. 

Implement better 
environmental approach 
to erosion repair work, 
provide better 
maintenance access for 
cleanup and improve 
creek environment in 

Reaches 6 to IGA. 

Implement better 
env ironmental approach 
to erosion repair work, 
provide better 
maintenance access for 
cleanup and improve 
creek environment in 

Reaches 6 to 10A. 

Implement better 
environmental approach 
to erosion repair work, 
provide better 
maintenance access for 
cleanup and improve 
creek environment in 

Reaches A to 12. 

Wildlife Habitat 
Impacts 

Moderate wildlife 
habitat. 

Existing condition 
would remain if not 

worsen. 

Existing condition 
would remain if not 

worsen. 

Major impacts to wildlife 
habitat at reservoir sites 
and from channel 
modifications. Impacts 
mitigated partially on site 
and on adjacent lands 
would reestablish a 
continuous wildlife 
corridor along the stream 
in Reaches 6 to 10A. 

Major impacts to wildlife 
habitat at reservoir sites 
and from channel 
modifications. Impacts 
mitigated partially on site 
and on adjacent lands 
would reestablish a 
continuous wildlife 
corridor along the stream 
in Reaches 6 to 10A. 

Impacts mitigated on 
site and on adjacent 
lands would reestablish 
a continuous wildlife 
corridor along the 
stream in Reaches 6 to 

10A. 

Impacts mitigated on 
site and on adjacent 
lands would reestablish 
a continuous wildlife 
corridor along the 
stream in Reaches A to 

12. 
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Guadalupe River—Summary of Conceptual Capital Improvement Alternatives 

(continued) 


Problems, 
Concerns, and 
Impacts 

HflHflflHHi —i Hi HHHH HSP Hi IB H HHMMBHHiHiBIHHMIHiHHi 

Existing Conditions 

HI ~ 1 


Upstream Reservoirs 
Const ruction 

Change Upstream 
Reservoirs Operation 

Offstream Storage 

Channel Modification 
Only 

Riparian 

Vegetation Impacts 

Degraded and 
discontinuous riparian 
corridor. 

Existing condition 
would remain if not 

worsen. 

Existing condition 
would remain if not 

worsen. 

Major impacts to 1.6 
creek miles and 

167 acres of riparian 
vegetation at reservoir 
sites. Additional impacts 
■to 2.7 creek miles from 
channel modifications. 
Impacts mitigated 
partially on site and on 
adjacent lands would 
reestablish a continuous 
riparian corridor along 
the stream in Reaches 6 

to 10A. 

Impacts mitigated on site 
and on adjacent lands 
would reestablish a 
continuous riparian 
corridor along the stream 
in Reaches 6 to 10A. 

Impacts mitigated on 
site and on adjacent 
lands would reestablish 
a continuous riparian 
corridor along the 
stream in Reaches 6 to 
10A. 

Impacts mitigated on 
site and on adjacent 
lands would reestablish 
a continuous riparian 
corridor along the 
stream in Reaches A to 

12. 

Wetland Impacts 

Moderate wetland 
habitat. 

Existing condition 
would remain if not 

worsen. 

Existing condition 
would remain if not 

worsen. 

Major impacts to 
wetlands at reservoir 
sites and from channel 
modifications. Impacts 
can only be partially 
mitigated in Reaches 10 
and 12. 

Major impacts to 
wetlands at reservoir 
sites and from channel 
modifications. Impacts 
can only be partially 
mitigated in Reaches 10 
and 12. 

Mitigate by creating 
wetlands in Reaches 10 

and 12. 

Mitigate by creating 
wetlands in Reaches 10 

and 12. 
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TABLE 1.1 

Guadalupe River—Summary of Conceptual Capital Improvement Alternatives 

(continued) 




n §§ §g 

ill 

Conceptual Alternatives 


; 

. Problems, 
Concerns, and 
Impacts 

' 

Existing Conditions 

wi i 

Nonstructural 

Upstream Reservoirs 
Construction , 

' ' 

Change Upstream 
Reservoirs Operation 

Offstream Storage 

Channel Modification 
Only 

Fishery Impacts 

Degraded fish habitat, 
existing fish barriers 
prevent fish from 
migrating upstream, 
limited low flow 
channel. 

Existing condition 
would remain if not 

worsen. 

Existing condition 
would remain if not 

worsen. 

Major impacts to fish 
habitat at reservoir sites 
and from channel 
modifications. Impacts 
mitigated partially on site 
and on adjacent lands 
would reestablish a 
continuous low flow 
channel in Reaches 6 to 
10A. 

Major impacts to fish 
habitat at reservoir sites 
and from channel 
modifications. Loss of 
water releases from 
reservoirs in summer 
months. Impacts 
mitigated partially on site 
and on adjacent lands 
would reestablish a 
continuous low flow 
channel in Reaches 6 to 

10A. 

Impacts mitigated on 
site and on adjacent 
lands would reestablish 

a continuous low flow 
channel in Reaches 6 to 
10A. 

Impacts mitigated on 
site and on adjacent 
lands would reestablish 
a continuous low flow 
channel in Reaches A to 

12, and remove all fish 
barriers and provide 
fish passage to 
upstream habitat. 

Witter Supply 

Impacts 

Almaden.Calero, and 
Guadalupe Reservoirs 
yield 13,900 AF/year 
for local water supply. 

Existing condition 
would remain. 

Existing condition 
would remain. 

Increase storage capacity 
in the summer months at 
reservoirs. Potential for 
additional water supply 
yield. 

Loss of 13,900 aere- 
foot/year because 
reservoirs would be kept 
empty during the winter 
months at the cost of $5 
million/year. 

Supplemental water may 
not be readily available 
for purchase. There may 
be regulatory constraints 
in die federal or state 
systems that impact the 
ability to import water to 
the county. 

Increase groundwater 
recharge potential in the 
summer months at the 
off-stream ponds. 

Small increase 
groundwater recharge 
potential at Reach 12. 
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TABLE 1.1 

Guadalupe River—Summary of Conceptual Capital Improvement Alternatives 

(continued) 


Problems, 
Concerns, and 
Impacts 

Conceptual Alternatives 

Existing Conditions 

: • ■ i ; ; mm 

:;y:; y;v L/yy 

No Project 

Nonstructural 

Upstream Reservoirs 
Construction 

Change Upstream 
Reservoirs Operation 

.■: . . ;§ ■: 

O list ream Storage 

Channel Modification 
Only 

Recreation Impacts 

No access to the river 
corridor, no recreation 
potential. 

Existing condition 
would remain. 

Existing condition 
would remain. 

Increase recreation area 
at reservoirs during the 
summer months. 
Maintenance access and 
roads tire designed to 
allow for future trail 
development in 

Reaches 6 to 10A. 

Increase recreation area 
at reservoirs during the 
summer months. 

Maintenance access and 
roads are designed to 
allow for future trail 
development in 

Reaches 6 to 10A. 

Increase recreation area 
around the ponds. 
Maintenance access and 
roads are designed to 
allow for future trail 
development in 

Reaches 6 to 10A. 

Maintenance access and 
roads are designed to 
allow for future trail 
development connecting 

Los Alamitos to 

downtown San Jose. 

Cost as 1995 

Present Worth 


$280 million in flood 
damages 

$600 million 

$173 million 

$120 million 

$600 million 

$122.2 million 

Equivalent Annual 
Capital Cost 


$20.6 million 

$49.5 million 

$14.3 million 

$9.9 million 

$53.3 million 

$10.1 million 

Time to Complete 
Project 




50 years 

40 years 


25 years 

SUMMARY 


Not selected because 
it does not solve the 
significant Hooding, 
erosion, witter 
quality, and creek 
degradation 
problems. 

Not selected due to 
high cost. Residual 
damages from 
flooding continued. It 
does not solve the 
significant water 
quality, and creek 
environmental 
degradation problems. 

Not selected because of 
substantial impact to (lie 
riparian ecosystem and 
(lie high cost of 
construction. 

Not selected because of 
substantial adverse 
impact on availability of 
water and the uncertainty 
of relying on additional 
imported water due to 
increasingly stringent 
protection measures for 
the environment in die 

Delia. 

Not selected because of 
high cost. 

Selected because it 
achieves most of the 
District's goals and 
objectives. 
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Chapter 1 —Summary 


During the course of the evaluation, public input was sought through a series of meetings. Three public 
meetings were held in March 1989. Feasible alternatives and a selected plan were discussed. The 
260 people that attended the meetings were generally supportive of the project. There were also follow 
up field meetings with the residents to discuss their concerns. 

In April 1990, a special meeting to discuss relocation issues was held with all owners and tenants whose 
properties may be acquired by the project. In December 1991, three public map review sessions were 
held to present the revised preferred project. 

In May 1995 three public meetings were held, where the preferred project was presented. The 100 people 
who attended the meetings were generally supportive of the project, and many would prefer to have a 
shorter construction schedule. 

There were also meetings held with the District's environmental consultants, the California State 
Department of Fish and Game (CDFG), and the U.S. Fish and Wildlife Services to develop a refined plan 
that will further reduces the impacts of the project and mitigates the unavoidable impacts. In October 
1992, the District staff met with the City of San Jose Public Works, Transportation, and Park staffs to 
discuss the preferred project. 

An extensive survey of streams within the Guadalupe River watershed was performed. It included, 
identifying fish barriers, riparian vegetation mapping, assessment of historic sedimentation problems, 
identifying specific erosion sites, flood mapping, heavy metals analysis, identifying fuel leak and 
hazardous material sites, storm water outfalls inventory, existing and future land use inventory, identifying 
water supply opportunities, and parks and trails master plan assessment. A study on the local and regional 
hydrologic^, geological, ecological, land use, transportation circulation, recreational, historical, and 
cultural issues affecting the river corridor was also conducted. 

The preferred capital improvement project would improve water quality and provide 1 percent flood 
capacity in the Guadalupe River. The project would remove all eight barriers that prevent fish from 
migrating upstream and restore access to 19 miles of stream habitat. Revegetation features in the project 
would reestablish a continuous riparian corridor along the stream and improve the riparian system in the 
Guadalupe River watershed with an additional 6,600 linear feet of overwater vegetation and 9 acres of 
riparian forest. Sediment and turbidity in the water contributed from erosion of banks would be reduced 
as the project would decrease the frequency of erosion on banks. Maintenance and public access to the 
natural resource would be made available. Future implementation of the park and trail master plan for 
6 miles from Alamitos Creek to downtown San Jose would be feasible. 

The construction of this project and this project's integration with other projects and programs in the 
Guadalupe River watershed, could help prevent the ongoing physical degradations of the natural stream, 
water quality, wetlands, riparian habitat, and fish habitat in the Guadalupe River watershed. 

A summary of the preferred capital improvement project for channel modification is presented in 
Table 1.2. 

The total project cost is estimated to be $114.0 million of which $47.4 million is for right of way 
acquisition, $64 million is construction related, and approximately $2.6 million is for mitigation. An 
estimate of reach by reach costs are summarized in Table 1.3. 
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Chapter 1 —Summary 


TABLE 1.2 

Guadalupe River—Summary of Proposed Capital Improvement Project 


Reach 

Limits 

Proposed Measures 

Total Cost 
(millions) 

A 

Bayshore to 1-880 

Levees, floodwalls, and 
maintenance roads 

$1.6 

6 

1-280 to SPRR 

Gabion bypass channel 

$19.0 

7 

SPRR to UPRR 

Gabion bypass channel 

$21.0 

8 

UPRR to Willow Glen Way 

Gabion bypass channel 

$10.3 

9 

Willow Glen Way to Curtner 
Avenue 

Selective widening and cribwall 
lining 

$13.8 

10 

Curtner Avenue to Capitol 
Expressway 

Bank widening, levee and 
widened gabion channel with 
revegetation 

S13.2 

11 

Capitol Expressway to 
Branham Lane 

Widened gabion channel 

$10.8 

12 

Branham Lane to Blossom 

Hill Road 

Levee and revegetation area 

$18.3 

Canoas 

Creek 

Guadalupe River to end of 
Nightingale Drive 

Floodwalls 

$1.8 

Ross 

Creek 

Guadalupe River to Jarvis 
Avenue 

Widened channel with 
articulated mat lining and 
culverts 

$3.7 

Guadalupe River, Alamitos Creek, and 
Guadalupe Creek 

Fish barrier modifications 

$0.5 

TOTAL 

$114.0 
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Chapter 1 —Summary 


TABLE 1.3 

Guadalupe River—1-101 to 1-880; 1-280 to Blossom Hill Road Capital Improvement Project Cost 

and Schedule Summary 


Reach 

Scheduled 

Construction 1 

Right of Way 
($ M0) 

Mitigation 
($ Mil) 

Construction 
($ Mil) 

Total 
($ Mil) 

A 

1998-1999 

0.0 

0.0 

1.6 

1.6 

6 

1998-1999 

11.3 

0.2 

7.5 

19.0 

7 

1999-2001 

8.0 

0.2 

12.8 

21.0 

8 

2002-2003 

5.3 

0.0 

5.0 

10.3 

9 

2008-2010 

3.9 

0.2 

9.7 

13.8 

10 

2010-2017 2 

3.8 

1.0 

8.4 

13.2 

11 

2021-2023 2 

.3.0 

0.3 

7.5 

10.8 

12 

1998-1999 

12.1 

0.7 

5.5 

18.3 

Canoas Creek 

2022-2023 

0.0 

0.0 

1.8 

OO 

Ross Creek 

2017-2018 

0.0 

0.0 

3.7 

3.7 

Fish Barrier Modifications 2 
Upstream of Blossom Hill Road 

1998-1999 

0.0 

0.0 

0.5 

0.5 


47.4 

2.6 

64.0 

114.0 


'Assumptions: (1) no federal funding; (2) benefit assessment continues at current rate beyond year 2000. In 
the current program in the District's Central Zone, the average homeowner pays $30 per year for benefit 
assessments. That program will sunset in the year 2000 if not continued by voters, 
including fish barrier removal. Interim fish barrier remediation may be provided. 
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Chapter 1 —Summary 


The project would be funded by existing revenues generated in the Central Flood Control Zone. These 
sources include the District's allocation of the 1 percent property tax and flood control benefit 
assessments. 

The project would be constructed over a 25-year period commencing in the 1997-1998 construction 
season. It is proposed that the construction start in Reach 6 and proceed upstream. This schedule would 
provide maximum amount of flood protection as soon as possible without inducing flooding downstream. 
It is also proposed that the construction and installation of vegetation in Reach 12 be undertaken in 
approximately the same construction season as Reach 6 to provide compensation for temporal loss of 
habitat. The proposed schedule for the project is presented in Table 1.3. The schedule assumes 
continuation of benefit assessment revenues at the current rate beyond the year 2000. Without these 
revenues the completion of all the proposed facilities could be delayed up to 20 years. Also, if another 
more costly alternative is constructed, for every $10 million increase in the project cost, there will be a 
5-year delay in solving other flooding problems within the Central Zone. A 5-year delay exposes 
residents of the floodplain to 5 more years of the possibility of incurring flood damages. 


R9616 


1-15 



CHAPTER 2 

THE GUADALUPE RIVER WATERSHED 


This chapter of the report discusses the Guadalupe River watershed and describes the ongoing integrated 
water resources management programs, and the various problems in the watershed. 


THE WATERSHED 

The Guadalupe River is located in the District's Central Flood Control Zone. The headwaters originate 
high in the eastern Santa Cruz Mountains from the summit of Loma Prieta, elevation 3,790 feet. The 
watershed is depicted in Figure 2.1. 

The Guadalupe River begins at the confluence of Alamitos Creek and Guadalupe Creek. There are three 
reservoirs located on upstream tributaries to the Guadalupe River. The largest of these is Calero 
Reservoir with a storage capacity of 10,050 acre-feet at spillway elevation. Guadalupe Reservoir and 
Almaden Reservoir have capacities of 3,740 and 1,780 acre-feet respectively. The location of the 
reservoirs is shown in Figure 2.1. 

All three of these reservoirs were designed and constructed for water conservation purposes but also 
provide incidental flood control benefits. The incidental flood control benefit provided by each reservoir 
is generally related to the storage capacity of the reservoir and the size of the drainage area upstream of 
the reservoir. The upstream drainage areas for Calero, Guadalupe, and Almaden Reservoirs are about 
1 , 6 , and 12 square miles respectively. 

As it flows toward San Francisco Bay, three tributary creeks join the river. Ross Creek drains an area 
of about 10 square miles before it joins the Guadalupe River just downstream of Branham Lane. Canoas 
Creek drains an area of about 19 square miles and then flows into the Guadalupe River just upstream of 
Curtner Avenue. As the Guadalupe River flows through downtown San Jose, it is joined by Los Gatos 
Creek. 

Los Gatos Creek has a drainage area of about 55 square miles above its confluence with the Guadalupe 
River. Lexington Reservoir is located upstream on Los Gatos Creek and has a storage capacity of 
20,250 acre-feet. The drainage area above Lexington Reservoir is 37.5 square miles. 

The Guadalupe River continues to flow north along the east side of the San Jose Airport. Near 
Highway 237, the Guadalupe River has a total drainage area of about 170 square miles. Further north, 
the river enters the Baylands area and the community of Alviso. In this reach, the Guadalupe River is 
subject to daily tidal influence. 


INTEGRATED WATER RESOURCES MANAGEMENT IN THE GUADALUPE RIVER 
WATERSHED 

There are various ongoing integrated water resources management programs, both by the District and by 
others, in the Guadalupe River watershed. 
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Chapter 2— The Guadalupe River Watershed 


District 

The District has different integrated water resources management programs that would improve the 
water quality of south San Francisco Bay and the streams of the Santa Clara County (County), 
which includes Guadalupe River watershed. Some of those programs are: 

• Flood Damage Reduction Program 

° Adopt-A-Creek Program 

• Santa Clara Valley Nonpoint Source Pollution Control Program 

• Groundwater Protection Programs 

° Environmental Programs 

• Comprehensive Reservoir Watershed Management Program 

• Environmental Compliance Programs 

» Design Coordination Programs 

• Water Supply Programs 

Flood Damage Reduction Program 

The District has a flood control program that systematically addresses flooding, erosion, 
sediment, maintenance and water quality issues in a multi-objective planning process. The 
District flood control projects undergo extensive planning and design before construction 
begins. Impacts of the projects on flows, fish and wildlife, vegetation, water quality, water 
supply, and homes and businesses within the watershed are all taken into account during the 
planning process. Public concerns are evaluated in a lengthy review process. The District 
also seeks to integrate other projects and programs in the watershed into the flood control 
projects. 

The current schedule for implementation of projects in the Guadalupe River Watershed is: 

• Guadalupe River - Highway 101 to Interstate 880 and Highway 280 1997 

to Blossom Hill Road 

• • Canoas Creek - Guadalupe River to Nightingale Drive 

• Ross Creek - Guadalupe River to Jarvis Avenue 

• Ross Creek - Jarvis Avenue to Camino Del Cerro 

o Los Gatos Creek - Guadalupe River to Highway 280 

° Los Gatos Creek - Kirk Dam to Vasona Reservoir 

° Randol Creek - Alamitos Creek to Bret Harte 
» Los Gatos Creek - Meridian Avenue to Campbell Avenue 


2025 
2020 

2026 
2028 

2031 

2032 
2034 
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The schedule assumes benefit assessment revenues continue at the present rate beyond the 
year 2000. Delays would occur if funding is reduced or there is an increase in project cost. 

Adopt-A-Creek Program 

The District has a program that is similar to Caltrans' Adopt-A-Highway program. With the 
Adopt-A-Creek, the District will issue permits to program partners who adopt a section of 
creek to clean where the District has fee ownership. The program provides an opportunity 
for citizens to participate in cleaning the creeks and improving the water quality in the Santa 
Clara valley. In the Guadalupe River watershed, several sections of creeks have been 
adopted. Some of them are: Los Gatos Creek from Bascom Avenue to Leigh Avenue and 
Campbell Avenue to Vasona Dam, Canoas Creek from Branham Lane to Edelweiss Drive 
and Blossom Hill Road to Calero Avenue, Guadalupe River from Almaden Expressway to 
Blossom Hill Road, Alamitos Creek from Coleman Avenue to McKean Road and Harry 
Road to Almaden Expressway, and Guadalupe Creek from Almaden Expressway to Meridian 
Avenue. 

Santa Clara Valley Nonpoint Source Pollution Control Program 

This Program is a multijurisdictional effort between the District, the Santa Clara Valley's 
13 cities, and the County. The Program was established in response to two water quality 
regulations effecting the San Francisco Bay: the Federal Clean Water Act and the San 
Francisco Bay Basin Water Quality Control Plan. 

The Program's long term goals can be grouped into two categories: (1) long term goals 
which are directly related to regulatory requirements, and (2) long term goals which are 
designed to protect resources and beneficial uses and are less directly related to regulatory 
requirements. 

Long term goals which address regulatory requirements: 

° Reduce Heavy Metal Loadings and Toxicity in Santa Clara Valley Streams and the 
South Bay. 

» Reduce Heavy Metal Loadings and Toxicity in Sediments. 

» Develop Cost-Effective Solutions to Storm Water Pollution Problems. 

- Engage the Community in the Protection of Aquatic Resources. 

Long term goals to protect resources and beneficial uses: 

» Protect Santa Clara Valley Watersheds and South Bay. 

• Protect Drinking Water Sources of Supplies. 

° Protect Aquatic and Natural Resources. 

° Engage the Community in Protecting Santa Clara Valley Watersheds. 

To comply with the various provisions of the Program's NPDES storm water permit and to 
address other Program's goals, the Program implements the following control measures: 

» Public Information: The Public Infonnation/Participation Program (PI/P) is designed 
to eliminate and control storm water pollution through educational means. The PI/P 
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Element supports the Nonpoint Source Program by providing the mechanism by which 
information is conveyed to the various target audiences. These audiences generally 
include: residents, industry and commercial establishments, environmental and other 
interest groups, educational institutions, public agencies, and local governmental 
decision makers. 

Watershed Management Measures: The goal of Watershed Management Measures 
(WMM) is to facilitate the cost effective protection of the beneficial uses of Santa 
Clara Valley streams and the South bay. Secondary goals include: (1) specifically 
protecting surface and groundwater drinking water supplies through coordination with 
District projects and activities, (2) increasing community awareness and appreciation 
of the importance of watersheds and water resources, including creeks and the Bay, 
(3) engaging the community in watershed protection. WMM are a Program-wide 
activity which embraces other Program elements such as (1) New Development and 
Construction, (2) Public Information and Participation, and (3) Program Management. 

The WMM activities also meet the requirements and the spirit of the San Francisco 
Estuary Project's Comprehensive Conservation and Management Plan, the Coastal 
Zone Act and Reauthorization Amendments (CZARA), and the Regional Board’s staff 
guidance on New Development Controls. 

Monitoring Program: The overall goal of monitoring is to obtain adequate information 
to characterize and define problems, and in turn implement and assess the effectiveness 
of management measures which are designed to provide reasonable protection of 
resources and beneficial uses. Key objectives of Program monitoring include 
comparing of storm water discharges with water quality objectives, identifying sources 
of pollutants and toxicity, evaluating effectiveness of control measures, and providing 
direction to the overall Program based upon an ongoing definition and characterization 
of problems. 

Metal Control Measures: The goal of the Program's Metals Control Measures (MET) 
is to reduce metals concentrations in Santa Clara Valley streams and loads to the South 
Bay for metals of environmental concern which substantially originate from urban 
sources or activities. MET activities generally fall into other Program elements such 
as Public Agency Activities or Industrial and Commercial Controls. 

Public Agency Activities: Control Measures under the Public Agency Activities (PAA) 
element have the goal of reducing or eliminating adverse water quality impacts due to 
construction, operation, and maintenance actions by municipalities of the Program. 
Successful implementation of PAA activities is particularly important since agencies 
in the Program should serve as good examples to the community. 

Illicit Connection and Illegal Dumping Identification and Elimination (ICID): Control 
measures under the ICID element have the goal of identifying and eliminating non- 
permissible non-storm water discharges associated with either illegal dumping or illicit 
connections between sanitary/process water lines and storm drains. 

Industrial and Commercial Discharges Control (IND): Control measures under the 
IND element are to control storm water discharges associated with industrial and 


R9616 


2-5 



Chapter 2—The Guadalupe River Watershed 


commercial activities into municipal storm drain systems. 

• New Development and Construction Activities: The goal of new development and 
construction activities control measures is to minimize the adverse effects on urban 
runoff from new and redevelopment both during and after construction. Activities 
contained within this element apply to private development and to public agency 
construction projects. 

Groundwater Protection Programs 

The District, along with the State RWQCB, takes a leading role in prevention and cleanup 
of leaking underground tanks, industrial spills, and other groundwater contaminants through 
a variety of ongoing programs. 

• Fuel Leaks Cleanup: The District has been involved in overseeing the investigation 
and cleanup of fuel leak sites in the County since 1987. 

» Solvent Leaks Cleanup: The District works closely with the RWQCB and other state 
and federal agencies to investigate and cleanup solvent leak sites. Throughout the 
years, solvent leaks have been impacting a few municipal water supply wells, resulting 
in closure and treatment of the water supply. 

• Wellhead Standards and Protection: Since 1984, the District has been working to 
identify and seal wells that may pose contamination problems. Abandoned or 
improperly constructed wells may act as pathways for contaminants to migrate into 
deeper aquifers which supply drinking water. From time to time, the District conducts 
public education and enforcement efforts to ensure proper well construction and 
destruction practices. 

• Storm Water Infiltration Device (SWID) Control: SWID are shallow storm water 
drainage wells (dry wells) that catch surface drainage water and percolate it into the 
ground. If constructed incorrectly, these wells can contribute to groundwater 
contamination. In August 1993, the District Board of Directors adopted a SWID 
Policy. This policy provides for a program to permit and register new and existing 
SWID's, as well as evaluate risk and regulate destruction of those found to be harming 
or at the greatest risk of harming groundwater. The policy regulates devices deeper 
than 10 feet in the ground which are at most risk for polluting groundwater, including 
dry wells, unlined drainage sumps, and detention ponds. Pursuant to the policy, new 
devices are subject to siting requirements and construction standards and are not 
allowed in high-risk areas such as industrial sites. 

Environmental Programs 

District staff prepare environmental documents, evaluate natural resources, and develop and 
implement mitigation programs. Great emphasis is focused on environmental protection, 
including the reestablishment and maintenance of streamside habitats. Some of the programs 
include: 
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Vegetation Management Program: This program addresses all the measures and 
procedures used by maintenance crews to remove or control vegetation on District 
right of way. These measures consist of the application of herbicides and other 
chemical control agents, mechanical removal, hand labor removal and agricultural 
methods. An EIR is being prepared to assess the short-term, long-term, and 
cumulative impacts of this program on wildlife and fish habitat, surface water and 
groundwater quality, evaluate alternate means of accomplishing the goals of the 
program, and recommend mitigation to compensate for any adverse impacts. 

Erosion Control and Sediment Removal Routine Maintenance Program: This program 
addresses all measures and procedures used by the Maintenance Department to 
perform erosion control by various structural means and both instream and off-stream 
sediment removal. The purpose of this program is to develop a comprehensive 
approach to managing routine maintenance activities on District facilities. An EIR and 
related Corps permit applications are being prepared to comply with Section 404 of 
the Clean Water Act. The EIR and permit applications will: assess the short-term, 
long-term, and cumulative impacts of this program on wildlife and fish habitat; assess 
surface water and groundwater quality impacts; evaluate a broad range of alternatives 
in an equal level of detail; reduce the level of maintenance on any stream, up to a 
point where the stream can be self-maintaining; and define a formula for compensatory 
mitigation for impacts, a formula which identifies when on-site mitigation is 
appropriate, and when off-site mitigation within the watershed is appropriate. 

Stream Database Program: This program is a comprehensive and cost-effective 
biological survey of streams within the Guadalupe River watershed, evaluating the 
physical, biological and adjacent land use elements. This program will provide an 
advance planning tool with site-specific habitat descriptions and general evaluation of 
stream resources to assist in the early stages of flood control project planning and 
assessment. This information would serve as an early warning system by enabling 
staff to select alternatives that avoid major impacts to natural resources that could 
jeopardize the success of a project. This program will identify potential revegetation 
sites as part of District’s project planning needs or as advance mitigation of impacts. 
It will also provide guidance to other cooperating agencies or organizations requiring 
project-related mitigation or restoration sites for jointly sponsored and mutually 
beneficial projects. 

Multipurpose Constructed Wetlands Project: This is a potential cooperative project 
between the District, the Nonpoint Source Pollution Program, and the City of San 
Jose. This project would address flood control mitigation, spill mitigation and 
potential future regional wetlands mitigation banking program. The findings of this 
project will also provide information for the Nonpoint Source Pollution Control 
Program on storm water treatment demonstration project and also provide information 
to the City wastewater treatment plant on effluent discharge reduction to the Bay 
during the dry season. 

Summer Dams Fisheries Study: This project is to monitor and study the impacts of 
construction and operation of in-stream seasonal spreader dams on anadromous fish. 
Seasonal dams located in Coyote Creeks, Guadalupe River, Los Gatos Creek, Saratoga 
Creek, Upper Penitencia Creek, and Stevens Creek are included in the study. 
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° Community Creekwatch (Streamkeeper) Program: This program is a community 
education and involvement program to train volunteers to conduct systematic resource 
inventories of the creeks within the County. These inventories will identify critical 
creek areas for preservation, protection, and restoration. In addition, this program 
will enhance the public awareness of the creeks within the County, increase public 
participation in identifying creek pollution sources, and develop data for the 
environmental assessment of creeks. This program is funded by the District and 
administered by the Coyote Creek Riparian Station. 

• Automated Environmental Mapping Program: This program involves the development 
of a computerized map system to locate and track areas of environmental concern in 
the creeks in the County. The program includes the mapping of critical habitat areas, 
wetlands, sensitive species areas, and stream inventory data. This program will take 
data generated from the Streamkeeper Program (previously described) and place it into 
a computerized geographic information system. The program will provide geographic 
mapping which delineates areas of pollution and critical habitat that will aid in 
developing baseline data on watershed characteristics. In addition, the mapping 
information will be available for graphical presentations for use in public awareness 
programs. This program is funded by the District and administered by the Coyote 
Creek Riparian Station. 

Comprehensive Reservoir Watershed Management Program 

The goal of this program is to develop a District policy and program to protect the drinking 
water quality and supply of nine of the District's reservoirs. The impetus for this project 
is driven by: 

° Increasingly stringent drinking water regulations that emphasize source water 
protection, e.g., with this project, the District supports the Safe Drinking Water Act 
and the Clean Water Act in protecting water quality. 

» Increasing unreliability of imported water, e.g., the environmental issues in the Delta 
put the quantity of imported Delta water the District receives in jeopardy. 

• The increasing demand for more recreational facilities and development in the County 
may place additional stress on reservoir operational flexibility and may have the 
potential to affect reservoir water quality. 

This project will ensure that operational flexibility and water quality are preserved while 
ensuring and balancing community interests and needs. The project will develop a plan and 
methods to implement the plan, to be supported by the District's Board of Directors and the 
County Board of Supervisors. The project focuses on the watershed lands above the 
reservoirs. Since the District owns so little land in these watersheds, the County is the land- 
use agency responsible for land use control, a partnership between the County and the 
District is essential in order to achieve a reasonable level of protection of the County's water 
supplies. 

Reservoir watershed management will provide an additional barrier of protection to the 
public water supply. It will also be more effective to prevent impacts to the reservoir than 
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eliminate them once they have occurred. By this project, the District hopes to prevent 
negative impacts from occurring to the reservoirs when land use changes, development and 
activities occur. 

Environmental Compliance Programs 

The District's Environmental Compliance Division manages hazardous waste and ensures that 
the District complies with local, state, and federal hazardous material regulations. The 
division also conducts hazardous materials preacquisition investigations and remediates 
hazardous materials problems for District's capital improvement projects. Great emphasis 
is focused on response to hazardous material spills and illegal dumping. This protects the 
public and the environment, including fish, wildlife, and streamside habitats. Some of the 
programs this division manages are: 

« Alignment Investigations Program: This program identifies potentially contaminated 
sites within a project area and delineates the extent of hazardous material 
contamination in the project alignment. All remedial activities will also be performed 
to minimize the impacts of, and the District's liabilities due to, hazardous material on 
District capital improvement projects. 

- Property Acquisition Program: This program investigates and evaluates the impacts 
of hazardous materials on properties which will be acquired by the District in fee or 
easement. 

« Emergency Response Program: This program is developed to protect the public, 
surface water, groundwater, and fish and wildlife from hazardous material spills or 
illegal disposal of hazardous material on District property, easement or right of way. 

» Facility Compliance Program: This program ensures that the District facilities and the 
District's hazardous materials management comply with all local, state, and federal 
hazardous material regulations. 

» Well Ordinance Program: This program ensures that the construction, maintenance, 
and destruction of wells in the County complies with the District's Ordinance and state 
regulations through a system of permitting and inspection. 

Design Coordination Programs 

The District has adopted policies and ordinances to regulate and protect the water resources 
in the County. Ordinance 83-2 applies to all water resources in the County and prohibits the 
pollution of the water supplies of the District, whether in surface streams, reservoirs, other 
conduits of any kind, or groundwater. This ordinance requires a District permit for the 
installation of any outfall discharging into a watercourse under District jurisdiction, 
revegetation, and any construction or soil disturbances within 50 feet of any creek bank. The 
objective of Ordinance 83-2 is to allow the District to properly manage streams to prevent 
or minimize erosion, preserve water quality, contribute to survival of the area's fish and 
wildlife, and help avoid flood losses. The life of a stream reflects conditions throughout its 
watershed, and not just those along its banks. The District's Design Coordination Division 
reviews plans and issues a permit only after investigating that the proposed work will not 
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impact the District's facilities. Violation of the provisions of the ordinance and any failure 
to satisfy the terms of the permit are punishable as a misdemeanor. 

Some of the programs with which the Design Coordination Division is actively involved in 
are: 

• Ordinance 83-2 Violations Program: This program identifies violations of 
Ordinance 83-2 throughout the County and requires the violator to correct the 
condition within a specified time. Examples of common violations are: encroachment, 
illegal outfall, dumping, and erosion. In the Guadalupe River watershed, 
approximately 56 violations were reported and acted upon by the District in 1993. A 
summary of these violations is tabulated in Table 2.1. A copy of the ordinance is 
included in the report in Appendix M. 

» Stream Care Brochure: The brochure promotes public awareness and encourages 
active participation from every resident in the County. This brochure addresses the 
preservation and enhancement of the streamside environment, protection of streams, 
and effective watershed management. The brochure targets streamside property 
owners to help reduce the number of Ordinance 83-2 violations. 

Water Supply Programs 

As a water wholesaler and manager of water resources in the County, the District conserves, 
imports, treats, distributes, reclaims, and is responsible for the quality of water in the 
County. To meet its water supply objectives, the District constructed and now operates and 
maintains a countywide conservation and distribution system to convey raw water for 
recharge and treatment. 

° Reservoir Storage: The District currently operates and maintains ten local reservoirs 
which conserve local runoff for either local recharge or treatment at one of the 
District's three water treatment plants. Five of the ten local water conservation 
reservoirs are within the Guadalupe River watershed, as shown on Figure 1.1. The 
Calero/Almaden reservoir systems have the ability to deliver raw water to one of three 
water treatment plants. 

° Artificial Groundwater Recharge Program: The District owns and operates over 
30 recharge facilities in 6 major recharge systems. These recharge facilities percolate 
local or imported water into the groundwater basin. The Los Gatos and Guadalupe 
recharge systems are within the Guadalupe River watershed (Figure 2.2). In-stream 
recharge is enhanced by the construction and operation of temporary dams. Off- 
stream recharge is performed at percolation ponds that are fed by water diverted from 
the creeks or by imported water pipelines. 
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TABLE 2.1 

Violations Reported and Acted Upon by District Within Guadalupe River Watershed in the Year 1993 



* 


Types of Violations 

.... • ... 

V ".\;V :;vs; ; V,V;: 7:7: ; a:7n:;f 

; ; .. .. ,. . 

: ..;,v...; 

Encroachments 

Outfalls 

( 

Erosion 

Miscellaneous 
. ^ ’ (levee alterations, 
channel obstructions, 
etc.) 

Guadalupe River: 






1. San Francisco Bay to 
Highway 280 

1 

2 

0 

0 

1 

2. Highway 280 to 
Blossom Hill Road 

8 

1 

3 

0 

0 

3. Blossom Hill Road to 
limit of jurisdiction 

0 

0 

0 

0 

0 

Los Gatos Creek 

0 

0 

2 

0 

0 

Canoas Creek 

1 

6 

7 

2 

0 

Ross Creek 

10 

3 

2 

1 

0 

Alamitos Creek 

0 

0 

4 

0 

1 

Calero Creek 

0 

0 

0 

0 
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City of San Jose 

The San Jose City Council adopted the Horizon 2000 General Plan for the City in 1984. The Plan 
seeks to balance natural resource conservation and urban development so as to maximize the 
achievement of environmental, economic, and social needs. Figure 2.3 shows the Horizon 2000 
General Plan in the Guadalupe River watershed. The legend is shown in Figure 2.4. 

The City plans to protect water resources wherever possible. Policy No. 3 of the City's Water 
Resources Goals and Policies states: “Protect water resources because they are vital to ecological and 
economic health of the region and its residents. The City, in cooperation with the District, should 
restrict, or carefully regulate, public and private development in watershed areas, especially those 
necessary for effective functioning of reservoirs, ponds, and streams, and for the prevention of 
excessive siltation. The City should protect important groundwater recharge areas, particularly creeks 
and creeksides, from urban development.” 

The City also plans to preserve riparian resources wherever feasible. Policy No. 5 of the City's 
Marinelife and Wildlife Resources goals and Policies states: “Preserve areas of special marine and 
wildlife habitation, particularly those containing endangered species, as living research and recreational 
resources, and as indispensable parts of the total environment. Any development involving unmitigated 
adverse impacts on the National Wildlife Refuge in south San Francisco Bay should not be permitted. 
Consideration should be given to setting aside nature preserves in the Bay, marshes, streamsides, 
streambeds, and hillside areas to protect habitats of essential, rare and endangered species of plants and 
animals, and to provide areas for educational and research purposes.” 

The City is also developing a riparian corridor policy which analyses balancing long-term 
environmental protection and continued land development. 

The City is a participant in the Santa Clara Valley Nonpoint Source Pollution Control Program and a 
co-permittee with 14 other agencies in the County for the NPDES permit issued by EPA to the program 
in June of 1990. As a participant in the Nonpoint Source Program, the City is responsible for 
implementing program elements in its area of jurisdiction and must submit an annual report to be 
included in the Santa Clara Valley NPDES annual report. 

Santa Clara County 

The County General Plan (1990) has a few protective measures in reference to creeks and streams ide 
areas in its Natural Environment, Lands Use and Public Safety Elements. Some of them are: 

» Public projects shall be designed to avoid damage to the stream environments. 

• Where possible, riparian woodlands, marshes and floodplains which have been altered should be 
allowed to return to a natural state. 

• In floodplains which are not already developed, land uses shall be restricted to avoid need for major 
flood control alterations to the streams. 

• Public projects should preserve the stream environment and should provide multiple use for such 
purposes as parks, open space preserves, trails and flood control. 
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State Regulations 

Streambed Alteration Agreements: California Fish and Game Code Section 1601/1603 

Any person, governmental agency, state or local, and public utility proposing a project which will 
diverts, obstructs or change the natural flow or bed, channel, or bank of any river, stream or lake 
must give notice to the CDFG under Sections 1601 (public) and 1603 (private) of the California Fish 
and Game Code. 

California State Water Resources Control Board 

The California State Water Resources Control Board (SWRCB) is responsible for the quality of the 
water in the state waterways. The nine RWQCBs that implement the policies of the SWRCB, make 
policy recommendations and issue permits to improve water quality. The San Francisco Regional 
Board has issued three general NPDES permits which are applicable in the Guadalupe River 
watershed. 

NPDES General Industrial Activity Stormwater Permit 

This permit applies to storm water discharges by certain regulated industries. Federal law 
requires that industrial storm water discharges meet all provisions of Section 301 and 402 
of the Federal Clean Water Act in order to control pollutant discharges. These provisions 
require the use of best available technology economically available and best conventional 
pollution control technology to reduce pollutants and any more stringent controls necessary 
to meet water quality standards. 

NPDES General Construction Activity Stormwater Permit 

This permit is required of all construction projects disturbing five or more acres of land area. 
BMPs to control storm water runoff both during and after construction are required. 

NPDES Municipal Stormwater Permit 

Municipalities with a population over 100,000, or those that have been determined to be 
significant contributors of pollutants, are required to obtain NPDES municipal storm water 
permits. The applicants are required to collect existing information regarding storm water 
discharges and receiving water quality, provide adequate fiscal resources, and prepare a 
storm water management program. The Guadalupe River watershed falls within the 
jurisdiction of the NPDES permit issued to the Santa Clara Valley Nonpoint Source Pollution 
Control Program. 

Federal Regulations 

The Rivers and Harbors Act 

The Rivers and Harbors Act was enacted by Congress in 1899 to protect interstate commerce 
in navigable waters through the regulation of streams and rivers. Sections 9 and 10 of the 
Act relate to protecting navigable waters. Section 9 of the Rivers and Harbors Act requires 
an applicant to obtain a permit to construct a dike or dam in navigable waters of the United 
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States. Under Section 10, the Corps regulates projects or construction of structures in or 
over any navigable water of the United States, including the excavating from or depositing 
of material in any such waters. Limits of navigable water jurisdiction in Guadalupe River 
extend up through the upstream end of this project. 

Fish and Wildlife Coordination Act 

The Fish and Wildlife Coordination Act was established to protect the quality of the aquatic 
environment as it affects the conservation, improvement and enjoyment of fish and wildlife 
resources. The Fish and Wildlife Coordination Act requires that any federal agency that 
proposes to control or modify any body of water must first consult with the U.S. Fish and 
Wildlife Service (USFWS) and the National Marine Fisheries Service (NMFS). 

Endangered Species Act (Section 7) 

The federal Endangered Species Act requires federal agencies, in consultation with the 
NMFS and the USFWS, to ensure that their actions do not jeopardize the continued 
existence of endangered or threatened species or result in the destruction or adverse 
modification of the critical habitat of these species. 

The State Endangered Species Act requires agencies to consult formally with DFG when the 
proposed action may affect state-listed endangered or threatened species. 

Clean Water Act 

The Clean Water Act was enacted by Congress in 1972 and its goal was to “restore and 
maintain the chemical, physical, and biological integrity of the Nation's waters.” To meet 
this objective, Section 301 of the Clean Water Act prohibits the discharge of any pollutants 
into navigable waters, except what is allowed by permits issued under Sections 402 and 404. 

Sections 401, 402, and 404 of the Clean Water Act 

Section 401 addresses effluent standards and water quality standards by requiring, in 
addition to a dredge and fill discharge permit, water quality certification from the 
SWRCB. 

Section 402 authorizes the U.S. Environmental Protection Agency (USEPA) to issue 
permits under procedures established to implement the NPDES program. 

Section 404 authorizes the Corps to issue permits for and regulate the discharge of 
“dredge or fill materials into waters of the United States.” Waters of the United 
States include: 

• all waters which are currently used, or which were used in the past for 
commerce, including waters which are subject to the tide; 

• all interstate waters, including lakes, rivers, streams, intermittent streams, 
sloughs, and natural ponds; 
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« all impoundments of water; 

° tributaries of waters; and 

• wetlands adjacent to waters. 

Once an area has been identified as a federal water and a permit is applied for, an 
environmental assessment is required under the National Environmental Policy Act. 
The NMFS and USFWS review and comment on all Section 404 permit applications. 
In addition, the RWQCB is responsible for certifying Section 404 permits as being in 
compliance with state water quality standards. 

Coastal Zone Act Reauthorization Amendments of 1990 

The Coastal Zone Management Act was originally passed by Congress in 1972 to voluntarily 
develop comprehensive programs to protect and manage coastal resources. To receive 
Federal approval and implementation funding, States had to demonstrate that they had 
programs, including enforceable policies, that were sufficiently comprehensive and specific 
both to regulate land uses, water uses, and coastal development and to resolve conflicts 
between competing uses. In 1990 Congress enacted the Coastal Zone Act Reauthorization 
Amendments of 1990 (CZARA). These amendments were intended to address several 
concerns, one of which is the impact of nonpoint source pollution on coastal water quality. 

CZARA guidance specifies two management measures for channel modifications: 

■> Management Measure for Physical and Chemical Characteristics of Surface Waters 

Evaluate the potential effects of proposed channel modifications on the physical 
and chemical characteristics of surface waters in costal areas; 

Plan and design channel modifications to reduce undesirable impacts; and 

Develop an operation and maintenance program for existing modified channels 
that includes identification and implementation of opportunities to improve 
physical and chemical characteristics of surface waters in those channels. 

o Instream and Riparian Habitat Restoration Management Measure 

Evaluate the potential effects of proposed channel modifications on instream and 
riparian habitat in coastal areas; 

Plan and design channel modifications to reduce undesirable impacts; and 

Develop an operation and maintenance program with specific timetables for 
existing modified channels that includes identification of opportunities to restore 
instream and riparian habitat in those channels. 
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Chapter 2 —The Guadalupe River Watershed 


National Historic Preservation Act (Section 106) 

The National Historic Preservation Act provides the Advisory Council on Historic 
Preservation power to review and comment on Corps permit applications that could have an 
effect on historic properties listed in the National Register of Historic Places or those 
properties eligible for listing. 


HISTORIC STREAM CHANNEL 

The Guadalupe River played an important role in the settlement of San Jose and, as a result, it has been 
subjected to many modifications. One of the first modifications completed following the establishment 
of San Jose as a pueblo in 1777 was the construction of a small dam above the settlement for irrigation 
purposes. After the dam was destroyed by floods, it was relocated to near the original confluence of 
Canoas Creek and the Guadalupe River. Canoas Creek formerly flowed through Willow Glen and 
combined with the Guadalupe River near Auzerais Avenue, about 3 miles downstream of the present 
confluence. 

Following the discovery of gold in California in 1849, the County experienced steady growth. Grain 
farming was the primary agricultural pursuit during the 1850s while gristmilling began as one of the early 
industrial developments. The first water-powered mill was built sometime prior to 1840 near the old 
Guadalupe-Canoas confluence. The area from Interstate 280 to Southern Pacific Railroad (SPRR) was 
known historically as Gulnac's Island. 

Further upstream on the Guadalupe River was an area subject to annual flooding known as “The Willows” 
(Willow Glen) because of the many willow trees that grew there. Sometime after 1866, a canal was dug 
from Willow Glen Way to near Willow Street in order to alleviate flooding and improve conditions for 
the rapidly expanding orchards. This canal was known as Lewis Canal, probably because of the 
landowner Frank Lewis. The Lewis Canal is the present stream channel of the Guadalupe River from 
Willow Glen Way to Willow Street and is noticeably straighter than both the upstream and downstream 
stream channel. A 1939 aerial photograph of the Guadalupe River is shown on Figure 2.5. 

More recently, Canoas Creek and Ross Creek were realigned to flow into the Guadalupe River. Canoas 
Creek outfall was moved from downstream of Auzerais Avenue to about 1,500 feet upstream of Curtner 
Avenue in 1960, and Ross Creek outfall was moved from near Koch Lane to 1,000 feet downstream of 
Branham Lane in 1955. 

In 1975, as part of Almaden Expressway construction project, about 3,000 feet of channel beginning at 
Almaden Road was widened and moved eastward. The San Jose Water Company (SJWC) well field and 
redwood tank located in the center of the expressway near Koch Lane identifies the previous location of 
the west bank of the river. The river was realigned in order to build the northbound expressway. 

Between Branham Lane and Blossom Hill Road, the original stream channel was excavated as part of a 
gravel quarry operation. That channel was enlarged to a trapezoidal section with a 120-foot bottom width. 
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Chapter 2 —The Guadalupe River Watershed 


HISTORIC LAND SUBSIDENCE 

Historic land subsidence has occurred in the Santa Clara Valley as a result of overdraft pumping of 
groundwater basin. It is estimated that between 1934 and 1967, the ground level in the Santa Clara 
Valley subsided to a maximum of 8 feet centered in an area southeast of downtown San Jose (see 
Figure 2.6). This led to the collapse of many well casings that were constructed to the deep groundwater 
confined zone. Structures that rely on hydraulic gravity flow such as sewer and storm drain lines and 
creeks were also impacted. However, other structural facilities such as highways and buildings were not 
impacted as land subsidence occurs on a gradual basis and covers a large area. Since 1969, due to the 
successful management of water supply by the District to balance the ever-increasing demand for water 
in the County, land subsidence has stopped. Water imported through the South Bay Aqueduct of the State 
Water Project has also allowed the reduction in groundwater pumping from the groundwater basin. 

Land subsidence caused the southern shoreline of the San Francisco Bay to drop below sea level. As a 
result, levees were constructed along the bay front and along the tributary streams to prevent saltwater 
flooding in the baylands. In the areas that subsided below the sea level and the areas behind the levees, 
local drainage runoff has to be pumped over the levees and into the creeks and the bay. 

Land subsidence has also allowed the incursion of tidal saltwater from the Bay as far upstream as Trimble 
Road in the lower Guadalupe River. This incursion has posed a threat to the shallow aquifer from 
saltwater intrusion in the lower Guadalupe River. 

PROBLEM DEFINITION 

Water Quality 

Water quality degradation can be caused by agricultural activities, commercial and industrial 
activities including leaking underground storage tanks and spills, land alteration including 
commercial and residential development, wetland and riparian area degradation, urban runoff, and 
transportation activities. Some of these activities threaten the current water quality in the 
Guadalupe River watershed. 

In recent years, leaking underground tanks and industrial spills have threatened groundwater quality 
in the watershed area. At various locations in the watershed, motor fuels have leaked from storage 
tanks into soil and shallow groundwater aquifers. For example, more than 600 fuel leak sites were 
identified within the Guadalupe River watershed in the District's Fuel Leak Site Activity 1993 
Fourth Quarter Report. Figure 2.7 shows the location of those sites. Several hundred of these sites 
involved groundwater contamination. 


R9616 


2-24 























Chapter 2 — The Guadalupe River Watershed 


Nonpoint source pollution is another major threat to water quality in the Guadalupe River and South 
San Francisco Bay. Pollutants from exposed soil, roofs, streets, parking lots, freeways, illegal 
outfalls, illegal dumping, construction and industrial sites, and various other man-made surfaces 
are washed into storm drains, creeks, and eventually into the Bay. These pollutants include 
sediment, oils, grease, heavy metals, pesticides, and organic chemicals, which may be hazardous 
to aquatic and human life when they enter the food chain and are consumed by wildlife or humans. 

In the past, wastewater treatment plants were seen as the primary source of water pollutants. 
Nationwide studies over the last 15 years, however, have revealed that runoff from urban areas 
contains the same pollutants found in discharges from sewage treatment plants (point sources). In 
addition, water pollution from nonpoint sources has increased relative to point sources as a result 
of improved equipment and wastewater treatment plant operations. Annual loads were estimated 
for the three Lower South Bay wastewater treatment plants (San Jose, Sunnyvale, and Palo Alto 
Publicly Owned Treatment Works [POTW]), based on 1987 and 1988 self-monitoring effluent data, 
and are compared with the estimated mean annual load from nonpoint sources. The result is in 
Figure 2.8, which indicates that nonpoint sources are a significant contributor of chromium, copper, 
lead, nickel, zinc and sediment. Further studies have shown that the relative loading of copper per 
year from the POTWs is less than 4,000 pounds while nonpoint sources contributes about 17,000 
pounds/year. Significant sources of nonpoint source copper are wear and tear of automotive brake 
pads and sediment. 

Table 2.2, from 1991 Loads Assessment Report done by the Santa Clara Valley Nonpoint Source 
Pollution Control Program (NPS Program), presents the estimated annual loads of metals and 
organics to San Francisco Bay by watershed. The Guadalupe watershed contributes an estimated 
30 to 40 percent of the metals and organics discharged to the Bay from the County. 

The creekbed sediments in the Guadalupe River were sampled, on July 20, 1994, at ten locations 
in the project area. Two sediment samples were also collected near Highway 237, 7.5 miles 
downstream of the project area for sediment properties comparison. The sample locations are 
shown in Figure 2.9. The sediment samples were tested for the presence of EPA priority pollutant 
heavy metals, organochlorine pesticides, polychlorobiphenyls (PCBs), volatile and semivolatile 
organic compounds (VOCs and SVOCs), chlorinated herbicides, Total Petroleum Hydrocarbons as 
Gasoline (TPHG), Total Petroleum Hydrocarbons as Diesel (TPHD), and Total Recoverable 
Petroleum Hydrocarbons (TRPH). Test data were compared with the Puget Sound Sediments 
Quality Standards (Washington State Department of Ecology, 1991) and background levels 
identified in the watershed. In all the sediment samples collected, none exceeded the Puget Sound 
criteria except for two samples in Mercury concentrations. However, the average Mercury 
concentrations detected in all the samples is lower than the minimum cleanup level of the Puget 
Sound criteria. The range of results is compared to the criteria and other results in Tables 2.3 
and 2.4. The type of chemicals and range of concentrations detected in the sediment in the Alviso 
Slough area are not significantly different from the sediment in the project area. The range of 
metals concentrations detected is also consistent with the concentrations detected in the Adobe 
Creek, Calabazas Creek, and Guadalupe and South Bay Stations, which are summarized in 
Table 2.5. 

In support of the Nonpoint Source Pollution Program, a survey was conducted of all storm water 
outfalls into the Guadalupe River watershed in the study area to identify any illicit connections. 
City of San Jose's records were examined and supplemented with two field surveys. 
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Adobe, Barron, and Matadero 

ma 

0 

6,485 

1,511 

7,997 

- 
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0 

5.071 

663 

5,734 

Coyote 


1,357 

6,085 

5,904 

13,345 

-.yy 
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wmmm 

jgggjgl 



25,927 

Los Gatos 

18 

0 

2,764 

283 

3,047 

Per mane ntc 

18 

0 

1,567 

3,146 

4,713 

San Francisquito 

8 

0 

552 

846 

1,398 

San Tomas 

27 

1,332 

5,694 

979 

8,005 

Saratoga 

17 

0 

938 

4,634 

5,572 

Stevens Creek 

12 

0 

1,415 

130 

1,546 

Sunnyvale Last 

7 

0 

1.677 

0 

i ,677 

Sunnyvale West 

5 

0 

1,320 

1 

1,321 

TOTAL 

380 

4,859 

49,218 

26,205 

80,283 



Total 

Copper (Ihs/ycar) 


Ind 

Res 

Open 

Total 

Adobe, Barron, and Matadero 

34 

0 

1,339 

56 

1,395 

Calabazas 

21 

0 

1,047 

24 

1,072 

(’oyotc 

123 

293 

1,257 

217 

1.767 

E 9HBRHI 

90 

469 

3,232 

298 

3,999 

Los Gatos 

18 

0 

571 

to 

581 

Permanence 

18 

0 

324 

116 

439 

San Francisquito 

8 

0 

114 

31 

145 

San Tomas 

27 

288 

1,176 

36 

1,500 

Saratoga 

17 

0 

194 

171 

364 

Stevens Creek 

12 

0 

292 

5 

297 

Sunnyvale Fast 

7 

0 

346 

0 

346 

Sunnyvale West 

5 

0 

273 

0 

273 

TOTAL 

380 

1,051 

10,164 

964 

12,179 
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TABLE 2.3 

ANALYTICAL RESULTS FOR SEDIMENT SAMPLING 
HEAVY METALS 

UPPER GUADALUPE RIVER PROJECT 

__ (DRY WEIGHT CONCENTR ATI ONS) __ 


Ideation 

Sample 
I.D. no. 

Units 

Date 

Sampled 

Moisture 

Content 

Sb 

As 

Bu 

He 

Cd 

■ Cr 

Co 

Cu 

Pb 

Hr 

Mo 

Nl 

Se 

Ar 

n 

V 

Zn 

Alviso Slough 












































Sediment 

652240 

mg/kg 

07/20/94 

0.134(a; 

1,2 

4.6 

774 

0.3 

<0,5 

58.9 

12 7 

35.8 

55.4 

0.23 

<1 

84.3 

<1 

<0.5 

<1 

37.0 

107.4 























Native soil 

652239 

mg/kg 

07/20/94 

0.134(a' 

2.3 

8.1 

242.5 

0.6 

<0.5 

61.2 

15.0 

35.8 

23.1 

0.46 

<1 

88.9 

<i 

0.7 

<i 

45.0 

69.3 























Upper Guadalupe River Pr 

oject Aiigt 

ment 







































Virginia St. 

652246 

mg/kg 

07/18/94 

0.134(a 

4,6 

5.8 

113.2 

0.3 

<0.5 

91.2 

23.1 

90.1 

52.0 

0.46 

<1 

138.6 

<1 

<0.5 

2.3 

75.1 

109.7 























Willow St. 

652245 

mg/kg 

07/18/94 

0.134(a‘ 

<i 

4.6 

127.0 

0.5 

<0.5 

52.0 

12.7 

50.8 

48.5 

0.23 

<1 

65.8 

<1 

<0.5 

<1 

38.1 

73.9 























Alma Avc. 

652236 

mg/kg 

07/20/94 

0.040 

2.1 

4.2 

72.9 

0.2 

<0.5 

103,1 

19.8 

29.2 

39.6 

0.31 

<1 

114.6 

<1 

0.7 

<1 

45.8 

104.2 






















Willow Glen Way 1 

652243 

mg/kg 

07/20/94 

0.078 

2.2 

7.6 

90.0 

0.3 

<0.5 

216.9 

23.9 

49.9 

19.5 

0.22 

<1 

271.1 

<1 

0.8 

3.3 

49.9 

260.3 























Curtner Avc 

650240 

mg/kg 

07/20/94 

0.190 

2.5 

4.9 

107.4 

3.7 

<0.5 

148.1 

24.7 

42.0 

•27.2 

0.37 

<1 

172.8 

<1 

0.7 

<1 

71.6 

mi 























Canoas Creek Confluence 

652242 

iYig/kg 

07/20/94 

0.049 

2.1 

6.3 

79.9 

0.3 

<0.5 

126.2 

22.1 

47.3 

14.7 

0.05 

<1 

157.7 

<1 

0.8 

2.1 

54.7 

115.7 























Capitol Avc 

650242 

mR/kR 

07/20/94 

0.190 

3.7 

8,6 

395.1 

0.6 

<0.5 

160.5 

38.3 

44.4 

9.9 

0.37 

<1 

234.6 

<i 

i.i 

<1 

82.7 

81,5 























Ross Creek Confluence 

652237 

mg/kg 

07/20/94 

0.210 

2.5 

6.3 

122.8 

0.4 

<0.5 

126.6 

20.3 

57.0 

86.1 

0.76 

<1 

177.2 

<1 

<0.5 

<1 

62,0 

177.2 























Branham Avc. 

652241 

mg/kg 

07/20/94 

0.065 

3.2 

5.3 

83.4 

0.3 

<0.5 

103.7 

20.3 

37.4 

26.7 

0.43 

<1 

160.4 

<i 

0.9 

<i 

55.6 

104.8 























Blossom Hill Rd 

652238 

mg/kg 

07/20/94 

0.250 

5,3 

10.7 

124.0 

0.4 

<0.5 

160.0 

26.7 

49.3 

24.0 

1.87 

<1 

306.7 

<1 

<0.5 

<1 

62.7 

101.3 





















Puget Sound Sediment Standard 

mg/kg 




57 



5,1 

260 


390 

450 

0.41 




6.1 



410 

Puget Sound Minimum Cleanup Level 

mg/kg_ 




93 



6.7 

270 


390 

530 

0.59 




6.1 



960 


V indicates that the moisture content for the sample was not analyzed and the average value of die eight moisture 
contents for eight sediment samples collected from the Upper Guadalupe River Project was used. 


Conversion from wet weight to dry weight is: Wet weight concentration (mg/kg) / (1 - Moisture Content) 
"Puget Sound" indicates Washington State's appiicalbe levels for Puget Sound marrine sediment systems 
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TABLE 2.4 

ANALYTICAL RESULTS FOR SEDIMENT SAMPLING 
ORGANIC COMPOUNDS 
UPPER GUADALUPE RIVER PROJECT 


Ideation 

Sample 
I.D. no. 

Units 

Date 

Sampled 

TPII-G 

TI’H-D 

TRPH (b) 

Total 

DIM) 

Chlordunc 

Dicldrin 

PC lb 

Herbicides 

voc» 

svoc. 

Alvlso Slough 




























Sediment 

652240 

mg/kg 

07/20/94 

<0.3 

200 

160 

0.02 

<0.02 

<.003 

ND 

ND 

ND 

ND 















Native soil 

652239 

mg/kR 

07/20/94 

<0.3 

14 

70 

1.51 

<0.02 

<.003 

ND 

ND 

ND 

ND 















Alignment 




























Virginia St. 

652246 

mg/kR 

07/18/94 

<0.3 

50 

<30 

<003 

<0.02 

<003 

ND 

ND 

ND 

ND 















Willow St. 

652245 

mg/kg 

07/18/94 

<0.3 

<1 

<30 

<.003 

<0.02 

<003 

ND 

ND 

ND 

ND 















Alma Avc. 

652236 

mg/kg 

07/20/94 

0.30 

59 

210 

<003 

<0.02 

<003 

ND 

ND 

ND 

ND 















Willow Glen Way 

652243 

mg/kg 

07/20/94 

<0.3 

140 

1300 

0.02 

<0.02 

0.00 

ND 

ND 

ND 

ND 















Curtner Avc, 

650240 

mg/kR 

07/20/94 

<0.3 

190 

390 

<003 

0,01 

<0031 

ND 

ND 

ND 

ND 















Canoas Creek Confluence 

652242 

mg/kg 

07/20/94 

<0.3 

140 

250 

0.10 

0.01 

0.01 

ND 

ND 

ND 

ND 















Capitol Avc. 

650242 

mg/kg 

07/20/94 

<0.3 

22 

60 

<003 

0.06 

<003 

ND 

ND 

ND 

ND 















Ross Creek Confluence 

652237 

mg/kg 

07/20/94 

<0.^ 

94 

420 

<.003 

0.51 

<.003 

ND 

ND 

ND 

ND 















Branham Avc, 

652241 

mR/kR 

07/20/94 

<0.3 

93 

330 

<.003 

<0.02 

<.003 

ND 

ND 

ND 

ND 















Blossom Hill Rd. 

652238 

mg/kg 

07/20/94 

<0.3 

610 

1400 

<.003 

<0.02 

<.003 

ND 

ND 

ND 

ND 













TTLC Standard mg/kg 





1.0 

2.5 

8.0 

50,0 




STLC Standard mg/l 





0.1 

0.25 

0.8 

5.0 

0.2 


5 

TCLP mg/l 






0.03 







"a" Laboratory reports indicate that TPH-D results did not match typical diesel pattern. 

N b* Analytical method used to determine TRPH (EPA Method 418.1) and TPH-D (EPA 8015 Modified) arc non-selcctivc 
and do not discriminate between petroleum and non-petroleum products 
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TABLE 2.5 

TYPICAL METAL CONCENTRATIONS AND STANDARDS 

(DRY-WEIGHT CONCENTRATIONS IN MILUGRAJv 1/KILOGRAM) 


Metal 

Puget Sound 

Criteria 

(1) 

Puget Sound 

Cleanup Level 

(2) 

Upper 

Guadalupe River 

Adobe Creek 

(3) 

Guadalupe River & 

South Bay Stations 

(4) 

Calabazas Creek 

(5) 

Naturally 

Occuring 

(6) 

TTLC/STLC 

(7) 










Antimony 



ND - 5.3 

ND - 5.2 



0.6 -10 

500/15 










Arsenic 

57 

93 

4.6-10.7 

ND - 5.2 

0.1 - 1.9 

24-44 

1-40 

500/5 










Barium 



72.9-395.1 

83-211 



100-3500 











Beryllium 



0.3-3.7 

0.3 -0.5 



0.1-40 

75/0.75 










Cadmium 

5.1 

6.7 

ND 

ND - 2.1 

0.12-1.9 

1 

0.01-7 

100/1 










Chromium 

260 

270 

52-216.9 

36-160 

120 -230 

ND 

5 -3000 

2500/560 










Cobalt 



12.7-38.3 

8-23 


18-50 

1-40 











Copper 

390 

390 

29.2-90.1 

38.6 - 124.5 

39-81 

25 -397 

2-100 

2500/25 










Lead 

450 

530 

9.9-86.1 

3.4- 194.6 

18-200 

24-53 

2-200 

1000/5 










Mercury 

0.41 

0.59 

.0.05- 1.87 

ND - 0.5 

0.09-0.55 

0.02-0.12 

0.01-0.08 

20/0.2 










Molybdenum 



ND 

ND - 2.6 



0.2 - 5. 











Nickel 



65.8-306.7 

75.6 - 198.4 

65 - 150 

73 - 2247 

5 - 1000 

2000/20 










Selenium 



ND 

ND 

0.12-0.41 

ND 

0.1-2 

100/1 










Silver 

6.1 

6.1 

ND - 1.1 

ND - 1.2 

1.4-2.9 

ND 

0.1-5 

100/5 










Thallium 



ND - 3.3 

ND 



0.1 - 12 

700/7 










Vanadium 



38.1 -82.7 

81 - 120.5 



20 - 500 











Zinc 

410 

960 

81.5-260.3 

47.7 - 254.5 

52 -345 

69-185 

10-300 

5000/250 


(1), (2) Washington State Department of Ecology, 1991 

(3) Terratech Inc., 1994 

(4) , and (5) Woodward-Clyde Consultants, 1992 

(6) Dragun, 1988 

(7) Title 22, Code of California Regulations, Section 66261.24 
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Chapter 2— The Guadalupe River Watershed 


TABLE 2.9 

Guadalupe River—Flood Peak Discharges 


Date 

Discharge (cfs) United 
States Geological 
Survey Gage 
Downstream of Los 
Gatos Creek 

Frequency 

(year) 

Discharge (cfs) 
District Gage 
at Almaden 
Expressway 

Frequency 

(year) 

February 27, 1940 

8,680 

18 

630 

1 

February 2, 1945 

6,600 

10 

2,460 

4 

January 12, 1952 

8,000 

14 

2,550 

4 

April 2, 1958 

9,150 

20 

6,220 

21 

February 19, 1980 

7,910 

13 

2,970 

5 

March 31, 1982 

7,340 

12 

3,790 

7 

January 24, 1983 

7,130 

12 

4,930 

12 

February 18, 1986 

9,140 

20 

4,310 

9 

January 9, 1995 

9,000 

19 

8,470 

36 

March 10, 1995 

10,500 

29 

5,590 

15 


Floodwaters overbanked the east levee upstream of Alma Avenue and both the east and west 
levees downstream of Alma Avenue. The high flows also caused local drainage problems 
and severe erosion damage to the Guadalupe River (see Figure 2.12). 

On January 9, 1995, Guadalupe River spilled over its banks at three locations in central San 
Jose, along River Street; at Virginia Street, where water flowed onto Highway 87; and near 
Alma Avenue (see Figure 2.13). The water raged beneath the St. John Street bridge in 
downtown San Jose at 8,950 cubic feet per second. 

On the night of January 9 from Virginia Street to Alma Avenue in the Gardener district, 
which is along Highway 87 and the Guadalupe River, the water in the Guadalupe River 
reached depths of 15 feet. The river overbanked the easterly levee between Alma Street and 
the Union Pacific Railroad bridge in San Jose, flooding the Elks' Lodge property and Alma 
Street. On Belmont Way in San Jose firefighters used at least one raft to help evacuate 
residents while others swam out. Red Cross shelters were prepared at three San Jose high 
schools and the City of San Jose set up five locations to distribute sandbags. 
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Chapter 2—The Guadalupe River Watershed 

Presented in Tables 2.6, 2.7, and 2.8 are all of the outfalls identified in the study area. Table 2.6 
lists all of the permitted outfalls in Guadalupe River and Table 2.7 the unpermitted outfalls. Table 
2.8 shows both permitted and unpermitted outfalls for Ross and Canoas Creeks in the project area. 
In all cases, outfalls are listed by creek station and reach, proceeding upstream through the creeks. 
All outfalls shown on City plans were assumed to be permitted, whether or not a record of said 
permit could be found. 

Along with a total of 100 permitted outfalls, 56 unpermitted outfalls were identified for Guadalupe 
River. Ross Creek had 13 permitted and one unpermitted outfall; and Canoas Creek had just one 
permitted outfall in the project area. Many of the outfalls designated as unpermitted may be older 
outfalls that the City does not show on the plans. Other outfalls may have been temporarily or 
permanently abandoned. A list of the unpermitted outfalls was transmitted to the District's Design 
Coordination Division for further investigation. 

Flooding Problems 

Historic Flooding Problems 

Written history of flooding in Santa Clara Valley begins with the founding of Mission Santa 
Clara and Pueblo San Jose de Guadalupe in 1777. Floods during the first few years forced 
both to move to higher ground. For the next century and a half, little was done to monitor 
the flows or prevent the Guadalupe River from periodically flooding. “History of San Jose” 
by James and McMurray describes some of these early floods. 

“Floods twice crumbled the mud walls of the rough homes in January 
and February, 1779. . . . The Los Gatos and Guadalupe Creeks 
overflowed in severe floods of March 1862 and December 20, 1867—in 
the latter the Los Gatos Creek cut out its present course. . . . The 
severest flood of American times (February 8, 1869) washed out much 
trackages of the new horse railroad which had backed the waters 4-feet 
deep south of Santa Clara Street. Water also covered an area from Third 
to Seventh Street.” 

On March 7, 1911 the San Jose Mercury described the flooding: 

“. . . Canoas and Guadalupe Creek, escaped their boundaries and the 
situation at midnight began to assume a serious aspect .... The creek 
broke its banks above Humbolt Street and spread over the county to the 
east for a distance of six blocks to a depth of from 3 to 4 feet.” 

The storm of December 1955, sometimes called “The Christmas Storm,” caused widespread 
flooding throughout the County. The Guadalupe River inundated 200 acres from Hillsdale 
Avenue to Robertsville (Branham Lane) and 5,000 acres from the Bay to Brokaw Road. 
Even though many acres were flooded, the flooding would have been more severe if the 
upstream reservoirs had ftot been nearly empty. It was estimated by the Corps that instead 
of the 5,740 cubic feet per second (cfs) which was recorded, the flow rate would have been 
about 17,000 cfs. 
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Chapter 2 — The Guadalupe River Watershed 


TABLE 2.6 

Guadalupe River Permitted Outfalls 


Creek 

Station 

Study 

Reach 

Creek Bank and Location 

Size, 

Type 

District 

I.D. 

Invert 

elev. 

480+00 

A 

W. Bank U/S of Hwy 101 

Two 

30"RCP 


30.0 

480+20 

A 

W. Bank U/S of Hwy 101 

6 "CMP 


31.5 

480 + 90 

A 

W. Bank U/S of Hwy 101 

78"RCP 


19.5 

481+40 

A 

W. Bank U/S of Hwy 101 

54"RCP 


20.0 

481+40 

A 

W. Bank U/S of Hwy 101 

24'" 


36.5 

483 + 50 

A 

E. and \V. Banks at Airport Island 
Bridge 

Two 

6"CMP 


34.5 

486 + 00 

A 

W. Bank U/S of Airport Island 
bridge 

36 "CMP 


24.5 

487+75 

A 

W. Bank U/S of Airport Island 

Bridge 

30" CMP 


24.0 

499+50 

A 

W. Bank U/S of Airport Island 

Bridge 

30 "CMP 


22.5 

503 + 95 

A 

E. Bank D/S of Airport Pkwy 

Two 

24"RCP 


32.0 

508 + 20 

A 

W. Bank D/S of Airport Pkwy 

21"CMP 


28.0 

508 + 80 

A 

E. Bank D/S of Airport Pkwy 

18"CMP 


27.5 

512 + 90 

A 

W. Bank D/S of Airport Pkwy 

18"CMP 


26.5 

515+00 

A 

E. Bank D/S of Airport Pkwy 

54"CMP 


28.0 

515+90 

A 

W. Bank at Airport Pkwy 

24" 1 


33.0 

516 + 30 

A 

W. Bank at Airport Pkwy 

54" 1 


25.0 

521+70 

A 

W. Bank U/S of Airport Pkwy 

48 "CMP 


32.5 

544+00 

A 

W. Bank U/S of Airport Pkwy 

48"CMP 


32.5 

549+20 

A 

E. Bank U/S of Airport Pkwy 

66"RCP 


34.5 

549 + 70 

A 

E. Bank U/S of Airport Pkwy 

66”RCP 


35.0 

554+50 

A 

E. Bank D/S of Hwy 880 

1 


40.0 

564 + 00 

A 

E. Bank D/S of Hwy 880 

18"CMP 


47.5 

569+90 

A 

W. Bank D/S of Hwy 880 

18 "CMP 


56.0 

573 + 20 

A 

E. bank D/S of Hwy 880 

36" 1 


45.0 

574+00 

A 

W. Bank D/S of Hwy 880 

30” 1 


48.5 

575+40 

A 

W. Bank D/S of Hwy 880 

36" 1 


41.5 

577 + 50 

A 

W. Bank D/S of Hwy 880 

54"RCP 


51.0 


Comments 


Permit # 88328 

Permit # 88328A 



Permit it 85338 

Permit # 80309 

Permit S 87314 



Permit it 79314 
Permit # 89320 
Permit # 69325 



Permit # 78344 
Permit # 75321 
Permit # 70335 
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TABLE 2.6 

Guadalupe River Permitted Outfalls 

(continued) 


Creek 

Study 


Size, 

District 

Station 

Reach 

Creek Bank and Location 

Type 

I.D. 


717+00 


727+70 


728+40 


738+50 


740+50 


743+00 


745 + 10 


749+20 


749+30 


749+95 


750+05 


760+75 


761+05 


767+50 


767+50 


772+70 


772+90 


775+60 


780+75 


781+90 


781 + 90 


783+40 


788+75 


795 + 00 


803+75 


812 + 00 


820+00 


821+50 


823 + 80 


830+95 


835 +00 


E. Bank U/S of Grant St 


E. Bank at W. Virginia St 


E. Bank at W. Virginia St 


E. Bank D/S of SPRR 


W. Bank U/S of SPRR 


E. Bank at Hwy 87 


W. Bank U/S of Hwy 87 


W. Bank D/S of Willow St 


E. Bank at Willow St 


E. Bank at Willow St 


W. Bank at Willow St 


E. Bank U/S of Willow St 


W. Bank U/S of Willow St 


W. Bank D/S of Alma Ave 


W. Bank D/S of Alma Ave 


E. Bank D/S of Alma Ave 


W. Bank at Alma Ave 


W. Bank U/S of Alma Ave 


E. Bank D/S of UPRR 


W. Bank U/S of UPRR 


W. Bank U/S of UPRR 


E. Bank U/S of UPRR 


W. Bank U/S of UPRR 


E. Bank at Willow Glen Way 


W. Bank at Pine Ave 


E. Bank D/S of Malone Rd 


W. Bank D/S of Malone Rd 


W. Bank at Malone Rd 


E. Bank U/S of Malone Rd 


W. Bank U/S of Malone Rd 


E. Bank U/S of Malone Rd 


24"RCP 


42"RCP 


8"PVC 


66 "CMP 


30"RCP 


30"RCP 


33 


42”RCP 


3CTCMP 


15”RCP 


48"RCP 


24”RCP 


10"CMP 


24 "CMP 


8"CMP 


15"CMP 


30"CMP 


48 "CMP 


54"CMP 


15 "CMP 


24"CMP 


10”CMP 


18"CMP 


54”RCP 


18”CMP 


18” CMP 


10"CMP 


33”CMP 


66"CMP 


12"CMP 


15"CMP 



099GAC110 


099GAC130 


099GAC120 


099GAC140 


099GAC180 


099GAC200 


099GAC220 


099GAC230 


099GAC240 


099GAC260 


099GAC250 


099GAC500 


099GAC600 


099GAC630 


099GAC710 


099GAC720 


099GAC760 


099GAC800 


Permit it 87304 


Permit it 88338 



Permit # 89322 


Permit # 90306 


Permit # 83308 


Permit # 68328, not found. 


Permit # 88317 




Permit # 77320 


Permit # 85303 
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TABLE 2.6 

Guadalupe River Permitted Outfalls 

(continued) 


Creek 

Station 

• -I* 

Creek Bank and Location 

Size 

Typ 

■ 

838 + 10 

9 

E. Bank D/S of Curtner Ave 

6’X6’ 

^CB 

841+45 

9 

E. Bank D/S of Curtner Ave 

15"CMP 

842+50 

10A 

W. Bank at Curtner Ave 

42"CMP 

842 + 60 

10A 

W. Bank at Curtner Ave 

8” CMP 

844+50 

10A 

E. Bank U/S of Curtner Ave 

10"ABS 

853+00 

10A 

E. Bank D/S of S. Bound Almaden 
Expwy 

18 "CMP 

854+00 

10A 

E. Bank D/S of S. Bound Almaden 
Expwy 

18"CMP 

858+75 

10B 

E. Bank U/S of S. Bound Almaden 
Expwy 

12"CMP 

868 + 50 

10B 

W. Bank D/S of N. Bound 

Almaden Expwy 

36"RCP 

872+00 

10B 

E. Bank at N. Bound Almaden 

Expwy 

18"CMP 

880+00 

10B 

W. Bank U/S of N. Bound 

Almaden Expwy 

66"RCP 

882+00 

10B 

W. Bank U/S of N. Bound 

Almaden Expwy 

Two 

18"CMP 

885+20 

10B 

W. Bank U/S of N. Bound 

Almaden Expwy 

18"CMP 

886+30 

10B 

W. Bank U/S of N. Bound 

Almaden Expwy 

24"CMP 

899+05 

IOC 

W. Bank D/S of Hillsdale Ave 

18 "CMP 

904 + 20 

IOC 

W. Bank D/S of Hillsdale Ave 

48 "CMP 

906+50 

IOC 

E. Bank at Hillsdale Ave 

3CTCMP 

909 +40 

IOC 

W. Bank D/S of Capitol Expwy 

54"CMP 

909+80 

IOC 

W. Bank D/S of Capitol Expwy 

36"CMP 

911+50 

11 

E. Bank U/S of Capitol Expwy 

48'" 

916 + 50 

11 

E. Bank U/S of Capitol Expwy 

27'" 

925+00 

11 

W. Bank U/S of Capitol Expwy 

15'" 

929+10 

11 

W. Bank U/S of Capitol Expwy 

15 

934+00 

11 

W. Bank U/S of Capitol Expwy 

15"i 

939+00 

11 

W. Bank D/S of Branham Lane 

60 "CMP 

953 + 50 

11 

W. Bank D/S of Branham Lane 

18 "CMP 


District 

Invert 


I.D. 

elev. 

Comments 



121.5 May be old and no longer in 
use. 


15"CMP 099GAC830 133.0 Permit * 78345 


137.0 Not found. 



114GAC400 I 146.0 | New rip-rap protection 


114GAC440 140.0 


114GAC460 143.5 Not found. 


114GAC470 141.5 


114GAC480 141.5 


140.5 Not found. 


144.0 Permit # 71312, not found. 


150.0 Not found. 


150.0 Permit # 73302, 


151.5 Approximate elevation 


148.5 


162.0 Permit # 84309 
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TABLE 2.6 

Guadalupe River Permitted Outfalls 

(continued) 


Creek 

Station 

Study 

Reach 

Creek Bank and Location 

Size, 

Type 

District 

I.D. 

Invert 

elev. 

Comments 

959+00 

11 

W. Bank at Branham Lane 

48 "CMP 

114GAC890 

156.0 


959+10 

11 

E. Bank at Branham Lane 

36"CMP 

114GAC880 

156.0 


966+00 

12 

E. Bank U/S of Branham Lane 

12" and 

15 "CMP 

114GAC950 

166.5 


968+90 

12 

E. Bank U/S of Branham Lane 

15"CMP 

114GAC970 

168.5 

Not found. 

970+35 

12 

W. Bank U/S of Branham Lane 

48 "CMP 


159.5 

Permit # 71317 

984+00 

12 

E. Bank D/S of Hwy 85 

36"CMP 

128GAC190 

163.0 

Permit # 86304 

988+50 

12 

W. Bank D/S of Hwy 85 

36"RCP 


161.0 

Permit # 86304 

988+70 

12 

W. Bank D/S of Hwy 85 

12'XIO' 

RCB 

128GAC200 

162.0 

Gated opening 

997 + 50 

12 

E. Bank at Hwy 85 

Two 

36"CMP 

128GAC300 

165.0 

Percolation pond outlets 

997+75 

12 

W. Bank at Hwy 85 

36"CMP 

128GAC310 

164.0 

Percolation pond outlet 

1000 + 50 

12 

E. Bank D/S of Blossom Hill Rd 

12"CMP 


172.0 

Permit it 76357 

1006+50 

12 

E. Bank D/S of Blossom Hill Rd 

48 "CMP 

128GAC400 

165.0 

Permit # 68319 

1014+60 

12 

E. Bank D/S of Blossom Hill Rd 

36"CMP 

128GAC490 

170.0 


1014+95 

12 

W. Bank D/S of Blossom Hill Rd 

48 "CMP 

128GAC500 

175.5 


1015+05 

12 

E. Bank at Blossom Hill Rd 

48 "CMP 


171.5 

Permit # 68324 


1 Unknown size or type 
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Chapter 2— The Guadalupe River Watershed 


TABLE 2.7 

Guadalupe River Unpermitted Outfalls 


Creek 

Station 

Study 

Reach 

Creek Bank and Location 

Size, Type 

District I.D. 

Invert 

elev. 

481+30 

A 

E. Bank U/S of Hwy 101 

24" 1 


25.0 

504+00 

A 

E. Bank D/S of Airport Pkwy 

42"RCP 


23.0 

506+50 

A 

W. Bank D/S of Airport Pkwy 

30’" 


23.0 

568 + 50 

A 

E. Bank D/S of Hwy 880 

12"CMP 


50.0 

716 + 80 

6 

E. Bank at Grant St 

4"CIP 


80.0 

717+20 

6 

E. Bank U/S of Grant St 

8 "CMP 


92.0 

726+40 

6 

? Bank D/S of W. Virginia St 

4”IP 


87.5 

727+00 

6 

W. Bank D/S of W. Virginia St 

12” CMP 


90.0 

739+70 

6 

E. Bank at SPRR 

4"PVC 


92.5 

741 + 50 

7 

E. Bank D/S of Hwy 87 

12"CMP 


94.0 

749+00 

7 

E. Bank D/S of Willow St 

6'TP 

099GAC100 

101.5 

749+40 

7 

E. Bank at Willow St 

30”CMP 

099GACU0 

93.0 

750+40 

7 

E. Bank U/S of Willow St 

12”CMP 


103.5 

757+40 

7 

E. Bank U/S of Willow St 

24"' 


97.5 

762 + 50 

7 

E. Bank D/S of Alma Ave 

24 "CMP 

099GAC150 

98.0 

763+00 

7 

E. Bank D/S of Alma Ave 

24”CMP 

099GAC160 

103.0 

765 + 60 

7 

E. Bank D/S of Alma Ave 

30 "CMP 

099GAC170 

98.5 

766+00 

7 

E. Bank D/S of Alma Ave 

20'" 


99.5 

768+00 

7 

E. Bank D/S of Alma Ave 

27'" 


99.0 

772 + 60 

7 

E. Bank at Alma Ave 

30 "CMP 

099GAC190 

96.0 

772 + 90 

7 

E. Bank at Alma Ave 

30"CMP 

099GAC210 

96.0 

795 + 25 

9 

E. Bank at Willow Glen Way 

10”SP 

099GAC510 

111.5 

795 + 50 

9 

E. Bank at Willow Glen Way 

15” CMP 

099GAC520 

115.5 

797+00 

9 

E. Bank U/S of Willow Glen Way 

Two 8"IP 

099GAC560 

099GAC570 

121.5 

(both) 

797+70 

9 

W. Bank U/S of Willow Glen Way 

10”CMP 

099GAC540 

117.5 

798 + 90 

9 

E. Bank U/S of Willow Glen Way 

8” IP 


121.0 

814+60 

9 

E. Bank D/S of Malone Rd 

8” IP 

099GAC650 

126.5 

817+00 

9 

E. Bank D/S of Malone Rd 

8 "IP 

099GAC670 

126.5 

818+60 

9 

E. Bank D/S of Malone Rd 

6 "IP 

099GAC680 

127.0 

842+00 

9 

W. Bank D/S of Curtner Ave 

2"PVC 


137.0 

842+50 

10A 

W. Bank at Curtner Ave 

8 "CMP 

099GAC860 

123.5 

842 + 60 

10A 

W. Bank at Curtner Ave 

15"' 


125.0 
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TABLE 2.7 

Guadalupe River Unpermitted Outfalls 

(continued) 


Creek 

Station 

Study 

Reach 

Creek Bank and Location 

Size, Type 

District I.D. 

Invert 

elev. 

Comments 

855+00 

10A 

W. Bank D/S of S. Bound Almaden 
Expwy 

12"CMP 


134.5 

Not found. 

859+50 

10B 

W. Bank U/S of S. Bound Almaden 
Expwy 

12 "CMP 


141.5 


860 + 00 

10B 

E. Bank U/S of S. Bound Almaden 

Expwy 

12"CMP 


141.5 

Not found. 

862 + 00 

10B 

E. Bank U/S of S. Bound Almaden 

Expwy 

18”CMP 


140.0 

Not found. 

863+00 

10B 

E. Bank U/S of S. Bound Almaden 

Expwy 

12"CMP 


139.5 

Not found. 

869+50 

10B 

W. Bank D/S of N. Bound Almaden 
Expwy 

18 "CMP 


138.0 


874+00 

10B 

W. Bank U/S of N. Bound Almaden 
Expwy 

18''CMP 


143.5 


875+50 

10B 

W. Bank U/S of N. Bound Almaden 
Expwy 

18"CMP 

114GAC210 

144.5 


876+00 

10B 

W. Bank U/S of N. Bound Almaden 
Expwy 

24"CMP 

114GAC230 

132.5 


878+00 

10B 

W. Bank U/S of N. Bound Almaden 
Expwy 

18"CMP 


133,0 


881+00 

10B 

E. Bank U/S of N. Bound Almaden 
Expwy 

24"CMP 

114GAC260 

127.5 


901+00 

IOC 

W. Bank D/S of Hillsdale Ave 

6 "IP 

114GAC410 

150.0 

Water discharged 
from packing plant. 

940+00 

11 

W. Bank D/S of Ross Creek 

12"CMP 

114GAC680 

151.0 


940 +45 

11 

E. Bank D/S of Ross Creek 

12”RCP 

114GAC690 

151.5 


940 + 90 

11 

E. Bank D/S of Ross Creek 

12"RCP 

114GAC700 

151.5 


944+ 90 

11 

E. Bank D/S of Ross Creek 

18'" 


148.5 

Not found. 

949+50 

11 

W. Bank at Ross Creek 

18"CMP 

114GAC800 

160.0 


960 + 40 

12 

E. Bank U/S of Branham In 

12"CMP 


160.0 


962 + 60 

12 

E. Bank U/S of Branham In 

8” Steel 

114GAC920 

169.0 


962 + 95 

12 

E. Bank U/S of Branham In 

8" Steel 

114GAC940 

169.0 


969+00 

12 

E. Bank U/S of Branham In 

Two 

8 "CMP 

114GAC970 

169.0 


970+40 

12 

E. Bank U/S of Branham In 

10" Steel 

114GAC986 

156.0 

Not found. 

1014+90 

12 

W. Bank D/S of Blossom Hill Rd 

24" 1 


166.0 

Under water; not 
found. 

1015+10 

12 

E. Bank at Blossom Hill Rd 

9"CMP 

128GAC505 

165.0 



‘Unknown size or type 
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Chapter 2 — The Guadalupe River Watershed 


TABLE 2.8 

Ross and Canoas Creeks Outfalls 


Creek 

Station 

Study 

Reach 

Creek Bank and Location 

Size, 

Type 

District 

LD. 

Invert 

elev. 

Comments 

PERMITTED OUTFALLS 

ROSS CREEK 

4+55 

- 

S. Bank U/S of Almaden Expwy 

12"! 


164.0 


7+70 

- 

S. Bank U/S of Almaden Expwy 

15" 1 


163.0 


10+10 

- 

S. Bank U/S of Almaden Expwy 

18’" 


158.5 


13 + 30 

- 

S. Bank U/S of Almaden Expwy 

18’" 


163.0 


18 + 10 

- 

N. Bank D/S of Cherry Ave 

12’" 


160.0 


18 + 35 

- 

S. Bank D/S of Cherry Ave 

36" 1 


158.5 

Permit tt 74312 

20 + 85 

- 

S. Bank D/S of Cherry' Ave 

24’" 


158.5 


24+35 

- 

S. Bank D/S of Cherry Ave 

12’" 


160.5 


28 + 95 

- 

S. Bank @ Cherry Ave 

18’" 


162.5 


31+95 

- 

S. Bank U/S of Cherty Ave 

24’" 


163.0 


I 34+40 

- 

N. Bank U/S of Cherry Ave 

12?V 


165.0 


43+45 

- 

S. Bank D/S of Jarvis Ave 

42’" 


165.5 


43+45 

- 

S. Bank D/S of Jarvis Ave 

18" 1 


171.0 

Permit tt 68336 

CANOAS CREEK 

3+05 

- 

N. Bank U/S of N. Bound Almaden 
Expwy 

12’" 


134.5 


UNPERMITTED OUTFALLS 

ROSS CREEK 

26+40 

- 

S. Bank D/S of Cherry Ave 

12"CMP 


167.5 

Not shown on city plans. 

CANOAS CREEK 



No Unpermitted outfalls for Canoas 
Creek. 






1 Unknown size or type 
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Chapter 2—The Guadalupe River Watershed 


The largest recorded flow on the Guadalupe River occurred on April 2, 1958. Floodwaters 
overbanked in downtown San Jose covering a two block area to depths of up to 4 feet. 
Waters also spilled downstream, flooding about 2,700 acres of agricultural land and 
inundating the Town of Alviso for 17 days. On April 8, 1958, the San Jose News described 
the flooding: 

“The river was San Jose's chief troublemaker last week, dumping water on 
considerable private property, homes, and city streets.” 

The April 1958 flood discharge was nearly twice the discharge recorded for the December 
1955 storm while the 1955 precipitation was much greater. This was due to the upstream 
water conservation reservoirs which were nearly empty before the 1955 storm but were full 
before the 1958 storm. 

Flooding Problem in Guadalupe River 

The Guadalupe River flooded San Jose communities recently during the winters of 1980, 
1982, 1983, 1986, and 1995. Flood peak flow rates are summarized in Table 2.9. 

In February of 1980, flooding occurred along the Guadalupe River. During that storm, 
floodwaters overbanked the east levee upstream of Alma Avenue and caused flooding up to 
1-foot deep in the Elks Lodge parking lot. The river flowed near bank full through many 
areas, causing problems for local storm drainage systems. Flood damages consisted of bank 
erosion, debris accumulation, and sediment deposition. Cost of repairs were estimated at 
$100,000. The peak flow rate recorded for the February 19, 1980, flood was 2,970 cfs 
upstream of Almaden Expressway. 

Flooding occurred again along the Guadalupe River in 1982. On March 31, 1982, the river 
overbanked the east levee between Alma Avenue and the Union Pacific Railroad (UPRR), 
flooding about 60 acres from UPRR to West Virginia Street (see Figure 2.10). The Elks 
Lodge on Alma Avenue flooded to a depth of about 1-foot. The Willow Street and Alma 
Avenue undercrossings of SPRR flooded up to 10 feet in depth. Twenty homes and five 
businesses were damaged by floodwaters. Residents were evacuated from their homes on 
McLellan Avenue and several roads were closed to traffic in the area. Damages were 
estimated at $410,000. 

After the January 1983 flooding in the County, the Governor of California issued a State of 
Emergency Declaration and the President of the United States issued a Declaration of a 
Major Disaster for Public Assistance. The Guadalupe River flooded between UPRR and 
West Virginia Street during January 1983 inundating about 60 acres (see Figure 2.11). 
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The river also spilled over its banks south of Interstate 280 and forced its way into homes 
and pushed cars 50 feet along sidewalks. Highway 87 was under 6 feet of water from the 
northbound connector with Interstate 280 to south of the Virginia Street overpass closing the 
highway and disrupting travel for thousands of commuters. Water overtopped the 
riverbanks, seeped through the embankments and cascaded on to Highway 87. The light 
rail tracks were also submerged in the median of highway. Sandbags were placed along the 
banks of the nearby Guadalupe River and emergency stabilization measures were required 
to protect the highway embankment from erosion. The cleanup cost was estimated to be 
$100,000. The southbound lanes of Highway 87 were finally opened for the afternoon 
commute of January 11 and the northbound lanes were opened the morning of January 12. 

Flooding occurred again along the Guadalupe River on March 10, 1995 (see Figure 2.14). 
The Guadalupe River carried more water through downtown San Jose than any previous 
flood of record. Guadalupe River spilled upstream of Virginia Street and upstream of 
Jerome Street flooding Highway 87 (see Figure 2.15). Homes along Virgina Street and St. 
John Street were evacuated due to flooding. The Elk's Lodge on Alma Avenue was also 
flooded (see Figure 2.16). The Willow Street and Alma Avenue crossings of Highway 87 
flooded up to 10 feet in depth (see Figure 2.17). Floodwaters followed the existing 
topography downstream flooding Willow Street and properties on McLellan Avenue and 
Harliss Avenue. Properties on Belmont Way were also flooded (see Figure 2.18) . 

Homes and businesses along River Street were flooded for the second time since January. 
Hotels and new offices needed sandbags to prevent floodwaters from entering the buildings. 
Downtown museums, the County government building and the courts all closed to evacuate 
workers when the surrounding streets flooded. Water continued up San Pedro Street to 
Hedding threatening many older homes and depositing mud and silt everywhere. The water 
flowed east to Sixth Street, entering many buildings in the commercial area, and disrupting 
traffic and businesses. First Street was deep in water from south of Taylor Street to Hedding 
Street. 

Flooding Problem in Los Gatos Creek 

In March 1911, floodwaters rushed towards the town of Campbell. The railroad tracks from 
Campbell Avenue to near one bridge were underwater. In February 1940, high waters 
caused another flood, threatening railroad tracks and bridges, as well as demolishing one 
dam. During the December 1955 flooding, the major damage occurred along roads, bridges, 
culverts and other public facilities due to rapid runoff from the mountains. No agricultural 
damages were reported, and damage to commercial and residential buildings was minor. 
However, approximately 190 acres were flooded between Vasona Reservoir and Lexington 
Reservoir. Total damage costs that resulted from the 1955 flooding was $175,200 (1955 
dollars). During the February 1986 flooding, “Los Gatos Creek overflowed its banks 
downstream of Lark Avenue for approximately 1,800 feet. Water was confined within 
Charter Oaks Drive and Oka Road but never went over the street curbs. A few mobile 
homes in this area were reportedly damaged by the flooding.” (See Figure 2.19.) 
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Flooding Over West Bank of Guadalupe River Into Highway 87 

(S4073-3) 



Looking North From West Bank of Guadalupe River at Highway 87 Flooding 

(S3878-23) 



FIGURE 2,15 ; GUADALUPE RIVER FLOODING - MARCH 10, 1995 









Looking North at Elk's Lodge Flooding From UPRR Tracks 

(S4073-6) 


Looking South at Elk's Lodge Flooding From Corner of Alma and Lelong 

(S4073-1) 





Alma Avenue's Highway 87 and SPRR Underpass 

(S3886-12) 



Willow Street's Highway 87 and SPRR Underpass 

(S4073-2) 




RIVER FLOODING - MARCH 10, 1995 


FIGURE 2.17 
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Street Flooding - Comer of McClellan and Edwards 

(S4073-4) 


Street Flooding Along Belmont Way (Note Highwater Line) 

(S3878-47) 



























FIGURE 2.19 

Los Gatos Flooding in Guadalupe River Watershed 
FEBRUARY 19, 1986 



Los Gatos Creek; Flooding at Vasona Park 

(SI 680-31) 


Los Gatos Creek: Flooding at Vasona Park 
(S793-36) 



Los Gatos Creek; Flooding at Lark Avenue 
(S271-21) 


Los Gatos Creek: Flooding at Lark Avenue 

(S1680-15) 
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Flooding Problem in Canoas Creek 

In March 1911, Canoas Creek, along with Los Gatos and Almaden Creeks, overflowed 
causing flooding along the streets and around the homes of the city. San Jose appeared like 
an island. 

In January 1982, floodwaters overflowed in Canoas Creek and caused minor flooding at 
Tillamook Drive (see Figure 2.20). 

On the night of January 9, 1995, Canoas Creek spilled over its banks at four locations: 
Redbird Drive, Kingfisher Drive, Calero Avenue, and Blossom Avenue (see Figures 2.21 
and 2.22) and flooded a few homes along Nightingale Drive. 

Flooding Problem in Ross Creek 

In February 1980, a 1'0-year storm event (1,600 cfs at Cherry Avenue) occurred on Ross 
Creek. A backwater condition created by the Guadalupe River caused overbanking at 
Cherry Avenue, Jarvis Road and Kirk Road. The most pronounced overbanking occurred 
at the Jarvis Road box culvert. Water rose to a foot above the bank elevation at the culvert 
and extended approximately 500 feet upstream to Reed School. Homes located at the north 
bank just upstream of the box culvert experienced the worst flooding. Based upon high 
watermarks and overflow patterns obtained from field inspection, the estimated total peak 
overbank flow at Jarvis Road was approximately 500 cfs with 300 cfs overbanking to the 
north and 200 cfs overbanking to the south. Floodwaters covered nearly five blocks along 
Cherry Avenue and the entire length of Montmorency Drive. Approximately 60 homes were 
threatened. The depth of flooding at the east end of Montmorency Drive was over two feet 
and on the verge of entering some of the homes. Minor overbanking occurred at the Kirk 
Road box culvert. Flooding also occurred at Twin Oaks Drive and Kennedy Road. Total 
damages amounted to approximately $15,000 (see Figure 2.23). 

During the February 1982 storm, there was extensive erosion damage on Ross Creek, but 
there was no flooding reported. 

In February 1986, floodwaters caused overbanking upstream of Cherry Avenue and Jarvis 
Avenue with minor street flooding. 

On the night of January 9, 1995, Ross Creek spilled over its banks at Cherry Avenue along 
Montmorency Drive and at Jarvis Avenue in San Jose (see Figures 2.24 and 2.25). Water 
has entered some of the homes on the north bank. 

Flooding Problem in Guadalupe Creek 

In February 1986, floodwaters overtopped the west bank downstream of the intersection of 
Hicks and Shannon Roads. However, the water crested over the low point of the west bank 
and immediately flowed back to the creek causing no significant damage. 
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FIGURE 2.20 

Canoas Creek Flooding in the Guadalupe River Watershed 
November 11, 1981 And January 5, 1982 



Canoas Creek: Flooding on Snell Avenue 
at Cree Drive 

(S272-7) 


Canoas Creek: Flooding on Snell Avenue 
at Suisse Drive 

(S272-6) 



Canoas Creek: High Water Mark on Cree Drive 
at Sager Way 

(S356-15) 


Canoas Creek: Flooding on Blossom Avenue 
at Lean Avenue 
(P532-4) 



































Looking South Along Nightingale Drive 

(S3878-2) 


Looking South at Corner of Nightingale Drive and Redbird Drive 

(S4073-5) 
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FIGURE 2.23 

Ross Creek Flooding in the Guadalupe River Watershed - January, 1980 


Ross Creek: High Water Mark at Jarvis Avenue 

(S3342-8) 


Ross Creek: High Water Mark at Montmorency Drive 

(S203-22) 



























Looking Upstream From Jarvis Avenue Bridge 

(S3878-17) 



Looking West Along Montmorency Drive (Note Highwater Line) 

(S3878-18) 



FIGURE 2.25 

ROSS CREEK FLOODING IN GUADALUPE RIVER WATERSHED 

MARCH 10, 1995 
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Flooding Problems in Golf and Greystone Creeks 

In February 1980, floodwaters caused erosion downstream of Camden Avenue at both Golf 
Creek and Greystone Creek. At Golf Creek, adjacent to Almaden Expressway, banks were 
eroded at a sanitary sewer location. Total damages for both creeks amounted to 
approximately $25,000. 

Flooding Problem in Randol Creek 

For Randol Creek, historical floodwaters have covered the adjacent area between Bret Harte 
Drive and Viewpoint Lane. 

Description of the 1 Percent Flood in Guadalupe River 

The 1 percent flood is that flow of water from a drainage area that, on the average and over 
a long period of time, has a 1 percent chance of being equalled or exceeded in any given 
year (see Appendix H). Areas in the Guadalupe River watershed that would be impacted by 
a 1 percent flood are shown in Figure 2.26. The description of the 1 percent flood is based 
upon the Federal Emergency Management Agency (FEMA) Flood Insurance Study for San 
Jose (7). A detailed discussion of the District's hydrology study is contained in Appendix I. 

The reach from Blossom Hill Road to Branham Lane is capable of conveying the existing 
1 percent flow estimated as 11,400 cfs with only a minor amount of overbanking in the 
groundwater percolation ponds downstream of Blossom Hill Road. The overbanking would 
be contained in this area and eventually re-enter the river downstream. 

Flow under the Branham Lane bridge would be under pressure and cause overbanking just 
upstream to the east. Overbanking to the east would also occur downstream between 
Branham Lane and Ross Creek. These spills would flow northerly, flooding about 
270 homes up to 1-foot deep. 

Ross Creek would contribute about 1,000 cfs to the flow in Guadalupe River, increasing the 
flow to 12,400 cfs. The high water surface in the Guadalupe River would create a backwater 
in Ross Creek and cause an overflow of about 1,400 cfs to the north. The spill would flow 
northwesterly flooding about 2,100 homes and two schools. Near Pine Avenue, the spill 
would combine with overflows originating from the Guadalupe River at Malone Road and 
would continue to flow northwesterly. 

From Ross Creek to upstream of the Capitol Expressway bridge, the Guadalupe River 
channel has capacity to convey the existing 1 percent flow of 12,400 cfs without 
overflowing. The Capitol Expressway bridge would pass about 11,600 cfs flowing under 
pressure and force a spill to the east of about 900 cfs. The spill would combine with the 
spill from Branham Lane and flow to the east down Capitol Expressway combining with 
additional overflows originating from Canoas Creek. The combination of spills would flow 
northerly, ponding up to 8 feet deep in a residential area behind the Canoas Creek levees. 
The floodwaters would not be able to re-enter the Guadalupe or Canoas channels through the 
storm drains and would eventually cross over Canoas Creek at the Nightingale Drive bridge. 
Some of these floodwaters would flow into the Mill Pond Mobile Home Park and rise to 
depths of over 8 feet while some floodwaters would travel north across Curtner Avenue and 
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flow into low lying industrial areas. A portion of these overflows would combine with spills 
from Coyote Creek near Monterey Road. Sheet flow would continue northwesterly 
converging towards the Guadalupe River upstream of Interstate 280. 

Hillsdale Avenue and northbound Almaden Expressway bridges would pass the remaining 
11,600 cfs with over 1 foot of freeboard. Flow in the Guadalupe River increases to 
12,800 cfs at the confluence with Canoas Creek between the north and southbound Almaden 
Expressway bridges. The southbound Almaden Expressway bridge would pass the flow 
under pressure and downstream of the Curtner Avenue bridge would have about 2 feet of 
freeboard. Flow under Malone Road bridge would pressurize and cause an overflow 
upstream to the west of about 830 cfs. Willow Glen Way bridge would pass the remaining 
11,900 cfs while flowing under pressure. The UPRR trestle downstream would flow under 
pressure and cause a spill of 930 cfs to the west. The spill would combine with the spill 
from Ross Creek and cross the UPRR tracks and flow northerly as sheet flow averaging 
2,000 to 3,000 feet in width. These combined overflows would flood about 4,500 homes 
and businesses to the west of the river and south of Interstate 280. 

Between UPRR and West Alma Avenue, the Guadalupe River channel has capacity for about 
7,000 cfs with the Alma Street bridge flowing under pressure. This would cause about 3,900 
cfs of the 10,900 cfs flowing from upstream to overbank to the east. About 3,300 cfs of the 
spill would cross Alma Avenue into the Tamien Light Rail Station with 2,000 cfs returning 
to the Guadalupe River downstream of Willow Street. Another 150 cfs would flow east on 
Alma Avenue under the SPRR undercrossing and combine with spills originating from 
upstream. 

The Willow Street bridge would pass about 7,500 cfs under pressure flow conditions. Just 
downstream of this bridge the 2,000 cfs spill from upstream of Alma Avenue will enter the 
channel from the east and increase the flow from 7,500 to 9,500 cfs. The 9,500 cfs would 
then flow through the SPRR trestle with 6 feet of freeboard. At the West Virginia Street 
bridge about 8,860 cfs would pass by a combination of pressure and weir flow while the 
remainder overbanks. The overbank flow then combines with the overland flow originating 
from upstream. 

All overflows converge near Interstate 280 between Almaden Avenue on the east and 
Freeway 87 on the west. These overflows would then be directed back into the Guadalupe 
River by the proposed Corps project from Interstate 880 to Interstate 280. This reach from 
Interstate 880 to Interstate 280 is being constructed by the Corps to contain the 1 percent 
flow with freeboard. 

A summary of the 1 percent flooding and impacts from the Guadalupe River is provided in 
Table 2.10. Critical facilities which would be flooded is listed in Table 2.11. 
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Figure 2.26 
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TABLE 2.10 

Guadalupe River—1 Percent Flooding Summary 


Damage Item 

Area Flooded 
(Acres) 

Number of 
Buildings 

Single Family Residential 

1,500 

6,710 

Apartment Residential 

7 

52 

Mobile Home 

50 

450 

Commercial 

119 

158 

Industrial 

224 

74 

Schools, Public 

25 

11 

Open Improved Land 

83 

0 

Agriculture Land 

114 

0 

Vacant Land 

54 

0 

Totals 

2,176 

7,455 


TABLE 2.11 

Guadalupe River—Critical Facilities Subject to 1 Percent Flooding 


Schools 

River Glen Elementary School 

Washington School 

Canoas Elementary School 

Valley View Elementary School 

Lincoln Glen Elementary School 

Schallenberger School 


Maintenance Problems 

A major maintenance concern for the Guadalupe River is the lack of access to the channel. The 
limited access points make proper maintenance work difficult and costly. Another concern is the 
absence of continuous right of way. District policy will not allow performance of flood control 
maintenance work on facilities without a permanent right of way. 

Historically, the maintenance work has included sediment and debris removal, tree work, erosion 
repair, and vegetation control. For Guadalupe River, the lack of right of way has limited the 
maintenance work to hand removal of woody growth along the channel bottom and lower banks. 
In addition, the District cannot effectively remove debris or repair bank erosion without adequate 
vehicle access. 
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In the recent major storms of 1980, 1982, 1983, 1986, and 1995 erosion problems have intensified. 
Since then, some residents have dedicated easements to the District. 

Some elements of the flood control maintenance program in the District are permitted by regulatory 
agencies, including the CDFG. The CDFG is responsible for the protection and conservation of 
riparian habitats and fish and wildlife resources. 

In addition to the CDFG's Memorandums of Understanding (MOUs), permit from the Corps are 
required under Section 404 of the Clean Water Act. This permit limits the placement of fill in the 
creekbed within the ordinary high water boundary. The District's recent regional Corps permit 
expired in June 1994 and the District is in the process of renewing it. In the past, the Corps has 
issued 5-year regional permits for routine maintenance. 

In the past, individual CDFG permits were required for maintenance activities that constituted a 
streambed alteration. In August 1990, a MOU concerning routine maintenance activities in 
improved channels was adopted by the District and the CDFG. The MOU for unimproved channels 
was adopted in May 1991. These MOUs defined maintenance activities that did not require further 
notice and agreement in compliance with the Fish and Game code. Both MOUs are included in 
Appendices K and L. 

Reach A (Highway 101 to Interstate 880) was constructed in 1972 and the maintenance guidelines 
specified that substantial vegetation growth within the channel or on the in-board side slopes would 
be removed. 


In Reaches 6-10A (Interstate 280 to Canoas confluence), the maintenance work has been limited 
to channel clearing and bank stabilization only in those areas with right of way and maintenance 
access. The work consisted primarily of removing blockages, such as downed trees, cleaning 
bridge pier noses of debris, and erosion repair of failed or failing banks, sometimes on an 
emergency basis. As a result of erosive velocities in the channel, several large erosion repair 
projects have been constructed at various locations along these reaches in the past 20 years. The 
banks were stabilized utilizing sacked concrete and rock riprap slope protection. Potential bank 
failures still exist at various locations along these reaches and erosion repairs are required. 

In Reach 10B (Canoas Creek confluence to Stream Gage No. 23B) the channel was constructed in 
1976 in conjunction with the Almaden Expressway widening project. The existing maintenance 
program in this reach is defined by the current MOU (Appendix K). 

In the remaining reaches, poor maintenance access and limited District right of way has restricted 
the maintenance work. In the past, concrete rubble was dumped (although not necessarily by the 
District) to provide slope protection on the banks at locations where erosive velocities were present. 
Those locations are at downstream of Hillsdale Avenue Bridge, San Jose Water Company’s (SJWC) 
property, and Ross Creek confluence. 

Erosion Problems 

Active erosion occurs due to unstable banks throughout the study area. The most severe problems 
are from Willow Street to Almaden Expressway. In this section, bank erosion is attributed to high- 
flow velocities which cause scouring at the toe of the creek banks. As the undercut side slopes 
become saturated, large sections of the banks slough into the channel. Because of the unstable 
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banks, private properties immediately adjacent to the creek are at risk from bank failures and debris 
blockages. Erosion of the channel banks has denuded numerous areas along the creek of all 
vegetation. The aesthetic qualities of the creek have also been degraded where concrete rubble or 
sack concrete were placed to protect steep slopes and eroded channel banks. 

Erosion problems have motivated some residents to dedicate right of way to the District. Between 
1975 and 1984, the District has spent over $1.3 million for major erosion repairs (see Table 2.12), 
an average of nearly $200,000/year. 

Sedimentation Problems 

The most significant sedimentation problems in the Guadalupe River watershed occur between 
Highway 237 and Montague Expressway. The problems in this area are mainly due to the tidal 
currents that carry suspended silts from the San Francisco Bay and deposit them in the channel. 
Over time, benches are formed and vegetation eventually establishes on them. The current average 
annual cost of removing the sediment and vegetation is approximately $130,000. This cost will 
likely increase when disposal sites near Guadalupe River are no longer available. 

Figure 2.27 shows the sedimentation problem sites. 

TABLE 2.12 

Guadalupe River—Recent Erosion Repair Costs (1975-1984) 


Erosion Location 

Cost 

1. Willow Glen Way and Old Almaden Road 

S 351,574 

2. Willow Street and West Alma Avenue 

S 195,760 

3. Malone Road and UPRR 

S 242,851 

4. 1,000 feet Downstream Malone Road 

S 104,896 

5. West Virginia Street and Edwards Avenue 

S 202,541 

6. Downstream of Willow Glen Way 

S 210,570 

Total 

$1,308,192 


Upstream of the tidal zone area, sediment in streams is mostly generated from active channel 
erosion. This sediment tends to be deposited in areas where the channel is wide and has a mild 
slope. Some of those areas in the Guadalupe River watershed are between Highway 101 and 
Interstate 880 and between Branham Lane and Blossom Hill Road in the Guadalupe River, and at 
Guadalupe and Alamitos Creeks confluence. To date, the need for sediment removal has been 
infrequent. However, upon completion of improvements to the river in the downtown area by the 
Corps, cost of sediment removal in the downtown reach are expected to be approximately $100,000 
annually. 
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Fish Passage Problems 

Guadalupe River provides important habitat for spawning and rearing of chinook salmon and 
steelhead trout. Suitable rearing habitats are also available further upstream on Ross Creek, 
Guadalupe Creek, Alamitos Creek, and Arroyo Calero. However, upstream migration of chinook 
salmon and steelhead trout has been restricted by the presence of barriers to fish passage. 
Figure 2.28 shows the sites of barrier to fish passage in the Guadalupe River watershed. 

On Guadalupe River, there is a 15-foot high drop structure located near Blossom Hill Road. The 
District constructed this drop structure to control the profile of the creek and to reduce the flow 
velocities to protect the streambanks. The District also utilizes this unladdered structure to divert 
streamflows into percolation ponds as part of it's groundwater recharge program. Downstream of 
this structure, the physical barriers that could affect steelhead trout and chinook salmon include the 
weir at Stream Gage Station 23B, the apron and weir at Hillsdale Avenue, and a vehicle crossing 
downstream of Branham Lane. 

Recent field surveys by a fish biologist showed that the gabion structure upstream of Mazzone 
Drive on Alamitos Creek, Masson Dam, Stream Gage Station 43 and a concrete-lined channel 
section between Pheasant Creek confluence and Reynolds Road on Guadalupe Creek limit or 
prohibit fish migration into the upstream areas. 

Proble m s Associated With Gravel Dams 

The District constructs spreader dams from streambed gravels each summer on Guadalupe River, 
Los Gatos Creek, Ross Creek and Guadalupe Creek to enhance groundwater recharge through 
percolation (Figure 2.2). In order to comply with the Corps permit for construction of these dams, 
a five-year fisheries study was undertaken in 1989. Based on the results from the study, some 
problems associated with the gravel dam operations were: 

- Construction of gravel dam tends to increase sediment deposition downstream which could 
inundate suitable spawning substrate in the creek and cause fish eggs mortality in redds 
downstream of the dam site. 

° Dewatering of the ponds during installation and removal of dams would cause loss of 
resident fish. 

° In-channel grading during construction creates a wide and shallow channel that would hinder 
fish passage. 

o Dam removal activities tend to increase turbidity downstream of the dam site. 

The District has changed the procedures for construction and removal of the gravel dams to address 
the concern. The CDFG is presently satisfied with the revisions. 
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Local Drainage Problems 

Within the context of this study, local drainage is defined as the system of gutters, storm drain 
inlets, storm sewers, and outfall structures that convey local surface runoff into the creek or flood 
control channel. The local drainage facilities are owned, operated, and maintained by the cities or 
property owners whose lands they drain. 

Most of the local drainage outlets in Guadalupe River are installed with flap gates to prevent 
reverse flow. They are designed to discharge into the river by gravity. When the water levels in 
the river rise above the elevations of the drainage outlets, local runoff would be prevented from 
entering the channel. Water would accumulate in the streets until the flood flows from the storm 
had peaked. 
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As part of this study, the reach of Guadalupe River from Highway 101 to Interstate 880, and from 
Interstate 280 to Blossom Hill Road was investigated. This reach is at the upper half of the Guadalupe 
River watershed. The improvement in the lower part of the watershed was included in the San Jose 
Downtown Corps Project, which has been under construction since 1993. This upper reach is the last 
portion of the Guadalupe River that: lacks adequate capacity to safely convey the 100-year food flow; 
lacks continuity for a future trail from Los Alamitos to downtown San Jose; and contains fish barriers that 
hinder fish migration to upstream habitat. The planning study on Canoas Creek watershed is currently 
underway and construction is estimated to begin in 2025. 

The project area consists of eight subareas called reaches, some of which are further divided into 
subreaches (Table 3.1). The Corps Phase I Study Report in 1975 defined nine reaches on the Guadalupe 
River beginning at Interstate 880 and ending upstream at Curtner Avenue. As their study progressed, the 
three upstream reaches, between Curtner Avenue and Blossom Hill Road, were eliminated from their 
investigation. The eight reaches of the District study include these reaches. The reach designations 
originate from those used for the Corps' 1976 study. Figure 3.1 shows the project area and reach limits. 

TABLE 3.1 

Guadalupe River—Reach Limits 


Reach 

Subreach 

Description 

A 


Highway 101 to Interstate 880 

6 


Interstate 280 to SPRR 

7 

A 

SPRR to Alma Avenue 

7 

B 

Alma Avenue to UPRR 

O 

O 


UPRR to Willow Glen Way 

9 


Willow Glen Way to Curtner Avenue 

10 

A 

Curtner Avenue to Almaden Expressway (SB) 

10 

B 

Almaden Expressway (SB) to Stream Gage No. 23B 

10 

C 

Stream Gage No. 23B to Capitol Expressway 

11 

A 

Capitol Expressway to SJWC 

11 

B 

SJWC to Ross Creek 

11 

C 

Ross Creek to Branham Lane 

12 


Branham Lane to Blossom Hill Road 
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Chapter 3—Capital Improvement Project 


Portions of two tributary creeks are included in the study area. Ross Creek from the confluence with 
Guadalupe River to Jarvis Avenue and Canoas Creek from the confluence with Guadalupe River to end 
of Nightingale Drive. Ross and Canoas Creeks are included because Guadalupe River flooding problems 
cannot be completely solved without containment measures on these tributaries. 


In 1960, the District prepared an Engineer's Report on Proposed Improvements for the Central Flood 
Control Zone. The study area for the Guadalupe River extended from San Francisco Bay to Branham 
Lane. This 18 mile length of Guadalupe River was divided into seven reaches, each about 2.5 miles long. 
Engineering design, construction staging and financing were outlined in detail. Construction was proposed 
to be in two phases. The first phase consisted of constructing levees downstream of Highway 17, 
excavating the channel throughout its length and adding drop structures at various locations. The channel 
capacity would be increased to 12,000 cfs. 

The second phase proposed to enlarge bridges and culverts and concrete lining the channel. Capacity 
would then be adequate for the design flow of 25,000 cfs. None of the proposed improvements were 
constructed except a portion of phase one adjacent to the San Jose Airport. In this reach, the channel was 
excavated and earth levees were added. 

In August 1970, the District issued a "Report on Proposed Improvements on Guadalupe River and 
Guadalupe Creek. ” The reach of Guadalupe River from Branham Lane to the confluence with Guadalupe 
Creek was proposed to be an excavated earth channel with drop structures. Construction plans were never 
developed. 

A plan was prepared in December 1971 proposing improvements from Koch Lane to Branham Lane. This 
plan called for a combination of concrete lining, as in the 1960 report, and seminatural areas. In January 
1972, the District's Board of Directors directed staff to develop plan lines as a guide for future dedication 
requirements when development occurred. 

In October 1975, an Engineer's Report and Final EIR were completed by the District for the Guadalupe 
River from Blossom Hill Road and upstream to Coleman Avenue. The selected alternative consisted of 
channel enlargement with replacement of one drop structure and a percolation pond. Design was 
completed and construction begun in 1976 and completed in the same year. 

In April 1976, in cooperation with the Corps, the District prepared a Study Report for the Guadalupe 
River from Highway 17 to Curtner Avenue. This report examined the alternative of channel modifications 
that had previously been screened by the Corps in Phase I of this study. District staff prepared plans and 
calculated project costs for seven structural channel modifications alternatives. These alternatives were: 
earth bypass channel, widened earth channel, covered bypass channel, widened rock channel, one bank 
widening with lining, U-frame concrete channel, and floodwalls 

The Corps used the information from the Study Report for their Information Brochure and Phase II Study 
Report, published in September 1976 and January 1985, respectively. 

In April 1977, the District studied an off-stream storage alternative in response to opposition to the 
floodwalls alternative by residents in the reach from Willow Glen Way to Curtner Avenue. This 
alternative consisted of expanding the existing Guadalupe River percolation ponds downstream of Blossom 
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Hill Road to reduce the 1 percent flood peak. Channel modifications would still be necessary through 
most of Guadalupe River. This alternative was not feasible due to the high cost and the inadequate 
reduction of flow. 


The U.S. Congress first authorized the Corps to examine the Guadalupe River and tributaries for flood 
control under the Flood Control Act of 1941. 

In February of 1945, the Preliminary Examination Report for Guadalupe River and Tributaries was 
issued. The Chief of Engineers authorized a survey of all streams draining into San Francisco Bay south 
of the Dumbarton Narrows in June of 1945, under the title Guadalupe River and Adjacent Streams. 

The survey was initiated in 1948 and then suspended in 1950 due to international conflict. The survey 
resumed again in 1955. Following the Christmas flood of 1955, the Corps shifted priority from 
Guadalupe River to San Francisquito Creek. The San Francisquito survey report was completed in 1961. 

In Fiscal Year 1963 funds were allotted for resumption of the Guadalupe River and Adjacent Streams 
study. The Plan of Survey report was prepared by the Corps in June of 1963. In January 1968 the Corps 
completed the Draft Plan of Survey Report. The report showed no feasible alternatives. The study was 
then placed in deferred status until changed conditions would warrant resumption of the investigation. 
The survey was reactivated in Fiscal Year 1972 following the initiation of the Housing and Urban 
Development model cities program and numerous requests for resumption by local interests. 


In January 1972, the Corps prepared a Floodplain Information report on the Guadalupe River. The report 
contained a brief history of the area and 1-inch equals 2,000-foot scale maps showing the area that would 
be flooded during the Standard Project Flood and the Intermediate Regional Flood. Flood hydrographs 
were derived based on the storms of 1955 and 1958. 

The Plan of Survey report, which outlined the study, was approved in December of 1972. About the 
same time, a Citizen's Advisory Committee (CAC) was formed to develop goals and objectives for the 
study, In June 1973 the CAC adopted a set of goals and objectives. 

In April 1974, Dr. Andrew H. Trice presented his report titled ''Potential Flood Damages on the 
Guadalupe River, Coyote Creek, and Adjacent Streams. ,! His findings were based on the floodplain maps 
in the Corps 1972 Floodplain Information report and showed 550,633,000 in flood damage as a result of 
the 1 percent event. 

George S. Nolte and Associates completed a report for the Corps in August 1974. The report analyzed 
20 different alternatives for Coyote Creek and Guadalupe River. None of the alternatives were found to 
have a benefit cost ratio greater than one. This work was used for the Phase I Study Report that was 
released by the Corps in January 1975. 

The Phase I Study Report incorporated both the detailed economic study by Dr. Andrew Trice and the 
George S. Nolte and Associates report. This phase screened alternatives for both Guadalupe River and 
Coyote Creek. The alternatives considered for Guadalupe River were: build new Guadalupe Dam; raise 
Lexington Dam; alter Lexington Dam’s operation; build Hooker Dam; Guadalupe River channelization; 
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flood proof the Guadalupe River floodplain, and acquisition and abandonment of the floodplain. Only 
channelization was found feasible for a more detailed study. 

In September 1976, the Corps prepared an Information Brochure for the public. The District's Study 
Report of April 1976 provided information to develop the brochure. The brochure contained details of 
six possible channel alternatives and gave the public an opportunity to put together a plan using these 
alternatives as building blocks. The study area from Interstate 880 to Curtner Avenue was divided into 
nine reaches. Details of the feasible alternatives were shown for each reach. The Corps held a public 
meeting on the alternatives in September 1976. 

The Phase II Study Report was released for public review in January 1985. The Corps held a public 
hearing on the Draft Environmental Impact Study (EIS) on March 7, 1985. This report recommended 
the widened earth channel alternative from Interstate 880 (previously Highway 17) to Interstate 280 
(Reaches 1 through 5). The reaches south of Interstate 280 were found to be economically infeasible. 
The Final EIS was released by the Corps in July 1985. 

In 1987, due to continued extensive development, the District requested the Corps to reevaluate the 
potential for a project on the Guadalupe River from Interstate 280 to Blossom Hill Road. The Corps 
completed a Reconnaissance Report in 1989 which recommended proceeding to the feasibility study phase 
which is now underway and scheduled for completion in 1997. Pending final authorization and approval 
of funding, it is estimated that construction of the Corps project could begin in 1998. 


FORMULATION OF ALTERNATIVES 


This section describes the criteria used in developing alternatives and selecting the preferred plan. 

When formulating a project, the District attempts to define solutions which require the minimum amount 
necessary to solve the problem, for example, to reduce the flood hazard with a minimum environmental 
impact and cost. All alternatives are formulated, where feasible, to: protect the community from the 
1 percent flood; improve water quality in the river; increase water supply potential; solve erosion 
problems; improve maintenance access; reduce sedimentation problems; provide continuous fish passage 
to upstream habitat and a continuous riparian corridor for wildlife habitat; and increase recreational 
development potential which complements the park and trail master plan. Each alternative is assessed for 
its effectiveness in addressing problems and its impacts on riparian vegetation, wetlands, wildlife habitat, 
fishery, water supply, local drainage, aesthetic, and recreational potential. The final plan selection is 
always a balance between sometimes conflicting objectives; for example, a "reasonable" increase in cost 
may be acceptable if a plan has significantly less adverse impact on the aquatic ecosystem or strong public 
support. 

Potential solutions range from the usually low cost, low impact i; do nothing” to the extreme concrete-lined 
channel which is generally far less desirable, much more costly, and environmentally destructive. The 
feasibility of each of the various practicable alternative solutions is constrained by many factors but, by 
far, the most significant is the amount of land available adjacent to the creek. 
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Environmental Impact Criteria 

The impact criteria used in selecting the preferred project follows the CEQA guideline for 
mitigation, which is: avoiding impacts, minimizing impacts, rectifying impacts, reducing impacts 
over time, and compensating for impacts. 

Engineering Criteria 

The preliminary design for all the alternatives complies with the District's design and maintenance 
policies and is based on generally accepted engineering criteria for flood control projects. The 
policy of the District is that an improved channel be capable of conveying the 1 percent (100-year) 
flood with freeboard. The 1 percent level of protection is consistent with the national policy of the 
FEMA. FEMA is responsible for the administration of the National Flood Insurance Program 
including the review of flood control projects and the revision of the Flood Insurance Rate Maps. 

Design Flow Rate 

Table 3.2 lists the design flow rates in cfs for the 1 and 10 percent recurrence intervals at 
several locations along the Guadalupe River. They are based on the Corps Hydrology 
Studies and are consistent with design flows used in the Corps' Interstate 880 to Interstate 
280 flood control project on Guadalupe River. 

TABLE 3.2 

Guadalupe River—Design Flow Rates (cfs) 


Annual Probability of 
Exceedance (Frequency) 

Location 

1% (100-yr) 

10% (10-yr) 

Upstream of Ross Creek 

11,400 

3,800 

Downstream Ross Creek 

12,400 

4,600 

Upstream of Canoas Creek 

12,400 

4,600 

Downstream of Canoas Creek 

14,600 

6,500 

Downstream of Los Gatos Creek 

17,000 

12,800 


Channel Roughness 

One parameter used in the design of flood control channels is the channel roughness factor 
(Manning's ‘n’). A composite roughness factor is used for nonuniform channel sections. 
The cross section of a channel may be composed of several distinct subsections with each 
subsection different in roughness from the others. The composite roughness value is based 
on a combination of the roughness factors for multiple sections across the channel. Typical 
values for the uniform roughness are shown in Table 3.3 and roughness values used to 
compute composite roughness are shown in Table 3.4. 
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TABLE 3.3 

Guadalupe River—Design Channel Uniform Roughness Factors 


Channel Type 

Low 'n' for 
Velocity 

High 'o' for 
Stage 

Existing Natural Vegetation (Unmaintained) 

0.050 

0.070 

Excavated Earth/Designated Floodways (No 
Woody Growth) 

0.025 

0.030 

Revegetated Bench 

0.030 

0.090 

Revegetated Invert 

0.030 

0.060 

Maintenance Roads 

0.020 

0.025 

Stepped/Mattress Gabions 

0.030 

0.035 

Rock-Lined (Invert Only) 

0.030 

0.035 

Sacked Concrete Slope Protection (SCSP) 

0.030 

0.030 

Concrete 

0.015 

0.015 

Cribwall 

0.020 

0.025 


TABLE 3.4 

Guadalupe River—Design Channel Composite Roughness Factors 



... 'Roughness;;.'n' [VVcj 

Existing Natural Bank with Vegetation 

0.090-0.100 

Revegetated Excavated Earth 

0.080 

Earth Bench With Grasses/Weeds 

0.035 

Revegetated Gabions 

0.035 

Channel Invert 

0.025 

Maintenance Roads 

0.025 


Velocity 

Using the low roughness factors, the flow velocities are not-to-exceed 9 feet per second (fps) 
for an existing channel. Flow velocities in excavated earth channel reaches are not-to-exceed 
7 fps. Where flow velocities exceed the allowable, some type of armor protection is 
provided. Examples of armor protection include rock riprap and gabions. 
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Freeboard 

Using the high roughness factors, the following are the criteria for freeboard: 

1. Existing bridges: Pressure flow is acceptable; however, the bridge must be able to 
withstand all lateral and uplift forces. 

2. New bridges; freeboard below soffit must be equal to that value used for the channel 
upstream or downstream of the bridge, whichever is larger. 

3. Channels with earth levees; freeboard is 3 x h feet with an additional Vi foot within 100 
feet of a bridge. 

4. Concrete floodwalls; freeboard is 3Vi feet. 

5. Where the design water surface is below adjacent ground, freeboard is at least 1-foot 
or 2/10 the energy, whichever is greater. 

Maintenance Access 

The District's design guidelines provide maintenance access roads 18 feet wide where 
possible. Maintenance access ramps must be at least 12 feet wide with a maximum slope of 
20 percent for concrete-lined ramps and 15 percent for aggregate base ramps. Slopes of 5 
percent are used on potential trail alignments to comply with American Disabilities Act 
requirements. 

Design Constraints 

An important design consideration for the Guadalupe River within the study area is its 
influence on the two tributary creeks—Ross and Canoas. A high water surface in the 
Guadalupe River during storm events causes a backwater on both tributaries under the 
existing conditions. 

The problem on Ross Creek is due largely to its low banks in comparison with the 
Guadalupe River. Bank elevations along the Guadalupe River (near the Ross Creek 
confluence) are about 170 feet National Geodetic Vertical Datum (NGVD) versus about 166 
feet on Ross Creek. Because the existing 1 percent water surface elevation on the Guadalupe 
River is about 168 feet (from FEMA studies), backflow from the Guadalupe River can occur. 

Canoas Creek has a backwater problem similar to that of Ross Creek. The existing water 
surface elevation in the Guadalupe River is about 144.5 feet while the existing levee 
elevations on Canoas Creek are only about 143 feet. 

Adverse impacts of the proposed design on either creek will be mitigated. The impacts will 
be determined by comparing the existing conditions to future design conditions on Guadalupe 
River. The design 1 percent flow rates of Ross and Canoas Creeks are shown in Table 3.5. 
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TABLE 3.5 

Ross Creek and Canoas Creek Design Flow Rates (cfs) 


Location 

1% 

10% 

Ross Creek at Meridian Avenue 

1,800 

1.200 

Ross Creek Upstream Guadalupe River 

2,200 

1,300 

Canoas Creek at Capitol Expressway 

2,000 

1,900 

Canoas Creek Upstream Guadalupe River 

2,400 

2,000 


ALTERNATIVES FEASIBILITY AND THEIR SIGNIFICANT IMPACTS 

The alternatives considered can be divided into six general categories and are summarized in Table 3.6. 
“No Project” Alternative 

Under the “no project” alternative, the District would not take any action on the Guadalupe River 
except routine maintenance work, which is done on a priority basis but without an overall plan for 
the creek. Residents and businesses within the floodplain would continue to face potential hardships 
due to flooding. Private properties immediately adjacent to the creek would continue to be at risk 
from stream bank failure and debris blockage. Flooding could still be expected to occur on the 
average of about once every 4 years. Ongoing active erosion could be expected to continue and 
possibly damage adjacent properties and trees within the riparian corridor. Water quality and creek 
environment will continue to degrade. Implementing future park and trail master plans will be 
difficult. Fish passage for upstream migration will not be restored. Annual maintenance and 
erosion repair costs could be expected to continue at about $200,000 each year as they have been 
the last several years. 

In the event of the 1 percent flood, approximately 2,200 acres would be inundated. Over 7,200 
homes, 230 businesses, 11 public buildings, and 1,390 automobiles would be inundated by 
floodwaters from Guadalupe River. Sediment deposition on roadways would result in additional 
cleanup costs. One percent flood damages of over $280 million (1995 present worth) could be 
expected. Average annual damages would be an estimated $20.6 million per year. 

Homeowners and businesses residing in the 1 percent floodplain, where flood depths are 1-foot or 
greater, would still be required to purchase flood insurance through the NFIP 1 . Insurance premium 
costs to the owners of the 3,850 structures covered by the program would be over $1 million 
annually. 


1 Mandatory participation in the program is required if the owner has a federally insured loan, Public Law 93-234. the 
"Flood Protection Act of 1973." 
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TABLE 3.6 

Guadalupe River—Summary of Conceptual Alternatives 



Conceptual Alternatives 

Problems, Concerns, 
and Impacts 

Existing Conditions 

No Project 

Nonstructural 

Upstream Reservoirs 
Construction 

Change Upstream 
Reservoirs Operation 

Offstream Storage 

Channel Modification 
Only 

Description 

Conceptual 

Alternatives 

Major problems tire 
water quality 
degradation and lack of 
adequate capacity to 
carry 1 percent design 
flow. Other significant 
problems tire erosion, 
sedimentation, local 
drainage, degraded fish 
habitat, fish passage, 
and maintenance 
problems. 

No measures taken 
to reduce current 
risk of Hooding. 
Mandatory Hood 
insurance required 
in floodprone areas. 
Ongoing erosion 
would be repaired 
on an emergency 
basis. Existing 
condition would 
remain if not 

worsen. 

Flootl damage to 
structures would be 
solved without 
channel 

modifications. 7,200 
structures would be 
iloodproofed. 

Regulate floodplain 
development does 
not apply because 
the floodplain is 
already well 
developed. 

Ongoing erosion 
would be repaired 
on an emergency 
basis. Existing 
condition would 
remain. 

Construct new 

Guadalupe Dam and 
enlarge Almaden Dam 
to reduce peak flow 
rate downstream. 
Significant channel 
modifications would 
also he required in 
Reaches 6 to 10A. 
Mitigate the impacts 
on site and on adjacent 
lands. 

Alter operation of three 
water supply reservoirs 
to Hood control. 

Significant channel 
modifications would 
also be required in 

Reaches 6 to 10A. 

Mitigate the impacts on 
site and on adjacent 
lands. 

Build diversion 
structure and offstream 
detention ponds to 
reduce peak How rate 
in channel. Significant 
channel modifications 
would also be required 
in Reaches 6 to 10A. 
Mitigate the impacts 
on site and on adjacent 
lands. 

Modify existing stream 
channel to contain the 

1 percent flood and 
resist scour from high 
velocities. Mitigate the 
impacts on site and on 
adjacent lands. 

Flooding Problems 

High risk of Hooding, 
continue mandatory 

Hood insurance. 

Existing condition 
would remain. 
Expected annual 

Hood damages of 
$20.6 million. 

Flooding would still 
occur causing some 
damages, disruption 
of services and 
resulting in cleanup 
costs. 

Reservoirs alone would 
not eliminate the threat 
of 1 percent Hood and 
the mandatory Hood 
insurance. Additional 
channel modifications 
would provide 1 
percent protection. 

Change of reservoirs 
operation alone would 
not eliminate the threat 
of 1 percent flood and 
the mandatory Hood 
insurance. Additional 
channel modifications 
would provide 1 percent 
protection. 

Offstream ponds alone 
would not eliminate 
the threat of 1 percent 
flood and mandatory 

Hood insurance. 
Additional channel 
modifications would 
provide 1 percent 
protection. 

Eliminate the threat of 

1 percent flood and 
mandatory Hood 
insurance. 

Maintenance Concerns 

Poor maintenance 
access, requires intense 
maintenance. 

Discontinuous right of 
way and easements 

Existing condition 
would remain. 

Existing condition 
would remain. 

Improve maintenance 
access, requires less 
intense maintenance in 
Reaches 6 to 10A. 

Improve maintenance 
access, requires less 
intense maintenance in 
Reaches 6 to 10A, but 
more at reservoirs. 

Improve maintenance 
access, requires less 
intense maintenance in 
Reaches 6 to 10A. 

Improve maintenance 
access, requires less 
intense maintenance in 
Reaches A to 12. 

Erosion Problems 

Active erosion occurs 
due to steep and 
unstable banks. 

Existing condition 
would remain if not 
worsen. Erosion 
repair on priority 
basis. 

Existing condition 
would remain. 

Erosion repair on 
priority basis. 

Repair areas of active 
erosion, decreases 
erosion potential in 
Reaches 6 to 10A. 

Repair areas of active 
erosion, decreases 
erosion potential in 
Reaches 6 to 10A. 

Repair areas of active 
erosion, decreases 
erosion potential in 
Reaches 6 to 10A. 

Repair areas of active 
erosion, decreases 
erosion potential in 
Reaches A to 12. 
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Guadalupe River—Summary of Conceptual Capital Improvement Alternatives 
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TABLE 3.6 

Guadalupe River—Summary of Conceptual Capital Improvement Alternatives 

(continued) 


' 

. 

- 


Conceptual Alternatives 



Problems, Concerns, 
and Impacts '■ 

• 

Existing Conditions 

No Project 

NoiLslructural 

Upstream Reservoirs 
Construction 

Change Upstream 
Reservoirs Operation 

Offstrcum Storage 

Channel Modification 
Only 

Fishery Impacts 

Degraded fish habitat, 
existing fish barriers 
prevent fish from 
migrating upstream, 
limited low flow 

channel. 

Existing condition 
would remain if not 

worsen. 

Existing condition 
would remain if not 

worsen. 

Major impacts to fish 
habitat at reservoir 
sites and from channel 
modifications. Impacts 
mitigated partially on 
site and on adjacent 
lands would reestablish 
a continuous low flow 
channel in Reaches 6 
to IGA. 

Major impacts to fish 
habitat at reservoir sites 
and from channel 
modifications. Loss of 
water releases from 
reservoirs in summer 
months. Impacts 
mitigated partially on 
site and on adjacent 
lands would reestablish 
it continuous low flow 
channel in Reaches 6 to 

10A. 

Impacts mitigated on 
site and on adjacent 
lands would reestablish 
a continuous low flow 
channel in Reaches 6 

to 10A. 

Impacts mitigated on 
site and on adjacent 
lands would reestablish 
a continuous low How 
channel in Reaches A 
to 12, and remove all 
fish barriers and 
provide fish passage to 
upstream habitat. 

Aesthetic Impacts 

Degraded aesthetic 
qualities due to concrete 
rubble anil sacked 
concrete used for 
erosion repair, illegal 
dumping, nonpoint 
source pollution. 

Existing condition 
would remain if not 

worsen. 

Existing condition 
would remain if not 

worsen. 

Implement better 
environmental 
approach to erosion 
repair work, provide 
belter maintenance 
access for cleanup and 
improve creek 
environment in 

Reaches 6 to 10A. 

Implement better 
environmental approach 
to erosion repair work, 
provide belter 
maintenance access for 
cleanup and improve 
creek environment in 
Reaches 6 to 10A. 

Implement better 
environmental 
approach to erosion 
repair work, provide 
better maintenance 
access for cleanup and 
improve creek 
environment in 

Reaches 6 to 10A, 

Implement better 
environmental 
approach to erosion 
repair work, provide 
better maintenance 
access for cleanup and 
improve creek 
environment in 

Reaches A to 12. 

Recreation Impacts 

No access to the river 
corridor, no recreation 
potential. 

Existing condition 
would remain. 

Existing condition 
would remain. 

Increase recreation 
area at reservoirs 
during the summer 
months in Reaches 6 to 

10A. 

Increase recreation area 
at reservoirs during the 
summer months in 

Reaches 6 to 10A. 

Increase recreation 
area around the ponds 
in Reaches 6 to 10A. 

Maintenance access 
and roads tire designed 
to allow for future trail 
development 
connecting Los 

Alamitos to downtown 

San Jose. 

Cost as 1995 Present 
Worth 


$280 million in 

Hood damages; 

$600 million 

$173 million 

$120 million 

$600 million 

$114.0 million 

Time to Complete 

Project 




50 years 

40 years 


25 years 
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New development within the floodplain would require flood-proofing of the structures. There are 
more than 160 acres in the floodplain which are expected to be developed by the year 2000 : . The 
estimated incremental new development cost for flood-proofing is nearly S3 million 

The Si no project” alternative is considered infeasible and impracticable because of its high cost in 
flood damages and it does not solve the significant flooding, erosion, water quality, and creek 
environment degradation problems. 

Nonstructural Plan 

A nonstructural alternative would solve the flooding of structures in the floodplain without channel 
modifications. The structures would either be flood proofed or purchased and removed. 
Regulating floodplain development does not apply because the floodplain is already well developed. 
Flooding would still occur on the average of every 4 years causing disruption in services, street 
flooding, and resulting in clean up costs. 

Erosion would be expected to continue, requiring repair when structures are threatened. Water 
quality and creek environment will continue to degrade. Implementing a future park and trail 
master plan will be difficult. Fish passage for upstream migration will not be restored. 

This alternative is considered infeasible and impracticable due to the high cost of flood proofing 
over 7,200 structures in the floodplain (over S600 million), the social impact of relocating families 
and removing homes, the continuing erosion and the residual damages from flooding, and the 
continuing water quality and creek environment degradation. 

Upstream Storage (Reservoir Construction) 

Three upstream storage alternatives were investigated by the Corps in the 1975 Phase I Study 
Report (20). Two of the alternatives were on the Los Gatos Creek and would have only benefitted 
the Guadalupe River downstream of the confluence with Los Gatos Creek. 

The third alternative proposed construction of a new 50-foot high dam on Guadalupe Creek 
approximately 2 miles downstream of the existing Guadalupe Reservoir with a capacity over 
2,000 acre-feet (see Figure 3.2). The "New Guadalupe Dam” alternative was investigated and the 
Corps determined that such a measure would only reduce the 1 percent flow rate by 1,700 cfs, 
which is not sufficient to avoid extensive channel modifications downstream on the Guadalupe 
River. The alternative was eliminated from further consideration by the Corps because of the low 
benefit-to-cost ratio (.33). 

In 1978, the District investigated the feasibility of modifying the existing Almaden Reservoir. Of 
the three reservoirs on upstream tributaries, Almaden has the largest drainage area (12 square 
miles) but the smallest storage capacity (1,780 acre-feet). 

By raising the existing Almaden Dam by 50 feet, a reservoir with a total storage capacity of 
4.400 acre-feet would be created. The additional 2,620 acre-feet would reduce the 1 percent flow 
by about 1,800 cfs on the Guadalupe River at Blossom Hill Road. Therefore, the combination of 


2 Based on the "Horizon 2000 General Plan" adopted by the City of San Jose, November 7. 1984. 
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raising the Almaden Dam and constructing the ‘‘New Guadalupe Dam” would reduce the Guadalupe 
River 1 percent flow rate by about 3,500 cfs at Blossom Hill Road. This would still require 
extensive channel modifications in some of the downstream reaches on Guadalupe River and the 
acreage of impacts on the existing riparian vegetation would be significant. 

This alternative would inundate the stream corridor environment for 1.6 miles and the adjacent 
riparian vegetation totaling 76 acres at the “New Guadalupe Dam” site. Raising Almaden Dam 
would inundate an additional 91 acres of riparian vegetation. 

The cost estimates for construction of the new Guadalupe and raising Almaden Dams are S25 
million and $33 million respectively. The additional cost of channel modifications in Reaches 6- 
10A would be about $50 million making the total construction cost of this alternative an estimated 
$108 million. The additional mitigation cost is estimated at $65 million. This alternative assumes 
that mitigation lands are available. 

This alternative is considered infeasible and impracticable because (1) the reduction in flow rate is 
not sufficient to eliminate the need for channel modifications and associated impacts in the study 
area, (2) the substantial inundation to the riparian ecosystem at the dam sites, and (3) the cost of 
construction and mitigation is too high. Creek environment from Reaches 10 to 12 will continue 
to degrade. Implementing a future parks and trail master plan will be difficult. Fish passage for 
upstream migration will not be restored. 

Upstream Storage (Reservoir Operation) 

Another upstream storage alternative investigated was to modify the existing reservoir operations 
for temporary attenuation of flood peak flow through flood-routing. 

This alternative proposed to modify the outlets at Almaden, Calero, and Guadalupe Reservoirs and 
keep them empty in the winter months to maximize flood capacity. The existing reservoirs do not 
have sufficient capacity and are not strategically located to have a significant impact on the 
downstream flood hydrograph. The watershed area in the study reach ranges from 53.2 square 
miles in Reach 12 to 95.3 square miles in Reach 6 and the drainage area for all three reservoirs 
totals less than 25.0 square miles. 

This alternative would only reduce the Guadalupe River 1 percent flow by 2,200 cfs which would 
still require extensive channel modifications in the downstream reaches on the Guadalupe River. 
The acreage of impacts on existing riparian vegetation would be significant. (The additional cost 
of channel modifications in Reaches 6-10A is estimated for $60 million.) 

This alternative would cause a loss of 13,900 acre-feet/year in local water supply yield which 
would need to be replaced at approximately $350/acre-feet (AF), an annual cost of 
$4,865,000/year. The water might not be readily available for purchase and there may be hydraulic 
and/or regulatory constraints in the federal and state system that impacts the ability to import the 
water to the county. Furthermore, the purchase of significant imported water may have significant 
impacts on the area of export, the bay and delta. 
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This alternative is considered infeasible and impracticable (1) the reduction in flow is not sufficient 
to eliminate required channel modifications and associated impacts in the study area; (2) the three 
existing reservoirs currently supplying 13,900 AF/year of water to Santa Clara County would have 
to be kept empty in the winter months and this water would be considered lost; (3) affects District's 
ability to store water that will be used during drought period; (4) may forego water rights, which 
contradicts the District's goal of making full use of economically feasible local water supplies; 
(5) increases the county’s projected water needs at the year 2020; and (6) the uncertainty of relying 
on additional imported water due to increasingly stringent protection measures for the environment 
in the Delta. This would also have a substantial adverse effect on the availability of water and, 
therefore, fishery between May and September. Creek environment from Reaches 10 to 12 will 
continue to degrade. Implementing a future park and trail master plan will be difficult. Fish 
passage for upstream migration will not be restored. 

A hydrologic analysis was performed to compare the three existing reservoirs operation with the 
natural runoff characteristics of the Guadalupe River watershed and how each case met 
predetermined flow requirements for the fishery resource. The results showed that the reservoir 
operation has very little or no adverse effect as it only altered slightly the natural runoff 
characteristics of the watershed. If greater flows were released in the wetter months it would not 
significantly change or enhance the fishery from October through April, but would have substantial 
adverse effect on the availability of water, and therefore fishery, between May and September. The 
detailed analysis is contained in Appendix O. 

Off-Stream Storage 

The concept of this alternative is to reduce the Guadalupe River 1 percent flow rate to an amount 
that can safely pass through the downstream channel by diverting flow into an off-stream storage 
pond. This would reduce the required downstream channel improvements. This alternative was 
investigated in detail in a 1976 report prepared by District staff (13). The objective of the plan was 
to eliminate the channel modifications measures that were proposed for Reaches 9-10A (Willow- 
Glen Way to Canoas Creek). 

The technical feasibility of this proposal is highly risky. The 1976 report showed that this plan 
must be designed to a very specific hydrograph peak, shape, and volume. Any deviation and the 
plan becomes dramatically ineffective. To improve the reliability of this plan with 20 percent 
contingency in peak flow, the storage volume required would be 6.250 AF. 

The existing groundwater recharge ponds and adjacent area north of Blossom Hill Road was the 
only site large enough and at the necessary location to be considered. The total storage volume of 
the existing ponds is only about 650 AF. An additional 332 acres of land would need to be 
purchased and excavated approximately 17 feet deep to provide the additional 5,600 AF of storage. 
Some of the land has since been developed with condominiums and freeways, and therefore, no 
longer available. 

Hydrologic constraints would require that the storage ponds be kept completely dry. This would 
be difficult due to variable groundwater levels, infiltration from adjacent recharge facilities, and 
other operational limitations. Once used to store flood water, the ponds could not continue to 
operate as groundwater recharge facilities because the silt and debris would clog infiltration. 
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This alternative would still require some channel modifications in Reaches 6-8 to provide 1 percent 
capacity which would cost about S55 million. 

This alternative is considered infeasible and impracticable because of high cost (S600 million--over 
$400 million is real estate cost). With the alternative, creek environment in Reaches 9 to 12 will 
continue to degrade. Implementing a future park and trail master plan will be difficult. Fish 
passage for upstream migration will not be restored. 

Channel Modifications 

This alternative proposed to modify existing stream channel to contain the 1 percent flood. 

This alternative is considered feasible and practicable because it achieves most of the District's 
goals and objectives. The unavoidable impacts to riparian vegetation and wetland will be mitigated 
on site. This alternative will improve maintenance access and require less frequent maintenance 
in the natural channel. It will also reestablish a continuous riparian corridor along the creek and 
fish passage to upstream habitat. Implementing future trail master plan will be possible. 

The following presents the descriptions of the different feasible channel modification alternatives 
investigated for each reach of the channel within the study area. These descriptions include a 
discussion of the different impacts of the alternatives and their estimated costs. The conservative 
3:1 mitigation ratio for riparian vegetation impacts is for estimating and comparison purposes only. 

Reach A: Highway 101 to Interstate 880 

The river is straight and wide through this reach with side slopes varying from 1:1 to 2:1. 
The Airport Parkway and Airport Island bridges cross the river. 

This reach has the capacity to contain the 1 percent flow but does not have adequate 
freeboard. There are some erosion problems in this reach. 

The selected flood control alternative in this reach is compatible with the improvements 
proposed by Caltrans for Highway 87. In the interim, before Highway 87 is constructed, 
levees up to 3 feet high will be constructed on both banks. 

The current plan for the Guadalupe Expressway Corridor improvements (Highway 87) is to 
raise the existing road between 4 feet to 18 feet and to excavate the east bank of the river 
between Airport Boulevard to 1-880. The excavation would create a depressed bench up to 
110 feet wide which would be used for maintenance access and for mitigation plantings for 
the highway project. 

The only alternative considered in this reach is to lower the existing maintenance road on the 
west bank at Highway 101, Airport Island bridge, Airport Parkway bridge, and future 
Skyport Drive bridge to provide underpasses for a continuous maintenance road. The bank 
would be protected with stepped gabions at a 1:1 slope at each underpass. Ramps would also 
be constructed intermittently to provide maintenance access to channel bottom. 

The estimated cost of this alternative is $1.3 million. 


R9616 


3-19 




Chapter 3 —Capital Improvement Project 


Reach 6: Interstate 280 to SPRR 

The river is generally straight in this reach and the banks have side slopes varying from 1:1 
to 2:1. High velocities that occur in this reach have caused bank erosion under Interstate 280 
and degradation of the channel bottom throughout the reach. Rock-riprap was placed on the 
east bank from West Virginia Street bridge to 600 feet upstream to repair erosion that had 
occurred in 1982. 

This reach is well under 1 percent capacity. The river from Interstate 280 to West Virginia 
Street would flood about every 3 years, and from West Virginia Street upstream the river 
would flood about every 5 years. 

The West Virginia Street bridge crosses this reach. It was built about 1930 and is a 
reinforced concrete bridge with a center square-nosed pier. It does not have the capacity to 
convey the 1 percent flow. 

Reach 6: Alternatives Considered 

The feasible alternatives for this reach are the widened channel and the bypass channel (see 
Figure 3.3 and Table 3.7). The widened or bypass channel would be constructed to the east 
due to right of way limitation from the Guadalupe Expressway Corridor (Highway 87). 
Floodwalls or levees are not feasible in the reach because the channel is significantly under 
capacity. They would need to be very high to contain the flow. 

Widened Gabion Channel with Bench 

The east bank would be excavated begimiing about 5 feet above the channel invert 
creating a bench about 90 feet wide. Gabion bank lining and rock bench lining would 
be required to protect against erosion from the higher flow velocities. 

An 18-foot wide depressed maintenance road would be located on the excavated 
bench. Ramps would be constructed to allow for access from West Virginia Street and 
Grant Road. No woody growth would be allowed to establish on the excavated bench 
area. 

The West Virginia Street bridge would be replaced to span the widened channel. 

The existing west bank and stream channel bottom would not be disturbed. Active 
erosion existing on the west bank would be repaired with rock, gabions, or other 
suitable methods according to the maintenance program for erosion repair. 

This alternative would require the purchase of 43 properties. It would impact 
approximately 2.0 acres of riparian and urban forest which would need to be mitigated 
at a 3:1 ratio 3 . This does not reflect the actual mitigation ratio for loss of vegetation. 
Off-site mitigation would be needed for 6.0 acres. The estimated cost of this 
alternative is SI8.3 million. 


J The conservative 3:1 mitigation ratio is solely for cost estimating and comparative purposes. 
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TABLE 3.7 

Comparative Summary of Feasible Alternatives, Reach 6—Interstate 280 to SPRR 



Widened Gabion Channel 

with Bench 

Widened Gabion Channel 
with. Mitigation. Bench 

Gabion Bypass 
Channel 

HHNE&I 

i.Project Cost 





A. Right of Way 

S3.2 million 

$8.2 million 

$9.8 million 

$24.6 million 

B. Construction 

$5.9 million 

$6.0 million 

$6.6 million 

$7.6 million 

C. Mitigation on site 

0 

$0.2 million 

0 

SO.3 million 

Mitigation off site 

$4.2 million 

$3.6 million 

$0.6 million 

0 

D. Total Cost 

$18.3 million 

$18.0 million 

$17.0 million 

$32.5 million 

2. Physical Environment 





A. General Description 

East bank bench would be 
excavated 5 feet above the 
stream bottom. Tne 
remaining lower east bank 
and west bank would not be 

disturbed. The excavated 
east bank would be lined 
with gabions. 

The channel would be 
excavated the same as the 
first alternative except, to 
allow for revegetation on the 
bench, a steeper gabion-lined 
bank would be constructed. 

The natural stream 
channel would remain 
undisturbed except at 
erosion sites. A 
gabion bypass 
channel with rock 
bottom would be 
constructed to the 

east. 

The natural stream 
channel would remain 
undisturbed except at 
erosion sites. An earth 
bypass channel would 
be constructed to the 

east. 

B. Erosion 

Depressed bench area subject 
to possible erosion during 
high flows. 

Revegetated bench area 
subject to possible erosion 
during high flows. 

Existing erosion sites 
repaired. Decreased 
erosion in natural 
stream due to 
diverted flows. 

Existing erosion sites 
repaired. Decreased 
erosion in natural 
stream due to diverted 
flows. 

C. Sedimentation 

Slight decrease in 
sedimentation due to east 
bank gabion lining. 

Slight decrease in 
sedimentation due to east 
bank gabion lining. 

Decrease in 
sedimentation due to 
decreased erosion in 
natural stream. 

Decrease in 
sedimentation due to 
decreased erosion in 
natural steam. 

D. Water Quality 

Slight decrease in turbidity’ 
during high flows. 

Slight decrease in turbidity 
during high flows. 

Decrease in turbidity’ 
due to decreased 
erosion in natural 

stream. 

Decrease in turbidity 
due to decreased 
erosion in natural 

stream. 

E. Maintenance 

Access would be improved 
by constructing a 
maintenance road on the 
bench. Moderately intense 
maintenance due to high 
velocities. No woody 
growth would be allowed to 
establish on proposed bench. 

Access would be improved. 

No maintenance required in 
the mitigation area. 

Moderately intense 
maintenance required 
elsewhere due to high 
velocities. 

Less intensive 
maintenance in 
existing stream. 
Moderately intense 
maintenance in the 
bypass channel. 

Less intensive 
maintenance in existing 
stream. Moderately 
intense maintenance in 
the bypass channel. 

3. Biological Environment 





A. Fish Habitat 

Loss of upper bank habitat 
on east bank due to 
excavation. 

Loss of upper bank habitat on 
east bank due to excavation. 
Dense revegetation on bench. 

Habitat value of 
natural stream would 
increase due to 
decrease in 
maintenance 
activities. 

Habitat value of natural 
stream would increase 
due to decrease in 
maintenance activities. 
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Comparative Summary of Feasible Alternatives, Reach 6—Interstate 280 to SPRR 

(continued) 


Issues and Concerns 

Widened Gabion Channel 
with Bench 

Widened Gabion Channel 
with Mitigation Bench 

Gabion Bypass 
Channel 

Earth Bypass Channel 

B. Wildlife Habitat 

Loss of all east bank 
vegetation above bench. 

Bench would remain clear. 

West bank and lower east 
bank vegetation would 
remain. 2.0 acres impact, 6 
acres revegetated off site. 

Same impacts as first 
alternative except a portion 
of the bench would be 
re vegetated. 2.0 acres 
impact, 0.9 acres revegetated 
on site, and 5.1 acres 
re vegetated off site. 

Habitat value of 
natural channel would 
increase over time 
due to less intensive 
maintenance. 
Revegetation on 
upper banks of 
bypass channel and 
top of bank areas. 

0.3 acre impact, 

0.9 acres re vegetated 
off site. 

Habitat value of natural 
channel would increase 
over time due to 
intensive maintenance. 
Revegetation on bypass 
channel banks. 0.4 
acre impacted. 

1.2 acres revegetated 
on site. 

4. Socio-Cultural 

Environment 





A. Right of Way 

Loss of 43 properties. 

Loss of 43 properties. 

Loss of 54 properties 
and 1 partial 
backyard area. 

Loss of 100 properties 
and 3 partial takes. 

B. Aesthetics 

Would remove riparian 
vegetation from east bank 
with some revegetation on 
upper bank and create open 
space. 

Would remove east bank 
vegetation but allow for 
dense revegetation on a 
portion of the bench and 
bank and create open space. 

Would preserve die 
natural channel and 
create open space. 

Would preserve and 
expand natural riparian 
corridor and create 

open space. 

C. Recreation Potential 

Possible linear pathway 
located on bench. 

Possible linear pathway 
located on bench. 

Possible linear 
pathway located on 
bottom of bypass 
channel and on top of 
the existing east 
bank. 

Possible linear pathway- 
located on bottom of 
bypass and on top of 
die existing east ban!;. 
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Widened Gabion Channel with Mitigation Bench 

This alternative is similar to the Widened Gabion Channel with Bench except that a 
steeper gabion-lined bank would be constructed to create a wider bench to allow for 
revegetation. 


An 18-foot wide maintenance road would be located on the excavated bench. Ramps 
would be constructed to allow for access from West Virginia Street. A portion of the 
bench between the maintenance road and the low-flow channel would be revegetated. 

The West Virginia Street bridge would be replaced to span the widened channel. 

The existing west bank and stream channel bottom would not be disturbed. Active 
erosion existing on the west bank would be repaired with rock, gabions, or other 
suitable methods according to the maintenance program for erosion repair. 

This alternative would require the purchase of 43 properties. It would impact 
approximately 2.0 acres of riparian and urban forest which would need to be mitigated 
at a 3:1 ratio. Off-site mitigation would be needed for 5.1 acres. The remaining 0.9 
acre would be mitigated on site. The estimated cost of this alternative is about $18.0 
million. 

Gabion Bypass Channel 

The bypass chamiel would be lined with gabions on the banks and has an 85-foot 
bottom width and 1:1 side slopes. 

Maintenance roads would be constructed at both top of banks on the proposed bypass 
channel. Ramps would be constructed to provide access to the channel bottom. 

This alternative would require the removal of McLellan Avenue. A bridge at West 
Virginia Street would be constructed across the bypass channel. 

The existing stream channel would remain undisturbed. Active erosion existing in the 
natural channel would be repaired with rock, gabions, or other suitable methods 
according to the maintenance program for erosion repair. The bypass channel would 
be designed such that low flows would continue in the natural channel. 

This alternative would require the purchase of 54 properties and 1 partial backyard 
area. It would impact approximately 0.3 acres of riparian and urban forest which 
would need to be mitigated at a 3:1 ratio. Off-site mitigation would be needed for 
0.9 acres. The estimated cost of this alternative is about $17.0 million. 

Earth Bypass Channel 

This alternative is similar to the Gabion Bypass Channel except that the earth bypass 
channel banks would be sloped at 2:1. Dense revegetation would be possible on the 
earthen banks. 
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This alternative would require the removal McLellan Avenue. A bridge at West 
Virginia Street would be constructed across the bypass channel. Palm Street and 
Harliss Avenue would be realigned. 

The existing stream would remain undisturbed. Active erosion existing in the natural 
channel would be repaired with rock, gabion, or other suitable methods according to 
the maintenance program for erosion repair. The bypass channel would be designed 
such that low flows would continue in the natural channel. 

This alternative would require the purchase of 100 properties and 3 partial-takes. It 
would impact approximately 0.4 acres of riparian and urban forest which would need 
to be mitigated at a 3:1 ratio. The entire 1.2 acres would be mitigated on-site. The 
estimated cost for this alternative is about S32.5 million. 

Reach 7: SPRR to UPRR 

Beginning at the SPRR trestle, the river meanders to the west. It then crosses Willow Street 
and meanders back to the east. At the Light Rail Transit Tamien Station and County park 
and ride site, the river remains straight for the remainder of the reach. The existing east 
bank slopes vary from 1:1 to 2:1 while the west bank is steeper for most of the reach. 
Because of high velocities, the steep west bank and east bank have experienced erosion and 
bank sloughing between Willow Street and Alma Avenue. Three erosion sites have been 
repaired just downstream of Alma Avenue; One sacked concrete repair project on the west 
bank and two rock repair projects on the east bank. 

There are several bridges crossing the river in Reach 7: SPRR trestle, Willow Street bridge, 
Alma Avenue bridge, and Highway 87 overpass. 

The river in this reach is significantly below design capacity. Flooding would occur about 
every 4 years. Neither the Willow Street bridge nor the Alma Avenue bridge have capacity 
for the design flow. 

Reach 7 is very similar to Reach 6. 

Reach 7A: (SPRR to Alma Avenue): Alternatives Considered 

The feasible alternatives considered in Reach 7A are channel widening, gabion bypass 
channel, and earth bypass channel (see Figure 3.4 and Table 3.8). 

Widened Gabion Channel with Bench 

A transition through the SPRR trestle with a box culvert would be constructed to 
minimize costly modifications. Upstream of the SPRR trestle to downstream of the 
Alma Avenue bridge, the east bank would be excavated to create a bench. The 
proposed bench would be constructed about 5 feet above the existing channel bottom 
and would be an overflow area. The upper east bank would be lined with gabions at 
a 1:1 side slope. 
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TABLE 3.8 

Comparative Summary of Feasible Alternatives 
Reach 7A—SPRR to Alma Avenue 


Issues and Concerns 

Widened Gabion Channel 

with Bench 

Gabion Bypass Channel 

Earth Bypass Channels 
(East and West Banks) 

1. Project Cost 




A. RishtofWay 

$ 6.7 million 

S6.7 million 

$13.6 million 

B. Construction 

S9.0 million 

$9.3 million 

$6.8 million 

C. Mitigation on site 

$ 0.0 million 

$ 0.0 million 

$ 0.5 million 

Mitigation off site 

S 6.3 million 

$ 0.0 million 

$ 0.0 million 

D. Total Cost 

$22.0 million 

$16.0 million 

$20.9 million 

2. Physical Environment 




A. General Description 

East bank would be excavated 5 
feet above bottom and lined with 
gabions. 

Natural stream would be 
undisturbed except at erosion 
sites. Gabion bypass would be 
constructed to the east. 

Natural stream undisturbed 
except at erosion sites. Earth 
bypass channels constructed to 
the east and west. 

B. Erosion 

Depressed bench area subject to 
possible erosion during high 
flows. 

Existing erosion sites repaired. 
Decrease erosion in natural 
stream due to diverted flows. 

Existing erosion sites repaired. 
Decrease erosion in natural 
stream due to diverted flows. 

C. Sedimentation 

Slight decrease in sedimentation 
due to east bank gabion lining. 

Decrease in sedimentation due 
to decreased erosion in natural 

stream. 

Decrease in sedimentation due 
to decreased erosion in natural 

stream. 

D. Water Quality 

Slight decrease in turibity during 
high flows. 

Decrease in turbidity due to 
decreased erosion in natural 

stream. 

Decrease in turbidity due to 
decreased erosion in natural 

stream. 

E. Maintenance 

Improved access. Moderately 
intense maintenance due to high 
velocities. No woody growth 
would be allowed to establish on 
proposed bench. 

Less intensive maintenance in 
existing stream. Moderately 
intense maintenance in bypass 
channel. 

Less intensive maintenance in 
existing stream. Moderately 
intense maintenance in bypass 
channels. Less erosion repair. 

3. Biological Environment 




A. Fish Habitat 

Loss of upper bank habitat on 
east bank due to excavation. 

Habitat value of natural stream 

would increase due to 

decreased maintenance 

activities. 

Habitat value of natural stream 

would increase due to decreased 
maintenance activities. 

B. Wildlife Habitat 

Loss of most vegetation on east 
bank. 3.0 acres impact, 

9.0 acres revegetation off site. 

Habitat value in existing 
stream would increase over 
time due to less intensive 
maintenance. Some 
re vegetation on banks. No 
significant habitat impacted. 

Habitat value in existing stream 
would increase over time due to 
less intensive maintenance and 
expanded riparian corridor. 
Revegetation on bypass channel 
banks. 0.8 acres impact, 2.4 
acres revegetation on site. 

4. Socio-Cultural Environment 




A. Right of Way 

Relocation of 13 commercial 
businesses. 

Relocation of 13 commercial 
businesses. 

Loss of 23 properties and 
relocation of 13 commercial 

businesses. 

B. Aesthetics 

Would remove riparian 
vegetation from east bank ana 
create open space. 

Would preserve natural 
channel and create open space. 

Would preserve and expand 
natural riparian corridor, 
provide buffer between natural 
channel and development as per 
recommendations in City's 

Riparian Corridor Policy Study, 
and create open space. 

C. Recreation Potential 

Possible linear path along 
maintenance road on bench. 

Possible linear pathway on 
bottom of bypass and top of 
existing east bank. 

Possible linear pathway on both 
east and west top of banks of 
the natural channel. 
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The existing west bank and stream channel bottom would not be disturbed. Active 
erosion existing on the west bank would be repaired with rock, gabions, or other 
suitable method according to the maintenance program for erosion repair. 

Eighteen-foot wide maintenance roads would be constructed at the top of the bank and 
on the excavated bench. Ramps would be constructed to provide for access between 
the two maintenance roads. No woody growth would be allowed to establish on the 
excavated bench area. 

The Willow Street bridge would be replaced to span the widened channel. 

This alternative would require the relocation of 13 commercial businesses. It would 
impact 3.0 acres of riparian and urban forest which would need to be mitigated at a 
3:1 ratio. Off-site mitigation would be needed for 9 acres. The estimated cost of this 
alternative is S22.0 million. 

Gabion Bypass Channel 

A bypass trapezoidal gabion-lined channel to carry peak flood flows would be 
constructed to the east of the existing river. The bypass channel would be lined with 
gabions on the banks at a 1:1 side slope and have a 50-foot bottom width (see 
Figure 3.4 and Table 3.8). A bypass culvert would be built under the SPRR tracks. 

A new bridge would be constructed at Willow Street to span the bypass channel. 

Maintenance roads would be constructed at both top of banks of the proposed bypass 
channel. Ramps would be constructed to provide access to the bottom of the proposed 
channel. 

Vegetation would be preserved in the existing channel. Active erosion existing in the 
natural channel would be repaired with rock, gabions, or other suitable methods 
according to the maintenance program for erosion repair. The bypass channel would 
be designed such that low flows would continue in the natural channel. 

This alternative would require the relocation of 13 commercial businesses. There is 
no significant impact to the riparian vegetation with this alternative. The cost estimate 
of this alternative is $16.0 million. 

Earth Bypass Channels (East and West Banks) 

Earth bypass channels would be constructed both to the east and west of the natural 
channel and the channel banks would have 2:1 side slopes (see Figure 3.4 and 
Table 3.8). 

Bridges would be constructed at Willow Street and Alma Avenue to span the bypass 
channel. Ramps would be provided for access into the bypass channels. 
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The natural channel banks would not be disturbed except at erosion sites. Active 
erosion existing in the natural channel would be repaired with rock, gabions, or other 
suitable methods according to the maintenance program for erosion repair. 
Revegetation would be provided on both the east and west banks of the bypass 
channels. Maintenance roads would be located on both the east and west top of banks 
of the natural channel. The bypass channels would be designed such that low flows 
would continue in the natural channel. 

This alternative would require the purchase of 23 properties and the relocation of 
13 commercial businesses. It would impact approximately 0.8 acres of riparian and 
urban forest which would need to be mitigated at a 3:1 ratio. The entire 2.4 acre 
would be mitigated on site. The estimated cost of this alternative is S20.9 million. 

Reach 7B: (Alma Avenue to UPRR): Alternative Considered 

The feasible alternatives considered in Reach 7B are channel widening and bypass channel 
(See Figure 3.5 and Table 3.9). Alternatives to construct only a floodwall on Elk's Lodge 
property or to purchase the entire Elk’s Lodge property for peak reducing detention pond 
were evaluated but were found infeasible because they will increase the project cost. The 
floodwall alternative will require a 10-feet high floodwall be placed at where the existing 
Elk's Lodge building is located and a larger bypass channel be constructed upstream and 
downstream of the Elk's Lodge property. The peak reducing detention pond alternative 
would only reduce the peak of the 1 percent flood flow by a few minutes. As floods usually 
last longer than a few minutes, construction of a detention pond in the entire Elk's Lodge 
property will not reduce.the flood flows. 

Widened Gabion Channel with Bench 

Upstream of Alma Street to downstream of UPRR bridge, the east bank would be 
excavated to create a bench. The proposed bench would be constructed about 5 feet 
above the existing channel bottom and would be an overflow area. The upper east 
bank would be lined with gabions at a 1:1 side slope. The Alma Street bridge would 
be replaced to span the widened channel. 

The existing west bank and stream channel bottom would not be disturbed. Active 
erosion existing on the west bank would be repaired with rocks, gabions, or other 
suitable method according to the maintenance program for erosion repair. 

Eighteen-foot wide maintenance roads would be constructed at the top of the bank and 
on the excavated bench. Ramps would be constructed to provide for access between 
the two maintenance roads. No woody growth would be allowed to established on the 
excavated bench area. 

This alternative would require acquisition of a portion of the land owned by the Elk's 
Lodge. A portion of the existing parking space would be relocated in coordination 
with the Elk's Lodge. This alternative would impact 0.8 acres of riparian and urban 
forest which would need to be mitigated at a 3:1 ratio. Off-site mitigation would be 
needed for 2.4 acres. The estimated cost of this alternative is $5.5 million. 
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TABLE 3.9 

Comparative Summary of Feasible Alternatives 
Reach 7B—Alma Avenue to UPRR 


Issues and Concerns 

Widened Gabion Channel with 

Bench 

Gabion Bypass Channel 

Covered Bypass Channel 

1. Project Cost 




A. Right of Way 

$ 0.9 million 

$1.3 million 

S 0.6 million 

B. Construction 

S2.9 million 

$3.0 million 

$8.4 million 

C. Mitigation on site 

S 0.0 million 

$ 0.0 million 

$ 0.0 million 

Mitigation off site 

$ 1.7 million 

S 0.0 million 

$ 0.0 million 

D. Total Cost 

$5.5 million 

$4.3 million 

$9.0 million 

2. Physical Environment 




A. General Description 

East bank would be excavated 5 
feet above bottom and lined with 
gabions. 

Natural stream would be 
undisturbed except at erosion 
sites. Gabion bypass would be 
constructed to the east. 

A triple 20 by 17-foot 
box culvert would be 
constructed. 

B. Erosion 

Depressed bench area subject to 
possible erosion during high 
flows. 

Existing erosion sites repaired. 
Decrease erosion in natural 
stream due to diverted flows. 

Existing erosion sites 
repaired. Decrease 
erosion in natural stream 
due to diverted flows. 

C. Sedimentation 

Slight decrease in sedimentation 
due to east bank gabion lining. 

Decrease in sedimentation due 
to decreased erosion in natural 

stream. 

Decrease in sedimentation 
due to decreased erosion 
in natural stream. 

D. Water Quality 

Slight decrease in turibity during 
high flows. 

Decrease in turbidity due to 
decreased erosion in natural 

stream. 

Decrease in turbidity due 
to decreased erosion in 
natural stream. 

H. Maintenance 

Improved access. Moderately 
intense maintenance due to high 
velocities. No woody growth 
would be allowed to establish on 
proposed bench. 

Less intensive maintenance in 
existing stream. Moderately 
intense maintenance in bypass 
channel. 

Less intensive 
maintenance in existing 
stream. Moderately 
intense maintenance in 
bypass channel. 

3. Biological Environment 




A. Fish Habitat 

Loss of upper bank habitat on 
east bank due to excavation. 

Habitat value of natural stream 
would increase due to 
decreased maintenance 
activities. 

Habitat value of natural 
stream would increase 
due to decreased 
maintenance activities 

B. Wildlife Habitat 

Loss of most vegetation on east 
bank. 0,8 acres impact, 

2.4 acres revegetation off site. 

Habitat value in existing 
stream would increase over 
time due to less intensive 
maintenance. Some 
revegetation on banks. No 
significant habitat impacted. 

Habitat value in existing 
stream would increase 
over time due to less 
intensive maintenance. 

Some revegetation on 
banks. No significant 
habitat impacted. 

4. Socio-Cultural Environment 




A. Right of Way 

Acquisition of portions of Elk's 
Lodge property. 

Acquisition of portions of 

Elk's Lodge property. 

Easement on Elk's Lodge. 

B. Aesthetics 

Would remove riparian 
vegetation from east bank and 
create open space. 

Would preserve natural 
channel and create open space. 

Would preserve natural 
channel and create open 
space. Top of culvert 
would be used for 
parking. 

C. Recreation Potential 

Possible linear path along 
maintenance road on bench. 

Possible linear pathway on 
bottom of bypass and top of 
existing east bank. 

Possible linear pathway 
on bottom of bypass and 
top of existing east bank. 
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Gabion Bypass Channel 

A bypass trapezoidal gabion-lined channel to carry peak flood flows would be 
constructed to the east of the existing river. The bypass channel would be lined with 
gabions on the banks at a 1:1 sideslope and have a 60-foot bottom width (see 
Figure 3.5 and Table 3.9). A new bridge would be constructed at the Alma Street 
bridge. 

Maintenance roads would be constructed at both top of banks of the proposed bypass 
channel. Ramps would be constructed to provide access to the bottom of the bypass 
channel. 

Vegetation would be preserved in the existing channel. Active erosion existing in the 
natural channel would be repaired with rocks, gabions, or other suitable methods 
according to the maintenance program for erosion repair. The bypass channel would 
be designed such that low flows would continue in the natural channel. 

This alternative would require acquisition of a portion of the land owned by the Elk's 
Lodge. A portion of the existing parking space would be relocated in coordination 
with the Elk's Lodge. There is no significant impact to the riparian vegetation with 
this alternative. The cost estimate of this alternative is S4.3 million. 

Covered Bypass Channel 


A covered bypass channel would be constructed on the same alignment as previously 
described in the gabion bypass alternative. The covered bypass channel would consists 
of a triple 20- by 17-foot reinforced concrete box culvert (see Figure 3.5 and 
Table 3.9). This alternative would require the least amount of right of way but the 
construction cost would be very high. The Elk's Lodge parking lot would be replaced 
on top of the proposed culvert. A culvert would be constructed at the Alma Avenue 
bridge. 

Maintenance access would be from both ends of the culvert. An 18-foot maintenance 
road would be located on top of the box culvert. 

Vegetation would be preserved in the existing channel. Active erosion existing in the 
natural channel would be repaired with rocks, gabions, or other suitable methods 
according to the maintenance program for erosion repair. The bypass channel would 
be designed such that low flows would continue in the natural channel. 

This alternative would require acquisition of an easement from the Elk's Lodge. 
There is no significant impact to the biotic environment with this alternative. The cost 
estimate of this alternative is S9.0 million. 

Reach 8: UPRM to Willow Glen Way 

The existing river is straight in this reach with side slopes about 1 Vi to 1. The District has 
acquired maintenance easement along the west bank and a small portion of the east bank near 
UPRR for erosion repair projects and for maintenance access. 
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High velocities occur in this reach during moderate flows and have caused bank and bed 
erosion problems. About 600 feet of the west bank has been repaired with sacked concrete 
including a site near Willow Glen Way that was completed in 1986. Modification to a sewer 
siphon was done when it was exposed by bed erosion just upstream of UPRR. 

The only structure crossing the river in this reach is the UPRR trestle. The trestle is a clear 
span steel girder structure with vertical abutments. 

The channel is significantly below the 1 percent design flow capacity. Flooding could occur 
over the east bank about every 9 years in this reach. The UPRR trestle only has capacity 
for an 11-year frequency flow. 

Reach 8: Alternatives Considered 

The alternatives considered feasible in this reach are widened gabion, gabion bypass, and 
earth bypass channels (see Figure 3.6 and Table 3.10). The covered bypass alternative is 
eliminated due to high cost. 

Widened Gabion Channel with Mitigation Bench 

An excavated bench 5 feet above the channel invert would be constructed to the east 
and would be partially revegetated. The bank would be lined with gabions. 

The existing maintenance road and concrete ramp along the west bank would provide 
access to the existing channel. Along the excavated east bank, an 18-foot maintenance 
road on the top of east bank and a depressed maintenance road at the toe of bank 
would be constructed for access. 

The UPRR trestle would be replaced to span the widened channel. 

Vegetation on the east bank would be removed above the elevation of the bench. The 
existing west bank and the remainder of the east bank would be preserved. Portion of the 
proposed bench would be revegetated. Active erosion existing on the west bank would be 
repaired with rock, gabions, or other suitable methods according to the maintenance program 
for erosion repair. 

This alternative would require the purchase of 23 properties. It would impact approximately 
0.9 acres of riparian and urban forest which would need to be mitigated at a 3:1 ratio. Off¬ 
site mitigation would be needed for 2.1 acres. The estimated cost of this alternative is 
SI0.5 million. 

Gabion Bypass Channel 

A bypass trapezoidal gabion channel would be constructed to the east of the existing 
river. The bypass channel would be lined with gabions on the banks at a slope of 1:1 
and have an 85-foot bottom width. 


R9616 


3-36 





CHANNEL 
TO REMAIN 










EARTH BYPASS CHANNEL 
(EAST AND WEST BANKS, 



Fogyr© 0.6 (@ORft*d) 

I FEASIBLE ALTERNATE 

TYPICAL SECTIONS 









R9616 


3-39 






















Chapter 3 —Capital Improvement Project 


Maintenance access to the bypass would be provided by ramps located on the east 
bank of the bypass channel. Access to the river would be from the existing west bank 
maintenance road and ramp. 

A triple 17- by 20-foot bypass culvert would be constructed at the UPRR trestle. 

Vegetation in the existing river would be undisturbed except at erosion sites. Active 
erosion existing in the natural channel would be repaired with rock, gabions, or other 
suitable methods according to the maintenance program for erosion repair. The 
bypass channel would be designed such that low flows would continue in the natural 
channel. 

This alternative would require the purchase of 23 properties. It would impact 
approximately 0.3 acres of riparian and urban forest which would need to be mitigated 
at a 3:1 ratio. Off-site mitigation would be needed for 0.9 acres. The estimated cost 
of this alternative is $9.7 million. 

Earth Bypass Channels (East and West Banks) 

Earth bypass channels would be constructed both to the east and west of the natural 
channel and the channel banks would have 2:1 side slopes. 

Maintenance roads would be located on both the east and west top of banks of the 
natural channel. 

Culverts would be constructed at UPRR to span the bypass channels. Ramps would 
be provided for access into the bypass channels. 

The natural channel banks would be undisturbed except at erosion sites. Active 
erosion existing in the natural channel would be repaired with rock, gabions, or other 
suitable methods according to the maintenance program for erosion repair. 
Revegetation would be provided on both the east and west banks of the bypass 
channels. The bypass channels would be designed such that low flows would continue 
in the natural channel. 

This alternative would require the purchase of 41 properties. It would impact 
approximately 0.8 acres of riparian and urban forest which would need to be mitigated 
at a 3:1 ratio. The estimated cost of this alternative is S14.2 million. 

Reach 9: Willow Glen Way to Curtner Avenue 

In this reach, the Guadalupe River is a deep meandering channel with slopes steeper than 
1:1. Almaden Road runs parallel to the east bank of this reach and homes exist along the 
west bank. This reach is mostly privately owned except in areas where the District has flood 
control easements to repair bank erosion. 

The channel is below the 1 percent design flow capacity. Narrow channel sections exist at 
several locations in this reach creating hydraulic constrictions which will cause overbanking 
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and high flow velocities. Backwater effects from Reach 9 will extend upstream to 
Reach 10A and impact Canoas Creek. 

Erosion has been and will continue to be a problem in this reach. During moderate flows, 
erosive velocities occur throughout the reach. About 1,400 feet of bank erosion has been 
repaired by the District using sacked concrete. Several property owners have built their own 
erosion protection measures. Other active erosion sites have been identified and may 
eventually require repair. 

The two existing bridges crossing the river are Willow Glen Way bridge and Malone Road 
bridge. Willow Glen Way bridge, built in 1916, is one of the earliest reinforced concrete 
bridges. It was constructed with vertical abutments and one center pier. A clear span steel 
pedestrian bridge is located on the south side of the bridge. Malone Road bridge was a 
reinforced concrete structure. This bridge has been replaced by the City in 1989 and was 
built with a vertical abutment to increase flow carrying capacity. 

In earlier studies in 1970 by the Corps, floodwalls were the only alternative identified for 
Reach 9. After considerable public opposition to floodwalls, an off-stream storage 
alternative was investigated as described in the previous section. This alternative, although 
supported by residents in Reach 9, was not feasible and was eliminated from further 
consideration. 

Reach 9: Alternatives Considered 

The feasible alternatives considered for Reach 9 are channel widening, covered bypass 
channel, and earth bypass channel (see Figure 3.7 and Table 3.11). 

Widened Gabion Channel with Bench 

This alternative proposed widening of the east bank with a depressed bench. The 
bench would be constructed 5 to 10 feet above the natural stream bottom. The bench 
would vary from 15 to 60 feet in width. Short bypass channels would be constructed 
to preserve existing vegetation on the existing bank near the end of Guadalupe Avenue 
and upstream of Malone Road. The natural bank and vegetation between the channel 
bottom and the proposed bench elevation would be preserved where possible. 

An 18-foot maintenance road would be constructed on the proposed bench. No woody 
growth would be allowed to establish on the proposed bench. Maintenance access 
ramps from the proposed bench road to the channel bottom would be constructed at 
several locations throughout the reach. 

A new bridge would be constructed at Willow Glen Way to span the widened gabion 
channel. 

The existing west bank and stream bottom would not be disturbed. Active erosion 
existing on the west bank would be repaired with rock, gabions, or other suitable 
methods according to the maintenance program for erosion repair. 
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This alternative would require the purchase of six properties, two businesses, and 
portions of SJWC sites. It would impact approximately 3.4 acres of riparian and 
urban forest which would need to be mitigated at a 3:1 ratio. Off-site mitigation 
would be needed for 10.2 acres. The estimated cost of this alternative is 
S18.5 million. 

Widened Cribwall Channel with Mitigation Bench 

This alternative is similar to the widened gabion channel except cribwall bank with 1:6 
side slopes would be constructed to create a wider bench to allow for revegetation. 
The bench elevations would vary from 5 to 10 feet above the natural channel bottom 
and 25 to 70 feet in width. Short bypass channels would be constructed to preserve 
existing vegetation at Guadalupe Avenue and Malone Road. The natural bank and 
vegetation between the channel bottom and the proposed bench excavation would be 
preserved where possible. 

An 18-foot maintenance road would be constructed on the proposed bench. 
Maintenance access ramps from the proposed bench road to the channel bottom would 
be constructed at several locations throughout the reach. 

A new bridge would be constructed at Willow Glen Way to span the widened cribwall 
channel. 

The existing west bank and channel bottom would be preserved. Portions of the 
proposed bench would be revegetated. Active erosion existing on the west bank would 
be repaired with rock, gabions, or other suitable methods according to the maintenance 
program for erosion repair. 

This alternative would require the purchase of six properties, two businesses, and 
portions of SJWC sites. It would impact approximately 3.4 acres of riparian and 
urban forest which would need to be mitigated at a 3:1 ratio. Off-site mitigation 
would be needed for 9.3 acres. The estimated cost of this alternative is S20.6 million. 

West Bank Earth Bypass Channel 

The earth bypass channel would be constructed to the west of the natural channel and 
the channel banks would have 2:1 side slopes. 

Maintenance road would be located on the west top of bank of the natural channel. 
Ramps would be provided for access into the bypass channel. 

Bridges would be constructed at Willow Glen Way and Malone Road to span the 
bypass channel. 

The natural chamiel banks would not be disturbed except at erosion sites. Active 
erosion existing in the natural channel would be repaired with rock, gabions, or other 
suitable methods according to the maintenance program for erosion repair. 
Revegetation would be provided on both the east and west banks of the bypass 
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channel. The bypass channel would be designed such that low flows would continue 
in the natural channel. 

This alternative would require the purchase of 73 properties. There is no significant 
impact to the riparian vegetation with this alternative. The estimated cost of this 
alternative is S26 million. 

Covered Bypass Channel 

A double 13- by 20-foot RCB culvert would be constructed under Almaden Road 
adjacent to the existing river. The bypass channel would pass through the SJWC's 
well site upstream of Willow Glen Way. Two of the existing SJWC wells would be 
affected and piping would need to be relocated. The construction would be very 
costly due to constricted work space, traffic control, and relocation of existing utilities 
under Almaden Road which includes a 33-inch sewer line for the length of 4,700 feet. 

A new bridge would be constructed at Willow Glen Way to span the bypass channel 
downstream. 

The natural channel banks would not be disturbed except at erosion sites. Active 
erosion existing in the natural channel would be repaired with rock, gabions, or other 
suitable methods according to the maintenance program for erosion repair. The 
bypass channel would be designed to carry 5,000 cfs downstream through Reach 9. 
Low flows would continue in the natural channel. 

This alternative would require the purchase of ten properties, two businesses, and 
portions of SJWC sites. It would impact approximately 0.7 acres of riparian and 
urban forest which would need to be mitigated at a 3:1 ratio. Off-site mitigation 
would be needed for 2.1 acres. The estimated cost of this alternative is S53.0 million. 

Reach 10: Curtner Avenue to Capitol Expressway 

The character of the Guadalupe River varies greatly in this reach. From Curtner Avenue to 
southbound Almaden Expressway (Reach 10A), the river runs adjacent to Almaden Road and 
is very similar to Reach 9. The channel is straight and deep with side slopes of 1:1 and 
steeper. This reach is mostly privately-owned except in areas where the District has flood 
control easements to repair bank erosion. The channel is below the 1 percent flow capacity. 
Narrow channel sections exist at several locations in this reach, creating hydraulic 
constrictions which will cause overbanking and high-flow velocities. Erosion has been, and 
will continue to be, a problem in this reach. During moderate flows, erosive velocities occur 
throughout the reach. Existing erosion sites have been identified and may eventually require 
repair. Backwater effects from this reach would impact future 1 percent flow in Canoas 
Creek. 

From southbound Almaden Expressway to Stream Flow Gage Station No. 23B (Reach 10B), 
the channel was improved in 1972 in conjunction with the Almaden Expressway widening 
project. The channel bottom is 60 feet wide and is lined with rock, and the channel banks 
have been lined with stepped gabions. The channel has the capacity to contain the 1 percent 
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flow, but does not have adequate freeboard between southbound and northbound of Almaden 
Expressway. 

From Stream Flow Gage Station 23B to Capitol Expressway (Reach IOC), the channel is not 
as wide as Reach 10B. The water surface rises rapidly through Reach IOC and induces 
flooding to the upstream areas. 

The bridges that cross the river in Reach 10 are Curtner Avenue bridge, southbound and 
northbound of Almaden Expressway overpass, and Hillsdale Avenue bridge. 

Reach 10A: (Curtner Avenue to Southbound Almaden Expressway) Alternatives Considered 

The feasible alternatives considered in Reach 10A are channel widening, covered bypass 
channel, and earth bypass channel (see Figure 3.8 and Table 3.12). 

Widened Gabion Channel with Bench 

This alternative proposed widening of the east bank with a depressed bench. The 
bench would be constructed 5 to 10 feet above the natural channel bottom and would 
average 20 feet wide. The natural bank and vegetation between the channel bottom 
and the depressed bank would be preserved where possible. 

An 18-foot maintenance road would be constructed on the proposed bench. No woody 
growth would be allowed to establish on the proposed bench. Maintenance access 
ramps from the proposed bench road to the channel bottom would also be constructed 
at several locations. 

A new bridge would be constructed at Curtner Avenue to span the widened gabion 
channel. 

The existing west bank and stream bottom would not be disturbed. Active erosion 
existing on the west bank would be repaired with rock, gabions, or other suitable 
methods according to the maintenance program for erosion repair. 

With this alternative, construction of 3.5-foot high floodwalls would be required in 
Canoas Creek from Almaden Expressway to the end of Nightingale Drive for future 
1 percent flood protection in that reach of Canoas Creek. It would impact 
approximately 1.5 acres of riparian and urban forest which would need to be mitigated 
at 3:1 ratio. Off-site mitigation would be needed for 4.5 acres. The estimated cost 
of this alternative is S7.2 million. 

Widened Cribwall Channel with Mitigation Bench 

This alternative is similar to the widened gabion channel except a cribwall bank with 
1:6 side slope would be constructed to create a wider bench to allow revegetation. 
The bench elevation would be 5 to 10 feet above the natural channel bottom, and the 
bench would be 40 feet wide. The natural bank and vegetation between the channel 
bottom and the proposed bench would be preserved where possible. 
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An 18-foot maintenance road would be constructed on the proposed bench. 
Maintenance access ramps from the proposed bench road to the channel bottom would 
be constructed at several locations throughout the reach. 

A new bridge would be constructed at Curtner Avenue to span the widened cribwall 
channel. 

The existing west bank and stream bottom would not be disturbed. Portions of the 
proposed bench would be revegetated. Active erosion existing on the west bank would 
be repaired with rock, gabions, or other suitable methods according to the maintenance 
program for erosion repair. 

With this alternative, construction of 3.5-foot high of floodwalls would be required in 
Canoas Creek from Almaden Expressway to the end of Nightingale Drive for future 
1 percent flood protection in that reach of Canoas Creek. It would impact 
approximately 1.5 acres of riparian and urban forest which would need to be mitigated 
at a 3:1 ratio. Off-site mitigation would be needed for 4.2 acres. The estimated cost 
of this alternative is S7.7 million. 

West Bank Earth Bypass Channel 

The earth bypass channel would be constructed to the west of the natural channel and 
the channel banks would have 2:1 side slopes. 

Maintenance roads would be located on the top of the west bank of the natural 
channel. Ramps would be provided for access into the bypass channel. 

A bridge would be constructed at Curtner Avenue to span the bypass channel. 

The natural channel banks would not be disturbed except at erosion sites. Active 
erosion existing in the natural channel would be repaired with rock, gabions, or other 
suitable methods according to the maintenance program for erosion repair. 
Revegetation would be provided on both the east and west banks of the bypass 
channel. The bypass channels would be designed such that low flows would continue 
in the natural channel. 

With this alternative, construction of 1.5-foot high floodwalls would be required in 
Canoas Creek from Almaden Expressway to the end of Nightingale Drive for future 
1 percent flood protection in that reach of Canoas Creek. It would require the 
purchase of 17 properties and impact approximately 0.3 acres of riparian and urban 
forest which would need to be mitigated at a 3:1 ratio. The estimated cost of this 
alternative is SB.4 million. 

Covered Bypass Channel 

A double 13- by 20-foot RCB culvert would be constructed under Almaden Road 
adjacent to the existing river. The construction would be very costly due to 
constricted work space, traffic control, and relocation of utilities under Almaden Road 
which include a 28-inch sewer line for the length of 1,600 feet. 
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The natural channel banks would not be disturbed except at erosion sites. Active 
erosion existing in the natural channel would be repaired with rock, gabions, or other 
suitable methods according to the maintenance program for erosion repair. The 
bypass channel would be designed to carry 5,000 cfs downstream through Reach 9. 
Low flows would continue in the natural channel. 

With this alternative, construction of 1.5-foot high floodwalls would be required in 
Canoas Creek from Almaden Expressway to the end of Nightingale Drive for future 
1 percent flood protection in that reach of Canoas Creek. 

The estimated cost of this alternative is S15.2 million. There is no significant impact 
to the riparian vegetation with this alternative. 

Reach 10B: (Southbound Almaden Expressway to Stream Flow Gage Station No. 23B) 
Alternatives Considered 

In the reach between southbound and northbound Almaden Expressway, the channel lacks 
adequate freeboard on the west bank. The feasible alternatives are either a levee or a 
floodwall. 

From northbound Almaden Expressway to Stream Flow Gage Station No. 23B, the channel 
is adequate to contain the 1 percent flow. Revegetation plantings would be provided in this 
reach to mitigate riparian vegetation impacts in other reaches of the selected project. 

Reach 10C: (Stream Flow Gage Station No. 23B to Capitol Expressway) 

Alternatives Considered 

The feasible alternatives considered in this reach are bypass channel and channel widening 
(see Figure 3.9 and Table 3.13). Levees and floodwalls are not feasible because the water 
surface would remain high, causing pressure flow in Capitol Expressway and induce flooding 
to the upstream areas. 

Widened Gabion Channel with Mitigation Bench 

This alternative proposed widening of the east bank with a depressed bench. The bank 
would be lined with gabions at a 1:1 side slope. The bench would be constructed 5 
to 10 feet above the natural stream bottom and would vary from 80 to 100 feet in 
width. The natural bank and vegetation between the channel bottom and the proposed 
bench elevation would be preserved where possible. 

An 18-foot maintenance road would be constructed on the proposed bench. 
Maintenance access ramps from the proposed bench road to the channel bottom would 
be constructed at several locations. 

A bridge would be constructed at the future Pearl Avenue alignment to span the 
widened gabion channel. Hillsdale Avenue bridge would be demolished only after the 
Pearl Avenue bridge is constructed. 
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TABLE 3.13 

Comparative Summary of Feasible Alternatives, Reach IOC—Stream Flow Gage 
Station No. 23B to Capitol Expressway 


Issues and Concerns 

Widened Gabion Channel 
with Mitigation Bench 

Earth Bypass Channel 

1. Project Cost 



A. Right of Way 

S 3.8 million 

$ 8.0 million 

B. Construction 

S 6.3 million 

S 6.7 million 

C. Mitigation On Site 

S 0.5 million 

S 0.3 million 

Mitigation Off Site 

S 4.2 million 

S 2.8 million 

D. Total Cost 

S14.8 million 

SI7.8 million 

2.Physical Environment 



A. General Description 

East bank would be excavated 
about 5 to 10 feet above the invert 
and lined with gabions. A portion 
of the earth bench would be 
revegetated. Hillsdale Avenue 
bridge would be demolished after 
Pearl Avenue bridge is 
constructed. 

Earth bypass channel 
would be constructed to 
the east. Hillsdale 

Avenue after Pearl 

Avenue Bridge is 
constructed. Natural 
stream would be 
undisturbed except at 
erosion sites. 

B. Erosion 

Ongoing erosion on the west bank 
‘ would continue as it has in the 
past. Revegetated bench area 
subject to possible erosion during 
high flows. 

Existing erosion sites 
would be repaired. 

Decrease erosion in 
natural stream due to 
diverted flows. 

C. Sedimentation 

Slight decrease in sedimentation 
due to east bank gabion lining. 

Decrease in sedimentation 
due to decreased erosion 
in natural stream. 

D. Water Quality 

Slight decrease in turbidity during 
high flows. 

Decrease in turbidity due 
to decreased erosion in 
natural channel. 

E. Maintenance 

Improved access and less intensive 
maintenance required downstream 
of Hillsdale Avenue. 

Less intensive 
maintenance in existing 
stream. Moderately 
intense maintenance in 
bypass channel. 
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Comparative Summary of Feasible Alternatives, Reach IOC—Stream Flow Gage 
Station No. 23B to Capitol Expressway 
(continued) 




Widened Gabion Channel 


issues and Concerns 

with Mitigation Bench 

Earth Bypass Channel 

3. Biological Environment 



A. 

Fish Habitat 

Loss of upper bank habitat on east 

Habitat value of natural 



bank due to excavation. Dense 

stream would increase due 



revegetation on bench. 

to decreased in 




maintenance activities. 

B. 

Wildlife Habitat 

Impact to upper east bank and 

Habitat value in existing 



entire channel from Hillsdale Ave. 

stream would increase 



to Capitol Expwy. Dense 

over time due to less 



revegetation on a portion of the 

intensive maintenance. 



bench and on east bank. 2.75 

1.75 acres impacted. 



acres impacted, 2.25 acres 

Revegetation on bypass 



revegetated on site, and 6 acres off 

channel banks. 1.3 acres 



site. 

of revegetation on site and 




4 acres off site. 

4. Socio-Cultural Environment 



A. 

Right of Way 

No loss of homes but would 

No loss of homes but 



require over 4 acres of land zoned 

would require over 9 



for commercial and industrial 

acres of land zoned for 



development. 

commercial and industrial 




development. 

B. 

Aesthetics 

Would removes riparian vegetation 

Would preserve and 



from east bank but allow for dense 

expand the natural channel 



revegetation on bench. 

and create open space. 

C. 

Recreation Potential 

Possible linear pathway along 

Possible linear pathway 



bench. 

on bottom of bypass 




channel and top of 




existing east bank. 
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From Hillsdale Avenue to Capitol Expressway, the channel would be widened 20 feet 
to the east to provide a floodway bench. The east and west banks would be protected 
with gabions at a 1:1 side slope. 

The existing west bank and stream bottom would not be disturbed. Portions of the 
proposed bench would be revegetated. Active erosion existing on the west bank would 
be repaired with rock, gabions, or other suitable methods according to the maintenance 
program for erosion repair. 

This alternative would require the purchase of over 4 acres of land zoned for 
commercial and industrial development. It would impact approximately 2.75 acres of 
riparian and urban forest which would be mitigated at a 3:1 ratio. Off-site mitigation 
would be needed for 6 acres. The estimated cost of this alternative is SI4.8 million. 

Earth Bypass Channel 

The earth bypass channel would be constructed to the east of the existing river. The 
bypass channel would have a 2:1 side slopes and have 60-foot bottom width. 

Maintenance road would be located at the bypass channel bottom. Ramps would be 
provided for access into the bypass channel. 

A bridge would be constructed at the future Pearl Avenue alignment to span the 
existing and bypass channel. Hillsdale Avenue bridge would be demolished only after 
the Pearl Avenue bridge is constructed. 

From Hillsdale Avenue to Capitol Expressway, the channel would be widened 20 feet 
to the east to provide a floodway bench. The east and west banks would be protected 
with gabions at a 1:1 side slope. 

Vegetation would be preserved in the existing channel. Active erosion existing in the 
natural channel would be repaired with rock, gabions, or other suitable methods 
according to the maintenance program for erosion repair. The bypass channel would 
be designed such that low flows would continue in the natural channel. 

This alternative would require the purchase of over 9 acres of land zoned for 
commercial and industrial development. It would impact approximately 1.75 acres of 
riparian and urban forest which would be mitigated at a 3:1 ratio. Off-site mitigation 
would be needed for 4.0 acres. The estimated cost of this alternative is SI7.8 million. 

Reach 11: Capitol Expressway to Branham Lane 

This reach has been modified as part of the Almaden Expressway widening and is nearly 
adequate to carry the 1 percent flow rate. The major issues in Reach 11 are high velocities, 
the backwater created on both Ross Creek and downstream of Branham Lane bridge, and 
inadequate freeboard. 

This reach has poor maintenance access. Portions of the reach have a maintenance road 
along the east top of bank but there are no adequate maintenance ramps to the channel 
bottom. The improvements in this reach would eliminate flooding upstream of the Capitol 
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Expressway and Branham Lane bridges, improve the backwater effect on Ross Creek, and 
improve maintenance access. 

Reach 11: Alternatives Considered 

The feasible alternatives considered in this reach are gabion channel widening and bypass 
channel (see Figure 3.10 and Table 3.14). Levees/floodwalls were not evaluated in this 
reach because they would increase the water surface at Ross Creek and Branham Lane bridge 
and would adversely affect the local drainage systems. 

Widened Gabion Channel with Bench 

This alternative proposed widening on the east bank with an 18-foot wide depressed 
bench for floodway from Capitol Expressway to Bryan Avenue. The bench would be 
constructed 5 feet above the natural channel bottom. The bank below the bench would 
be sloped at 2:1 for revegetation, and the upper bank would be protected with stepped 
gabions at a 1:1 side slope. The distance from the top of east bank to the existing 
District right of way after channel widening would be 5 feet. The existing west bank 
would be undisturbed. 

Maintenance road would be constructed on the proposed depressed bench. No woody 
growth would be allowed to establish on the proposed bench. Maintenance access 
ramps from the bench road to the channel bottom would be constructed at several 
locations. 

From Bryan Avenue to Ross Creek confluence, the widening would be to the west 
creating a mitigation bench 3 feet above the river bottom. The bank would be lined 
with stepped gabion at a 1:1 side slope. The existing east bank would be undisturbed. 
The maintenance road from downstream of Bryan Avenue would continue on the east 
bank. A ramp would be provided on the west bank for access to the mitigation bench 
and the channel bottom. 

From Ross Creek confluence to Branham Lane, a widened gabion channel with 
floodway bench on the west bank 7 feet above the channel bottom would be 
constructed. The bank would be lined with stepped gabion at a 1:1 side slope. The 
existing east bank would be undisturbed. The existing maintenance road on the east 
bank would remain and connect to the proposed maintenance road from downstream. 

Active erosion existing on the east and west banks would be repaired with rock, 
gabion, or other suitable methods according to the maintenance program for erosion 
repair. 

This alternative would require relocation of one SJWC well, the purchase of three 
properties, and the removal of portions of a parking area for one commercial building. 
It would impact approximately 4.0 acres of riparian and urban forest which would 
need to be mitigated at a 3:1 ratio. Off-site mitigation would be needed for 
10.7 acres. The estimated cost of this alternative is S14.1 million. 
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TABLE 3.14 

Comparative Summary of Feasible Alternatives 
Reach 11—Capitol Expressway to Branham Lane 


m 1 fBSpp' pi 

Widened Gabion Channel 
with Bench 

Widened Gabion Channel 

Earth Bypass Channel 

1. Project Cost 




A. Right of Way 

S 2.3 million 

S 2.3 million 

S13.4 million 

B. Construction 

S 4.0 million 

S 5.0 million 

S 4.9 million 

C. Mitigation on site 

S 0.3 million 

S 0.3 million 

S 0.5 million 

Mitigation off site 

S 7.5 million 

SI 1.1 million 

S 2.8 million 

D. Total Cost 

S14.1 million 

S18.7 million 

S21.6 million 

2. Physical Environment 




A. General Description 

East bank would be excavated 5 
feet above stream bottom and 
lined with gabions and a 
depressed bench for floodway 
would be created from Capitol 
Expressway to Bryan Avenue. 

The west bank would be 
excavated and lined with 
gabions and a bench would be 
created from Bryan Avenue to 
Branham Lane; The depressed 
bench from Bryan Avenue to 

Ross Creek confluence would 
be revegetated. 

Both banks would be excavated 
and lined with gabions from 
Capitol Expressway to Bryan 
Avenue, creating a bench on 
the east bank. The west bank 
would be excavated and lined 
with gabions creating a bench 
from Bryan Avenue to 

Branham Lane. The bench 
from Bryan Avenue to Ross 
Creek confluence would be 
revegetated. 

Earth bypass channel would 
be constructed to the east 
from Capitol Expressway to 
Bryan Avenue. The west 
bank would be excavated 
and lined with gabions 
creating a bench from Bryan 
Avenue to Branham Lane. 

The Bench from Bryan 

Avenue to Ross Creek 
confluence would be 
revegetated. 

B. Erosion 

Ongoing erosion on the west 
bank would continue as it has in 
the past. Depressed bench area 
subject to possible erosion 
during high flows. 

Existing erosion sites repaired. 
Decrease erosion potential due 
to gabion lining on the battles. 

Existing erosion sites would 
be repaired. Decrease 
erosion in natural channel 
due to diverted flows. 

C. Sedimentation 

Slight decrease in sedimentation 
due to east bank gabion lining. 

Decrease in sedimentation due 
to both banks gabion lining. 

Decrease in sedimentation 
due to decreased erosion in 
natural channel. 

D. Water Quality 

Slight decrease in turbidity 
during high flows. 

Decrease in turbidity during 
high flows. 

Decrease in turbidity due to 
decreased erosion in natural 
channel. 

E. Maintenance 

Improved maintenance access. 
Moderately intensive 
maintenance due to possible 
erosion of earth bank. 

Improved maintenance access. 
Moderately intensive 
maintenance. 

Less intensive maintenance 
in existing stream. 

Moderately intense 
maintenance in bypass 
channel. 

3. Biological Environment 




A. Fish Habitat 

Loss of upper bank habitat due 
to excavation. 

Loss of upper bank habitat due 
to excavation. 

Habitat value of natural 
stream would increase due 
to decreased in maintenance 
activities. 
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TABLE 3.14 

Comparative Summary of Feasible Alternatives 
Reach 11—Capitol Expressway to Branham Lane 
(continued) 



Widened Gabion Channel 
with Bench 

Widened Gabion Channel 

Earth Bypass Channel 

B. Wildlife Habitat 

Loss of upper bank vegetation. 
Revegetation on earth bench. 

4.0 acres impacted, 1.3 acres 
revegetated on site, and 10.7 
acres off site. 

Loss of upper bank vegetation. 
Revegetation on earth bench. 

5.7 acres impacted, 1.3 acres 
revegetated on site, and 15.8 
acres off site. 

Habitat value in existing 
stream would increase over 
time due to less intensive 
maintenance. Revegetation 
on bypass channel banks. 

2.2 acre impacted, 2.6 acres 
revegetated on site, and 4.0 
acres off site. 

4. Socio-Cultural 

Environment 




A. Right of Way 

Loss of 3 properties, portions of 
a parking area of one business 
property, and relocation of one 
SJWC well. 

Loss of 3 properties, portions 
of a parking area of one 
business property, and 
relocation of one SJWC well. 

Loss of 36 properties, 
portions of a parking area of 
one business property, and 
relocation of one SJWC 
well. 

B. Aesthetics 

Would remove riparian habitat 
from upper east bank. 

Would remove riparian habitat 
from west bank and upper east 
bank. 

Would preserve the natural 
channel and create open 
space. 

C. Recreation Potential 

Possible linear pathway along 
bench. 

Possible linear pathway along 
bench. 

Possible linear pathway on 
bottom of bypass channel 
and top of existing east 
bank. 
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Widened. Gabion Channel 

This alternative proposed widening on both the east and west banks with an 18-foot 
wide depressed bench for floodway on the east bank from Capitol Expressway to 
Bryan Avenue. The distance from the top of east bank to the existing District right 
of way after channel widening would be 25 feet for revegetation. The proposed bench 
would be constructed 5 feet above the natural channel bottom. The natural bank and 
vegetation below the bench would be preserved where possible. The east and west 
banks would be lined with stepped gabions at a 1:1 side slope. 

A maintenance road would be constructed on the proposed depressed bench. No 
woody growth would be allowed to establish on the proposed bench. Maintenance 
access ramps from the bench road to the channel bottom would be constructed at 
several locations. 

From Bryan Avenue to Branham Lane, this alternative would be the same as the East 
Bank Widened Gabion Channel alternative. 

Active erosion existing on the east and west banks would be repaired with rock, 
gabion, or other suitable methods according to the maintenance program for erosion 
repair. 

This alternative would require relocation of one SJWC well, purchase of three 
properties, and the removal of portions of a parking area for one commercial building. 
It would impact approximately 5.7 acres of riparian and urban forest which would 
need to be mitigated at a 3:1 ratio. Off-site mitigation would be needed for 
15.8 acres. The estimated cost of this alternative is $18.7 million. 

Earth Bypass Channel 

A bypass channel would be constructed to the east of the existing river from Capitol 
Expressway to Bryan Avenue. The bypass channel would have a 90-foot bottom width 
and a side slope of 2:1. 

Maintenance access to the bypass channel would be provided by ramps from 
Wellington Square. 

Vegetation in the existing channel would be undisturbed except at erosion sites. 
Active erosion existing in the natural channel would be repaired with rock, gabion, 
or other suitable methods according to the maintenance erosion guidelines. The 
bypass channel would be designed such that low flows would continue in the natural 
channel. 

From Bryan Avenue to Branham Lane, this alternative would be the same as the East 
Bank Widened Gabion Channel Alternative. 

Active erosion existing on the east and west banks would be repaired with rock, 
gabion, or other suitable methods according to the maintenance program for erosion 
repair. 
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This alternative would require the purchase of 36 properties, relocation of one SJWC 
well and the removal of portions of a parking area for one commercial building. It 
would impact approximately 2.2 acres of riparian and urban forest which would need 
to be mitigated at a 3:1 ratio. Off-site mitigation would be needed for 4.0 acres. The 
estimated cost of this alternative is S21.6 million. 

Reach 12: Branham Lane to Blossom Hill Road 

The river is straight and wide through this reach with side slopes varying from 1:1 to 2:1. 
The channel was excavated in the late 1960s as part of a private gravel quarry operation. 
Vegetation has been substantially altered by excavation and quarry operations. Most of the 
remaining vegetation is ruderal and riparian forest occurs only in scattered patches. Adjacent 
to the river, there are several offstream ponds owned by the District. The District has been 
utilizing these ponds and the river channel for groundwater percolation. 

The Highway 85 overpass and future Chynoweth Avenue cross the river. 

This reach has capacity to contain the 1 percent flow but does not have adequate freeboard 
from future Chynoweth Avenue to Blossom Hill Road. 

Reach 12: Alternatives Considered 

The feasible alternatives considered in this reach are levee raising and bypass channel (see 
Figure 3.11 and Table 3.15) 

Levee Raising Only 

This alternative proposes to acquire adjacent land on the west bank, from Branham 
Lane to future Chynoweth Avenue, for mitigation to the impacts downstream. In 
order to create riparian, wetlands, and open water habitat, the adjacent land would be 
excavated 10 to 15 feet deep. 

From future Chynoweth Avenue to Blossom Hill Road, the east and west bank levees 
would be reconstructed and raised up to 6 feet on both banks. The west bank levee 
would also be widened 25 feet to the west to create a revegetation bench. 
Maintenance roads would be located on top of the east and west banks. Maintenance 
access ramps to the channel bottom would be constructed at several locations. 

There is no significant habitat impacts due to this alternative. It would impact 
approximately 3.0 acres of the existing off-stream percolation ponds which would 
have to be mitigated at a 1:1 ratio. Off-stream percolation ponds mitigation would be 
needed for 3.0 acres. The estimated cost of this alternative is S 8.1 million. 
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TABLE 3.15 

Comparative Summary of Feasible Alternatives, Reach 12—Branham Lane to Blossom Hill Road 



s 

Bypass Channel, Offstream Percolation 
Ponds, and Levee Raising 

1. Project Cost 



A. Right of Way 

S 4.0 million 

S22.2 million 

B. Construction 

S 4.1 million 

S 9.5 million 

C. Mitigation on site 

S 0.0 million 

$ 0.0 million 

Mitigation off site 

S 0.0 million 

S 0.0 million 

D. Total Cost 

S8.1 million 

S31.7 million 

2. Physical Environment 



A. General Description 

Existing levees from future Chynoweth 
Avenue to Blossom Hill Road would be 
widened 25 feet to the west, 
reconstructed and raised. 

A bypass channel would be constructed from 
Branham dam to future Chynoweth Avenue. 

The Branham and Blossom Hill dams operation 
would be discontinued. Existing levees from 
future Chynoweth Avenue to Blossom Hill 

Road would be widened 25 feet to the west, 
reconstructed and raised. 

B. Erosion 

Ongoing erosion would continue as it 
has in the past. Erosion repair on 
priority basis. 

Existing erosion sites repaired. Widened earth 
bench area subject to possible erosion during 
high flows. 

C. Sedimentation 

No impact in sedimentation. 

Decrease in sedimentation due to no seasonal 
dam operations 

D. Water Quality 

No impact in turbidity. 

Decrease in turbidity during high flow's. 

E. Maintenance 

Improved maintenance access. 

Intensity of maintenance would remain 
the same. 

Improved maintenance access. Less intensive 
maintenance. 

3. Biological Environment 



A. Fish Habitat 

No loss of habitat. 

Habitat value of natural channel would increase 
due to decrease in maintenance activities. 

B. Wildlife Habitat 

No significant impact to habitat. No 
significant impacts. 

Habitat value of natural stream would increase 
due to less intensive maintenance. 

Revegetation on both banks of the channel. 

4. Socio-Cultural Environment 



A. Right of Way 

No loss of homes, but would require 
over 4 acres of land. 

No loss of homes, but would require over 

17 acres of land. 

B. Aesthetics 

No visual change except higher levee 
elevations. 

Enhance the natural channel and higher levee 
elevations. 

C. Recreation Potential 

Possible linear pathway along 
maintenance roads. 

Possible linear patlnvay along maintenance 
roads. 
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Bypass Channel and Off-Stream Percolation Ponds and Levee Raising 

This alternative proposes constructing an earth bypass channel and mitigation ponds 
to the west of the natural channel from the Branham seasonal dam location to future 
Chynoweth Avenue Bridge. This will allow revegetation on both banks of the natural 
channel. The bypass channel would have a 40-foot bottom width and sideslope of 
2:1. Maintenance road would be located on the top of bank between the natural and 
bypass channels. 

Similar to the alternative above, from future Chynoweth Avenue to Blossom Hill 
Road, the east and west bank levees would be reconstructed and raised up to 6 feet on 
both banks of the channel. The west bank levee would also be widened 25 feet to the 
west to create a revegetation bench. Maintenance roads would be located on top of 
both the east and west banks. 

This alternative also includes termination of the Branham and Blossom Hill seasonal 
dams operation and mitigate the impacts to the in-stream percolation ponds by 
constructing off-stream ponds. This will allow planting of shaded riverine aquatic 
habitat along both banks of the natural channel. 

There is no significant habitat impact due to this alternative. It would impact 
approximately 3.0 acres of the existing off-stream percolation ponds and 14.0 acres 
of the in-stream ponds which would have to be mitigated at a 1:1 ratio. Off-stream 
percolation ponds mitigation would be needed for 17.0 acres. The estimated cost of 
this alternative is S 31.6 million. 

Canoas Creek: Guadalupe River to End of Nightingale Drive 

Canoas Creek outfalls into Guadalupe River through a concrete box culvert under Almaden 
Expressway (northbound) upstream of Ironwood Drive. The existing District right of way 
is 90 feet wide and is bordered on each side by single family homes. 

Upstream of Almaden Expressway to end of Nightingale Drive, the channel is a straight 
earth channel with a concrete channel bottom and a IV 2 :1 side slope. 

The channel has the capacity to carry the 1 percent flow but the backwater effect from 
Guadalupe River would cause the channel to overtop. Culverts under Almaden Expressway 
and Nightingale Drive would be enlarged to provide 1 percent flow capacity. 

The feasible alternative for this creek depends on the alternative selected in Reach 10A. If 
widened gabion channel or widened cribwall channel is selected, construction of 3.5-foot 
floodwalls would be required in Canoas Creek from Almaden Expressway to end of 
Nightingale Drive. If covered bypass channel or west bank earth bypass channel is selected, 
construction of 1.5-foot floodwalls would be required. Since there are levees existing on 
both the north and south banks, the floodwalls would not incur additional impacts to the local 
drainage. Figure 3.12 shows the typical section. 

Levees were not evaluated due to right of way constraint and channel widening was not 
feasible because the primary problem is the backwater elevation in the Guadalupe River is 
controlling the water surface elevations. 

An alternative to construct a bypass channel in the Valley View property, upstream of Gage 
Station 23B was also evaluated. From the aerial survey, it was found that the topography 
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of the area slopes from Guadalupe River towards Canoas Creek and the channel slope of 
Guadalupe River is 13 times steeper than the Canoas Creek. Therefore, if the confluence 
of Canoas Creek is moved upstream from it's current location to Gage Station 23B, the water 
surface in the entire length of Canoas Creek will be raised by several feet. This alternative 
is considered not feasible because it would cause adverse impact and inundation to the 
upstream areas. The mitigation cost will be very costly. In addition, the construction cost 
for the open bypass is estimated to be $20 million, excluding mitigation costs. 

Ross Creek: Guadalupe River to Jarvis Avenue 

This creek consists of a straight trapezoidal earth channel with an 8-foot bottom width. The 
existing District right of way is 70 feet wide and is bordered on each side by single family 
homes. 

This creek is inadequate to convey 1 percent design flow. Erosion has reshaped the channel 
so that the channel has a 1:1 side slope. In some places, the toe of the channel has been 
eroded to a point where the bank is nearly vertical and, in some cases, sloughing of the bank 
has occurred. Rock riprap and sacked concrete was installed on a maintenance basis to 
control erosion, especially from the outfalls daylighting into the creek. This reach is used 
for groundwater recharge. Instead of using seasonal gravel dams, water is released at a rate 
that it could naturally recharge through the creek bottom. 

The box culverts under Almaden Expressway and Jarvis Avenue do not have capacity to 
convey 1 percent flow. The Cherry Avenue culvert was improved in 1982 by adding a 
second culvert. 

Levees and floodwalls were investigated but found to be infeasible due to right of way 
constraints and adverse impact to local drainage. The only feasible alternative for this creek 
is channel widening. 

The channel bottom would be widened from existing 10 feet to 30 feet with side slopes of 
1:1. The creek bottom area used for groundwater recharge will increase by 2.0 acres. Both 
banks would be lined with articulated concrete mats (ACM). Figure 3.12 shows the typical 
section. An 18-foot wide maintenance road would be located at the top of south bank. To 
increase the capacity of culverts, a 20- by 10-foot box culvert, and a 13- by 91/2-foot box 
culvert addition would be constructed under Almaden Expressway and Jarvis Avenue, 
respectively. 

Summary of Alternatives 

Table 3.16 summarizes and groups together the various alternatives for each of the reaches under 
broad plans having different objectives. The preferred plan is the combination of alternatives that 
were selected through the evolutionary process with the public, city staff. District staff, regulatory 
agencies, and environmental consultants. The minimize vegetation impacts plan is the combination 
of alternatives which most avoids environmental impacts. The stream restoration plan is a 
combination of alternatives which would most reestablish the functions and values of the historic 
riparian corridor by preserving and enhancing the existing vegetation, minimizing the need for bank 
protection and using flatter slopes to allow for natural regeneration, expanding the riparian plantings 
and creating buffer areas. The intent was to define an environmentally enhancing plan that is 
comparable with other alternatives. It does not include complete reconstruction of a 
geomorphological “bankfull” channel in every reach of the natural channel. For comparison, a 
least cost plan is also included. Table 3.17 shows the comparison between the construction cost 
versus the impact acreage of each alternative. 
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3.16 

Guadalupe River Planning Study 
Summary of Alternative Plans 

leach A, Interstate 280 to Blossom Hill Road, Canoas Creek, and Ross Creek 

(continued) 


Reach 

Preferred Plan 1 

A A A7. A:.7:AiA:A.A. ; r'' c.,C- ■ A) A'A’7 i7 : ’ 7 ■ ■ 7 AVAAAa' ; A(' 

■ 

Minimize Vegetation Impacts 
Plan 2 

Stream Restoration Plan 2 ’' 

mmmmm 

9 jjjgj 9 

Reach 8: 

Gabion Bypass Channel 

Gabion Bypass Channel 

Earth Bypass Channels (East and 

Gabion Bypass Channel 

U.P.R.R. to Willow Glen Way 

Right of Way Cost: 

4.8 

4.8 

West Banks) 

10.2 

4.8 

Construction Cost: 

4.3 

4.3 

3.5 

4.3 

Mitigation: 

Right of Way Cost: 

0.5 

0.5 

0 

0.5 

Revegetation Cost: 

0.2 

0.2 

0.5 

0.2 

TOTAL COST: 

9ji 

M 

14.2 

9J 

Reach 9: 

Widened Cribwall Channel with 

West Bank Earth Bypass 

West Bank Earth Bypass Channel 

Widened Gabion Channel witli 

Willow Glen Way to Curtner Avenue 

Mitigation Bench 

Channel 


Bench 

Right of Way Cost: 

3.9 

21.9 

21.9 

3.9 

Construction Cost: 

10.0 

4.1 

4.1 

7.5 

Mitigation: 

Right of Way Cost: 

4.7 

0.0 

0.0 

5.1 

Revegetation Cost: 

2.0 

0.0 

0.0 

2.0 

TOTAL COST: 

20.6 

26.0 

26.0 

18.5 

Reach 10A: 

Widened Cribwall Channel with 

West Bank Eartli Bypass 

West Bank Eartli Bypass Channel 

Widened Gabion Channel with 

Curtner Ave. to Almaden Expwy. 

Mitigation Bench and 3.5' 

Channel and 1.5' Floodwalls in 

and 1 . 5 ' Floodwalls in Canoas 

Bench and 3.5' Floodwalls in 

(SB) & Canoas Creek 

Flondwalls in Canoas Creek 

Canoas Creek 

Creek 

Canoas Creek 

Reach 10A 





Right of Way Cost: 

0.0 

5.1 

5.1 

0.0 

Construction Cost: 

2.9 

1.3 

1.3 

2.2 

Mitigation: 

Right of Way Cost: 

2.1 

0.2 

0.2 

2.3 

Revegetation Cost: 

0.9 

0.2 

0.2 

0.9 

Canoas Creek: 





Construction Cost: 

1.8 

1.7 

1.7 

1.8 

TOTAL COST: 

11 

1L5 


12 
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TABLE 3.16 


Guadalupe Elver Planning Study 
Summary of Alternative Plans 

Reach A, Interstate 280 to Blossom Hill Road, Canoas Creek, and Moss Creek 

(continued) 


iU-acii 

Preferred Plan 1 

Minimize Vegetation Impacts 
Plan 2 


Least Cost Plan 

Readies 10B & IOC: 

Levees and Widened Gabion 

Levees and Earth Bypass 

Levees and Earth Bypass Channel 

Levees and Widened Gabion 

Almadeii Expwy. (SB) to 

Capitol Expwy. 

Channel with Mitigation Bench U/S 
Gage Sta. 23B 

Channel U/S Gage Sta. 23B 

U/S Gage Sta. 23B 

Channel with Bench U/S Gage 

Sta. 23B 

Right of Way Cost: 

3.8 

8.0 

8.0 

3.8 

Construction Cost: 

Mitigation: 

6.4 

6.8 

6.8 

6.4 

Right of Way Cost: 

3.0 

2.0 

2.0 

2.3 

Revegetation Cost: 

1.7 

1.1 

1.1 

1.0 

TOTAL COST: 

14.9 

17.9 

17.9 

13.5 

Readi 11: 

Capitol Expressway to Branham Lane 

East Bank Widened Gabion Channel 

With Bench 

Earth Bypass Channel 

Earth Bypass Channel 

East Bank Widened Gabion 

Channel with Bench 

Right of Way Cost: 

2.3 

13.4 

13.4 

2.3 

Construction Cost: 

Mitigation: 

2.5 

4.9 

4.9 

2.5 

Right of Way Cost: 

4.5 

2.0 

2.0 

4.5 

Revegetation Cost: 

1.8 

1.3 

1.3 

1.8 

TOTAL COST: 

11.8 

21.6 

21.6 

11.8 

Reach 12: 

Branham Lane to Blossom Mill Road 

Levees Raising 

Bypass Channel, Offstream 

Ponds, and Levee Raising 

Bypass Channel, Offstream 

Ponds, and Levees Raising 

Levee Raising 

Right of Way Cost: 

4.0 

22.2 

22.2 

4.0 

Construction Cost: 

Mitigation: 

4.1 

9.5 

9.5 

4.1 

Right of Way Cost: 

0.0 

0.0 

0.0 

0.0 

Revegetation Cost: 

0.0 

0.0 

0.0 

0.0 

TOTAL COST: 

8 A 

31.7 

31.7 

8J. 
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TABLE 3.16 


Guadalupe River Planning Study 
Summary of Alternative Plans 

Reach A, Interstate 280 to Blossom Hill Road, Camoas Creek, and Ross Creek 

(continued) 


Reach 

Preferred Plan 1 

Minimize Vegetation Impacts 
Plan 1 

Stic m Rest or (ion Pla t 5 

Least Cost Plan 

Ross Creek: 

Widened Channel with ACM Lining 

Widened Channel with ACM 

Widened Channel with ACM 

Widened Channel with ACM 

Almadcn Expressway to 


Lining 

Lining 

Lining 

Jarvis Avenue 





Right of Way Cost: 

0.0 

0.0 

0.0 

0.0 

Construction Cost: 

3.9 

3.9 

3.9 

3.9 

Mitigation: 





Right of Way Cost: 

0.0 

0.0 

0.0 

0.0 

Revegetation Cost: 

0.0 

0.0 

0.0 

0.0 

TOTAL COST: 

12 

12 

12 

19 

Total Project Costs: 





Right of Way Cost: 

36.6 

93.2 

120.3 

36.6 

Construction Cost: 

56.6 

57.2 

55.0 

53.4 

Mitigation: 





Right of Way Cost: 

15.3 

5.2 

4.2 

15.2 

Revegetation Cost: 

6.8 

3.0 

3.9 

6.1 

TOTAL COS'!’: 

115.3 

158.6 

183.4 

111.3 


1 Potential loss of revenue (property tax and benefit assessment) up to $30,000 per year. 

; Potential loss of recharge water (up to $600,000 per year) due to accretion Hows in Reach 12, 

1 Does not include complete reconstruction of a gcomorphological “bankfull” channel in every reach of the natural channel. 
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Summary Table for Guadalupe River 
Flood Control Construction Costs and Impact Acreage 
Reaches A, 6-12, Canoas Creek, and Ross Creek 
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Summary Table for Guadalupe River 
Flood Control Construction Costs and Impact Acreage 
Reaches A, 6-12, Canoas Creek, and Ross Creek 
(continued) 



Note: Construction cost does not include mitigation cost 



Chapter 3—Capital Improvement Project 


Project Selection 

A preferred plan was selected based on a comparison of community acceptance, costs and 
impacts to environment, homes, and businesses. 

Highway 101 to 1-880 (Reach A) 

The selected alternative is compatible with the improvements proposed by Caltrans for 
Highway 87. 

1-280 to SPRR (Reach 6) 

The selected alternative is the gabion bypass channel and is the same as the minimize 
vegetation impacts alternative. This alternative would avoid impacts to the natural 
stream channel and would restore and maintain the existing aquatic ecosystem by 
providing a buffer between the natural channel and adjacent development. Habitat 
value of the natural channel would increase over time due to less intensive 
maintenance. 

The widened gabion channel alternative was not selected because it had greater 
impacts to the aquatic ecosystem. All east bank vegetation above the depressed bench 
would be lost. Revegetation would be provided on portions of the bench and top of 
bank. 

The earth bypass channel on the east bank alternative is most suitable as the stream 
restoration alternative because revegetation could be provided on both banks of the 
channel. It would preserve and expand the functions and values of the historic natural 
riparian corridor. It would also provide a buffer between the natural channel and 
adjacent development. Habitat values of the natural channel would increase over time 
due to less intensive maintenance. With this alternative, many of the policies of the 
City's Riparian Corridor Policy would be implemented. However, it was not selected 
because it has major socio-economic impacts and a high cost of purchasing 
100 properties. This alternative is considered impracticable. 

SPRR to Alma Avenue (Reach 7A) 

The selected alternative is the gabion bypass channel and is the same as the minimized 
vegetation impacts alternative. This alternative would avoid impacts to the natural 
stream channel and would restore and maintain the existing aquatic ecosystem by 
providing a buffer between the natural channel and adjacent development. Habitat 
value of the natural channel would increase over time due to less intensive 
maintenance. 

The widened gabion channel alternative was not selected because it had greater 
impacts to the aquatic ecosystem. All east bank vegetation above the depressed bench 
would be lost. 

The earth bypass channels on the east and west banks alternative is the most suitable 
as the stream restoration alternative because revegetation could be provided on both 
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banks of the channels. It would preserve and expand the functions and values of the 
historic natural riparian corridor. It would also provide a buffer between the natural 
channel and adjacent development. Habitat values of the natural channel would 
increase over time due to less intensive maintenance. With this alternative, many of 
the policies of the City's Riparian Corridor Policy would be implemented. However, 
it was not selected because it has major socio-economic impacts and a high cost of 
purchasing 23 properties. This alternative is considered impracticable. 

Alma Avenue to UPRR (Reach 7B) 

The selected alternative is the gabion bypass channel and is the same as the minimized 
vegetation impacts alternative as well as the stream restoration alternative. This 
alternative would avoid impacts to the natural stream channel and would restore and 
maintain the existing aquatic ecosystem by providing a buffer between the natural 
channel and adjacent development. Habitat value of the natural channel would 
increase over time due to less intensive maintenance. 

The widened gabion channel alternative was not selected because it had greater 
impacts to the aquatic ecosystem. All east bank vegetation above the depressed bench 
would be lost. 

The covered bypass channel is also most suitable as the minimized vegetation impacts 
alternative. However it was not selected because it has a high cost of S9.0 million. 

UPRR to Willow Glen Way (Reach 8) 

The selected alternative is the gabion bypass channel and is the same as the minimize 
vegetation impacts alternative. This alternative would avoid impacts to the natural 
stream channel and would restore and maintain existing aquatic ecosystems by 
providing a buffer between the natural channel and adjacent development. Habitat 
value of the natural channel would increase over time due to less intensive 
maintenance. 

The widened gabion channel alternative was not selected because it has greater impacts 
to the aquatic ecosystem. All east bank vegetation above the depressed bench would 
be lost. However, revegetation would be provided on portions of the bench and top 
of bank. 

The earth bypass channels on the east and west banks alternative is most suitable as 
the stream restoration alternative because revegetation could be provided on both 
banks of the channel. It would preserve and expand the functions and values of the 
historic natural riparian corridor. It would also provide a buffer between the natural 
channel and adjacent development. Habitat values of the natural channel would 
increase over time due to less intensive maintenance requirements. With this 
alternative, many of the policies of the City's Riparian Corridor Policy would be 
implemented. However, it was not selected because it has major socio-economic 
impacts and a high cost of purchasing 41 properties. This alternative is considered 
impracticable. 
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Willow Glen Way to Curtner Avenue (Reach 9) 

The selected alternative is the widened cribwall channel with mitigation bench. This 
alternative would avoid impact to the riparian habitat on the west bank and on the 
lower portion of the east bank. Two short bypass channels would be created to 
minimize impacts to the existing natural stream channel. To reduce impacts over 
time, revegetation would be provided on the depressed bench and top of bank and less 
intensive maintenance would need to be performed in the channel. 

The widened gabion channel alternative is similar in cost and impacts to the selected 
alternative; but it was not selected because it did not allow for revegetation on the 
depressed bench. 

The covered bypass channel alternative was not selected because of the socio-economic 
impacts and high construction cost. Construction of a box culvert along Almaden 
Road would create major traffic disruptions. Several SJWC wells and facilities, and 
a major sewer line under Almaden Road would be relocated. The construction of the 
culvert would require at least 3 years to complete. This alternative is considered 
infeasible and impracticable. 

The earth bypass channel on the west bank alternative is most suitable as the minimize 
vegetation impacts and the stream restoration alternatives because it would preserve 
and expand the functions and values of the historic natural riparian corridor. It would 
also provide a buffer between the natural channel and adjacent development. Habitat 
values of the natural channel would increase over time due to less intensive 
maintenance. With this alternative, many of the policies of the City's Riparian 
Corridor Policy would be implemented. However, it was not selected because it has 
major socio-economic impacts and a high cost of purchasing 73 properties. This 
alternative is considered impracticable. 

Curtner Avenue to Southbound Almaden Expressway (Reach 10A) 

The selected alternative is the widened cribwall channel with mitigation bench. This 
alternative would avoid impacts to the riparian habitat on the west bank and on the 
lower portion of the east bank. To reduce impacts over time revegetation would be 
provided on the depressed bench and top of bank and less intensive maintenance would 
be performed in the channel. This alternative would also require construction of 
3.5-foot high floodwalls on Canoas Creek from Almaden Expressway to end of 
Nightingale Drive for future 1 percent flood protection in Canoas Creek. 

The widened gabion channel alternative is similar in cost and impacts to the selected 
alternative, but it was not selected because it did not allow for revegetation on the 
depressed bench. Construction of 3.5-foot high floodwalls would also be required on 
Canoas Creek. 

The covered bypass channel alternative was not selected because it has socio-economic 
impacts and a high construction cost. Construction of a box culvert along Almaden 
Road would cause major traffic disruptions. A major sewer line under Almaden Road 
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would need to be relocated. Construction of 1.5-foot high floodwalls would also be 
required on Canoas Creek. This alternative is considered impracticable. 

The earth bypass channel on the west bank alternative is most suitable as the minimize 
vegetation impacts alternative and the stream restoration alternatives because it would 
preserve and expand the functions and values of the historic natural riparian corridor. 
It would also create a buffer between the natural channel and adjacent development. 
Habitat values of the natural channel would increase over time due to less intensive 
maintenance. With this alternative, many of the policies of the City’s Riparian 
Corridor Policy would be implemented. However, it was not selected because it 
requires purchasing 17 properties. Construction of 1.5-foot high floodwalls would 
also be required on Canoas Creek. This alternative is considered impracticable. 

Southbound Almaden Expressway to Capitol Expressway (Reach 1 OB-1 OC) 

The selected alternative is the widened gabion channel with mitigation bench. This 
alternative would avoid impacts to the riparian habitat on the west bank and on the 
lower portion of the east bank. To reduce impacts over time revegetation would be 
provided on the depressed bench and top of bank and less intensive maintenance would 
be performed in the channel. 

The earth bypass channel on the east bank alternative is most suitable as the minimize 
vegetation impacts and the stream restoration alternative because it would preserve and 
expand the functions and values of the historic natural riparian corridor. It would also 
provide a buffer between the natural channel and adjacent development. Habitat 
values of the natural channel would increase over time due to less intensive 
maintenance. With this alternative, many of the policies of the City's Riparian 
Corridor Policy would be implemented. However, it was not selected because the 
impacts were not much less than the selected alternative and the estimated land cost 
is very expensive. This alternative is considered impracticable. 

Capitol Expressway to Branham Lane (Reach 11) 

The selected alternative is the east bank widened gabion channel with bench. This 
alternative would avoid impacts to the riparian habitat on the west bank. From Bryan 
Avenue to Branham Lane, only the west bank would be widened, creating a depressed 
bench for floodway. To reduce impacts over time, revegetation would be provided 
on the depressed bench and top of bank from Bryan Avenue to Ross Creek confluence; 
and less intensive maintenance would be performed in the channel. 

The widened gabion channel with bench alternative was not selected because it has 
greater impacts to the aquatic ecosystem. Vegetation on both east and west banks 
from Capitol Expressway to Bryan Avenue would be impacted. From Bryan Avenue 
to Branham Lane, this alternative is the same as the selected alternative. 

The earth bypass channel on the east bank alternative is most suitable as the minimize 
vegetation impacts and the stream restoration alternatives because it would preserve 
and expand the functions and values of the historic natural riparian corridor. It would 
also provide a buffer between the natural channel and adjacent development. Habitat 
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values of the natural channel would increase over time due to less intensive 
maintenance. With this alternative, many of the policies of the City's Riparian 
Corridor Policy would be implemented. However, it was not selected because it has 
major socio-economic impacts and a high cost of purchasing 36 properties. This 
alternative is considered impracticable. 

Branham Lane to Blossom Hill Road (Reach 12) 

The selected alternative is levee raising. This alternative would avoid impact to the 
riparian habitat in the natural channel between Branham Lane and future Chynoweth 
Avenue. To create revegetation bench from future Chynoweth Avenue to Blossom 
Hill Road, the west bank levee would be widened to the west. The levee would be 
reconstructed and raised. 

The bypass channel, off-stream ponds, and levee raising alternative is most suitable 
as the minimize vegetation impacts alternative because it would preserved and expand 
the functions and values of the historic natural riparian corridor. It would also provide 
a buffer between the natural channel and adjacent development. Habitat values of the 
natural channel would increase over time due to less intensive maintenance. With this 
alternative, many of the policies of the City's Riparian Corridor Policy would be 
implemented. However, it was not selected because it has major water supply 
recharge program impacts and a high cost of purchasing land for mitigation. This 
alternative is considered impracticable. 

Canoas Creek (Almaden Expressway to End of Nightingale Drive) 

The selected alternative depends on the alternative selected in Reach 10A. Therefore, 
since the alternative selected in Reach 10A is widened cribwall with mitigation bench, 
construction of 3.5-foot high floodwalls would be required on Canoas Creek. 

Ross Creek (Almaden Expressway to 700 Feet Upstream of Jarvis Avenue) 

The selected alternative is chamiel widening and box culvert additions. Both banks 
would be widened and lined with ACM. 

Levees and floodwalls were not selected because of right of way constraints and 
adverse impacts to local drainage. 

Fluvial Geomorphological Approach 

A fluvial geomorphological approach to stream restoration was considered for all the reaches. 
This approach proposed to construct a meandering multi-stage channel consisting of: a 
thalweg or low-flow channel; a bankfull channel, which contains the sediment carrying or 
channel-forming flow that has a 1.5-year rainfall return period; and a terraced floodplain that 
carries the high flows. The multi-stage channel design would accommodate future changes 
in the river system as well as allowing the river channel to achieve a dynamic equilibrium. 
Erosion and sedimentation problems would be minimized and maintenance cost reduced. An 
opportunity would be provided for significant new riparian vegetation to re-establish and for 
a functional physical and biological river system that allows natural processes to occur while 
restoring and maintaining habitat values for fish and wildlife. This approach would 
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necessitate widening the floodplain of the stream by as much as a few hundred feet and 
complete reconstruction of a meandering geomorphological bankfull channel, ensuring major 
impacts to the existing native riparian vegetation SRA habitat, fisheries, and adjacent homes 
if present. It does not meet the Clean Water Act section 404(b)(1) guideline requirements 
for consideration of alternatives. The Clean Water Act states a permit cannot be issued in 
circumstances where a less environmentally damaging practicable alternative for the proposed 
project exists. 

The fluvial geomorphological approach has been incorporated in Reach 10B where impacts 
would not be significant. This approach could not be incorporated in Reach 12 due to the 
existing in-stream percolation pond operations in this reach. At all other reaches, it would 
cause major impact to wetland, riparian vegetation, and SRA habitats. At Reach A, the 
channel could only accommodate a non-vegetated “bankfull” channel with very marginal 
environmental habitat but would have significant impact to wetlands. 

The design of the bypass channel alternative has incorporated some of the fluvial 
geomorphological concepts. In the bypass channel alternative, the design includes diverting 
flows above “bankfull” flow into the bypass channel, keeping the “bankfull” flow in the 
natural channel. This bypass channel functions as the floodplain in the geomorphological 
multi-staged channel but avoids the impacts to the riparian habitat which would occur when 
trying to excavate a floodplain bench. 


FEASIBILITY OF INSTALLING INFLATABLE DAMS IN REACH 12 


Existing Temporary Gravel Dams Operation 


The District operates eleven seasonal gravel dams in the G-uadalupe River watershed for in-stream 
percolation. These dams are located as shown in Figure 3.14. The District is pursuing permits 
to maintain and to expand the recharge program beyond the eleven dams. Historically, 14 seasonal 
gravel dams were operated in the watershed. 

Of the eleven dams, two are located on Guadalupe River between Branham Lane and Blossom Hill 
Road: 1,000 feet upstream of Branham Lane and 1,800 feet downstream of Blossom Hill Road. 
They are referred to as the Branham Dam and the Blossom Hill Dam, respectively, these dams, 
along with the three adjacent off-stream ponds, make up the Blossom Hill percolation system. 
These dams are installed seasonally for in-stream percolation. The Blossom Hill Dam also creates 
a tailwater conditions that would provide enough head for water to fill the three adjacent ponds. 
A pipeline was constructed recently to provide an option to take water from the Alamitos Pond to 
the three ponds. 

The dams are routinely constructed in the spring (after April 15) and are generally removed by 
October 15. The District attempts to retain the dams in the channel as long as possible to maximize 
percolation time. The District can notify the California Department of Fish and Game warden if 
the District intends to leave the dam in place after October 1 with the understanding that at the 
onset of significant rains, the dams will be breached. 
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The dams are usually constructed at an elevation approximately 2 feet above the overflow devices 
installed on the bank. The overflow devices control the water surfaces in the channel at elevation 
164.4 for the Branham Dam and at elevation 171.3 for the Blossom Hill Dam. The in-stream 
ponds have approximately 11 feet in depth behind the dams and tapering upstream. The District 
attempts to control the amount of overflow at the Branham Dam such that most flows will be 
percolated before reaching Stream Flow Gage Station No. 23B. 

Inflatable Dams Alternative 

The alternative evaluated was to relocate the Branham Dam 700 feet downstream, creating an 
additional 2.7-acre of in-stream pond. The Blossom Hill Dam would remain at the same location. 
The inflatable dam will operate year-round to "capture"’ additional storm water in winter months 
which could be used for recharge. The benefit is not just additional recharge generation, but the 
ability to create a mew source of supply.” The operations between April and October would be 
the same as with the present gravel dam. 

The dams w'ould generally remain inflated year-round except when flows exceed 100 cfs, they 
would automatically be deflated. A control system would be installed allowing the dams to be 
inflated and deflated manually or controlled from a remote site. There would also be a redundant 
control system in place to insure reliability. Whenever flows exceed 100 cfs, the Branham Dam 
would first deflate at a controlled rate to prevent any impact to downstream by a large surge of 
water. The dam would reinflate when flows measured at Stream Flow Gage Station No. 20 
dropped to 10 cfs. 

Fish bypass structures would be constructed at the dams so that the dam operations would not affect 
fish migration. The concrete foundation would be designed such that there will be a low flow 
channel with adequate depth for fish passage. The detailed design of the fish bypass structure 
might need to involve construction of a physical model. It will require a multi-disciplinary design 
team including engineers, fish biologist, and artist for aesthetic design. Predation and poaching will 
also be the design considerations. 

The dams would be operated such that flows in the creek below 100 cfs would continue through 
the fish bypass structures. Flows exceeding 100 cfs would raise the water level and cause the 
floating control device to trigger the dam to deflate. Gates would be installed to allow continuous 
flows up to 5 cfs in the fish bypass structure at different water levels as the dam reinflates and the 
pond area fills. Therefore, only those flow's in excess of 5 cfs would begin to fill a pond behind 
the dam. 

To evaluate the potential impacts due to flow augmentation from the inflatable dam operations and 
their associated percolation ponds on fisheries, a hydrologic analysis was performed. The analysis 
includes estimating the short-term and long-term changes to the flow's in the Guadalupe River and 
calculating the groundwater recharge benefits for the months of October to April when gravel dams 
are not permitted to be installed. A detailed discussion of the analysis is contained in Appendix N. 

Based on the results of the analysis, the amount of time that 5 cfs or more flows in the Guadalupe 
River was increased on average 17 additional days (13 percent increase) per year in all the years 
simulated with the inflatable dams operation. The flow of 5 cfs was used because it is the flow 
specified by the USFWS in the October 1993 draft Coordination Act Report as the minimum 
amount needed to maintain resident fish habitats. The inflatable dams would not generate additional 
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quantities of water but they can prolong the flow duration and increase the number of minimum 
flow days between October through April. When the analysis compared historic recharge 
quantities, the results showed that the average recharge would increase by 1,000 AF per year which 
is $200,000 at $200 per AF with the inflatable dam operations. The inflatable dams would 
“capture” some of the water falling in the watershed below the reservoirs, which will otherwise 
flow directly to the bay. The inflatable dams are strategically located where only half of the 
drainage area of the river is controlled by the existing reservoirs. Table 3.18 showed the summary 
of the analysis results over the 6 years simulated and Figures 3.15 and 3.16 illustrate the flows in 
the Guadalupe River “with” and “without” the inflatable dams installed in a typical dry and wet 
years. 

The District has been trying to improve the way we construct, remove, and operate our summer 
dams. The CDFG requires that less fine material be used in the construction of the gravel dams 
and that fish passage and cooler water downstream be provided. While this has been difficult in 
the past, the District's operations are currently completely satisfactory to CDFG. The inflatable 
dam however, would eliminate any possibility of sedimentation and turbidity problems associated 
with construction and removal of seasonal gravel dams as well as dam washout. It would also 
eliminate impacts to fisheries due to dewatering of ponds during installation and removal of the 
gravel dam and could be designed to provide fish passage and cooler water downstream. Ponded 
water could be released into the river during low flow periods between October and April and 
provide minimum desirable fishery flows for an additional 17 more days on average. 

Impacts on special-status species occurring during the installation of the inflatable dams would be 
similar to those occurring during the seasonal gravel dams construction. However, long term 
impacts on special status species would be less than the gravel dams, because the construction 
period impacts would occur only once, rather than every year as the case with gravel dams. 
Because additional construction activities would not be expected after the foundation installation, 
there would be little or no disturbance to nesting raptors in the following years. The inflatable 
dams would result in reduced flooding and construction impacts to special-status species, and would 
result in less potential impacts to fisheries. Impacts to riparian habitat would also be similar to the 
installation of gravel dams. 

This plan is not proposed at this time because the water rights issues and the process to appropriate 
and use the water are yet to be investigated. 
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Summary of Hydrologic Analysis Results on the Proposed Inflatable Dam Operations 
Simulate Time Period for Each Year October 1 Through April 30 (5,088 Hours) 


Year 

Year 

Type 

Seasonal 

Rainfall 

(inches) 

Resulting 

Recharge 

5 cl's Delivered 

Upstream Blossom 
Hill Dam 
(hours inflated) 

Downstream 

Branham Dam 
(hours inflated) 


No Dams 
(acre feet) 

Two Dams 
(acre feet) 

No Dam 
(hours) 

Upstream 

Blossom Mill Dam 
(hours) 

Downstream 
Branham Dam 
(hours) 

Upstream 

Downstream 

78-79 

Average 

12.76 

842 

1,645 

2,354 

2,929 

2,640 

2,658 

4,447 

6 

10 

82-83 

Wet 

30.25 

1,041 

1,381 

4,004 

4,482 

4,302 


2,293 


83-84 

Average 

13.44 

1,057 

2,617 

4,520 

4,899 

4,823 

■BEH 

3,569 

3 

8 

84-85 

Average 

12.63 

979 

2,140 

2,470 

3,323 

3,348 

4,714 

5,077 

1 

2 

88-89 

Dry 

8.32 

745 

1,740 

1,758 

2,193 

2,205 

3,799 

5,088 

1 0 

91-92 

Average 

14.29 

1,021 

2,433 

3,497 

3,675 

3,732 

2,113 

4,551 

5 

12 


Mean 

16.67 

948 

1,993 

3,101 

3,584 

3,508 

2,908 

4,171 






Difference « 

1,000 af/year 

Difference 

« 400 hours, ~ 17 days, 

~ 13% increase 
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DESCRIPTION OF THE PREFERRED PROJECT 

To ensure all concerns were addressed, the preferred plan was further refined and improved in close 
coordination with the City, SJWC, Caltrans, Santa Clara County Transportation Agency, and citizens 
residing in or owning property in the floodplain of the river. 

This section presents a detailed reach by reach description of the proposed preferred project. 

Project Overview 

The preferred project can be divided into six major segments: (1) Reach A, which has inadequate 
freeboard and requires only minor channel modifications; (2) Reaches 6 through 8, where the 
existing natural river channel is very inadequate and a bypass channel is selected; (3) Reaches 9 
and 10A, which is essentially a transition area between the upstream and downstream channels 
where channel widening, bank stabilization and revegetation are selected; (4) Reaches 10 through 
12 where the existing river channel is nearly adequate for the majority of its length and only minor 
modifications are needed; and (5) Ross and Canoas Creeks, which are affected by the change in 
water surface in the Guadalupe River. 

The preferred project and construction procedures are described in detail on the following pages 
and are shown on the plates located at the end of this report. The California construction BMP 
would be implemented during all construction activities. The following are some of the BMPs 
pertinent to this project (Stormwater Quality Task Force, March 1993). 

BMP for Scheduling 

The BMP for scheduling includes the following guidelines: 

• Major grading operations would be scheduled during dry months. 

° Sufficient time would be provided before rainfall begins to stabilize the soil with vegetation. 

° The site would be stabilized year round from erosion and sediment build up. 

° Only portions of the site would be disturbed at any one time, and grading would be 

completed immediately. Disturbed portions of the site would be stabilized prior to grading 
the next portions. 

» As the work progresses, cut and fill slopes would be revegetated wherever feasible and 
appropriate. 

° Trenching would be scheduled so that most open portions of the trench are filled before new 
trenching is begun. 


BMP for Temporary Stream Crossings 


The BMP for temporary stream crossings includes the following guidelines: 

» Use of temporary stream crossings would not be allowed for general public traffic. 


R9616 


3-89 


Chapter 3—Capital Improvement Project 


Design of the crossings would be performed by a California registered engineer. 

The crossings would be sized and installed according to the drainage design criteria of the 
local municipality. Design criteria would be based on standard engineering practices with 
provisions for minimizing impacts on disturbed crossing areas. 

During summer construction where the stream is constantly dry, a ford is sufficient for 
temporary access. However, where the stream flows continuously throughout the year or 
where there are frequent rains, temporary culverts or bridges would be more appropriate. 
Where used, these culverts and bridges would be sized to pass a significant design storm. 

The temporary stream crossings would be protected against erosion, both to prevent 
excessive sedimentation in the stream and to prevent washout of the crossing. 

The stream crossing would be inspected weekly and after each significant rainfall. Silt would 
periodically be removed from crossings. Aggregate lost from inlets and outlets of culverts 
would be replaced. 

Construction of temporary stream crossings would be at or near the natural elevation of the 
streambed to prevent any potential flooding upstream of the crossing. 


BMP for Preserving Existing Vegetation 

The BMP for preserving existing vegetation at the site includes the following guidelines: 

• Existing vegetation to be preserved would be flagged. 

• The root system of trees to be preserved would be staked off prior to construction. 

° The limits of grading or disturbance would be clearly marked at all times. 

» Construction traffic routes and spoil piles will not be located where adverse impacts 

to the existing vegetation may occur. 

BMP for Dust Control 

The BMP for minimizing dust occurrence at the site includes the following guidelines: 

° Key access points would be identified and stabilized prior to commencement of 
construction. 

° Where possible, construction traffic would be directed to stabilized roadways within 
the project. 

o Watering of dust prone areas would be frequent, but not excessive, to minimize the 
impact of dust particles. 

• The number and activity of vehicles on a site at any given time would be controlled. 

° Haul trucks transporting materials would be provided with covers. 
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° Sediment deposited on paved roads would be rapidly cleaned up. 

BMP for Construction Road Stabilization 

The BMP for stabilizing construction roads includes the following guidelines: 

• Temporary access roads would be stabilized immediately after grading and maintained 
to prevent erosion and control dust. 

° Gravel would be used for temporary roadways during rainy seasons and/or on slopes 
greater than 5 percent. 

° The roadways would be carefully graded to drain transversely. 

BMP for Stabilized Construction Entrance 

The BMP for stabilizing temporary access roads includes the following guidelines: 

° Access roads would be constructed on level ground where possible. 

° The minimum depth of rock would be as recommended by a soils engineer. 

» The minimum turning radii for entrance or exit to and from the temporary access road 
would follow the District's maintenance guidelines as set forth in Ordinance 83-2 
(Appendix M). 

BMP for Temporary Drains and Swales 

The BMP for temporary drains and swales includes the following guidelines: 

» Temporary drainage swales would be sized using local drainage design criteria. They would 
be designed so as not to adversely impact upstream or downstream properties. 

» At a minimum, the drain/swale would conform to predevelopment drainage patterns and 
capacities. 

• The drain/swale would be constructed with an uninterrupted, positive grade to a stabilized 
outlet. 

° Energy dissipation measures will be provided if the flow out of the drain/swale can reach an 
erosive velocity. 

° The drain/swale would be inspected weekly and after each rain for erosion or sediment build 
up. 

• If there is a possibility for significant erosion to occur, the drainage swale would be 
stabilized using vegetation, chemical treatment, rock riprap, matting, or other physical means 
of stabilization. 
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Reach A: Highway 101 to Interstate 880—Floodwall/Levee 

The current Caltrans plan in this reach is to construct the remaining portion of Highway 87 on an 
embankment up to 18 feet high. The plan includes excavating and lowering the east bank of the 
river from Airport Boulevard to 1-880 to create a depressed bench for mitigation and maintenance 
access, and constructing future Skyport Drive Bridge. 

The District would construct a floodwall up to 2 feet on the west bank and levee on the east bank 
from Highway 101 to Airport Island Bridge. In the interim, before Highway 87 is constructed, 
levees up to 2 feet high would be constructed on both the east and west banks from Airport Island 
Bridge to Airport Parkway Bridge. The proposed 15-foot wide maintenance road on the west top 
of bank would include underpasses for Highway 101, Airport Island Bridge, Airport Parkway 
Bridge, and future Skyport Drive Bridge (proposed by the City) and access ramps. All maintenance 
roads and ramps would be surfaced with 12 inches of aggregate. 

All man-made or eye-sore materials on the banks would be removed only when there is no impacts 
associated with the removal and that the bank is stable. Soil investigation will be performed on the 
existing levees. If the levee is unstable, it will be reconstructed. 

General Construction Procedures 

Typical construction of the floodwall along Airport Boulevard just downstream of Airport 
Parkway Bridge would begin with trench excavation, followed by form work installation, 
concrete pouring, backfill, and aesthetic texturing on the face of the wall. 

The construction of continuous access under bridges includes removal of channel bank lining 
upstream and downstream of the bridges, ramp construction and gabions installation. Coffer 
dams will likely be needed for most construction. The California Construction BMP would 
be implemented. 

Possible staging area for the construction equipment would be at the top of the west bank 
upstream and downstream of Airport Island Bridge, Airport Parkway Bridge and Interstate 
880 Overpass. Access to the construction area would be at Airport Island Bridge, Airport 
Boulevard, and Airport Parkway. 

Reach <5: Interstate 280 to SPRR—Gabion Bypass Channel 

Reach 6 extends from Interstate 280 to SPRR. At Interstate 280 overpass, the channel would be 
widened and the east bank lined with stepped gabions at a slope of 1:1 to conform to the future 
downstream channel improvements. 

The proposed bypass channel's confluence is located just upstream of Interstate 280. A 4-foot drop 
structure at the confluence would be constructed of mattress gabions. The bypass channel proposed 
to the east of the river would be lined with stepped gabions at a slope of 1:1. The bypass channel 
would be 15 feet deep and 85 feet wide with a cross slope of 2 percent toward the river. The cross 
slope will create a low-flow area adjacent to the west bank. The bypass channel is designed such 
that low flows would continue in the natural channel. 
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A 120-foot wide three-span bridge would be constructed over the bypass channel at West Virginia 
Street. Stepped gabions with 1:1 side slopes would be constructed under the bridge. 

Upstream of West Virginia Street, the bank between the bypass and the river would be lowered 
8 feet for a length of 800 feet. During high flows, the low bank would be submerged connecting 
the bypass and river. 

The lowered bank area and the top of east bank of the bypass channel would be planted with native 
riparian species. The stepped gabions would be planted by constructing tree wells. 

A continuous maintenance road would be constructed at the top of bank between the existing creek 
and the bypass channel and in the bypass channel invert. Ramps would provide access to the 
bypass channel bottom. All maintenance roads and ramps would be surfaced with 12 inches of 
aggregate. 

All man-made or eye-sore materials on the banks would be removed only when there is no impact 
associated with the removal and that the bank is stable. 

Construction of Highway 87 has made the west bank of the natural creek into a levee conditions. 
The existing top of bank is low and needs 3.5 feet of freeboard to meet minimum FEMA 
requirements. A raised levee to provide the required freeboard would be constructed. A 12-foot 
wide maintenance road would be constructed on top of the levee. Soil investigation would be 
performed on the existing levee prior to preparation of construction plans. If the levee is unstable, 
it will be restabilized. 

The bypass channel would require removal of 54 properties, one partial backyard area, and abandon 
McLellan Avenue. The intersections at West Virginia Street and Harliss Avenue, and McLellan 
and Edwards Avenues would be modified. The natural stream would remain undisturbed except 
at future unanticipated erosion sites. 

Typical sections for this reach are shown in Figure 3.17. 

General Construction Procedures 

Typical construction of a bypass channel would begin with installation of temporary 
construction fences and warning signs, followed by removal of pavement, vegetation and 
fences, demolition of buildings and other existing structures, and relocation of existing 
utilities. 

After relocation of utilities, the bypass channel would be excavated. The bypass channel 
bottom would be graded and rock lined. On the channel slopes, stepped gabions would be 
installed and backfill would be compacted behind the gabions. Coffer dams will likely be 
needed for most construction. The California Construction BMP would be implemented. 

Construction of the bypass channel would also include constructing a new bridge at West 
Virginia Street which involves traffic control, excavation, piling, form work installation, 
concrete pouring, backfill, and pavement construction. 
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Construction of levee on the west bank of the natural stream channel would consist of 
clearing and grubbing, placing and compacting material from bypass channel excavation for 
the levee, and constructing a maintenance road on top of the levee. 

Revegetation areas in this reach would be planted with riparian plant species as designated 
in the mitigation plan after all construction activities are completed; typically this would be 
done in fall for the best survival rates. 

Possible staging area for the construction equipment would be within the proposed right of 
way of the bypass channel or in revegetation areas. Access to the construction area would 
be at Palm Street, West Virginia Street, and Edwards Avenue. 

Reach 7: SPRR to Union Pacific Railroad—Gabion Bypass Channel 

Reach 7 extends from SPRR to UPRR. A four-cell 20 x 18-foot RCB culvert would be constructed 
under SPRR. From SPRR to Willow Street, the bottom width of the bypass channel varies from 
65 to 85 feet under the Highway 87 bridge. Stepped gabions are proposed on the banks with a 
slope of 1:1 and rock would be placed on the bottom of the bypass channel. The invert would be 
sloped 2 percent towards the west bank to create a low-flow channel. The bypass channel would 
be designed such that low flows would continue in the natural channel. 

A three-span bridge would be constructed over the bypass channel at Willow Street. From Willow 
Street to about 300 feet upstream, the bottom width would be 85 feet with stepped gabion bank 
lining at a 1:1 side slope. Adjacent to Lelong Street, the channel bottom width would be reduced 
to 30 feet with the side slopes 1:1. 

Ramps would be provided on the east bank of the bypass to allow access from Willow Street to the 
18-foot maintenance road located on the bottom. Between Willow Street and Alma Avenue, a 
continuous maintenance road would be constructed at the top of bank between the existing creek 
and the bypass and at the bottom of the bypass channel on the east. All maintenance roads and 
ramps would be surfaced with 12 inches of aggregate. 

All man-made or eye-sore materials on the banks would be removed only when there is no impact 
associated with the removal and that the bank is stable. 

The bank between the existing channel and the bypass channel would be lowered about 10 feet from 
Willow Street to Alma Avenue. These lowered areas would be submerged, connecting the two 
channels during high flows. The lower banks would be revegetated. From Alma Avenue to 
UPRR, a gabion bypass channel with a 7-foot high floodwall on the east bank would be 
constructed. Parking area losses will be replaced in coordination with the Elk's Lodge. (A short 
floodwall would be constructed just downstream of Alma Avenue along Lelong Street for 300 feet.) 

The bypass channel construction would require the acquisition of a commercial site upstream of 
Willow Street between Lelong Street and the existing channel. An easement would be required 
across the Elk's Lodge parking lot for the bypass channel. The natural stream would remain 
undisturbed except at future unanticipated erosion sites. 
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Erosion is active on the west bank between Willow and Alma Streets. A new erosion site was 
observed, a length of 450 feet, upstream of Willow Street after the January and March 1995 
floodings. Specific measures to repair and protect this site will follow the maintenance program 
proposed in this report. The potential method could be rock riprap, which consists of placing rock 
riprap on the bank slope and soil can be placed between the rocks and planted by live staking. 

Typical sections for this reach are shown in Figure 3.18. 

General Construction Procedures 

Construction of the bypass channel, the new bridge at Willow Street and Alma Avenue, and 
the levee just upstream of Alma Avenue would be as described for in Reach 6. 

The RCB culverts under SPRR and UPRR would be jacked. Typically, the box culverts 
would be constructed on site and later jacked under the railroads by pushing or pulling on 
either side of the crossings. If the Southern Pacific and Union Pacific Transportation 
Companies would allow track closure for temporary bridge installation, then the jacking 
method would not be used. Installation of a temporary bridge would involve raising the 
track profile, driving of piles, removing both existing tracks, installing shoring and placing 
of structural steel beams and diaphragms. After the temporary bridge construction, tracks 
would be reinstalled, including rails, ties and ballast. Coffer dams will likely be needed for 
most construction. The California Construction BMP would be implemented. 

The contractor would conduct his operation adjacent to the Railroad facilities and within the 
Railroad right of way in such a manner to maintain the structures and the area in a good and 
safe condition. 

The contractor would comply with the Railroad’s rules, regulations, and instructions 
governing the use of signals and flags for signaling or flagging trains, as a protection against 
accidents, and governing the protection of tracks and property of Railroad and the traffic 
moving on such tracks, as well as wires, signals, and other property, at or in the vicinity of 
the construction area. 

Floodwall construction along Lelong Street just downstream of Alma Avenue and at the Elk's 
Lodge would consist of trench excavation, form work installation, concrete pouring, backfill 
and aesthetic texturing on the face of the wall. 

Revegetation areas in this reach would be planted with riparian plant species as designated 
in the mitigation plan after all construction activities are completed; typically this would be 
done in fall for the best survival rates. 

Possible staging area for the construction equipment would be within the proposed right of 
way of the bypass channel or in revegetation areas. Access to the construction area would 
be at Willow Street, along Lelong Street, and Alma Avenue. 

Reach 8: UPRR to Willow Glen Way—Gabion Bypass Channel 

Reach 8 extends from UPRR to Willow Glen Way. The bypass channel is constructed to the east 
of the river and has a an 85-foot bottom width with 1:1 stepped gabion side slopes. The bottom 
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of the bypass will have a cross slope of 2 percent towards the west bank to create a low-flow 
channel. A triple-cell 20- by 17-foot RCB culvert would be constructed under UPRR which 
continues downstream under the Elk's Lodge parking lot. 

The construction would require the removal of 23 properties on the west side of Mackey Avenue. 
Existing sidewalks and street trees on Mackey Avenue would not be affected by construction. The 
intersection of Mackey Avenue, Willow Glen Way, and Northern Road would be improved such 
that Northern Road would end at Mackey Avenue, and Mackey Avenue would extend to Willow 
Glen 'Way. It is anticipated that the District will enter an agreement with the City to cost share on 
the streets realignment. The natural stream would remain undisturbed except at future unanticipated 
erosion sites. 

A maintenance road would be located in the bypass channel invert. Ramps would be provided to 
access to the depressed maintenance roads at the upstream and downstream ends of the reach. The 
maintenance roads and ramps would be surfaced with 12 inches of aggregate. 

The entrance to the bypass would be located downstream of Willow Glen Way. During the 
1 percent flow, the bypass inlet strucmre would be designed to divert 9,600 cfs leaving 5,000 cfs 
to flow in the existing channel. A weir structure in the bypass channel would control the amount 
of flow entering the bypass channel for a given water surface elevation in the existing channel. The 
existing channel capacity is controlled by constrictions at Alma Avenue, UPRR and by heavy 
vegetation. Any potential variation in flow rates, however, would not affect the hydraulics in the 
lower reaches. The weir structure would be designed such that low flows would continue in the 
natural channel. 


All man-made or eye-sore materials would be removed only when there is no impacts associated 
with the removal and that the bank is stable. 


The weir structure would be located near the Willow Glen Way bridge and would be constructed 
of stepped gabions. The invert of the drop structure would be designed such that flow less than 
approximately 1500 cfs would continue in the natural channel. This would reduce the probability 
of fish being stranded in the bypass channel. Construction of the diversion structure may require 
a physical model analysis. 

The invert of the bypass channel would be up to 4 feet higher than the existing channel bottom. 
The existing channel east bank would be protected from high velocities by placing rock from the 
toe to the top of bank for about 30 feet downstream of the entrance. 

The stepped gabions on the banks will be planted with appropriate riparian species. 

Typical sections for this reach are shown in Figure 3.19. 

General Construction Procedures 

Construction of the bypass channel would be as described for in Reach 6. 

Construction of the gabion diversion structure located just downstream of Willow' Glen Way 
would consist of trench excavation, gabion installation, and back fill. Water flowing in the 
river may be blocked and diverted from around the construction area using pumps and pipes. 
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Coffer dams will likely be needed for most construction. The California Construction BMP 
would be implemented. 

Possible staging area for the construction equipment would be within the proposed right of 
way of the bypass channel or in revegetation areas. Access to the construction area would 
be at Mackey Avenue and Willow Glen Way. 

Revegetation would be as described for Reach 7. 

Reaches 9 and 10A: Willow Glen Way to Southbound Almaden Expressway—Widened 
Cribwall Channel 

Reach 9 extends from Willow Glen Way to Curtner Avenue and Reach 10A extends from Curtner 
Avenue to southbound Almaden Expressway. The bridge at Willow Glen Way would be replaced 
with a 120-foot wide bridge. An 18-foot wide depressed maintenance road would be located on 
the east bank under the bridge 10 feet above the channel bottom. The east bank would be protected 
with stepped gabions on a 1:1 slope and the west bank would conform to existing sacked concrete 
slopes upstream and downstream of the bridge. It is anticipated that the District will enter an 
agreement with the City to cost share on the new bridge. 

From Willow Glen Way to the SJWC property (700 feet upstream), the east bank would be 
widened to 70 feet creating a bench 5 to 12 feet above the channel bottom. Existing wells and 
associated facilities on the SJWCO property within the construction impact area will be relocated. 
Location of the new wells would be coordinated with the SJWCO in advance of channel 
construction. The west bank' and the lower east bank would be undisturbed. An 18-foot 
maintenance road and 22-foot wide floodway would be located on the depressed bench. The 
remainder of the bench would be revegetated. The bench would slope 2 percent towards the 
existing channel for drainage. 

A 500-foot bypass channel (Pine bypass) would be constructed upstream of the SJWC property. 
The bottom width of the bypass channel would be 40 feet and the elevation would be 9 feet above 
the channel bottom. The east and west banks of the bypass channel would be protected with 
stepped gabions on a 1:1 slope to conform to the slopes of upstream and downstream depressed 
bench. The depressed maintenance road would continue along the east toe of the slope. Six 
properties, two partial backyard areas, and two businesses would be removed to construct the 
bypass channel. The top of east bank of the bypass channel would be planted with native plants. 
The natural channel would be undisturbed except at future unanticipated erosion sites. 

An excavated bench would continue upstream of the bypass channel and ends as the depressed 
maintenance road ramps up to Almaden Road. The upper and lower east banks would be protected 
with stepped gabions on a 1:1 slope. The existing east bank SCSP in the vicinity would be replaced 
with cribwalls. The west bank would be undisturbed except at future unanticipated erosion sites. 

Along Almaden Road, the channel would be widened to the east and the bank would be protected 
with cribwalls. The channel widening is constricted by the Almaden Road and its future widening. 
A maintenance road would be located on the depressed bench. A maintenance ramp from Almaden 
Road would provide access to the bench. The west bank would be undisturbed except at future 
unanticipated erosion sites. 
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The Malone Road bridge was constructed by the City in 1989 and would require no further 
structural improvements. Upstream of Malone Road, the concrete on the east bank would be 
replaced with cribwalls and a depressed bench would be constructed which would continue through 
the bridge. 

As the river meanders away from Almaden Road, a 500-foot long bypass channel (Malone bypass) 
would be constructed. The bypass channel would have a bottom width of 40 feet and would be 5 
feet above the channel bottom. The east bank would be protected with cribwalls and the west with 
stepped gabions. Several large sycamore trees at the top of the existing east bank would be 
preserved. The natural channel would be undisturbed except at future unanticipated erosion sites. 

At the remainder of the reach, the channel would be widened to the east creating a bench varying 
in width from 18 feet to 40 feet and 5 to 6 feet above the channel bottom. The lower east bank 
would remain as existing and the upper bank would be protected with cribwalls on a 1:6 side slope. 
An 18-foot maintenance road would be located on the bench. A portion of the bench would be 
planted with riparian vegetation. The west bank would be undisturbed except at future 
unanticipated erosion sites. 

All man-made or eye-sore materials would be removed when there is no impacts associated with 
the removal and that the bank is stable. 

The Curtner Avenue bridge would be replaced with a three-span bridge. The maintenance road 
would continue under the new bridge and have a turn around near Almaden Expressway. 

Erosion is active on the west bank near Pine Avenue and on a 250-foot length of bank upstream 
of Malone Road. These sites would be repaired with stepped gabions conforming to the existing 
slopes. Two new erosion sites were observed, a total length of 500 feet, downstream of Curtner 
Avenue, after the January and March 1995 floodings. Specific measures to repair and protect these 
sites will follow the maintenance program proposed in this report. The potential method could be 
rock riprap, which consists of placing rock riprap on the bank slope with soil being placed between 
the rocks and planted by live staking. 

Vortex rock weir will be installed at the meandering section of the channel, downstream of a sharp 
bent. The rock weir will be constructed with large boulders varying from 3 to 5 feet in diameter 
and will be keyed into the bank to eliminate erosion. The weir is constructed in a U-shape, with 
the point of the "U” facing upstream and span at the minimum the bankfull channel width. This 
forms a vortex that creates a downstream plunge pool for energy dissipation and aquatic habitat. 
Footer rocks will be installed for anchoring and prevent undermining. 

The weir will provide instream cover and deepen the feeding areas for fish habitat in the riffle 
reach of the channel. It acts as a grade control structure without upstream lateral migration, bank 
erosion and aggradation, it also maintains a low width to depth ratio channel which will reduce 
the likelihood of bar deposition and maintains the sediment transport capacity of the stream. 

Typical sections for these reaches are shown in Figures 3.20 and 3.21. 


General Construction Procedures 


Construction of the two short bypasses (Pine and Malone Islands), and Willow Glen Way and 
Curtner Avenue Bridges would be as described for in Reach 6. Water flowing in the river 
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during bridge construction may be blocked and diverted around the construction area using 
pumps and pipes. Coffer dams will likely be needed for most construction. The California 
construction BMP would be implemented. 

Prior to channel excavation at the SJWC, existing wells and associated facilities in the 
construction area would be relocated. Locations of the new wells would be coordinated with 
the SJWC in advance of channel construction. A temporary shoring system would be 
installed to stabilize the bank and adjacent ground during channel excavation. The shoring 
system could consist of sheet piles or soldier piles with lagging. 

After installation of the shoring system, the bank would be excavated to widen the channel. 
The widened depressed bench would be graded and stepped gabions and cribwalls would be 
installed on the channel slope. Along Almaden Road, the contractor would provide 
temporary railing between the traffic lane and excavation or storage area. There will be 
traffic control and possibly detours required for construction of cribwall. All works would 
be coordinated with the City. Excavation would most likely be performed from the 
depressed bench. 

Possible access to the erosion site at Pine Avenue would be from the channel invert and Pine 
Avenue. The eroded bank would be sloped back for stepped gabion installation, and backfill 
would be compacted behind the gabions. Water flowing in the river may be blocked and 
diverted around the construction area using pumps and pipes. 

Possible access to the erosion site upstream of Malone Road would be from the channel 
invert. Stepped gabion installation on the bank would be as described for Pine Avenue. 

Revegetation areas in this reach would be planted with riparian plant species as designated 
in the mitigation plan after all construction activities are completed; typically this would be 
done in fall for the best survival rates. 

Staging area for the construction equipment would be at Pine and Malone Islands. Access 
to the construction area would be at Willow Glen Way and along Almaden Road. 

Reaches 10B and IOC: Southbound Almaden Expressway to Capitol Expressway—Levee and 
Widened Gabion Channel 


Reach 10B extends from southbound Almaden Expressway to Stream Flow Gage Station No. 23B 
and Reach IOC continues to Capitol Expressway. Reach 10B is adequate to contain the 1 percent 
flow except between southbound and northbound Almaden Expressway. In this area, the west bank 
does not have adequate freeboard. A levee would be constructed up to 4 feet high with a top width 
of 12 feet and 2:1 side slopes. The alignment would meander to avoid trees. A 4-foot floodwall 
would be constructed at the Lincoln Avenue overpass and conform to the levee. At the channel 
invert, a 5-foot wide riparian vegetation corridor would be planted; the low-flow channel would 
be constructed. 

Upstream of northbound Almaden Expressway a maintenance road would be established on the 
existing east bench. Portions of the bench would be excavated to provide a larger revegetation 
area. Existing rock lining at the channel bottom would be relocated and reformed to create bankfull 
and low-flow channels. A ramp just upstream of northbound Almaden Expressway would provide 
access to the maintenance road. 
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Chapter 3 — Capital Improvement Project 


The weir at Stream Flow Gage Station No. 23B inhibits fish migration. The weir would be 
lowered and modified to allow water to crest over it and create a plunge pool system for fish 
passage. 

The future Pearl Avenue bridge would be constructed by the City in coordination with the District 
and the property owner. It is anticipated that the District will enter an agreement with the City 
and/or property owner to cost-share on the new bridge up to the amount which would have been 
required to replace Hillsdale Avenue bridge. 

In Reach IOC, upstream of Stream Flow Gage Station No. 23B, the east bank will be excavated 
and a bench varying from 20 to 58 feet wide would be created 8 feet above the channel bottom. 
The west bank and lower east bank would remain undisturbed except at future unanticipated erosion 
sites. The upper east bank would be lined with stepped gabions at a 1:1 side slope. An 18-foot 
maintenance road would be located on the bench at the toe of the upper slope. The remainder of 
the bench would be revegetated. Ramps would provide access from Hillsdale Avenue to the 
channel. Excavation at Valley View Packing plant would begin only after the plant has ceased 
operations permanently. 

The bridge at Hillsdale Avenue will be removed only after the completion of the Pearl Avenue 
bridge. The depressed 18-foot maintenance road on the east bank will continue to Capitol 
Expressway. The east bank would be widened to provide 1 percent flow capacity under Capitol 
Expressway. The west bank would remain undisturbed and barren areas revegetated. The bank 
above the maintenance road would be lined with cribwalls at a 1:6 slope. The bank below the 
maintenance road would be protected with stepped gabions. 

The concrete drop structure and rubble downstream of Hillsdale Avenue which acts as a fish barrier 
would be removed and the channel bottom would be excavated to upstream of Capitol Expressway 
to create a continuously sloping bottom with rock plunge pools for fish passage. A low-flow 
channel would be constructed. 


All man-made or eve-sore materials would be removed when there is no impacts associated with 
the removal and that the bank is stable. 

Vortex rock weir will be installed at the meandering section of the channel, downstream of a sharp 
bend. The rock weir will be constructed with large boulders vary from 3 to 5 feet in diameter and 
will be keyed into the bank to eliminate erosion. The weir is constructed in a U-shape, with the 
point of the “U” facing upstream and span at the minimum the bankfull channel width. This forms 
a vortex that creates a downstream plunge pool for energy dissipation and aquatic habitat. Footer 
rocks will be installed for anchoring and prevent undermining. 


iypical sections for these reaches are shown in Figures 3.22 and 3.23. 


General Construction Procedures 

Construction of the levee and floodwall between southbound and northbound of Almaden 
Expressway, and Pearl Avenue bridge would be as described for Reaches 6 and 7. Water 
flowing in the river during Pearl Avenue Bridge construction may be blocked and diverted 
around the construction area using pumps and pipes. Coffer dams will likely be needed for 
most construction. The California Construction BMP would be implemented. 
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Channel widening between northbound Almaden Expressway and Stream Flow Gage Station 
23B would consist of excavation of the depressed bench and removal of gabions, and 
relocation of rock lining in the channel bottom to create bankfull and low-flow channels. 
Water flowing in the river may be blocked and diverted around the construction area using 
pumps and pipes. 

From Stream Flow Gage Station 23B to Capitol Expressway, the channel would be excavated 
to the east. The depressed bench would be graded and stepped gabions and cribwalls would 
be installed on the channel slope. Work would be performed from the channel invert. 
Water flowing in the river would be blocked and diverted around the construction area using 
pumps and pipes. 

Hillsdale Avenue Bridge would be removed only after Pearl Avenue Bridge is constructed. 
No major impact to traffic is anticipated. A concrete drop structure just downstream of the 
bridge would also be removed. Removal of the structure would most likely be performed 
as part of grading and excavation. 

Revegetation areas in this reach would be planted with riparian plant species as designated 
in the mitigation plan after all construction activities are completed; typically this would be 
done in fall for the best survival rates. 

Possible staging area for the construction equipment would be within the proposed right of 
way of the widened bench or revegetation areas. Access to the construction area would be 
at Wren Avenue, new Pearl Avenue, frontage road along the east top of bank, and Hillsdale 
Avenue. 


Reach 11: Capitol Expressway to Branham Lane—Widened Gabion Channel with Bench 

Reach 11 extends from Capitol Expressway to Branham Lane. It is divided into three subreaches: 
(11 A) Capitol Expressway to Bryan Avenue; (1 IB) Bryan Avenue to Ross Creek; and (11C) Ross 
Creek to Branham Lane. 

In Reach 11 A, the maintenance road on the east bank from Reach IOC continues under Capitol 
Expressway and ramps up to the top of bank upstream of the bridge. The east bridge abutment will 
be excavated to provide additional flow capacity and accommodate the road. Under the bridge, the 
east bank will consist of a vertical concrete retaining wall above the maintenance road. The east 
and west banks will be protected with stepped gabions. 

Upstream of Capitol Expressway to where Chard Drive meets Almaden Expressway, the west bank 
would remain undisturbed. The existing trees on the west bank would be preserved and barren 
areas would be revegetated. The east bank would be widened from Capitol Expressway to the 
confluence of the bypass channel, 400 feet upstream. 

A 700-foot long bypass channel with 2:1 unlined side slope would be constructed to the east of the 
natural channel from Station 915+00 to Station 922+00. The bypass channel would be 50 feet 
wide at the bottom and would have a rock-lined invert. The channel bottom would be sloped 
2 percent towards the west bank to create a low-flow channel. The entrance to the bypass channel 
would be at an elevation such that flows below 1,500 cfs would continue in the natural channel. 
The natural channel in this section will be undisturbed. A maintenance road would ramp down 
from Steval Place to the bottom of the bypass channel and continue upstream. 
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East bank widening would begin upstream of the bypass channel, about 1,500 feet upstream of 
Capitol Expressway to Bryan Avenue. An 18-foot wide depressed maintenance road would 
continue on the east bank. The bank below the road would be earth at 2:1 slope and the upper 
bank would be protected with stepped gabions on a 1:1 slope up to the 1 percent water surface 
elevation. Above the 1 percent flow elevation, the upper east bank would be earth on a slope of 
2:1 for revegetation. The distance from the top of the east bank to the right of way would be 
5 feet. Planting areas would be provided in the stepped gabions. 

The 18-foot maintenance road on the top of bank upstream of Capitol Expressway would end at 
Steval Place. The depressed maintenance road on the east bank upstream of the bypass channel 
would continue upstream to the SJWC property. Maintenance access would also be provided on 
the top of east bank and would be designed to avoid existing trees. Gates would limit access to 
these areas. Bare areas would be planted with riparian vegetation. Existing concrete rubble, acting 
as fish barrier, in the channel bottom would be removed. 

In Reach 1 IB, the west bank would be widened with 1:6 side slope, lined with cribwalls, to create 
a depressed bench up to 40 feet wide, 5 feet above the channel bottom. The depressed bench on 
the west bank would be revegetated. An 18-foot maintenance road and ramps would be provided 
to service the revegetation area and for access to the channel bottom. An abandoned SJWC 
concrete low-flow crossing that acts as a fish barrier would be removed. An existing SJWC well 
and associated piping on the west side of the river would be relocated. 

A. maintenance road would also be provided on the east top of bank. An easement would be 
required from the SJWC for the maintenance road. The maintenance road would be designed to 
avoid the existing vegetation including clumps of sycamore trees. 

In Reach 11C, the west bank would be widened with a 1:6 side slope lined with cribwalls. A 
depressed bench would be created for a floodway and revegetation sites and would be designed to 
minimize impacts to existing trees. A ramp down to the depressed bench would be provided. The 
widening would require the removal of portions of a parking area for one commercial building. 
The parking area would be relocated to the south of the building. The east bank would be 
undisturbed. The continuous maintenance road from downstream would be located on the east 
bank. A ramp would be provided for the underpass at Branham Lane. 

All man-made or eye-sore materials would be removed when there is no impacts associated with 
the removal and that the bank is stable. 

The Ross Creek confluence would be improved by adding a 20- by 10-foot RCB to the existing 
culvert and designed to direct the flow from Ross Creek downstream. A concrete apron would be 
constructed at the outlet of the culvert. A fish pool system would be constructed for fish migration 
upstream of Ross Creek. For more information, see Ross Creek Project on page 3-127. 

Vortex rock weir will be installed at the meandering section of the channel, downstream of a sharp 
bend. The rock weir will be constructed with large boulders varying from 3 to 5 feet in diameter 
and will be keyed into the bank to eliminate erosion. The weir is constructed in a U-shape, with 
the point of the “U” facing upstream and span at the minimum the bankfull channel width. This 
forms a vortex that creates a downstream plunge pool for energy dissipation and aquatic habitat. 
Footer rocks will be installed for anchoring and prevent undermining. 

Typical sections for these reaches are shown in Figures 3.24. 3.25, and 3.26. 


R9616 


3-116 




Residential Neighborhood 



Residential Neighborhood 



Maimonance Rood Looking Upstream 

Polenliaf Traii Location 


Mixed 

Trees 


Post-Project 25 Years After Revelation. 



1:1 Step Gabions 
Rovogotation 


Mixed 

Trees 


10 ' 

Maintenance Road 
Potential Trail Localion 


River Channel 
Looking Upstream 


Post-Project 75 Years After Revegetation 


Typical Section of Revegetation: 11A H - 11A IT 
REACH 11 A: From Station 925 + 00 to Station 937+ 00 
East Bank Widening 


Almndon Expressway 














Post-Project 75 Years After Revegetation 

Typical Section of Revegetation: 11BJ-11BJ’ FlfilSRE $.25 

MAY OB 1S9S 

REACH 11B: From Station 943 + 00 to Station 947+ 00 “;SSon 

West Bank Widening 




Post-Project 5 Years After Revegetation 

Typical Section of Revegetation: 11C K - 11C K' 
REACH 11C: From Station’952 + 50 to Station 955+ 50 





Post-Project 75 Years After Revegetation 
Typical Section of Revegeiation: 11C K - 11C K’ 
REACH 11C: From Station 952 + 50 to Station 955+ 50 




Chapter 3—Capital improvement Project 


General Construction Procedures 

Construction of the bypass channel would be as described for Reach 6. 

The east bank widening along Almaden Expressway would consist of excavation, stepped 
gabions installation, and backfill behind the gabions. Fish barriers and concrete rubble in 
the channel bottom would be removed. Typically, most of the construction would be 
performed from the channel invert. Water flowing in the river may be blocked and diverted 
around the construction area using pumps and pipes. Coffer dams will likely be needed for 
most construction. The California Construction BMP would be implemented. 

Prior to the west bank excavation, a shoring system would be installed. The shoring system 
could consist of sheet piles or soldier piles with lagging. Traffic control on Almaden 
Expressway would be provided during installation of the shoring system. 

Prior to excavation at the SJWC property, one well and associated facilities in the 
construction area would be relocated. Location of the new well would be coordinated with 
SJWC in advance of channel construction. 

Revegetation areas in this reach would be planted with riparian plant species as designated 
in the mitigation plan after all construction activities are completed; typically this would be 
done in fall for the best survival rates. 

Possible staging area for the construction equipment would be at east top of bank adjacent 
to Almaden Expressway and top of bank just upstream of Ross Creek confluence. Access 
to the construction area would be at the existing easement on the Larson property, the 
channel bottom, and SJWC property. 

Reach 12: Branham Lane to Blossom Hill Road—Levee and Revegetation Area 

Reach 12 extends from Branham Lane to the upstream end of the project at Blossom Hill Road. 
From Branham Lane to the existing offstream percolation ponds, the channel is adequate to contain 
the 1 percent flow. For mitigation to the impacts of the project, approximately 9 acres of land on 
the west bank would be acquired for revegetation. In order to create wetland and open water 
habitat, the adjacent land would be excavated up to 20 feet deep. The 4.5 acres of wetland 
mitigation pond created would also be functioning as a recharge pond to mitigate for the impact on 
the off-stream percolation ponds in this reach. Maintenance roads would be located on the top of 
both the east and west banks. A ramp is proposed to provide access under the Branham Lane 
bridge. 

The City plans to construct future Chynoweth Avenue which will impact approximately 1.4 acres 
of the existing percolation pond. The City would place fill over the existing percolation ponds to 
accommodate a longer approach to the new bridge and minimize the bridge span length across the 
river. The mitigation for lost recharge due to the City's impacts would be included in the proposed 
mitigation pond in this reach. The City would enter an agreement with the District to purchase 
land and perform work for which the City would later reimburse the District. 
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From the downstream end of the offstream percolation ponds to Blossom Hill Road, the channel 
would be widened primarily to the west and existing levees on both banks would be reconstructed 
and raised. The west bank levee would be moved 25 feet to the west to create a revegetation 
bench. The estimated impact acreages on the existing percolation ponds are 3.0 acres. 
Maintenance roads will be located on both tops of banks and on the bench. 

All man-made or eye-sore materials would be removed when there is no impacts associated with 
the removal and that the bank is stable. 

In this reach, there are two seasonal gravel dams constructed for in-stream percolation. One is 
located at 1,000 feet upstream of Branham Lane and the other at 1,800 feet downstream of Blossom 
Hill Road. The dams operate at 164 feet and 171 feet NGVD water surface elevations, 
respectively. Alternative to replace the two gravel dams with permanent inflatable dams that would 
remain inflated year round except during high flood flows was analyzed. Fish step pool systems 
were designed so that the dam operations would not affect fish migration. For specific details on 
the alternative analysis, see page 3-82. The construction of the two permanent inflatable dams are 
not proposed at this time because the water rights issues and the process to appropriate and use the 
water are yet to be investigated. 

Typical sections for this reach are shown in Figure 3.27. 

General Construction Procedures 

Prior to excavation of wetland mitigation ponds in the designated area, the first 2 feet of top 
soil would be removed and stockpiled on site. 

After the mitigation ponds are excavated, the banks would be graded to a slope 2:1. 
Stockpiled topsoil would then be reapplied to areas where revegetation is to occur. 

Construction of the levees from Chynoweth Avenue to Blossom Hill Road would consist of 
excavation of the existing levees, replacing and compacting the soil excavated to the standard 
compaction test, and construction of maintenance roads on top of levees. Additional soil 
from the mitigation ponds excavation could potentially be used to reconstruct the levees. 

Typically most of the construction will be performed from the channel invert. Water flowing 
in the river may be blocked and diverted around the construction area using pumps and 
pipes. Coffer dams will likely be needed for most construction. The California Construction 
BMP would be implemented. 

Revegetation areas in this reach would be planted with riparian plant species as designated 
in the mitigation plan after all construction activities are completed: typically this would be 
done in fall for the best survival rates. 

Possible staging area for the construction equipment would be within the proposed right of 
way of the mitigation area. Access to the construction area w ; ould be at Branham Lane, 
Chynoweth Avenue, and Blossom Hill Road. 
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Canoas Creek: Almaden Expressway to End of Nightingale Drive—Fioodwails 

From northbound Almaden Expressway to Nightingale Drive culvert, fioodwails would be 
constructed on both banks. Upstream of the culvert to end of Nightingale Drive, floodwall would 
be constructed only on the west bank and conform to future upstream floodwall levee. The 
fioodwails would be 3 to 4 feet high and located 2 feet inside the District rights of way. The 
18-foot maintenance road would remain inside the fioodwails and ramps would be provided for 
access onto Almaden Expressway and Nightingale Drive. Existing stream flow gage station would 
be replaced in coordination with technical support staff if necessary. 

A 20- by 12-foot concrete cell would be added adjacent to the existing double 10- by 12-foot RCB 
culverts at Almaden Expressway. This addition would be on the north side of the existing box 
culverts and the existing outlet transition would be improved to accommodate the new cell. 

Similarly, a 9- by 9! / 2-foot concrete cell would be added to the existing double 9- by 9 I /2-foot 
existing RCB culverts at Nightingale Drive. This addition would be on the south side of the 
existing box culverts and both the inlet and outlet transitions would be modified to accommodate 
the new cell. 

General Construction Procedures 

Construction of the box culvert under Almaden Expressway would be staged so as to 
maintain three lanes open for traffic. Typically, this could be accomplished by relocating 
the existing three northbound lanes to the space currently occupied by a right-turn lane and 
a frontage road. This would necessitate temporary closure of the right-turn lane and the 
frontage road, during the time when the west half of the new culvert would be constructed. 
Then the expressway would be moved back to allow construction of the remainder of the 
culvert, after which the turn lane and frontage road could reopen. 

Prior to construction of the box culvert under Almaden Expressway, a shoring system would 
be installed. The shoring system could consist of sheet piles or soldier piles with lagging. 

After the installation of the shoring system, the channel would be excavated. The box 
culvert bottom would be poured, followed by form work installation and pouring of the 
culvert walls and soffit. After completion of the culvert and removal of form work, backfill 
would be placed behind the culvert walls, and roadway paved. 

Construction of the box culvert under Nightingale Drive would be similar to Almaden 
Expressway, except Nightingale Drive would be temporarily closed and traffic would be 
detoured. Southbound traffic could use the frontage road along Northbound Almaden 
Expressway while northbound traffic could use Redbird Drive and the frontage road. 

The construction of culverts under Almaden Expressway and Nightingale Drive would be 
scheduled at separate times. 

Water flowing in the creek during the culverts construction may be blocked and diverted 
around the construction area using pumps and pipes. Coffer dams will likely be needed for 
most construction. The California Construction BMP would be implemented. 
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Floodwalls construction along the north and south top of banks would consist of trench 
excavation, form work installation, concrete pouring, backfill, and aesthetic texturing on the 
face of the walls. Structures which are damaged as a result of construction would be 
repaired or replaced. 

Possible staging area for the construction equipment would be at Reach 10 construction 
areas. Access to the construction area would be at Almaden Expressway and Nightingale 
Drive. 


.Ross Creek: Almadea Expressway to 700 Feet 
with ACM Lminp 


Upstream of Jarvis Avenue—Widened Channel 


From Almaden Expressway to Jarvis Avenue, the channel is inadequate to convey 1 percent design 
flow. The channel bottom would be widened to 30 feet with 1:1 side slopes. Both banks would 
be lined with ACM. An 18-foot maintenance road would be established on the south top of bank. 
The maintenance would be depressed 3 feet below grade for security to adjacent properties. 
Existing stream flow gage station would be replaced in coordination with technical support staff if 
necessary. 

A second 20- by 10-foot RCB culvert would be added on the north side of the existing culvert 
under Almaden Expressway to increase the capacity to convey the 1 percent design flow. The 
existing sewer line in Almaden Expressway would be relocated in coordination with the City. 
Similarly, at Jarvis Avenue, a second 13- by 9.5-foot box culvert would be constructed. 


A fish step pool system would be constructed at the confluence of Ross Creek for future fish 
passage into Ross Creek. The pools will be temporarily backfilled with rocks which will be 
removed when fishery habitat in Ross Creek improves in the future. Baffles would also be included 
in the design of the new RCB culverts. Potential enhancement feature might include creating pools, 
riffles, and low-flow channel using intermittent vortex rock weir for an additional cost of 
$1.8 million. 


General Construction Procedures 

Prior to construction of the box culvert under Almaden Expressway, a shoring system would 
be installed. The shoring system could consist of sheet piles or soldier piles with lagging. 

After the installation of shoring system, the channel would be excavated. The box culvert 
bottom would be poured, followed by form work installation and pouring of the culvert walls 
and soffit. After completion of the culvert and removal of form work, backfill would be 
placed behind the culvert walls, and roadway paved. 

Construction of the box culvert under Almaden Expressway would be staged so as to 
maintain three lanes open for traffic in each direction. Typically, this could be accomplished 
by construction of temporary roadways with a three-stage construction schedule. First, by 
utilizing the median and westerly shoulder, the northbound and southbound roadways would 
be relocated westerly to allow construction of Vs of the box culvert. Second, the northbound 
lanes would be moved easterly to allow the center Vs of the culvert to be constructed. Lastly, 
by utilizing the median, the southbound lanes would be moved easterly to allow the 
remaining Vs of the culvert to be constructed. 
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Construction of the box culvert under Jarvis Avenue would be similar to Almaden 
Expressway, except Jarvis Avenue would be temporarily closed and traffic would be 
detoured to Cherry Avenue. 

Channel widening would consist of excavation, installation of ACM lining and boulders for 
vortex rock weir, and backfill the channel bottom. Structures which are damaged as a result 
of excavation would be repaired or replaced. 

Water flowing in the creek during the culvert's construction and channel widening may be 
blocked and diverted around the construction area using pumps and pipes. Coffer dams will 
likely be needed for most construction. The California Construction BMP would be 
implemented. 

Possible staging area for the construction equipment would be at Reach 11 construction 
areas. Access to the construction area would be Briarglen Drive, Cherry Avenue and Jarvis 
Avenue. 


fish barriers upstream of blossom hill road 

Barriers that prevent fish from migrating upstream of Blossom Hill Road would be removed and access 
to 19 miles (see Table 3.19) of stream habitat restored. Figure 3.28 shows the location of the barriers. 


Drop Structure Upstream of Blossom Hill Road 

At the time the drop structure, upstream of Blosson Hill Road was replaced in 1976, there was 
discussion with the California Department of Fish and Game regarding the need for a fish ladder. 
However, since there was no established fishery and poor water quality was an identified obstacle, 
there was no formal agreement or permit requirement for the District to construct the fish ladder. 

In August 1995, the District entered into a court settlement agreement in response to a dispute with 
DFG. The agreement stipulates, in part, that the District “. . . shall construct a fish ladder or 
fishway at the 15-foot drop structure that exists behind the Santa Clara Valley Water District 
Headquarters at Alamitos Creek, conforming to engineering and construction specifications 
approved in writing by the California Department of Fish and Game, to be fully operational by 
October 15, 1999.” 

A fish step pool system has been designed and proposed to be constructed on the east bank of the 
drop structure. The drop structure would be redesigned such that low flows and bankfull flows 
would continue in the fish step pool system. Existing stream flow gage station would be replaced 
in coordination with technical support staff. During migration season, debris, sediment, and all 
obstacles found to impair passage of fish would be removed to keep the pool system open at all 
times. 

Gabion Structures in the Alamitos Creek Upstream of Mazzoae Drive 

A series of vortex rock weirs with low flow passage would be constructed downstream of the 
existing gabion structure in the Alamitos Creek. These small weirs would be constructed 10 feet 
apart to create a sequence of plunge pools system. These pools would provide migrating adult fish 
with improved passage conditions by increasing pool depths, providing optimal hydraulic conditions 
within the pools, reducing the height between pools, and providing necessary resting habitat. 
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UPPER GUADALUPE RIVER PREFERRED PROJECT 
SUMMARY OF CREEK MILES CREATED BY REMOVAL OF FISH BARRIERS 
(GUADALUPE RIVER, ALAMITOS, CALERO AND GUADALUPE CREEKS) 

FISHWAY FISHWAY C1JMUL. 


FISH BARRIER REMOVED 

LOCATION 

LENGTH* 

CREATED 

(feet) 

LENGTH 

CREATED 

(miles) 

FISHWAY 

MILES 

CREATED 

CREEK 

BENEFFFTED 

FISHWAY 

LIMIT 

Streamflow Station No. 23-B (1) 

Guadalupe River 

2,1(HI 

0.40 

0.40 

Guadalupe River 

Hillsdale Avenue weir 

Hillsdale Avenue weir (2) 

Guadalupe River 

3,550 

0.67 

1.07 

Guadalupe River 

Vehicle crossing d/s of Ross Creek 

Vehicle crossing d/s of Ross Creek (3) 

Guadalupe River 

8,600 

1.63 

2.70 

Guadalupe River 

Blossom Hill drop structure 

Blossom Hill drop structure (4) 

Guadalupe River 

1,650 

0.31 

3.01 

Guadalupe River 

Guadalupe Rivcr/Alainitos Creek, 







Guadalupe River/Guadalupe Creek 







confluence 

Blossom Hill drop structure (4) 

Guadalupe River 

9,650 

1.83 

4.84 

Guadalupe Creek* 

Mason Dam 

Mason Dam (5) 

Guadalupe Creek. 

6,850 

1.30 

6.14 

Guadalupe Creek 

Streamflow Station No. 43 

Streamflow Station No. 43 (6) 

Guadalupe Creek 

3,300 

0.63 

6.76 

Guadalupe Creek 

Concrete channel 

Concrete channel (7) 

Guadalupe Creek 

3,750 

0.71 

7.47 

Guadalupe Creek 

Guadalupe Reservoir 

Blossom Hill drop structure (4) 

Guadalupe River 

4,200 

0.80 

8.27 

Alainitos Creek** 

Gabion structure u/s of Mazzone Dr. 

Gabion structure u/s of Mazzone Dr. (8) 

Alainitos Creek 

34,900 

6.61 

14.88 

Alainitos Creek 

Streamflow Station No. 16 

Streamflow Station No. 16 (9) 

Alainitos Creek 

1,350 

0.26 

15.13 

Alainitos Creek 

Alinadcn Reservoir 

Gabion structure u/s of Mazzone Dr. (8) 

Alainitos Creek 

21,500 

4.07 

19.20 

Calero Creek*** 

Arroyo Calero Reservoir 


TOTAL FISHWAY MILES CREATED: 





TOTAL FISH BARRIERS REMOVED: 





A Length based on stations from SCVWD Maps of Flood Control Facilities 
and Limits of 1% Flooding (June 1993 edition) 

* Fishway benefit starts from Guadalupe River/Guadalupe Creek confluence 
** Fishway benefit starts from Guadalupe Rivcr/Alainitos Creek confluence 
*** Fishway benefit starts from Alainitos Creek/Arroyo Calero Creek confluence 
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Confluence of Guadalupe and Alamitos Creeks 

Vortex rock weirs would be installed at the confluence of Guadalupe and Alamitos Creeks to create 
pools, riffles, and low-flow channel. The low-flow channel would provide greater water depth for 
fish migration at minimum flows. 

Masson Dam in Guadalupe Creek 

A series of vortex rock weirs would be constructed downstream of the Masson dam in the 
Guadalupe Creek. These small weirs would be constructed 10 feet apart to create a sequence of 
plunge pools system. These pools would provide migrating adult fish with improved passage 
conditions at the dam. 

Stream Gage 43 in Guadalupe Creek 

The concrete foundation within the weir's plunge zone at Gage Station 43 in the Guadalupe Creek 
would be modified to allow water cresting over the weir to spill directly into the downstream pool. 
This modification would improve passage conditions for migrating adult fish by creating a more 
optimal hydraulics and by providing fish with access to the base of the weir. 

Channelized Stream in Guadalupe Creek between Pheasant Creek and Reynolds Road 

A low-flow channel with rock baffles would be formed in an existing concrete channelized section 
in the Guadalupe Creek between Pheasant Creek and Reynolds Road. This modification would 
decrease the velocities and provide deeper water for fish migration. 


MAINTENANCE PROGRAM 

This section discusses the anticipated maintenance activities and guidelines to determine when channel 
maintenance is necessary. Upon completion of construction, the activities and guidelines presented in this 
chapter would supersede the existing maintenance program, which is performed according to the current 
MOU with the CDFG (Appendix K and L). 


Maintenance Activities 

The project will have a maintenance program which will include erosion protection, vegetation 
removal, and sediment removal. The goals of the maintenance program include restoring the 
facilities to the design condition, which existed following construction, repairing the facility as 
necessary and eliminating hazardous conditions. The hazardous conditions include eroding banks, 
presence of large dead or fallen trees, and excessive trash and debris. 

The general tasks to be performed during annual maintenance include damaged gabion and fencing 
repairs, trash and debris removal, weed control, and elimination of potentially hazardous 
conditions. Annual inspection and periodic removal of sediment and woody vegetation in the 
waterway, and restoration of abraded concrete and damaged diversion structures will also be 
necessary. 
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Vegetation and sediment would be allowed to accumulate to a predefined level at which time the 
design condition will be restored by maintenance activities. The vegetation will provide additional 
unaccounted for, habitat value and shading during the time between maintenance cycles. Therefore, 
there would be no adverse impacts from the vegetation removal activities and no mitigation would 
be required. If sediment never reach the predefined level, maintenance would not be required. 

Sites which are actively eroding would be subjected to progressively increasing remedial actions. 
Severe erosion resulting in potentially hazardous steep banks, bare soil and loss of vegetation is 
environmentally more impacting than providing protective measures. 

Because structural measures are only initiated when the vegetation has already been lost from 
erosion of the bank and the steep undercutting is unlikely to revegetate naturally, there would not 
be any environmental impact associated with most remedial repair options. 1 herefore no mitigation 
would be required. Mitigation may be required for some repairs. Tigure 3.29 shows the examples 
of before and after high flows banks condition in the Guadalupe River. 

Nonemergency work within the channel will be performed outside of the nesting season. 
Vegetation removal will be scheduled to minimize adverse impacts to fish and wildlife resources. 
Periods of concern are March through June for birds and October through March for fish. 


Maintenance Program for Erosion Repair 


Soil erosion in Guadalupe River occurs on the channel banks. As bank erosion occurs, vegetation 
is lost, habitat is lost, property improvements may be threatened, and channel capacity may be 
compromised. Increased soil erosion on the channel banks increases suspended sediment in the 
creek consequently degrading water quality and aquatic habitat. 

Sites which are actively eroding will be subjected to either (1) preventative slope protection, or 
(2) remedial slope protection. Preventative slope protection will be implemented at sites where 
creek banks are first becoming undercut up to 8 feet vertical (see Figure 3.30). Remedial slope 
protection will be implemented at sites where preventative maintenance was implemented and 
failed: where preventative maintenance is highly unlikely to be sufficient to eliminate continued 
bank erosion; or where the erosion is more than 8 feet vertically on the bank (see Figure 3.30). 

1. Preventative Slope Protection 

Preventative slope protection consists of protecting the channel bank toe to stabilize the zone 
of highest erosion potential. The toe of the bank will be stabilized by placement of 1/2-ton 
rock "riprap to a height of at least 4 feet (see Figure 3.31). The riprap will reduce the 
velocity of flow at the"interface and will promote the natural sedimentation around the riprap, 
and therefore, natural revegetation. 

If it is observed that the channel bottom is actively degrading, vortex rock weirs will be 
installed downstream of the channel bank erosion to prevent any further degradation 
(Figure 3.32). Bank instability and erosion may, in some cases, be directly correlated to 
increased bank height due to channel bottom degradation. 
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The vortex rock weir will be constructed with large boulders vary from 3 to 5 feet in 
diameter and will be keyed into the bank to eliminate erosion. The weir is constructed in 
a U-shape, with the point of the “U’Tacing upstream and span at the minimum the bankfull 
channel width. This forms a vortex that creates a downstream plunge pool for energy 
dissipation and aquatic habitat. Footer rocks will be installed for anchoring and prevent 
undermining. 


The weir will provide instream cover and deepen the feeding areas for fish habitat in the 
riffle reach of the channel. It acts as a grade control structure without upstream lateral 
migration, bank erosion and aggradation. It also maintains a low width to depth ratio 
channel which will reduce the likelihood of bar deposition and maintains the sediment 
transport capacity of the stream. 

Vortex rock weirs will be limited to approximately 2 feet in height as shown in Figure 3.33. 
If more height is needed to stabilize the channel, multiple weirs will be installed. 

Remedial Slope Protection 

Remedial slope protection consists of using nonstructural and structural measures. The 
nonstructural alternatives would be to regrade the channel banks to a stable configuration. 
This alternative works best where right of way and mature vegetation do not impose 
constraints on the available space in which to regrade the channel banks. Acquisition of right 
of way is a nonstructural measure which may be appropriate when the cost of structural 
measures are high. In restricted right of way, structural alternatives often are the only viable 
alternatives that adequately stabilize the channel banks. 

Structural measures can be divided into three categories: live construction, mixed 
construction, and inert construction. Live construction consists of the traditional use of grass 
and live cuttings. Mixed construction consists of using plant materials often combined with 
inert materials (rock riprap, gabions, cribwalls, etc.). Live construction and mixed 
construction, when covered with soil as proposed, or when supplemented with hydroseeding 
and plantings, will eventually restore the creek bank vegetation and habitat to near the 
condition which existed prior to the erosion occurring. Inert construction consists of using 
only inert structural materials. 

The various structural alternatives are appropriate for different site conditions. Erosion 
protection works will be selected when technically feasible to reduce adverse environmental 
impacts. The objective when selecting erosion protection materials is to meet both 
engineering and environmental impact criteria. The engineering criteria involve the physical 
ability of the material to provide reliable structural support within the site constraints, 
including the ability of the material to provide lateral support to the bank, as well as. provide 
sustained protection against erosive velocities. The environmental impact criteria used in 
selecting the remedial measure follows the CEQA guideline for mitigation, which is avoiding 
impacts, minimizing impacts, rectifying impacts, reducing impacts over time, and 
compensating for impacts. Once erosion on the earth channel has occurred, the site 
constraints determined, cause of erosion determined, and ecological setting evaluated, the 
remedial measures are considered and selected. Depending on the impacts to the 
environment and the materials availability, the remedial slope protection measures will first 
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be considered in order as described below. (See Table 3.20 for summary of remedial slope 
protection methods.) 

Live Construction 

Live construction consists of using traditional methods of planting grasses and vegetation to 
control erosion. Vegetation planting methods typically used are cuttings, transplants, live 
staking, and direct seeding (including hydro-seeding). 

This application is suitable for bank slopes up to 2:1 and flow velocities up to 4 feet per 
second. Live construction would not be feasible for the Guadalupe River, south of 
Highway 101, since design channel velocities exceed 4 feet per second. 


Mixed Construction 


Mixed Construction meets one of the District's goals in keeping current with innovative 
technologies that serve the public interests, including materials that integrate resource agency 
goals. This construction method usually involves some bank disturbance and consists of 
using plant materials often combined with inert materials. Subcategories of Mixed 
Construction are Soil Bioengineering and Biotechnical Slope Protection. 

Soil Bioengineering 

Soil Bioengineering consists of using plants and plant parts to control soil erosion. 
Live cuttings and' plant parts are imbedded and arranged so that they act as soil 
reinforcements, hydraulic drains, or barriers to earth movement. Methods included 
in this category include contour wattling, brush layering, and bank surface matting. 


—Contour Wattling 

Contour wattling consists of long bundles of plant stems tied together with 
twine, anchored in shallow trenches with wooden stakes, and partially backfilled 
with mildly compacted fill (see Figure 3.34). When the stems develop root 
systems and mature, the plant (typically willows) establishes structural 
stabilization properties within the soil root fabric. Protection from erosive flow 
velocities result from the protective armoring quality provided by the plant's 
stems and leaves. 

This application in suitable for bank slopes up to 2:1 and flow velocities up to 
6 feet per second. 
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TABLE 3.20 

Summary of Remedial Slope Protection Methods 


Erosion Control Technique 




Category 

Method 

Slope Requirements 

JJggjg| 

Additional Information 

Live construction 

Planting grasses, cuttings, 
transplants, live staking, seeding 

2:1 or Batter 

4 fps 1 or less 

Not feasible on Guadalupe River due to excessive 
channel velocities. 

Mixed construction- 
soil bioengineering 

Contour wattling 

2:1 or flatter 

6 fps or less 

Plant roots protect soil. Creates benches or terraces 
to create flat areas. Limited use on Guadalupe River 
due to high creek velocities. 



2:1 or flatter 

6 fps or less 

Similar uses and restrictions to contour wattling. 


Bank surface matting 

2:1 or flatter 

6 fps or less 

May be combined with live staking or direct seeding. 
Similar uses and restrictions to contour wattling. 

Mixed construction— 
biotechnical slope protection 

Root wads and boulders 

Varies 

6 fps or less 

For use on the outside of eroding bends. 20 feet of 
horizontal depth is needed for installation. 


Soil cellular confinement system 
(structural design) 

Vi: 1 or flatter 

6 fps or less 

Cells are filled with soil and planted with vegetation. 
Matrix is not biodegradable. 


Rock riprap 

1 Vi : 1 or flatter 

15 fps or less 

May be used for preventative as well as remedial 
protection. May be combined with live staking or 
direct seeding. 


Gabions 

3 A: 1 or flatter 

15 fps or less 

Can be planted but vegetation potential is limited. 


Articulated concrete mat 

1:1 or flatter 

15 fps or less 

Can be planted with live staking or direct seeding. 

Plant growth is restricted to size of cell openings. 


Crib walls 

!4:1 or flatter 

15 fps or less 

Crib walls restrict plant growth due to size of 
openings. Vegetation improves stability. 

Inert construction 

Sacked concrete slope protection 

Vi: 1 or flatter 

15 fps or less 

No re vegetation potential. 


Gunite 

All slopes to vertical 

15 fps or less 

No revegetation potential. 


fps = feet per second 
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—Brush Layering 

Brush layering consists of placing live cut branches on the bank and covering 
them with a lightly compacted layer of soil (see Figure 3.35). The tips of the 
branches extend out of the bank thus slowing down overbank flow and trapping 
bank sediment. After the branches take root along their length, they begin to 
act like horizontal slope drains on the bank. 

Similar to live construction, this method provides good revegetation potential. 
This application is suitable for bank slopes up to 2:1 and flow velocities up to 
6 feet per second. 

—Bank Surface Matting (Erosion Mats) 

Bank surface matting consists of securing plastic, jute, or geotextile fabric 
surface liners to eroded banks using stakes or staples (see Figure 3.36). These 
materials provide armor protection against erosive velocities and may be 
combined with live staking or direct seeding. 

This application has good revegetation potential, but like contour wattling, it is 
limited to bank slopes up to 2:1 and flow velocities up to 6 feet per second. 

Biotechnical Slope Protection 

Biotechnical Slope Protection combines live vegetation with inert material to control 
erosion. Any inert structure that is porous or has openings can lend itself to Mixed 
Construction by planting some type of vegetation on it. Methods in this category 
include root wads and boulders, soil cellular confinement system, rock riprap, 
gabions, articulated concrete blocks, and cribwalls. 

—Root Wads and Boulders 

The root wads and boulders repair method consists of placing tree root wads 
and interspersed boulders in eroding bends of the creek (Figures 3.37 and 3.38). 
The root wads are placed pointing into the flow direction and the boulders (4 to 
5 feet in diameter) are placed in between the wads to hold them in place and set 
the spacing between them. In addition to the boulders, a log called a footer log 
is used to support the root wad from below and another log is placed over the 
rood wad to hold it from above. The root wads used will have a minimum of 
10 feet of tree trunk or bole still attached to the root. This tree trunk adds 
stability to the repair. After the root wads, boulders, and supporting logs are 
put in place, soil is placed on top, sloped bank, and live staked. 

This method has a drawback in that about 20 feet of depth is needed for 
installation. When installed correctly, this method can be applied where 
expected velocities are within normal ranges. The longevity of this method is 
also governed by the type of trees that are used and the amount of time during 
the year that they are wet. 
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—Soil Cellular Confinement System (Geocell) 

Soil cellular confinement system or geocell is a polyethylene plastic cellular 
system where structural strength is developed by a composite design of soil, 
plant roots, and the plastic cellular configuration (see Figure 3.39). This 
system is available in 8-inch deep honeycomb mats that are 32 to 96 inches 
wide and in 8-foot lengths. This structure functions similar to a cribwall 
structure. It is installed in offset vertical layers to create plantable terraces. 
The honeycomb terrace cells are filled with soil, moderately compacted and 
planted with woody and herbaceous vegetation to augment structural qualities. 

This application is suitable for slopes flatter than 2:1 to steep slopes up to 1/2:1 
and with flow velocities up to and exceeding 6 feet per second. However, the 
revegetation potential of this method is not as good as Live Construction or Soil 
Bioengineering methods. 

—Rock Riprap 

Rock riprap consists of placing rock rip rap on the bank slope to eliminate 
erosion at the toe and on the bank of the slope (see Figure 3.40). Rock sizes 
can vary from 6 inches to 4 feet in diameter. The rocks selected should be 
large and uniform enough, so soil can be placed between the rocks and planted 
by live staking or direct seeding (joint planting). 

This application is suitable for bank slopes up to 1.5:1 and flow velocities up 
to 15 feet per second. Rock riprap provides some opportunity for revegetation 
but slightly less than soil cellular confinement system. 

—Gabions 

Gabions consist of wire baskets filled with 6-inch diameter rocks that are placed 
on scoured banks either as sloping mattresses or stacked in layers that resemble 
steps (see Figure 3.41). This material requires a concrete, gabion, or rock 
cutoff wall if no other invert protection is provided. Designs can accommodate 
revegetation goals and maintain bank moisture through ground water migration 
or surface infiltration. Gabions can be revegetated by leaving pockets without 
gabions open to bare soil that can be planted with trees or shrubs (see 
Figure 3.42). 

Their application is suitable for bank slopes varying from flatter than 3:1 to as 
steep as 3/4:1 and flow velocities up to 15 feet per second. Gabions have 
revegetation potential but less than rock riprap. 
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—Articulated Concrete Mat 

ACM consist of concrete interlocking blocks that are cabled together to form 
mats that can be laid on the channel slope or channel invert (see Figure 3.43). 
A cutoff wall made of either concrete or ACM is necessary to anchor ACM to 
the channel. ACM can be open or closed cells. The open cell style has similar 
benefits to geocell in that moisture migrates through the cells, and herbaceous 
plants can be revegetated in the ceil openings by live stacking or direct seeding 
(reinforced grass). 

Their application is suitable for bank slopes up to 1:1 and flow velocities up to 
15 feet per second. The revegetation potential is limited by the size of the cell 
opening. The closed ceil style allows for little migration of water and 
revegetation but provides stronger support under high flow-' velocity conditions. 

—Cribwalls 

Cribwalls consist of stacked interlocking concrete cells that form a retaining 
wall (see Figure 3.44). The composite design employs the strength of a 
concrete frame together with compacted backfill. Cribwalls can be vegetated 
with grasses and herbaceous plants in the openings between the cells by live 
staking. 

Cribwalls can be sloped up to 1/4:1 and can withstand flow velocities up to 15 
feet per second. Like articulated concrete block, cribwalls restrict plant growth 
by the size of the panel opening, and therefore revegetation is limited. 

Inert Construction 

Inert Construction consists of using only inert materials to protect an eroding channel bank. 
This type of construction has been widely used in the past due to its predictable properties, 
ease of installation, availability, and familiarity. These materials have no revegetation 
potential and will only be applied after both Live Construction and Mixed Construction are 
deemed not feasible. Therefore, acquisition of right of way will be considered when the cost 
of mitigation for using this method is high. Methods included in this category include SCSP 
and gunite. 

Sacked Concrete Slope Protection 

SCSP consists of burlap bags filled with concrete and placed over filled eroded creek 
banks (see Figure 3.45). SCSP can be placed at near vertical bank slopes (1/2:1). 
It requires a concrete or sacked cutoff wall at the toe of the bank. SCSP can 
withstand flow velocities up to 15 feet per second but does not provide a plantable 
substrate. However, it can be contoured to avoid trees and create planting wells. 

SCSP will only be used where velocities are in excess of 10 feet per second, where 
there is limited right of way. and where the eroded bank is near vertical. 
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Gunite 

Gunite is an air blown sand cement mixture placed directly on eroded creek banks (see 
Figure 3.46). It eliminates plantable substrate but can be contoured to avoid existing 
trees and create planting wells. This application is suitable for near vertical bank 
slopes and flow velocities up to 15 feet per second. 

Like SCSP, gunite will only be used where there is limited right of way and where 
the eroded bank is near vertical. 

Vortex rock weirs will also be installed as a remedial slope protection measure if channel 
degradation is causing bank erosion or if channel degradation threatens existing channel 
structures, existing erosion protection, or adjacent private improvements. Vortex rock weir 
materials will be rock riprap as described in the Preventative Slope Protection section (see 
Figures 3.30 and 3.31). Vortex rock weir construction will be considered as an alternative 
to bank slope protection or employed, were needed, in conjunction with slope protection. 

When possible, slope protection will be installed without excavating into the existing eroding 
bank. Slope protection will match the upstream and downstream channel section by 
reestablishing the pre-erosion downstream. Proposed slope protection will be placed up to 
the 10-year flood flow elevation unless it is done as a preventative measure. Slope protection 
can be placed above the 10-year flood flow elevation if the site conditions or right of way 
limitation warrant it. An example of this situation would be a house located at the top of the 
creek bank. The protection height determination would be done on a case-by-case basis by 
maintenance personnel. 


If the desired slope protection method exceeds the space created by the bank erosion, two 
possible approaches can be applied: (1) excavate into the existing bank, or (2) move the 
center of the channel further away from the eroding bank. 

1. A 2:1 slope will be excavated back from the top of the slope protection where the 
District has ample right of way and no valuable native vegetation will be impacted 
(Figure 3.47). This procedure will establish a stable slope above the 10-year flood 
flow and will allow the District to replant native vegetation on the upper bank. 

A slope will not be excavated from the top of the slope protection where there is either 
insufficient right of way, structures, or valuable native vegetation would be impacted 
(Figure 3.48). This approach protects the lower bank from further erosion, but allows 
the upper bank to find it's own stable condition naturally without disturbing the 
existing condition. 

2. If a point bar has developed in the bank opposite the eroded bank, another alternative 
could be to excavate the point bar and reestablish a channel alignment that is closer 
to the opposite bank (Figure 3.49). Available right of way and existing vegetation 
would need to be evaluated for this approach also. 
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In any case, the channel bottom will not be narrowed beyond the upstream and downstream 
conditions. Narrowing the channel could cause channel bottom degradation, downstream 
erosion, and upstream increased water surface. If neither of the two above alternatives can 
be applied, another slope protection method will be considered. 

Rank protection needs to be designed for each specific site. Examples of details that should 
be designed are (but not limited to): size of rock, thickness of rock, depth and configuration 
of gabions, depth of gabion cutoff wall, and geocell anchor system. 

Erosion protection measures protect for a finite period of time before deteriorating. 
Therefore, the District will repair existing erosion protection as necessary. If existing 
erosion protection completely fails, the District will reevaluate the site for alternative 
methods of protection before reconstruction. 

Maintenance Program for Vegetation and Sediment Removal 

Reach A: Highway 101—Interstate 883 

The maintenance activities on the channel banks would include removal of dead or fallen 
trees, and control of nonnative habitat using herbicides. No woody vegetation removal is 
required on the banks. At areas designated for revegetation, the maintenance activities would 
be hand removal and control of normative habitat using herbicides. Removal of woody 
vegetation and sediment in the channel bottom would be as described in the Maintenance 
Standards, Table 3.21. Maintenance roads would be sprayed with pre-emergent and post- 
emergent herbicides annually. 

Reaches 6, 7, 8: Interstate 283—Willow Glen Way 

The maintenance activities on the natural creek banks would include removal of dead or 
fallen trees, and control of nonnative habitat using herbicides. No woody vegetation removal 
is required on the banks. Removal of woody vegetation in the channel bottom would be as 
described in the Maintenance Standards, Table 3.21. 

The maintenance activities in the bypass channel would include repair of damaged gabion 
baskets, control of nonnative habitat using herbicides, and removal of trash and debris. 
Removal of woody vegetation and sediment in the channel bottom would be as described in 
the Maintenance Standards, Table 3.21. Maintenance roads would be sprayed with 
preemergent and postemergent herbicides annually. At areas designated for revegetation, the 
maintenance activities would be hand removal and control of nonnative habitat using 
herbicides. 

The confluence and diversion structures in Reaches 6 and 9. respectively, would be inspected 
annually for damages and repaired as necessary. All trash or debris accumulated at the 
entrance of the structures would be removed. 
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Reaches 9 and 10A: Willow Glen Way—Canoas Creek 

The maintenance activities on the west bank would consist of removal of dead or fallen trees, 
and control of normative plants using herbicides. Cribwalls on the east bank would be 
inspected and repaired as necessary. No woody vegetation removal is required on either 
bank. Removal of sediment and woody vegetation in the channel bottom would be as 
described in the Maintenance Standards, Table 3.21. 

Woody vegetation in the floodway would be removed when the height exceeds 5 feet. The 
maintenance activities on the revegetation areas would be hand removal and control of 
nonnative habitat using herbicides. Maintenance road would be sprayed with preemergent 
and postemergent herbicides annually. The maintenance program for the two short bypasses 
in Reach 9 would be the same as for Reaches 6, 7, and 8. 

Reach 103: Cano as Creek—Stream Gage 233 

The maintenance activities on the east bank would include removal of dead or fallen trees, 
and control of nonnative habitat using herbicides. Existing gabion baskets on the west bank 
would be inspected and repaired as necessary. No woody vegetation removal is required on 
either bank. Removal of sediment and woody vegetation in the channel bottom would be as 
described in the Maintenance Standards, Table 3.21. 


The levee and maintenance roads would be sprayed with preemergent and postemergent 
herbicides annually. At areas designated for revegetation, the maintenance activities would 
be hand removal and control of nonnative habitat using herbicides. Woody vegetation in the 
floodway would be removed when the height exceeds 10 feet. 

Reach 10C: Stream Gage No. 23—Capitol Expressway 

From Gage Station 23B to Hillsdale Avenue, the maintenance activities would consist of 
removal of dead or fallen trees, and control of nonnative habitat using herbicides. No woody 
vegetation removal is required on the channel banks. Woody growth in the designated 
floodway would be removed when the height exceeds 5 feet. At areas designated for 
revegetation, the maintenance activities would be hand removal and control of nonnative 
habitat using herbicides. The depressed maintenance road would be sprayed with 
preemergent and postemergent herbicides annually. Upstream of Hillsdale Avenue to Capitol 
Expressway, the maintenance activities would be control of nonnative habitat using 
herbicides. Gabion baskets and cribwalls would be inspected and repaired as necessary. 

Removal of sediment and woody vegetation in the channel bottom would be as described in 
the Maintenance Standards, Table 3.21. 

Reach 11: Capitol Expressway—Branham Lane 

From Capitol Expressway to Branham Lane, the maintenance activities would consist of 
removal of dead or fallen trees, and control of normative habitat using herbicides. No woody 
vegetation removal is required on the channel banks. Gabion baskets and cribwalls w'ould 
be^inspected and repaired as necessary. The maintenance program for the 700-foot long 
bypass in this reach would be the same as for Reaches 6, 7, and 8. From 1,500 feet 
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upstream of Capitol Expressway to the SJWC property, the maintenance activities on the east 
bank would be control of normative habitat using herbicides. At areas designated for 
revegetation, the maintenance activities would be hand removal and control of nonnative 
habitat using herbicides. Maintenance roads would be sprayed with preemergent and 
postemergent herbicides annually. Removal of sediment and woody vegetation in the channel 
bottom would be as described in the Maintenance Standards, in Table 3.21. 

Reach 12: Branham Lane—Blossom Hill Road 

The maintenance activities would consist of removal of dead or fallen trees, and control of 
nonnative habitat using herbicides. No woody vegetation removal is required on the channel 
banks. Removal of sediment and woody vegetation in the channel bottom would be as 
described in the Maintenance Standards, Table 3.21. At areas designated for revegetation, 
the maintenance activities would be hand removal and control of normative habitat using 
herbicides. Maintenance roads and levees would be sprayed with preemergent and 
postemergent herbicides annually. 

Canoas Creek: Guadalupe River—End of Nightingale Drive 

The maintenance activities would consist of trash and debris removal, and control of woody 
vegetation using herbicides. Removal of sediment in the channel bottom would be as 
described in the Maintenance Standards. Table 3.21. Box culverts under Almaden 
Expressway and Nightingale Drive would be inspected and any sediment accumulation would 
be removed as necessary. The maintenance road would be sprayed with preemergent and 
postemergent herbicides annually. Any vegetation overhanging into the maintenance road 
from adjacent properties would be pruned. 

Ross Creek: Guadalupe River 4 —Jarvis Avenue 

The maintenance activities would consist of trash and debris removal, and control of woody 
vegetation. Removal of sediment in the channel bottom would be as described in the 
Maintenance Standards. Table 3.21. Box culverts under Almaden Expressway, Cherry 
Avenue and Jarvis Avenue would be inspected and any sediment accumulation would be 
removed when exceeding acceptable maintenance limit. ACM lining would also be inspected 
and repaired as necessary. Maintenance road would be sprayed with preemergent and 
postemergent herbicides annually. Any vegetation overhanging into the maintenance road 
from the adjacent properties would be pruned. 

Maintenance Standards 

The flow area of the proposed flood control channel would require periodic clearing. Maximum 
levels of vegetation and sediment which can be allowed within the flow area without jeopardizing 
the 100-year flood flow capacity have been identified during the hydraulic design. These maximum 
levels are called acceptable maintenance limits and are listed in Table 3.21 and shown in 
Figures 3.50 to 3.81. The estimated annual maintenance costs, based on these maintenance 
limits/standards, are summarized in Table 3.22. 
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Maintenance Standards for Sediment and Vegetation Removal 
Guadalupe River—Highway 101 to 1-880 and 1-280 to Blossom Hill Road 

(continued) 


Readies 6, 7, and 8: 1-280 to Willow Glen Way 



Facility Type 

it lainleiiam • Issue 

Acceptable Maintenance Limit 

i : <wiiirinniKc Criteria 

Existing Natural 
Channel 

Channel Invert 

Woody Vegetation (Willows, Cottonwoods, 
bamboo, etc.) 

Height of tallest vegetation outside a 25' 
wide corridor exceeds 1(1'. No woody 
vegetation within the 25' corridor. 

In conjunction with herbicides program, remove or cut 
vegetation outside of the 25' wide corridor to height 
of 1' or less and chemical treatment of huger stumps. 



Flexible Vegetation (brush, vines, etc.) 

Vegetation occupies entire invert 

After herbicides treatment, remove all brush from 25' 
wide corridor. 


East and West Banks 

Vegetation 

Control of nonnative species 

Hand removal and control of nonnativc species with 
herbicides. Dead or fallen trees, and trash would be 
removed. 

Gabion Bypass 

Channel 

Channel Invert 

Streambed Scour 

Uniform Sediment 

Expose 2' of cutoff wall 

Sediment above first gabion course (1.5') 

Place rock, restore bed. 

Remove sediment. 



Local Sediment (bars, sloughs, etc.) 

Woody Vegetation (Willows, Cottonwoods, 

Bamboo, etc.) 

Sediment above second gabion course 
(3.0') 

Height of tallest vegetation exceeds 10' 

Remove sediment. 

In conjunction with herbicides program, remove or cut 
vegetation on invert to height of 1' or less and 
chemical treatment of large stumps. 



Flexible Vegetation (brush, vines, etc.) 

Vegetation occupies entire invert 

After herbicides treatment, remove all brush from toe to 

toe. 


East and West Banks 

Vegetation 

Control of nonnative species 

Control of nonnative species witli herbicides and hand 
removal. Dead or fallen trees, and trash would be 
removed. 


Revegetation Areas 

Vegetation 

Control of nonnative species 

Hand removal and control of nonnativc species with 
herbicides. Dead or fallen trees, and trash would lie 
removed. 


Maintenance Roads and 

Vegetation on Roads 

No vegetation on roads 

Spray prccmcrgcnt and postemergent herbicides. 


Ramps 

Vegetation Overhanging 

Vegetation overhanging into roadway 

Cut back overhanging vegetation to edge of maintenance 
road up to the height of 12'. 
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TABLE 3.21 

Maintenance Standards for Sediment and Vegetation Removal 
Guadalupe River—Highway 101 to 1-880 and 1-280 to Blossom Hill Road 

(continued) 



iaif'» 

Maintenance issue 

| Acceptable Maintenance Limit 

1 i -• B9H ■ 1 


Revegetation Areas 

Vegetation 

Control of nonnative species 

Hand removal and control of nonnative species with 
herbicides. Dead or fallen trees, and trash would he 
removed. 


Depressed Maintenance 

Vegetation on Roads 

No vegetation on roads 

Sprayed preemergent and postemergent herbicides. 


Roads and Ramps 

Vegetation Overhanging 

Vegetation overhanging into roadway 

Cut hack overhanging vegetation to edge of 
maintenance road up to the height of 12'. 

Gabion Bypass 

Channel Invert 

Streambed Scour 

Expose 2 ' of cutoff wall 

Place rock, restore bed. 

Channel (Upstream 
of Capitol 

Expressway) 


Woody Vegetation (Willows, Cottonwoods, etc.) 

Height of tallest vegetation exceeds 10' 

In conjunction with herbicides program, remove or cut 
vegetation on invert to height of 1' or less and 
chemical treatment of large stumps. 



Flexible Vegetation (brush, vines, etc.) 

Vegetation occupies entire invert 

After herbicides treatment, remove till brush on invert. 


East and West Banks 

Vegetation 

Control of nonnative species 

Hand removal and control of nonnative species with 
herbicides. Dead or fallen trees, and trash would he 
removed. 


Revegetation Areas 

Vegetation 

Control of nonnative species 

Hand removal and control of nonnative species with 
herbicides. Dead or fallen trees, and trash would he 
removed. 
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TABLE 3.21 

Maintenance Standards for Sediment and Vegetation Removal 
Guadalupe River—Highway 101 to 1-880 and 1-280 to Blossom Hill Road 

(continued) 
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TABLE 3.22 

Annual Maintenance Cost Estimate Summary 
for Preferred Project 


Vegetation Removal 

$85,000 

Sediment Removal 

$15,000 

Trash and Debris Removal 

S10,000 

Maintenance of Revegetation Sites 

$125,000 (during establishment period—5 years) 

Monitoring of Revegetation Sites 

$25,000 
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IMPACTS TO DISTRICT'S GROUNDWATER RECHARGE PROGRAM 


Several elements of the preferred project would impact the District's groundwater recharge program. 
General soil disturbance from channel improvement and construction activities would reduce the natural 
recharge capacity of the Guadalupe River and Ross Creek. During construction, temporary disruptions 
to the recharge program may occur due to temporary dewatering activities. 

Upstream of Capitol Expressway in the Guadalupe River and in Ross Creek, the proposed channel 
sideslopes would be lined with gabions and ACMs. These linings would preclude recharge along the 
channel banks. Preliminary results showed that 0.9 acre of sideslopes would be impacted from Capitol 
Expressway to Branham Lane in Guadalupe River and 1.6 acres in Ross Creek. 


MITIGATION OF IMPACTS TO THE RECHARGE PROGRAM 


The proposed channel widening upstream of Capitol Expressway in the Guadalupe River and in Ross 
Creek would increase recharge area in the channel bottom. Preliminary calculations showed that an 
additional 2.5 acres of bottom areas would be created from Capitol Expressway to Branham Lane in 
Guadalupe River and 1.6 acres in Ross Creek. As shown in Table 3.23, there would be a net gain of 
1.6 acres in recharge. 


TABLE 3.23 

Impacts of Preferred Project oil Recharge Areas 


Creek 

Name 


Pre-project 

Bottom 

Area 

Pre-project 
Side Slope 
Area 

Post-project 

Bottom 

Area 

Post-project 
Side Slope 
Area 

■ 

Guadalupe 

River 

U/S of Bryan Avenue 

1.8 acres 

0.3 acres 

2.3 acres 

0.1 acres 

+0.3 

acres 

Guadalupe 

River 

U/S of Capitol Avenue 

2.4 acres 

0.8 acres 

3.8 acres 

0.7 acres 

+ 1.3 

acres 

Ross 

Creek 

U/S of Almaden Expressway 

0.5 acres 

1.0 acres 

1.6 acres 

0.0 acres 

+0.1 

acres 

Ross 

Creek 

U/S of Cherry Avenue 

0.2 acres 

0.6 acres 

0.7 acres 

0.0 acres 

-0.1 

acres 

Net Change 

+ 1.6 

acres 


Water surface elevations during major storms would be lower with than without the preferred project. 
The decrease in water levels in the river would decrease the duration and frequency of flooding in the 
streets. 
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Chapter 3—Capital Improvement Project 


At Canoas Creek, floodwalls would be constructed along the north and south banks of the creeks. Since 
there are levees existing on both the north and south banks, the floodwalls would not incur additional 
impacts to the local drainage. 


MITIGATION OF IMPACTS TO LOCAL DRAINAGE 

To prevent reverse flow during major storms, flap gates would be installed at the storm drain outlets. 
Maintenance of these storm drain outlets and flap gates would be the responsibility of the owners of the 
storm drain systems. 


During the course of the study, District staff met with various homeowners, residents, businesses, and 
public agencies. Three public meetings were held in March 1989, where the project’s background 
information and the flooding, erosion, and maintenance problems in the Guadalupe River were presented. 
Possible alternatives solutions along with the District's selected project solution were also discussed. The 
260 people who attended those meetings were generally supportive of the flood control efforts. 

Later in the year, District staff met with several smaller groups of residents to discuss concerns specific 
to their respective areas of the project. Each meeting has helped the staff revise the preferred project plan 
to incorporate community concerns. The concerns have included environmental impacts, adequacy of 
mitigation measures, increased noise, safety, and visual impacts. 

In February 1990, District staff met with the Corps, the USFWS, and the State Department of Fish & 
Game. In response to concerns of the regulatory agencies, the EIR has addressed the project's impacts 
to the existing wildlife and vegetation and the proposed mitigation for those impacts. In addition, the EIR 
also contained an archaeological and historical impacts assessment, visual impacts assessment, traffic 
impacts assessment, and a relocation report for those properties directly impacted by the project. 

A relocation meeting was held in April 1990 with all owners whose properties may be acquired by the 
project. At the meeting, the District's acquisition procedure and property owner's rights were explained. 
The meeting was attended by over 50 owners and tenants. 

Three public map review sessions were held in December 1991 to present the revised preferred project. 
The public was able to review the engineering drawings and sketches, speak individually with the 
engineers and environmental staff, and offer concerns for improving the plan. Two concerns expressed 
were for park trails and the aesthetics of stepped gabions. Approximately 100 people attended the 
meetings. The reactions and impressions of the participants were largely positive. 

In May 1995, three public meetings were held where the preferred project was presented. The 100 people 
who attended the meetings were generally supportive of the project and many would prefer to have a 
shorter construction schedule. 

In January 1992, District staff made a presentation to representatives of several City of San Jose 
departments including Public Works. Planning, Airport. Traffic. Sanitary, Transportation, and Parks. 
All parties present were generally satisfied with the preferred project. The City Parks staff provided 
guidance from their Guadalupe River Park South Master Plan so that the project elements are 
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complimentary, and their goal of one continuous trail becomes possible. The following are some of the 
general features that has been incorporated into the preferred project in response to the City’s 
recommendations. 

City of San Jose Transportation Department 

The following City guidelines on vehicular and pedestrian circulation would be followed: 

° Whenever bridges are closed and streets are realigned, traffic would be rerouted to parallel 
routes with minimal impacts to existing traffic circulation. 

• Temporary closure of bridges or street would be performed only after traffic impacts, 
duration, time, safety, and community concerns have been thoroughly studied. 

• Every effort would be made to maintain pedestrian access to public transit systems, parks, 
and schools. 

° Emergency vehicles would be provided with at least two access points to a given 
neighborhood in the event of an emergency. 

° At least 3 months advance notice to the City of San Jose Communications, and at least 
72 hours notice to the Department of Streets and Traffic would be provided for all detours 
and closures. 

° Due to the limited number of crossings along the Guadalupe River, no two adjacent bridges 
or streets would be closed to through traffic at any one time. 

° The community would be kept informed of any and all closures, detours, construction noise, 
or other activities which may pose an inconvenience to the residents of the nearby areas. 
The District would develop a comprehensive community relations plan to pro-actively deal 
with these issues. 

• Contractors would acquire approval from the City for hauling fill and excavation materials 
on City streets. 

In specific reaches, the following requests were incorporated: 

Reach 6 

The District would maintain pedestrian access across Guadalupe River at all times to allow 
access to the Virginia Light Rail Station. 

Reach 7 

Closure of Willow Street would be performed only upon approval by the City. 
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Reach 8 

The District would maintain pedestrian access to nearby schools and parks at all times. 

The intersection of Mackey Avenue, Willow Glen Way, and Northern Avenue would be 
improved such that Northern Avenue ends at Mackey Avenue, and Mackey Avenue extends 
to Willow Glen Way to provide for safer vehicle and pedestrian access. The District and the 
City would cost-share on the bridge and street realignments. 

Reach 9 

Closure of Curtner Avenue would be performed only upon approval by the City. 

Reach IOC 

Hillsdale Avenue Bridge would be removed only after Pearl Avenue Bridge has been 
constructed. The District would enter an agreement with City and/or property owner to cost- 
share on the new bridge up to the amount which would have been required to replace 
Hillsdale Avenue Bridge. 

Reach 12 

The City plans to construct future Chynoweth Avenue which will affect approximately 
1.4 acres of the existing percolation ponds. The City would place fill over the existing 
percolation ponds to accommodate a longer approach to the bridge and minimize the bridge 
span length across the river. The mitigation for lost recharge due to the City’s impacts 
would be included in the District's proposed mitigation pond in this reach. The City would 
enter an agreement with the District to purchase land and perform work for which the City 
would later reimburse the District. 

Canoas Creek 

Closure of Nightingale Drive would be performed only upon approval by the City. 

City of San Jose Design and Construction Department 
The following City requests were incorporated: 

Reach A 

The contractor's operation northerly of Airport Boulevard would be regulated to minimize 
impacts to Airport Boulevard. 

The proposed access roads that connect to Airport Boulevard will impact the existing 
landscaping and irrigation systems. Plans for replanting, relocation and protection the 
landscaping would be coordinated with the Airport Department. 
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Reach 6 

The 8-inch sanitary sewer at Harliss Avenue and West Virginia Street would be relocated to 
avoid the new bridge abutment. 

The existing 8-inch outfall on the east bank at the southerly side of West Virginia Street 
would be abandoned and the drainage taken into the 42-inch storm drain line existing at the 
northerly side. A new manhole and outfall would be constructed to clear the new bridge 
abutment. 

Reach 7 

The sanitary sewer siphon in Willow Street between Minnesota Avenue and Route 87 would 
be reconstructed. 

Reach 8 

The existing sanitary sewer siphon between Creek Drive and Mackey Avenue would be 
replaced by a new 8-inch gravity main parallel to the proposed box culvert connecting to the 
10-inch main in Alma Avenue. 

Reach 9 

The existing twin 12-inch siphon at Curtner Avenue Bridge would be relocated. 

Reach 11 

The grade of the maintenance road upstream of Capitol Expressway would be revised to 
provide unobstructed functioning of the existing 42-inch outfall. 

City of San Jose Paris and Recreation Department 

The following City guidelines were incorporated: 

o New bridge crossings would have a minimum vertical clearance of 12 feet above 
undercrossings to allow for continual access. 

° Proposed access ramps would have a maximum grade of 5 percent to accommodate the 
disabled. 

In specific reaches, the following requests were incorporated: 

Reach A 

The proposed maintenance road along the west bank would be located along the top of bank. 
Undercrossings with minimum 12-foot clearance would be provided under all bridges. 
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Reach 6 

Any areas which consist of l A acre or more and are determined by the District as excess land 
would be available to the City for possible mini-park areas. 

Reach 7 

A 10-foot wide sidewalk would be provided on the south side of the new Willow Street 
Bridge and on the north side of the new Alma Street Bridge to accommodate heavy 
pedestrian traffic which would use these bridge crossings for trail access. 

Reach 8 

The existing sidewalks and street trees on Mackey Avenue would be preserved. 

Reaches 9 and 10A 

A continuous 8-foot wide sidewalk on the east side of Almaden Road and bicycle lanes on 
both sides of the street would be provided. 

Reaches 10B and IOC 

A 10-foot wide sidewalk would be provided on the south side of the bridge to accommodate 
heavy pedestrian traffic which would be associated with trail access. 

Consistent with the District’s creekside development policy, adequate space for a frontage 
road would be provided adjacent the new east top of bank. 

San Jose Water Company 

The following guidelines on the San Jose Water company facilities would be followed: 

• Adequate space in new bridges and over new culverts for replacing water mains would be 
provided. 

• All new water mains and wells would be installed by SJWC staff only. 

° Project sites would be potholed to determine the locations of existing water mains. Potholing 
costs will be of District cost. 

° When removing water mains from service, all necessary tie-ins and caps would be installed. 

• All existing services would be transferred to the new mains. 

» Current fire flow requirements set by the San Jose Fire Department would be maintained. 
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In specific reaches, the following requests were incorporated: 

Reach 6 

Before the water main at McLellan Avenue is disconnected, a 6-inch main on Grant Street 
from Palm Street to Vine Street, a 6-inch main on Palm Street from West Virginia Street to 
Grant Street, and a 6-inch main on Harliss Avenue from Willow Street to West Virginia 
Street would be installed. Two 6-inch tie-ins would also be installed for this reach. 

Reach 7 

An 8-inch bypass main would be installed at Alma Avenue to maintain service to the east 
side of the river before the 8-inch main at Willow Street is temporarily removed from service 
during bridge construction. The water main on the north end of Lelong Street would be 
permanently taken out-of-service. Adequate space for the 8-inch main in the new Willow 
Street Bridge and above the new culvert at Alma Avenue would be provided. 

Reach 8 

The 20-inch main at Willow Glen Way would be temporarily removed from service during 
bridge construction (the 8-inch main at Curtner Avenue would remain in service). The 
existing 6-inch main would be permanently capped and not replaced. Adequate space for the 
replacement of the 20-inch main in the new bridge would be provided.. 

Reach 9 

The relocation of Well No. 5 at Willow Glen Way Station would include replacement of a 
tank, the existing well, booster pumps, station piping and electrical. The relocation site for 
the new well would be in close proximity to the existing well location. 

The 8-inch main at Curtner Avenue would be temporarily removed from service during 
bridge construction except the 20-inch main at Willow Glen Way. The District would 
provide adequate space for the replacement of this 8-inch main in the new bridge. One 6- 
inch tie-in would be installed for this reach. 

Reach 10 

The 16-inch main near Wren Drive would be protected during the construction of the 
maintenance ramp. 

Reach 11 

Improvements to Bryan Avenue Station would include relocating an existing 17 Winch main, 
lowering Well No. 4, eight 5 /s-inch blowoff, and well appurtenances. 
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Canoas Creek 

Adequate space between the existing 16-inch main under Nightingale Drive and the proposed 
additional 9- by 9.5-foot RCB, as well as, between the existing 16-inch main at Almaden 
Expressway and the proposed additional 20- by 12-foot RCB culvert would be provided. If 
these two mains are to be replaced, only one main would be out-of-service at any one time. 

Ross Creek 

The District would protect the existing 21-inch main that is located above the existing culvert 
when constructing the proposed additional 20- by 10-foot RCB culvert. A bypass main 
would be provided if the 21-inch main is to be taken out-of-service during culvert 
construction. 


PROJECT COST, FINANCING, AND STAGING 


The estimated total first cost of the preferred project is SI 14.0 million of which S47.4 million is right of 
way acquisition, S64.0 million is construction related, and S2.6 million is mitigation. An estimate of 
reach by reach costs are summarized in Table 3.24. 

The preferred project would be funded by existing revenues generated in the Central Flood Control Zone. 
These sources include the District's allocation of the 1 percent property tax and flood control benefit 
assessments. 

It is preferred that the construction starts in Reach 6 and progress upstream to provide maximum amount 
of flood protection as soon as possible without inducing flooding downstream. Vegetation installation in 
Reach 12 is proposed to start approximately in the same construction season as. Reach 6 to provide 
immediate compensation for temporal loss of habitat due to the project. The estimated construction 
schedule is provided in Table 3.25. As shown in the table, the project construction could begin in Fiscal 
Year 1997-98. The schedule may vary depending on permit conditions, available funding and staging of 
construction elements. The schedule assumes continuation of benefit assessment revenues beyond the year 
2000. Without these revenues the completion of all the proposed facilities could be delayed up to 
20 years. Also, if another more costly alternative is constructed, for every $10 million increase in the 
project, there will be a 5-year delay in solving other flooding problems within the Central Zone. A 5-year 
delay exposes residents of the floodplain to 5 more years of the possibility of incurring flood damage. 
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TABLE 3.24 

Guadalupe River—Summary of Preferred Capital Improvement Project 


Reach 

Limits 

Proposed Measures 

Total 

Cost 

(millions) 

A 

Bayshore to 1-880 

Levees, floodwalls, and 
maintenance roads 

SI.6 

6 

1-280 to SPRR 

Gabion bypass channel 

S19.0 

7 

SPRR to UPRR 

Gabion bypass channel 

S21.0 

O 

O 

UPRR to Willow Glen Way 

Gabion bypass channel 

S10.3 

9 

Willow Glen Way to Curtner 
Avenue 

Selective widening and 
cribwall lining 

S13.8 

10 

Curtner Avenue to Capitol 
Expressway 

Bank widening, levee and 
widened gabion channel with 
revegetation 

S13.2 

11 

Capitol Expressway to Branham 
Lane 

Widened gabion channel 

S10.8 

12 

Branham Lane to Blossom Hill 
Road 

Levee and revegetation area 

S18.3 

Canoas Creek 

Guadalupe River to Nightingale 
Drive 

Floodwalls 

SI.8 

Ross Creek 

Guadalupe River to Jarvis Avenue 

Widened channel with 
articulated mat lining 

' S3.7 

Guadalupe River, Alamitos Creek, and Guadalupe 
Creek 

Fish Barrier Modifications 

SO.5 

TOTAL 

SI 14.0 
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TABLE 3.25 

Guadalupe River 1-101 to 1-880—1-280 to Blossom Hill Road 
Capital Improvement Project Cost and Schedule Summary 


— 

Scheduled 

Construction 1 

Right of Way 
($ M) 

Mitigation 

<s'm) 

Construction 
(S Mi) 

■ 

mm 

A 

1998-1999 

0.0 

0.0 

1.6 

1.6 

6 

1998-1999 

11.3 

0.2 

7.5 

19.0 

7 

1999-2001 

00 

o 

0.2 

12.8 

21.0 

8 

2002-2003 

5.3 

0.0 

5.0 

10.3 

9 

2008-2010 

3.9 

0.2 

9.7 

13.8 

10 


CO 

cn 

1.0 

oo 

13.2 

11 

2021-2023 2 

3.0 

0.3 

7.5 

10.8 

12 

1998-1999 

12.1 

0.7 

5.5 

18.3 

Canoas Creek 

2022-2023 

0.0 

0.0 

1.8 

1.8 

Ross Creek 

2017-2018 

0.0 

0.0 

3.7 ■ 

3.7 

Fish Barrier 
Modifications 2 

1997-2023 - 

0.0 

0.0 

0.5 

0.5 



47.4 

2.6 

64.0 

114.0 


1 Assumptions: (1) no federal funding; (2) benefit assessment continues beyond year 2000. In 
the current program in the District's Central Zone the average homeowner pays S30 per year 
for benefit assessment. That program will sunset in the year 2000 if not continued by voters. 

2 Including fish barrier removal.^Interim fish barrier remediation will be provided. 
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Chapter 3—Capital Improvement Project 


CONCLUSIONS AND RECOMMENDATIONS 

The existing flood carrying capacity of Guadalupe River between Highway 101 and Interstate 880 and 
between Interstate 280 and Blossom Hill Road is less than 1 percent design flow. This is the last portion 
of the Guadalupe River that lacks 1 percent flood capacity. A 1 percent flood in these reaches would 
affect over 7,000 existing structures resulting in estimated damages of $200 million. 

The preferred project would provide protection to the community from the 1 percent flood and would 
accomplish most of the objectives of the District and community. The following are the beneficial impacts 
of the project: 

° Flooding: Provides flood protection from 1 percent flood. 

0 Maintenance: Provides better access for maintenance and requires less intensive maintenance 
activity in the natural stream. 

° Erosion: Repairs areas of active erosion, and protects banks from future erosion potential. 

° Sedimentation: Requires less frequent sediment removal in the channel. 

0 Local drainage: Decreases the duration and frequency of flooding in the streets and local ponding. 

0 Water quality: Decreases sediment and turbidity in water contributed from erosion of banks. 

Identifies illicit connections to storm drain outfalls in support of nonpoint source program. 

• Water supply: Increases groundwater recharge potential. 

8 Riparian vegetation: Mitigates impacts onsite and on adjacent lands and re-establishes a continuous 
riparian corridor along the stream with an additional 6,600 linear feet of overwater vegetation and 
9 acres of riparian forest. 

8 Wetlands: Mitigates impacts onsite and on adjacent lands. 

8 Wildlife habitat: Mitigates impacts onsite and on adjacent lands and re-establishes a continuous 
habitat corridor along the stream with an additional 6,600 linear feet of overwater vegetation and 
9 acres of riparian forest. 

■> Fish habitat: Mitigates impacts on site and on adjacent lands, establishes a continuous riparian 
corridor, creates a continuous low-flow channel, removes all 8 fish barriers and provides fish 
access to 19 miles of stream habitat. 

» Recreation: Complements the City's park and trail master plan and allows for 6 miles of future 
park and trail development that will connect Alamitos Creek to downtown San Jose. 

Therefore, it is recommended that the preferred project be approved and plans be prepared for 
construction of the project. 


R9616 


3-219 






— 











MAP AMD GENERAL PLAN 

FOR 

GUADALUPE RIVER 

FROM 


HIGHWAY lOI TO INTERSTATE 880 


AND FROM 

TO BLOSSOM HILL ROAD 


Santo Clara Valley Water District 
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REFERENCE INFORMATION AND NOTES 

1. All cross sections or typical sections shown are looking upstream. 

2. All proposed floodwalls shall be architecturally treated. 

3. All proposed and existing maintenance roads shall be paved with minimum 6" crushed rock. 

4. All existing concrete rubble in channel inverts shall be removed wherever possible. 

5. AJI proposed levees and floodwalls shall be constructed at a minimum 3.5 feet above the 1% WSEL 

6. All elevations are based on NGVD 29. 
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.SCALE:. 1 


- STA. 486+00± TO STA. 502+75+- 

SEE SHEET 20-A, SECTION A FOR TYPICAL SECTION 


STATE PROPOSED HIGHWAY 87 
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•Exist. Top of West Bank 
(Airport Boulevard) 


BEGIN PROPOSED \ 

Interim levee 

EAST BANK (SEE NOTE 8)~\ 

END PROPOSED LEVEE 
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Exist. Top of 
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FLOODWALL AND PROPOSED 
EAST BANK LEVEE 
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BEGIN PROPOSED LEVEE 
WEST BANK 


PROPOSED RAMPS- 
WEST BANK 


PROPOSED DEPRESSED MAINT. 
RD. EAST BANK (SEE NOTE-2) 


1% WATER SURFACE 
(SEE NOTE 1) 
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■Exist. Ramp 
East Bank 


PROPOSED DEPRESSED 
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PROPOSED RAMPS 
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East Bank 


PROPOSED RAMPS- 
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PROFILE SCALES 
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PROPOSED;RAMP 
WEST BANK 


HORIZ: 1 
VERT:R 1” 


PROPOSED DEPRESSED 
MAINT. ROAD, EAST \ 


AND WEST BANKS 


PROPOSED RAMPS 
WEST BANK 


Exist ; Channel Bottom (See Note 9) 


480+00 


485+00 


490+00 


495+00 


500+00 
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DESCRIPTION 


Santa Gara Voley Water District ^ 


DATE 
10/4/96 


E R 


AS SHOWN 


2. Construction is proposed to be done by others. 

3. Reference starting WSEL baBed on the Guadalupe River Capacity Restoration Project from SPRR To HWY 101. 

4. All utility locations ore approximate and any relocation will be coordinated with the appropriate owner. 

5. Floodwalis are to be architecturally treated. 

6. Maintenance road to be surfaced with minimum 6" crushed rock. 

7. See sheet 36 for bridge section. 

8. An Interim Levee on the East Bank will be constructed if the proposed HWY 87 will not be constructed prior 
to District construction of this reach. AJI existing levees will be tested; if unstable, they will be reconstructed. 


USE SCALE BELOW 


DC/n/AR 
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CHECKED 
D. CHEONG 


I— 3 INCHES ON ORIGINAL PUN ~A 


9. Invert based on 3/96 SCVWD Survey information. 


SUPERVISING ENGINEER 


R.C.E. NO. 25093 


10. Levee elevations raised to accomodate future SRA mitigation. 
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SEE SHEET 20-A, SECTION C 
FOR TYPICAL SECTION 


i STA. 520+00± TO i 
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SEE SHEET 20-A, SECTION B 
FOR TYPICAL SECTION 


PROPOSED HIGHWAY 87 

EMBANKMENT 

(SEE NOTE 2) 


BEGIN PROPOSED LEVEE 
WEST BANK 


BEGIN PROPOSED LEVEE 
WEST BANK 


END PROPOSED LEVEE WEST BANK 
AND INTERIM LEVEE EAST BANK 


Exist. Levee East Bank 


END PROPOSED LEVEE- 
WEST BANK 


Exist. Levee West Bank 


PROPOSED LEVEE WEST BANK 
AND INTERIM LEVEE EAST BANK 


Exist.] West Bank 


(SEE NOTE 6) 


IX WATER SURFACE - 
(SEE NOTE 1) 


RAMPS; 


PROPOSED ... 
EAST BANK 


(SEE. NOTp- 2 ) 


PROPOSED RAMPS 
„ EAST BANK . / 


PROPOSED RAMP 


PROPOSED DEPRESSED MAINTENANCE 
RD. AND REVEG. AREA EAST BANK 
(SEE NOTE 2) - 4 


PROPOSED RAMPS 


PROPOSED 


PROPOSED RAMPS 
WEST; BANK 


WEST BANK 


Exist Channel Bottom 
(See Note 7) 


Exist Main t. Rd. 


:ast Bank 


PROFILE SCALES 


PROPOSED 

ROCKUNINl 


HORIZ: 


VERT: 1 


530+00 


520+00 


510+00 


515+00 


DATE 

10/4/96 


DESCRIPTION 


REFERENCE INFORMATION AND NOTES 

1. Qf %=17,000CFS; Q10%= 12,800 CFS 

2. Work to be done by others (Including the ramps and maint. road at the east bank). 

3. All utility locations are approximate and any relocations will be coordinated with the appropriate owner. 

4. Maintenance road to be surfaced with minimum 6" crushed rock. 

5. See sheet 36 for bridge sections. 

6. An interim levee on the east bank will be constructed if the proposed HWY 87 will not be constructed prior 
to District construction of this reach. All exist, levees will be tested; if unstable they will be reconstructed. 

7. Invert based on 3/96 SCVWD Survey Information. 

8. Levee elevation raised to accomodate future SRA mitigation. 


Santa OaraVciey Water District 


AS SHOWN 


HIGHWAY 101 TO INTERSTATE 880 
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PROJECT ENGINEER 
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STA. 537+00 MATCH: LINE j SHEET 4 



PR0PER7 J£S 


STATE PROPOSED,' RETAINING. WAtf. POUTE M 


EXIST. PG&E TOWER 
TO BE RELOCATED 
(SEE NOTE 2) 


Exist. Easement 

,— EXIST. PG&E TOWER 
/ TO BE RELOCATED 

/ (SEE NOTE 2) 


.STATE PROPOSED HIGHWAY 87i 
(EXISTING GUADALUPE PARKWAY); 


EXIST. PG&E TOY/ER 
TO BE RELOCATED 
(SEE NOTE 2) 'Z:.. 


STATE PROPOSEt 
TOE OF FILL 


PROPOSED DEPRESSED MAINTENANCE 
ROAD (SEE NOTE 2) 




AIRPOR 


jn^erna 


STA. 540+00± TO I 
STA. 542+50± r*~ 

SEE SHEET 20-B, SECTION D 
FOR TYPICAL SECTION 


STA. 548+00± TO STA. 576+00± ---- 

ET 20-B, SECTION E FOR TYPICAL SECTION 


STATE PROPOSED HIGHWAY 87 

EMBANKMENT 

(SEE NOTE 2) 


Exist. Levee East Bank- 


END PROPOSED LEVEE 
WEST BANK 


IS WATER SURFACE 
(SEE NOTE 1) 


PROPOSED RAMP 


WEST BANK 


PROPOSED RAMP 
WEST BANK 


PROPOSED DEPRESSED MAINE. RC 
* REVEGETATION AREA EAST BANK 


PROPOSED RAMP 
WEST ;BANK 


PROFILE SCALES 


HORIZ: 1 ” = 100 
VERT: 1” = 5’ 


Exist: Chorine! Bottom 


I Exist. 8” Cast ird; Sanitary. 
Sewer Siphon (Ap/rox. Locatjon)__ 
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DATE 

10/4/96 


DESCRIPTION 


REFERENCE INFORMATION AND NOTES 

1. Q1%=17,000 CFS; Q10%= 12,800 CFS 

2. Work to be done by others. 

3. All utility locations are approximate and any relocations v/iil be coordinated with the appropriate owner. 

4. Maintenance road to be surfaced with minimum 6" crushed rock. 

5. Invert based on 3/96 SCVWD Survey Information. 

6. All existing levees will be tested; if unstable, they will be reconstructed. 

7. Levee elevation raised to accomodote future SRA mitigation. 
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PROPOSEO EASEMENT 


£ INTfeNATJONAl 'AJRPOJ 


'ROPOSED ifiOUTFALL 
I//FLAPGATE f|ST BANK 


-STA. 548+00± TO STA. 576+00±- 

SEE SHEET 20-B, SECTION E FOR TYPICAL SECTION 


Exist. HIGHWAY 880 Overpass 

Skewed to Control Line 
(See Note 5) 


Soffit El 64.2 

PROPOSED 12V , 

OUTFALL W/FLAPGATE / 
WEST BANK / 


Exist. Levee West Bank 


STATE. PROPOSED HIGHWAY 87 


'EMBANKMENT. 


-1% WATER SURFACE 
(SEE NOTE 1) 


Exist. Ramps 
East Bank 


PROPOSED RAMP 
WEST BANK I (\ 


PROPOSED DEPRESSED MAI NT. RD. 
AND REVEG. AREA EAST BANK 
(SEE NOTE 2) 


PROFILE-SCALES 


Exist. Armorf/ex 
Lining 


HORIZ: 1 
VERT; 1 ” 


Exist. Channel Bottom 
(SEE NOTE 6) I 


'— Exist. Stone 
Mat Anchor 


565+00 


570+00 


575+00 


580+00 


Santo OaraVcJey Water District fa 


DESCRIPTION 


REFERENCE INFORMATION AND NOTES 

1. Q1%=17,000 CFS; Q10%=12,800 CFS. 

2. Work to be done by others. 

3; All utility locations are approximate and any relocation will be coordinated with the appropriate owner. 

4. Maintenance road to be surfaced with minimum 6" crushed rock. 

5. See sheet 36 for bridge sections. 

6. invert based on 3/96 SCVWD Survey information. 

7. All existing levees will be tested; if unstable, they will be reconstructed. 
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GUADALUPE RIVER 


AS SHOWN 


HIGHWAY 101 TO INTERSTATE 880 
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ENGINEERING APPROVAL 


CHECKED 
D. CHEONG 


PROJECT ENGINEER 


R.C.E. NO. 48911 


ELEVATION n feet 

























































<#****&» 






PROPOSED R/W WITH 72' 
BUCK VINYL COATED FENCE 


MAINTENANCE RD. 


PROPOSED LEVEE 
(SEE NOTE 7) 


CORPS DOWNTOWN 
PROJECT LIMIT 


- REACH 6 - 

NATURAL CHANNEL PROFILE 


STA. 718+50± TO STA. 725+00± 
— SEE SHEET 20-B, SECTION F- 
FOR TYPICAL SECTION 


STA. 731 + 10±1TO STA. 737+40± 
— SEE SHEET 21-A, SECTION A" 
FOR TYPICAL SECTION ! 


W. VIRGINIA ST. BRIDGE 


PROPOSED LEVEE 
AND MAI NT. RD. 
WEST BANK ! 


Skewed To Control Line 
Exist. Soffit El. 97.1 ‘ 
(See Note 6) 

EL. 98.0' 


Exist East Bank- 


Exist. West Bank 


1% WATER SURFACE 
(SEE NOTE 2) 


PROPOSED RAMP 
EAST BANK 


PROPOSED ELEVATION OF DEPRESSED 
BENCH TO BE REVEGETATED j 


10% WATER SURFACE 
(SEE NOTE 3) 


/ ^— PROPOSED RAMP 

/ EAST BANK 

POTENTIAL COFFER \ ^ 

DAM SITE (TEMP | 

DURING CONSTRUCTION) 1 \ 


SEE SHEET 10A FOR 
BYPASS CHANNEL PROFILE 


CORPS PROPOSED DEPRESSED 
MAI NT. ROAD 


PROPOSED 

RAMP 

EAST BANK 


POTENTIAL COFFER 
DAM SRE (TEMP ^ 
DURING CONSTRUCTION) 


PROFILE SCALES 


Channel Bottom 


-Exist channel bottom 


HORIZ: 1 
VERT: T 


PROPOSED MATTRESS 
GABIONS AT 2:1 


CONFORM TO 
EXISTING 


715+00 


720+00 


725+00 


'35+00 


730+00 


DESCRIPTION 


REFERENCE INFORMATION AND NOTES 

1. See gabion planting box details on Sheet 34. 

2. 01 14,600 CFS.( natural channel Q1%=4,750 CFS from Sta. 717+OOi TO Sta. 728+40+. See Sheet 10A 

for bypass channel.) 

3. Q10%=o,500 CFS. (natural channel Q10%=3,045 CFS from Sta. 717+00+ to Sta. 737+90+. See Sheet 10A 

10A for bypass channel). 

4. Reference starting water surface from Schaff and Wheeler Model Study 1990. 

5. All utility locations are approximate and any relocations will bs coordinated by the appropriate owner. 

6. See bridge section on sheet 36. 

7. Existing levee will be tested for stability. If usable, levee would be stabalized. 
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Santo OaroValey Water District 


AS SHOWN 


INTERSTATE 280 TO BLOSSOM HILL ROAD 

PLAN AND PROFILE 
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CHECKED 
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_ REACH 7 _ 

NATURAL CHANNEL PROFILE 


STA. 751+85± TO STA. 761+80± 

SEE SHEET 21-A, SECTION B FOR TYPICAL SECTION 


SPRR BRIDGE 


To \Contro! Line 


Skewed 

Exist Soffik EL. 108.0 
(See Note p) .! ... 


Exist. West Bank Levee 


WILLOW ST, BRIDGE 

Skewed To Control Line 
Exist. Soffit EL 104.1 ‘ 
(See Note 7) 


■—- Exist. West Bank — 

(Adjacent Ground To Levee) 


Exist. East Bank 


PROPOSED ELEVATION OF EAST BANK 
DEPRESSED BENCH TO BE; REVEGETAT 


1% WATER SURFACE 
[SEE NOTE; 2) 


PROPOSED RAMP 
WEST BANK 


■Exist. Channel Bottofn 


POTENTIAL COFFER DAM SITE 


(TEMP DURING; CONSTRUCTION) 


18” VCP Son. Sewer Siphon 
Approx. Location 


AS SHOWN 


R OUTE 87 OVERPASS 

Skewed To Control Line 
Exist. Soffit EL. 104.9' 
(See Note 7) . 


EL 98.2 * l~ ~ 


-10% WATER SURFACE 
(SEE NOTE 3) 


PROPOSED RAMP 
WEST BANK 


to.—f 

; -$> i 

K- --- 
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DESCRIPTION 


REFERENCE INFORMATION AND NOTES 
1 See erosion repair details on sheet 35. 

2. Q1% = 14,600 CFS; (natural channel Q1% = 4,470 CFS from Sta. 737+90± to 

Sta. 761+B0±. See sheet 10A for bypass channel) 

3. Q10% = 6,500 CFS; (natural channel 010% = 3,045 CFS from Sta. 737+90± to 

STA. 761+80±. See sheet 10A for bypass channel). 

4. All utility locations are approximate and any relocation will be coordinated with the appropriate owner. 

5. See gabion planting box details on sheet 34. 

6. See sheet 36 for bridge section. 

7. See sheet 37 for bridge section. 


10% WATER SURFACE 
(SEE NOTE 3) ; 


tp PROFILE SCALES 

4- HORIZ: 1”j=4 
•tf VERT: T” 4= 5’ 


SEE SHEET 10A FOR 
BYPASS CHANNEL PROFILE 


Sonic GoroValey Woter District ^ 


ENGINEERING CERTIFICATION 


ENGINEERING APPROVAL 


R.C.E. NO. 48911 1 SUPERVISING ENGINEER 


INTERSTATE 880 TO BLOSSOM HILL ROAD 

PLAN AND PROFILE 


CHECKED 
D. CHEONG 


























































FLOOOWALL 


POSSIBLE LOCATION OF 
PROPOSED 8 D SS UNE 

j^OPOSED, EASEMENTS 


REACH 8 


——— REACH 7. — 

NATURAL CHANNEL PROFILE 


NATURAL CHANNEL 


•J STA. 766.00± TO L, 

I STA.769+00± | 

SEE SHEET 21-A, SECTION !B 
FOR TYPICAL SECTION 


STA.775+70± TO STA. 780+70± 
SEE SHEET: 21-A. SECTION C 
FOR TYPICAL SECTION 


SEE SHEET 21 -B,1 SECTION D 
1 FOR TYPICAL SECTION ] 


UPRR BRIDGE 


■Exist. West Bank 'Levee 


Skewed To Control Line 
Exist. Soffit EL. -116.6’ 
(See Note 7j 


Exist . West Bank Levee 


ALMA avenue: bridc 

Skewed To Control Line 
Exist. Soffit EL \ 111.1 
(See Note 7) j 


PROPOSED LEVEE 
WEST BANK 


West Bonk-: 


(Adjacent Ground^ To Levee) 


Exist. East Bonk 


Exist. East Bank Levee 


1% Water surface 

(SEE; NOTE 2) 


PROPOSED TOP OF DEPRESS 
ISLAND TO BE REVEGETATED 


Exist. Ramp 
West Bank 


0% WATER SURFACE 


SEE SHEET 10B FOR 
BYPASS CHANNEL PROFILE 


POTENTIAL COFFER DAM SITE 
(TEMP DURING CONSTRUCT 


Exist. . Channel Bottom. 


PROFILE SCALES 


HORizi r 
VERT: I 1” 


775-1-00 


785+00 


780+00 


790+00 


765+00 


DESCRIPTION 


REFERENCE INFORMATION AND NOTES 

1. Floodwalls are to be architecturally treated. 

2. Q1% = 14,600 CFS; (Natural Channel Q1% = 5,000 CFS from Sta. 770+00± to Sta. 790+00±. 

See sheet 10B for bypass channel.) 

3. Q10% = 6,500 CFS; (Natural Channel Q10% = 1,600 CFS from Sta. 770+00± to Sta. 793+00±. 

See sheet 10B for bypass channel.) 

4. Ail utility locations are approximate and any relocation will be coordinated with the appropriate owner. 

5. See gabion planting box details on sheet 34. 

6. See erosion repair details on sheet 35. 

7. See sheet 37 for bridge section. 

8. Gabion bypass alternative between W. Alma Avenue to Union Pacific Railroad Tracks. 


GUADALUPE RIVER 


Sonia GoroValey Water District 


AS SHOWN 


SHEET 


INTERSTATE 280 TO BLOSSOM HILL ROAD 

PLAN AND PROFILE 


ENGINEERING APPROVAL 


ENGINEERING CERTIFICATION 


CHECKED 
D. CHEONG 


SUPERVISING ENGINEER 


RC.E. NO. 25093 



fyr- 


!_V 




EAST BANK \ 



1 


/ 

ed 

S aJSl 

! * 

! V* c j 

Uj 


/ 

.. 




L I 




770+00 









































































___ Kc/VJM O ______ 

NATURAL CHANNEL PROFILE 


REACH 9 


810+00+ 


StA. 815+50± TO 
STA. 817+d0± 

SEE SHEET 22-A, 
FOR TYPICAL SECTIl 


STA. 785+25± 
STA. 792+80± 


-HSTA. 797+00± TO STA. 801+00± 

1 SEE SHEET 21-B, SECTION E 1 
FOR TYPICAL SECTION 

PROPOSE D (REPLACED) WILLOW GLEN WAY BRI DGE 

SKEWED TO CONTROL UNE 

(2-SPAN WITH MIN. SOFFIT EL. 124.8') 

(SEE NOTE 6) 


STA. 802+00± TO STA. 806+00: 
1 SEE SHEET 21-B, SECTION F 
FOR TYPICAL SECTION 


• * Iro STA. 812100 + 

SEE SHEET 22-A, SECTION A 
FOR TYPICAL SECTION 


SECTION D ! 

FOR TYPICAL SECTION 


STA. 806+00 

END PROPOSED BYPASS 


STA. 802+55+ _ 

BEGIN PROPOSED BYPASS 


Exist. West Bank 


% WATER SURFACE 
(SEE NOTE 2) 


-1% WATER SURFACE 
NATURAL CHANNEL 
(SEE N OTE 2) _ __ 


2-8" Blow-Off Pipes 
East Bank 


A% WATER SURFACE 
(SEE NOTE 2) 


PROPOSED RAMP 


i 0% WATER SURFACE 
(SEE NOTE 3) j 


PROPOSED DEPRESSED MA1NT. RD. 
& REVEGETATION AREA j 


PROPOSED DEPRESSED MAINT. RD. 
& FLOODWAY 


PROPOSED 
TOP OF WEIR 
(EL, 109.0') 


PROPOSED DEPRESSED MAINT. RD. 
& BYPASS CHANNEL BOTTOM 


SEE SHEET 10B FOR 
BYPASS CHANNEL PROFILE 


PROPOSED RAMP 


POTENTIAL COFFER DAM SITE v 
(TEMP DURING CONSTRUCTION) 


■Exist. Channel Bottom 


PROFILE SCALES 


PROPOSED VORTEX 
ROCK WEIR SITE 
(SEE NOTE 1) 


PROPOSED VORTEX 
ROCK WEIR SITE 
(SEE NOTE 1) 


POTENTIAL COFFER —f— 
DAM SITE (TEMP 
DURING CONSTRUCTION) 


HORIZ: 1 
VERT: 1” 


PROPOSED VORTEX 
ROCK WEIR SITE 
'(SEE NOTE 1) 


795+00 


800+00 


805+00 


810+00 


815+00 


DESCRIPTION 


REFERENCE INFORMATION AND NOTES 

1. See'rock vortex weir details on sheet 31. 

2. Q1% = 14,600 CFS; bypass channel design Q1% = 9,650 CFS. Natural channel Q1% = 4,960 CFS from 

from Sta. 802+55+ to STA. 806+00+. 

3. Q10% = 6,500 CFS; bypass channel design Q10% = 2,230 CFS. Natural channel Q10% = 4,270 CFS 

from Sta. 802+55+ to Sta. 806+00+. 

4. See gabion planting box details on sheet 34. 

5. All utility locations are approximate and any relocation will, be coordinated with the appropriate owner. 

6. See sheet 37 for bridge sections. 

7. See erosion repair detail on sheet 35. 


Santa Clara Valey Water District 


AS SHOWN 


ENGINEERING CERTIFICATION 


INTERSTATE 280 TO BLOSSOM HILL ROAD 

PLAN AND PROFILE 


ENGINEERING APPROVAL 


CHECKED 
D. CHEONG 


PROJECT ENGINEER 


R.C.E. NO. 48911 


/ _ 

-- 

— -1 

^^- -1 % WATER SURFACE 




BYPASS CHANNEL 

8" Blow-Off Pipe 


r~ 10% WATER SURFACE 

(SEE NOTE 2) 

East Bank 


/ (SEE NOTE 3) 

ol* ^ 















































DOWNTOWN- 

PROJECT 


ROUTE 87 ON-RAMP 
I £ STA. 716+50± 


— REACH 6 —— 
SS CHANNEL PROFILE 


PROPOSED W. VIRGINIA ST. BRIDGE 
SKEWED TO CONTROL UNE 
3-SPAN WITH MIN. 

SOFFIT EL 97.2' 


(SEE NOTE 3) 


-Existing West Bank 


-PROPOSED TOP OF DEPRESSED BENCH 
TO BE REVEGETATED AND PROPOSED 
DEPRESSED MAINTENANCE ROAD 
(WEST BANK) 


(BY OTHERS) \ 


N EL 89.3* 
\ EL 87.3' 


CONFORM TO 
PROPOSED 


-PROPOSED 

RAMP 


PROPOSED MATTRESS 
GABIONS AT 2:1 - 


Existing 
Top of Bank 




PROPOSED ROCK 
TOE PROTECTION- 
(BY OTHERS) 


-Conform to 
Existing 


-Existing West Bank 


I 1% WATER SURFACE 
| (SEE NOTE 1)y / 


// / ~- 10% WATER SURFACE 
7 (SEE NOTE 2) , 

PROPOSED RAMP #// 

WEST BANK " 


-Existing East Bank 


- PROPOSED 
RAMPS 
EAST BANK 


-PROPOSED RAMP 
WEST BANK 


-PROPOSED BYPASS 
CHANNEL BOTTOM & 
MAINTENANCE ROAD 


PROFILE SCALES 

HORIZ: 1” = 100’ 
VERT: 1” = 5’ 


-Existing East Bank 




10% WATER SURFACE 
(SEE NOTE 2) 


-1% WATER SURFACE 
(SEE NOTE 1) 


PROPOSED RAMP 
EAST BANK -■ 


<f W PROPOSED RAMP 

1/ WEST BANK 


-PROPOSED 
ROCK UNING 


PROPOSED RAMP 
WEST BANK-^ 


EL. 90 .9' 
EL. 86.2* 



DESCRIPTION 



-4-—-REACH 6 — 
BYPASS CHANNEL 
PROFILE 


PROPOSED- 

WINGWALLS 


SPRR _ ; 

Skewed to Control Line 


-PROPOSED 4-20’ x 17’ RCB 
CULVERT WITH MIN. 

SOFFIT EL 103.7’ 

(SEE NOTE : 3) 

^PROPOSED 
/ WINGWALLS 


-- REACH 7 —-— 

BYPASS CHANNEL PROFILE 




PROPOSED WILLOW ST. BRIDGE 

SKEWED TO CONTROL UNE 
3-SPAN WITH!MIN. 

SOFFIT EL 106.2’ 

(SEE NOTE 4) 


Existing East Bank- 



- Existing East Bank 

/— Existing Wpsf'Bdnk 


-PROPOSED RAMP 
WEST BANK 


-PROPOSED DEPRESSED ] 
REVEGETATED: AREA (EAST BANK) 


-1% WATER SURFACE 
(SEE NOTE 1) I 


- Existing West Bank 


1% WATER SURFACE 
(SEE NOTE 1)-. 


10% WATER SURFACE 
(SEE NOTE 2)-a 


^ -Ac 
|| 

11 

11 

<3 -A- 

Cl -V. 

o > 

JA 

<o kj 

in ki 

a S 
kj 


O • i 
Qi ..... . S 

4- V 

io , EL 86 - 2 ‘ 

7 3=0.0032 


REFERENCE INFORMATION AND NOTES 


-PROPOSED BYPASS 
CHANNEL BOTTOM 
AND MAINTENACE ROAD 
S =>0.00259 


-PROPOSED RAMP 
EAST BANK 


-PROPOSED TOP OF DEPRESSED BENCH 
TO BE REVEGETATED AND PROPOSED 
DEPRESSED MAINTENANCE ROAD 
(WEST BANK)_4- 


-PROPOSED RAMP 
EAST BANK 


-10% WATER SURFACE 
(SEE NOTE 2) —j- 


-PROPOSED ROCK 
UNING 


San. Sewer Siphon 
Approx. Location 


PROFILE SCALES 

HORIZ: 1” = 100’ 
VERT: 1" = 5* 


1. Q1% = 14,600 CFS; (Bypass Channel Design Q1% = 9,850 CFS from 

Sta. 717+00± TO Sta. 728+40±; Q1% = 10,130 CFS from 
Sta. 738+00± TO STA. 751-F50±) 

2. Q10% = 6,500 CFS; (Bypass Channel Design Q10% = 3,455 CFS from 

Sta. 717+00± TO STA.761+80±) 

3. See sheet 36 for culvert section. 

4. See sheet 37 for culvert section. 


DRAWN ENGINEERING CERTIFICATION 
CM/SL/JA 
CHECKED 

D. CHEONG project engineer r 


ENGINEERING APPROVAL 




INTERSTATE 280 TO BLOSSOM HILL ROAD 

PLAN AND PROFILE 



SHEET 

10A 

OF 39 



























































PROPOSED ELEVATION OF DEPRESSED 
ISLAND TO BE REVEGETATED AND 
PROPOSED DEPRESSED MAI NT. ROAD 
(WEST BANK)-* 



Existing East Bank 
-Existing West Bank 


PROPOSED FLOODWALL 
EAST BANK 
(SEE NOTE 3)— 


- REACH 7 ——— 
S CHANNEL PROFILE 


PROPOSED ALMA AVENUE BRIDGE 
SKEWED TO CONTROL UNE (SEE NOTE 4) 
(2-SPAN WITH MIN, SOFFIT EL 111.9', 
FLOODPROOFING NEEDED) 


Existing West Bank Levee 


- Existing Elks Lodge 
Adjacent Ground 
East Bank 


-PROPOSED aOODWALL 
EAST BANK (SEE NOTE 3) 


SKEWED TO 
CONTROL UNE 
(SEE NOTE 4) 

MIN. SOFFIT EL. 113.9' 


_ REACH 8 —— 

BYPASS CHANNEL PROFILE 


-Existing 
West Bank 


- Existing 
East Bank 


-1% WATER SURFACE 
(SEE NOTE 1) 


1% WATER SURFACE 
(SEE NOTE 1)- 


10% WATER SURFACE 
(SEE NOTE 2)- 


^ L ,8 
L | "ol 1 *! 


O A: 
O £ £ 


PROPOSED RAMPS 
WEST BANK- 


PROPOSED - 
WINGWALL 


-10% WATER SURFACE 
(SEE NOTE 2) 


-PROPOSED RAMP 
EAST BANK 


PROPOSED BYPASS 
CHANNEL AND 
MAINTENANCE ROAD - 


S=»0.00282_ 


-PROPOSED ROCK 
UNING 


PROPOSED RAMP 
EAST BANK- 

PROPOSED RAMP 
V/EST BANK-j 




PROFILE SCALES 

HORZ.: 1 "=1 00’ 
VERT.: 1 ”=5’ 


-PROPOSED 3-20’- X 17’ 
RCB CULVERT 


: . 

. 
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-i-REACH 8 —- 

BYPASS CHANNEL 
PROFILE 


- Existing 
West Bank j 


T - Existing 
| East Bank 

EL 114.0' 


-PROPOSED RAMP 
EAST BANK 


I ^15T WATER - SURFACE 
| (SEE NOTE 1) 

EL 108.8' 


-10% WATER SURFACE 
(SEE NOTE j 2) 


.J.PROPOSED BYPASS 

I CHANNEL iAND 
| MAINTENANCE ROAD 

sisO.00436 I 

T- 

EL. 100.5' l-- 




-PROPOSED ROCK 
UNING f 


EL 109.5' , 

! 


-PROPOSED 
TOP OF WEIR 
(EL. 109.0’) 


-PROPOSED RAMP 
EAST BANK 


DESCRIPTION 


REFERENCE INFORMATION AND NOTES 



1. 01% =* 14,600 CFS; (Bypass Channel Dosiqn Q1% = 9,600 CFS from 

Sta. 770+00± to Sla. 793+00± 

2. 010% « 6,500 CFS; (Bypass Channel Design Q10% = 4,900 CFS from 

Sta. 770-F00± to Sla. 793+00± 

3. Floodwalls are to be architecturally treated. 

4. See sheet 37 for bridge and culvert section. 


DATE 

8/28/96 


DRAWN 

CM/SL/JA 

CHECKED 
D. CHEONG 
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i CkfaVoisfj Water Rind 




ENGINEERING APPROVAL 


ELEVATION IN FEET 






















































Cxist. 28" RCP 0 

/ , .CONFORM TO EXIST-, 

TIB 

r PROPOSED 
/ CRIBWALL AT (1:6 


PROPOSED ROCK LINING 
^ /--ptist Tmitffc" Stphpft 

/, PROPOSED' EASEMENT 
/ / /— PROPOSED l*H|» WITI 
CONCRETE BARRIER 
- , PROPOSED CRIBWALL/ 
/ Sy. .. AT 1:6 *•" 7. 

A-/ ,10' PROP. REVEG/.; 

. / ■ ARrA, 


>TON 

UNING 


JED EROSION' 


-ENCE 


STA. 827+00± TO. 


— STA. 817-+7Q± TO——* 
STA. 821 +50± 

SHEET 22-A. SECTION C 
FOR TYPICAL SECTION 


- STA. 843+50±T( 
STA. 854+50± 
SEE [SHEET 22-C 

Section b 

FOR TYPICAL SECTI 


STA. 831 +00± TO STA. 842+00± — H 1 j 

SEE SHEET 22-B. SECTION F I 

FOR TYPICAL SECTION I PROPOSED (REPLACED) GURTNER AVE,BRIDGE- 

SKEWED TO CONTROL LINE (SEE NOTE 7) | 

(3-SPAN WITH MIN. SOFFTT EL.: 142.0’) ., - '1777(177 


STA.822+00± TO STA. 826+50±‘ 
SEE SHEET 22-B. SECTION D 
FOR TYPICAL SECTION 


I STA. 830+00± I 
SEE SHEET 22-B. SECTION E 
FOR TYPICAL SECTION 


5+50± TO 
. 817+OOi 
SHEET 22*-A, 


ICAL SECTION 


Exist. West Bank 


STA. 8264-50 
BEGIN PROPOSED 
BYPASS CHANNEL 


Water 


15" Outfall 


i t Ban k 


15" Outfall 
East Bank 


-1% Water Surface 
(See Note 2) 


12” Outfall 


proposed: ramp 
WEST BANK 


West Bank 


West Bank 


10% Water Surface 
(See Note J) 


PROPOSED 

RAMP 


JO" Outfall, 
West Bank\ 


8" Outfall 


WestBank 


PROPOSED DEPRESSED MAJNT. RD. 
AND REVEGETA710N AREA 
EAST BANK 


PROP.DEPRESSED. MAI NT. 


PROPOSED DEPRESSED 
MAI NT. RD. 

AND BYPASS 
CHANNEL BOTTOM 
EAST BANK 


RD. AND REVEG. AREA 


PROPOSED RAMP 
EAST BANK 


42" Outfall 


JJ" Out fait ' 
West | Bank 


PROP. DEPRESSED 
REVEG. AREA I 
WEST BANK 

.i. el .ini’- . 


I PROPOSED RAMP. 
[EAST BANK 


POTEf 


COFFER 


PROPOSED -r- 
ROCK LINING 


DURING 


CONSTRUCTION 


Exist. Twin 12i Siphon 
Approximate Location 


POTENTIAL COFFER ' 
DAM SITE (TEMP 
DURING CONSTRUCTION) 


PROFILE SCALES 


HORIZ:.1 


PROPOSED VORTEX 
ROCK WEIR SITE I 
(SEE NOTE 1) 


■Exist'Channel Bottom 


VERT: 1 


PROPOSED VORTEX 
ROCK WEIR SITE 


PROPOSED 


830+00 


835+00 


840+00 


ROCK LINING 


825+00 


DESCRIPTION 


REFERENCE INFORMATION AND NOTES 

1. See rock vortex weir details on sheet 31. 

2. Q1% = 14,600 CFS;(Bypass channel design) Q1% = 8,850 CFS 

Natural channel Q1% = 5,750 CFS from STA. 826+50 to STA. 830+05). 

The bypass and natural channels have the same water surface elevations. 

3. Q10% = 6,500 CFS;(Bypass channel design) Q10% = 3,300 CFS 

Natural channel Q10% = 3,200 CFS From STA. 830+05) 

4. See gabion planting box details on sheet 34. 

5. All utility locations are approximate and any relocation will be coordinated with the appropriate owner. 

6. See erosion repair detail on sheet 35. 

7. See sheet 37 for bridge section. 


DATE 

11/11/96 


onto OaraValey Water District 


AS SHOWN 


SHEET 


INTERSTATE 280 TO BLOSSOM BILL ROAD 

PLAN AND PROFILE 


ENGINEERING CERTIFICATION 


ENGINEERING APPROVAL 


CHECKED 
D. CHEONG 


PROJECT ENGINEER 












































Exist. 21“ VCP 


PROPOSED 
CRIBWALL ( AT 1:6 

2:1 MA xT"*^—. 


PROPOSED 

RETAINING 

WALL 


—PROPOSED STEEL- GRATE % jL * " 

BEGIN' CANOAS GREE^WORKNyl* 
ST A. 0+00*« MATCH LINE SHEET 12 

[»^^^]^^'POT£NTIAL COFFER 'DAM SITE ‘l** - ' 

mBrzZjrr r “-"-^temp during construction) ’ 

Kx ' " - MMaden expwy 


CRIBWALL AT^I 


NORTHBOUND 


REVEGETATIOI^ AREA 


s °urtiB 0l 


REACH 10A 


REACH 10B 


STA.858+201 TO STA. 868+90± 
SEE SHEET 122-C, SECTION H 
i FOR TYPICAL SECTION ; 


Existing East 1 Bank- 


PROPOSED LEVEE AND MAIIIT. RD. 
PROPOSED FLOODWALL WEST BANK 
^WlWTE7) Existing West Bank-r. 


EXIST. ALMADEN EXPWY, BRIDGE 

Skewed To Control Line 
Exist. Soffit El. 141.3’ 

(SEE NOTE 6) 


PROPOSED RAMP 
FOR LEVEE 


1% WATER SURFACE 
(SEE NOTE 2) 


CONFLUENCE WITH 
CANOAS CREEK, 
WSEL-141.3* 


-1% WATER SURFACE 
(SEE NOTE 3) 


EL 136.8* 


PROPOSED 20' x 12* 
RCB ADDITION 
(SEE SHEET 12A) 


10% WATER SURFACE 
(SEE NOTE 4) j 


-10% WATER SURFACE 
(SEE NOTE 5) 


EL129.B* 


PROPOSED LOW aOW CHANNEL- 
PROPOSED STEEL GRATE 


POTENTIAL COFFER 
DAM SITE (TEMP 
DURING CONSTRUCTION) 


L — PROPOSED RAMP 
| CONFL CANOAS 
CRK. STA- 856+90 


Exist. Channel Bottom 


PROFILE SCALES 


POTENTIAL COFFER 
DAM SITE (TEMP 
DURING CONSTRUCTION) 


HORIZ: 1 
VERT: 1” 


PROPOSED DEPRESSED 
MAINE ROAD 


850+00 


855+00 


860+00 


865+00 


REFERENCE INFORMATION AND NOTES 

1. All utility locations are approximate and any relocation will ba coordinated with the appropriate owner. 

2. <31% = 14,600 CFS D/S OF CANOAS CREEK 

3. Q1% = 12,400 CFS U/S OF CANOAS CREEK 

4. Q10SS = 6,500 CFS D/S OF CANOAS CREEK 

5. 010% = 4,600 CFS U/S OF CANOAS CREEK 

6. See sheet 37 for bridge section. 

7. Floodwalle are to be architecturally treated. 


AS SHOWN 


Santa Clara Vaiey Water District 


INTERSTATE 280 TO BLOSSOM HILL ROAD 

PLAN AND PROFILE 


ENGINEERING CERTIFICATION 


ENGINEERING APPROVAL 


CHECKED 
D. CHEONG 


SHEET 

1 2 

JfL 






















































POTENTIAL COFFER 
DAM SITE (TEMP 
DURING CONSTRUCTION) 


COMMUNICATIONS HILL 




PROPOSED aOODWALL 
SOUTH BANK 
(SEE NOTE 3) 


:A s 


FUTURE UPSTREAM 


STA. 2+00± TO STA. 5+50± 
SEE SHEET 24-A, SECTION A 
FOR TYPICAL SECTION 


-STA.5+50± TO STA. 13+40±- 

SEE SHEET 24-A, SECTION B FOR TYPICAL SECTION 


-— STA.15+60± TO STA. 28+85±_- 4— 

SEE SHEET 24-A, SECTION C FOR TYPICAL SECTION 


Existing North Bank (Communications \HUf) 


Existing South Bank Levee 


-EXISTING 2-12’ x 10’ RCB CULVERT 
WITH PROPOSED 12’ x 20’ RCB CULVERT 
ADDITION 

,_ci 145 7 ' r~ PROPOSED RAMP EXTENSION 

' 1 * 0 ./ / S0UT1H g ANK 


PROPOSED FLOODWALL 
(SOUTH BANK-SEjE NOTE 3) 


Adjacent Ground j - j 
-South Bank -f... 

••{.y.EL 147.8 


PROPOSED RAMPS 
SOUTH BANK— 


PROPOSED RAMPS 
SOUTH BANK 


PROPOSED FLOODWALLS 
BOTH BANKS 
(SEE NOTE 3) 


Existing North Bank Levee 
Adjacent Ground Both Banks — 


1% WATER SURFACE 
(SEE; NOTE 1) 


1% WATER SURFACE 
(SEE NOTE 1) 


-Existing South Bank Levee 


10% WATER SURFACE 
(SEE NOTE 2) 


-Existing Ramps 
South Bank —, 


10% WATER SURFACE 


-Adjacent Ground North Bank Hill \ 


(SEE- NOTE 2) 


EXISTING 2-9' x 9 1/2' RCE 
WITH PROPOSED 9' x 9 1/2’ 


PROPOSED WINGWALLS 


POTENTIAL COFFER 
DAM SITE (TEMP 
DURING CONSTRUCTION) 


RCB CULVERT ADDITION 


POTENTIAL COFFER 
DAM SITE (TEMP 
DURING CONSTRUCTION) 


Existing Ramps 
South Bank 


Existing Channel Bottdm (Concrete\-Lined) 


POTENTIAL COFFER- 

DAM SITE (TEMP 
DURING CONSTRUCTION) 


S=.00041 


PROFILE SCALES 


PROPOSED STEEL GRATE 


Existing Channel Bottom (Concrete -^Lined) 


HORIZ: 1” := 100 
VERT: 1” = 5* 


PROPOSED WINGWALL 


Sanitary Sewer Siphon 
(42" VCP) Approx Location 


Sanitary Sewer Siphon 
(48“ VCP) Approx Location 


Sanitary Sewer Siphon 
(27 “VCP) Approx Location 


0+00 


5+00 


10+00 


15+00 


20+QO 


25+00 


DESCRIPTION 


REFERENCE INFORMATION AND NOTES 

1. Q1% = 2,400 CFS 

2. Q10% = 2,000 CFS 

3. Proposed floodwalls to be architecturally treated. 

4. See sheet 39 for culvert section. 

5. Existing maintenance road shall be paved with minimum 6 B crushed rock. 


Santo Clara Vdey Water District 


AS SHOWN 


SHEET 


ALMADEN EXPRESSWAY TO NIGHTINGALE DR, 

PLAN AND PROFILE 


ENGINEERING CERTIFICATION 


ENGINEERING APPROVAL 


DRAWN 

SL/BS/CM/RA 

CHECKED 
D. CHEONG 


STA t 2ft+§5 END ^A^OAS CREEK )N ORK 






















































PROPOSED ROCK. 
VORTEX WEIR f 
(SEE NOTE 1) < 


COUNTY OF^c 
SANTA CLARA 


VWD 
! r CONI 


POTENTIAL COFFER \ 
DAM SITE (TEMP \ 
DURJNG CONSTRUCTION) 


'— Exist. R/W 

PROPOSED v DEPRESSED 

REVEGETATIONARM': 


" T0 EXIST * • -^-proposed' FLOODWALL 

-Exist ^tinco/n *r- (SEt NOTE 5) 

Avenue Piers • «r 


ROCK 


VORTEX WEIR 
(SEE^NOTE 1) 


PROPOSED DEPRESSED 
REVEGETATION AREA 


PROPOSED! 1.5 YEAR 
BANKFULL CHANNEL 


PROPOSED 

m p ^ i R r 


PROPOSED 
CUL-DE-SAC 
ON OLD 
ALMADEN ROAD 
(BY OTHERS) 


PLAN 


-— REACH 10B-- 

--STA. 873+20± TO STA. 885+50±-r 

SEE SHEET 22-C, SECTION I FOR TYPICAL SECTION 


EXIST. LINCOLN AVE. RAMP 


PROPOSED I PEARL AV E. BRIDGI 
5-SPAN WITH' MIN. SOFFIT] EL 153.0' 
SKEWED TO CONTROL UNE 
[SEE NOTE 6) 4—~ 


EXIST. ALMADEN EXPWY. BRIDGEI 

Skewed To Control Line 
Exist. Soffit EL. 1475' 


PROPOSED LEVEE AND 
MAINTENANCE ROAD 
WEST BANK 


PROP. RAMP FOR LEVEE- 
WEST BANK 


-Exist. Adjacent Ground 
Below Flood wall East Bank 


Exist. Top Of Flood wall 
East Bank 


PROPOSED FLOODWALL 
WEST BANK : J 


% \ WATER SURFACE 
crtr “watc oV f ~ 


10% WATER-SURFACE 
(SEE NOTE 3) 


EL 140.9’ 


To Be 
Replaced 


POTENTIAL COFFER 
DAM SITE (TEMP j x 
DURING CONSTRUCTION) 


PROPOSED VORTEX 
ROCK WEIR SITE 
(SEE NOTE 1) 

'yVV>t) ' 


PROPOSED VORTEX 
ROCK WEIR SrTE 
(SEE NOTE 1) I 


PROFILE SCALE! 


PROPOSED VORTEX 
ROCK WEIR SITE 
(SEE NOTE 1) ! 


| EXIST. ROCK LINING 
^TO BE REMOVED ; 


HORIZ:i 1 


Exist. Channel Bottom 
(Rock Lined) - --- - - 


88(f+lo 


DESCRIPTION 


REFERENCE INFORMATION AND NOTES 

1. See rock vortex weir details on sheet 31. 

2. Q1% = 12,400 CFS 

3. Q10% = 4,600 CFS 

4. All utility locations are approximate and any relocation will be coordinated with the appropriate owner. 

5. Floodwalls are to be architecturally treated. 

6. To be constructed by the city of San dose in coordinaton with the District and the property owner. See 
sheet 38 for bridge section. 


GUADALUPE RIVER 


Sonia CbroVoley Wole District 


SHEET 


ENGINEERING CERTIFICATION 


ENGINEERING APPROVAL 


INTERSTATE 880 TO BLOSSOM HILL ROAD 

PLAN AND PROFILE 


DRAWN 

CM/SL/JA 

CHECKED 


D. CHEONG 



















































VALLEY VJEW PACKJNG CO. 


PROPOSED R/W 
WITH 42" BLACK 
VINYL COATED FENCl 


HUB JMO,L. 


PROPO» R, 


PROPOSED 

FLOODWAY 


PROPOSED 

RETAINING 

WALL 

SLOPE-j 
VARIES / 


IUCT10N) ROAD 

CONFORM^ 
», .. TO EXIST. 


1 O 


REACHI 


REACH IOC 


REACH 11 


I —rdSTA. 906+15± TO STA. 910+00u 

SEE SHEET 1 23-A, SECTION B FOR TYPICAL ^SECTION 

el EXIST. HILLSDALE : AVE. BRIDGE l 

^ [JO BE REMOVED BY OTHERS 


- STA. 887+80± TO STA. 903+00± - 

SEE SHEET 23-A, SECTION A FOR TYPICAL SECTION 


EXIST. CAPITOL 
; E XPW Y. BRIDGE 

Skewed To Control Line 
Exist Soffit EL 154.0’ 

(SEE NOTE 6) "[ " 


EXIST. SOFFIT EL 159.0* 


PROPOSED RAMI 
EAST BANK 


PROPOSED RAMP 
EAST BANK 


1% WATER SURFACE 
[SEE NOTE 2) 


POTENTIAL COFFER DAM 


10% WATER SURFACE 
(SEE NOTE 3) 


PROPOSED DEPRESSED 

mAint. road t- 


PROPOSED VORTEX 


ROCK WEIR SITE 
(SEE NOTE 7) 


PROPOSED RAMP- 
EAST BANK 


PROPOSEO DEPRESSED MAINTENANCE 
ROAD AND REVEGETAT10N AREA ; 


S=0.00158 


PROPOSED RAMP 
EAST BANK 


Exist. Channel 
Bottom 


EXIST. ROCK UNING TO BE REMOVED 

r—Exist\ Pool Downstream Of Whir 

/ y-EXIST. STREAM GAGE WEIR 2 


PROPOSED 
ROCK 
UNINGj . 


LOWERED 


EXIST. CONCRETE RUBBLE-' 
AND DROP STRUCTURE 
TO BE REMOVED 

PROPOSED VORTEX 
ROCK WEIR SITE 
(SEE NOTE 7) I 


PROFILE SCALES 


POTENTIAL COFFER-' 
DAM SITE (TEMP 
DURING CONSTRUCTION) 


EXIST. SAN. SEWER! 
TO BE RELOCATED 


Approx. Location 


HORIZ: 1 
VERT: 1” 


-PROPOSED COFFER DAM SITE 


■Exist. Chahne! Bottom 


:mp. during construction; 


905+00 


910+00 


DESCRIPTION 


REFERENCE INFORMATION AND NOTES 

1. See gabion planting box details on sheet 34. 

2. Q1% = 12,400 CFS 

3. Q10% = 4,600 CFS 

4. To be removed after the construction of Pearl Ave. Bridge. 

5. All utility locations are approximate and any relocation will be coordinated with the appropriate owner. 

6. See bridge section on sheet 38. 

7. See rock vortex weir details on sheet 31. 


DATE 

10/4/96 


GUADALUPE RIVER 


Santa Gara Valey Water District 


AS SHOWN 


ENGINEERING CERTIFICATION 


ENGINEERING APPROVAL 


INTERSTATE 200 TO BLOSSOM BILL ROAD 

PLAN AND PROFILE 


DRAWN 

DC/SL/JA 

CHECKED 
D. CHEONG 






























































PUN SCALE 




I-*—STA. 912+00± TO-H 
; STA. 915+-f00± ! 

;ee SHEET 23—A, SECTION C 

fAn T\MlA*» Ar*ATIAM 


h—STA. 917+00± TQ”H 

AT'A AAA ■ AA I 


— STA.925+00± TO STA. 937+60± —- 

SEE SHEET 23--B, SECTION E FOR TYPICAL SECTION 


STA. 920+00± 

SEE SHEET 23-B, SECTION 
FOR TYPICAL SECTION 


FOR TYPICAL SECTION 


Exist Cost Bank 


PROPOSED RAMP 

EAST bank 


PROPOSED RAMP 

EAST BANK OF BYPASS CHANNEL 


% WATER SURFACE 


■CL 148.0' (Historic 
Recharge devotion) 


10% WATER SURFACE 


PROPOSED; BYPASS RAMP 


PROPOSED BYPASS 
CHANNEL INVERT j 


POTENTIAL COFFER 


PROPOSED RAMP 


PROFILE! SCALES 


DURING CONSTRUCTION) 


PROPOSED DEPRESSED 
MAINTENANCE ROAD 
(EL 149.0’) 


/ xist. Channel Bottom 


HORIZ: 1 
VERT: 1” 


POTENTIAL COFFER 
DAM SITE (TEMP _ 


EXIST. 1 CONC. 
RUBBLE TO BE 


■PROPOSED VORTEX- 
ROCK WEIR SITE 


PROPOSED VORTEX 
ROCK WEIR SITE: 


DURING CONSTRUCTION) 


(see Note 41 


REMOVED 920+00 


915+00 


925+00 


930+00 


:SEE NOTE 4) 


935+00 


Santo GoraValey Water District ^ 


DESCRIPTION 


REFERENCE INFORMATION AND NOTES 

1. Q1% = 12,400 CFS (Bypass channel design Q1% = 5,000 CFS, 

Natural channel Q1% = 7,400 CFS from Sta.914+50± to Sta.92l4-00±.) 

2. Q10% = 4,600 CFS 

3. All utility locations are approximate and any relocations will be coordinated with the appropriate owner, 

4. See rock vortex weir details on sheet 31. 


DATE 

10/4/96 


GUADALUPE RIVER 


AS SHOWN 


INTERSTATE 2M TO BLOSSOM BEX ROAD 

PLAN AND PROFILE 


ENGINEERING CERTIFICATION 


ENGINEERING APPROVAL 


DRAWN 

CM/SL/JA 

CHECKED 


D. CHEONG 


PROJECT ENGINEER 


R.C.E. NO. 48911 




















































































ELEVAj 


ai / 

E r 


Mi! 

U jjQSfcjfca 


— 

p-vtf 


^ a 

, N^y /|.,jj. 1^^ J 



* 

III 

1. 



3E7v,^«, -. J«s 

lb ■■ , 


B V ■:&,; ^ i 
ap* 


/‘ 

' *nr : 

Ly 

fi 





—- — -... REACH 11B—C 

942+00± TO STA. 948+00± ——■ 
• SHEET 23-B, SECTION F 
FOR TYPICAL SECTION 


Exist. West Bank 


PROPOSED RAMP* 
EAST; BANK 



PROPOSED RAMP - 
EAST BANK 


PROPOSED RAMP- 
WEST BANK 


\—STA. 949+00± TO STA. 951+10± 
SEE SHEET 24-A, SECTION A 

$. CONFLUENCE ROSS CREEK F0R TYPICAL SECTI0N 

ISTA.947+90 . 


-STA, 952+80± TO STA. 954+00± SEE SHEET 24—A, 
SECTION B FOR TYPICAL SECTION 


-REACH 12- 


-1% WATER SURFACE 
(SEE NOTE 2) 


PROPOSED 20’x 10’ 
RCB ADDITION 


Exist: 12' x 10' RCB 


PROPOSED I 
WEST I 


1% WATER SURFACE 
(SEE NOTE 3) 


£ BRANHAM LANE BRIDGE !.*- 

~Sta7~959+70 | I ^ 

(SEE NOTE 6) I L _ . H 


- S r' S ® 

qLj ok- 


Exist. Ramp-J 
East Bank- 


-PROPOSED RAMPS- 
EAST BANK 


EL 170.3* 

.-. 


...EL 160.8’_| . . 


< 

2 EL. 155 .2 


.O -—I- x 

iO / 

it / 

8/ 

. \EL.l 152.7' 

— 4 -.- 


-PROPOSED EAST BANK 
MAINT. ROAD —s, 


Exist 21 i" VCP , 


/PROPOSED 
* WEST I 


-10% WATER SURFACE 
(SEE NOTE 4) 




-Exist 18 VCP , 


-10% WATER SURFACE S 5 
(SEE NOTE 5) ^ L§ 


L EXISTING LOW aOW 
VEHICLE CROSSING 
TO BE REMOVED , 


'— t xist. Channel Bottom \ 

-PROPOSED CHANNEL BOTTOM | 



- POTENTIAL COFFER 1 / 7 1/4" Water Li ne 

DAM SITE (TEMP (To Be Field Verified) 

DURING CONSTRUCTION) J 


REFERENCE INFORMATION AND NOTES 


L POTENTIAL COFFER 
i DAM SITE (TEMP 

DURING 

1 CONSTRUCTION) 

PROPOSED DEPRESSED 
j REVEGETATION AREA 


-PROPOSED \ 
CONC. F0UNDAT10 


^POTENTIAL COFFER DAM SITE 
.L (TEMP DURING CONSTRUCTION) 

-ELEV, 153.6’ FOR INVERT OF EXIST. 
AND PROPOSED RCB OVER 21” VCP 


'—ELEV. 152.94 FOR INVERT OF EXIST. 
AND PROPOSED RCB AT UPSTREAM 
END OF CONCRETE APRON 
-PROPOSED 21” VCP MODIFICATION 


1. All utility locations are approximate and any relocations will be coordinated with the appropriate owner. 

2. Q1% « 12,400 CFS. 

3. Q1% = 11,400 CFS. 

4. Q10% = 4,600 CFS. 

5. Q10% = 3,800 CFS. 

6. Sea sheet 38 for bridge section. 

7. Existing maintenance road shall be pavad with minimum 6” crushed rock. 


-PROPOSED RAMP 
WEST BANK 


CONFORM TO- 
EXIST. BANK 


PROPOSED DEPRESSED REVEG. AREA 
& FLOODWAY WEST BANK 


ki «> 0^ 


POTENTIAL COFFER . 

DAM SITE (TEMP 
DURING CONSTRUCTION) 


PROFILE SCALES 


HORIZ: 

VERT: 


1 ” = 100 ’ 

1” = 5’ 


960+00 





DRAWN engineering cef 
CM/SL/JA 
CHECKED 

D. CHEONG PROJECT H.GINEER 


GUADALUPE RIVER 

INTERSTATE 280 TO BLOSSOM HILL ROAD 

PLAN AND PROFILE 








































































ELEVATION IN 







mvar*. 





ELEVATION |N FEjET 






































































































SEE SHEET 24-C, SECTION D FOR TYPICAL SECTION 


JARVIS AVENUE __ 

EXiST. 12’ x 9.5’ RCB CULVERT WITH 
PROPOSED 15’ x 9.5’ RCB CULVERT ADDITION 
(SEE NOTE 3) .}. 

r*- PROPOSED RAMP 
_ / SOUTH BANK 


PROPOSED ramp; 
SOUTH BANK -.v 


PROPOSED RAMP 
SOUTH BANK- 


Existing South : Bank 


PROPOSED RAMP 
SOUTH BANK 


CHERRY AVENUE 

Existing Dobble 12' x 9\ 
RCB Culvert 

(SEE NOTE 3) . 


Existing North Bank 


1% WATER ; SURFACE 
(SEE NOTE; 1) 

-10% WATER SURFACE 


PROPOSED DEPRESSED 
MAINTENANCE ROAD ! 
SOUTH BANK 


PROPOSED 

WINGWALLS 


PROPOSED DEPRESSED 
MAINTENANCE ROAD 
SOUTH BANK 


PROPOSED 

WINGWALL 


POTENTIAL COFFER -J- 

DAM SITE (TEMP 
DURING CONSTRUCTION) 


18" dutfall 


S-0.00385 


South I Bank 


24 " Outfa ll 
South Bank 


■POTENTIAL COFFER 
DAM SITE (TEMP 
DURING CONSTRUCTION) 


PROFILE SCfttES 


12" Outfall 
North Bank 


Existing Channel Bottom 


S—0.0024 


■SEE NOTE 5 POTENTIAL COFFER 
DAM SITE (TEMP 
DURING CONSTRUCTION) 


'—PROPOSED LOW-FLOW CHANNEL 
WITH WASHINGTON BAFFLES 

,EL 162.8’ 


PROPOSED 
LOW-FLOW 
CHANNEL 


Exist. Low—FLow 
Channel Invert 


SEE NOTE 5 


35+00 


40+00 


30+00 


45+00 


50+00 


DESCRIPTION 


REFERENCE INFORMATION AND NOTES 

1. 01% = 2,200 CFS 

2. Q10% = 1,300 CFS 

3. Sea Sheat 39 for culvert section. 

4. All utility locations are approximate and any relocation will be 
coordinated with the appropriate owner. 

5. Potential enhancement feature using vortex rock weir, placed at 150’ interval. See details on Sheet 31 


DATE 


AS SHOWN 


SHEET 


ENGINEERING APPROVAL 


ENGINEERING CERTIFICATION 


ORAWN 

CM/SL/RA 


CHECKED 
D. CHEONG 


PROJECT ENGINEER 












































































EL 179.0 


S =0.001 S+ 


,(1.0042+ 


-PROPOSED- 
RAMPS 
WEST BANK 


990+00 


AS SHOWN 


SHEET j 

I ry j 

f j 

OF 39 j 


H STA. 964-4-00* TO STA. 968+20:1: U— 
1 SEE SHEET 24-A, SECTION C 
FOR TYPICAL SECTION 


■ STA. 976+50* TO STA. 985+01 
SEE SHEET 24~B, SECTION D 
FOR TYPICAL SECTION 


STA. 989+00* TO STA. 998+00*--' !. 

SEE SHEET 24-B, SECTION E FOR TYPICAL SECTION 




+.-I 


FIM 


]% WATER SURFACE 
(SEE NOTE 2) 


Eli 170.3' 


.I.j... Exist, J/tainf. Rd.- 

i West Bank 

Exist Maint. Rd. —. 

East Bank \ 


j Exist East Bank- 
Exist. West Bank —. 


PROPOSED DEPRESSED- 
MAINT. RD. EAST BANK 


PROPOSED RAMP- 
EAST BANK 


PROPOSED MAINT. RD. 
EAST BANK 


PROPOSED RAMP- 
EASTBANK 


ELEVATION OF 
PROPOSEO EAST AND 
WEST BANK LEVEES ! 


- PRbPOSED DEPRESSED 
MAINT. RD EAST BANK 


y- Exist. Ranip 
;j West Bank\ 


-10% V/ATER SURFACE 
(SEE NOTE 3) 


-Exist. Recharge 
Operational Water 
Surface El. 164.4' 
(See Note 6) 


- Exist Seasonal 
Gravel Dam 


POTENTIAL COFFER 
DAM SITE (TEMP 
DURING CONSTRUCTION) 


PROFILE SCALES 

HORIZ: 1” = 1( 

VERT: 1” •= 5’ 


PROPOSED— 7 
DEPRESSED MAINT. 
ROAD EAST 6c 
WEST BANKS 


Exist. Channel 
Bottom 


DESCRIPTION 


IIWH B3551 I 


970+00 S 975+00 


REFERENCE INFORMATION AND NOTES 

1. See Sheet 38 for bridge section. 

2. - Q1% - 11,400 CFS. 

3. Q10% = 3,800 CFS. 

4. To be constructed by the City of Son Jose in coordination with the District and the property owner. 

5. All utility locations are approximate and any relocation v/ill be coordinated with the appropriate owner. 

6. Instream recharge operating water surface elevation 164.4’ upstream of Branham Recharge Dam. 

7. Exist, maintenance road shall be paved with minimun 6" crushed rock. 

8. The minimum inside and outside turning radii shall be 32 feet and 50 feet respectively. 


Exist. Ramp - 
West Bank 


^POTENTIAL COFFER 
DAM SITE (TEMP 

DURING . 

CONSTRUCTION) 


-PROPOSED DEPRESSED 
REVEG AREA 
WEST BANK 


Santo Clara Valey Water 


DRAWN ENGINEERING CERTIFICATION 
CM/SL/JA 
CHECKED 

D. CHEONG PROJECT ENGIN ER R 


I 


UADALUPE RIVER 

ATE 280 TO BLOSSOM HILL ROAD 

N AND PROFILE 





























































































■ 533 ; 

Ji 'j > •• 

U-J:/ 


Atf W\ 


KAJSEft 0£VJaiOFM£NT 


BLOSSOM 


Ilf CONFO! 


—----REACH 12 —— 

--STA.999+00± TO STA. 1012+00*- 

SEE SHEET 24-B, SECTION F FOR TYPICAL SECTION 


STA. 989+00* TO-®*-) 


STA.998+00* 

SEE SHEET 24-B, SECTION 
FOR TYPICAL SECTION 


1% WATER SURFACE 
[SEE NOTE; 3) 


PROPOSED DEPRESSED REVEG. AREA 
AND EXIST. MAI NT. RD. EAST BANK 


Exist. East Bank 


Exist. West Bank 


PROPOSED RAMP 
EAST BANK 


PROPOSED RAMP 
j EAST BANK 


OP Off PROPOSED 
east-MdWEST 


Exist. Operatin 
Water Surface 
Ei 171.3' i 

(SEE NOTE 2) 


-Exist. Seasonal 
Gravel Dam 


PROPOSED DEPRESSED 
REVEG. AREA WEST BANK 


PROFILE SCALES 


PROPOSED DEPRESSED- 
REVEGETATION AREA 
WEST BANK 


PROPOSED DEPRESSED- 7 
MAI NT. RD. EAST BANK) 

Exist, typerating Water- 


HORIZ: 1” = 100 
VERT: 1” = 5’ 


q. Exist. Channel Bottom 


Sudack-E/. . 16.4.4 


995+00 


1000+00^ 


(See Note 1) 


R.C.E. NO. 48911 


PROJECT ENGINEER 


Exist. Maint. Ramp 
(Vest Bank —j 


--——REACH 13- 

%. BLOSSOM HILL RD. BRIDGE 

i STA. 1015+90± 

‘Exist. Soffit EL 188.3' j 

j . [..Exist, West\8ank-^ 

Exist\ East BankT^K 

j Exist, | Maint,.. Road‘.-\\ . 

| West Bank \ \ V- • 


§ Exist. Maint. Ramp- 
j East' Bank 


\ | 48 Outfall 

\* | East Bank 


% WATER SURFACE 
:E NOTE 4) 


POTENTIAL COFFER^ <3 ^ 
DAM SITE (TEMP * ^ 

DURING CONSTRUCTION) ^ | 


Exist. Maint Road 
East Bank i 


Existi Maint. Road. 
West;Bank \ 


'—Exist. Rock -Channel Bottom 
—Exist. Cut-off. Wall j 


Sonia QofoVcfay Wafer District 


ENGINEERING CERTIFICATION 


GUADALUPE RIVER 

INTERSTATE 200 TO BLOSSOM HILL ROAD 

PLAN AND PROFILE 


DESCRIPTION 


REFERENCE INFORMATION AND NOTES 

1. In—channel percolation pond operating water surface EL 164.4' downstream of Blossom Hill Dam. 

2. In-channel percolation pond operating water surface El. 171.3 upstream of Blossom Hill Dam. 

3. 01% = 11.400 CFS 

4. Q10% « 3fe00 CFS 

5. All utility locations are approximate and any relocations will be coordinated with the appropriate owner, 

6. Existing maintenance road shall be paved with minimum 6” crushed rock. 


DRAWN 

CM/SL/JA 


CHECKED 
D. CHEONG 














































































PROPOSED RSH STEP 
POOL SYSTEM 
(SEE NOTE 1) 


Exist. Seasonal —■ 
Gravel Dam Site 


Exist. Cyclone Fence 
(Both Side s) 


-Maint,Ramp 


Exist. Notch To Be Filled 
(See Note 1) 


Exist. Maint. Ramp 
West Bank 


Exist. Maint. Road- 
West Bank 


Exist. Drop 
Structure 


PROPOSED FISH 
STEP & POOL S 
(SEE NOTE 1) 


EXISTING DROP STRUCTURE WITH PROPOSED FISH STEP POOL SYSTEM 
STA. 1028+35± : TO STA. 1029+15± 

.NTS !..I. 


PROPOSED — 1 
COFFER DAM 
SITE (TEMP 
DURING 

construction; 


Existing DTpp Structure 


PROPOSED FISH POOL SYSTEM 
(SEE NOTE* 1) 


PROFILE SCALES 


Exist, Depressed Maint. 
Road West Bank \ 


Exist, Rock 
Chorine! Bottom 


HORIZ: 1 
VERT: 1 ” 


1020+00 


1025+00 


1030+00 


DESCRIPTION 


REFERENCE INFORMATION AND NOTES 

1. Sea sheet 33 for pool system and spill 

2. Exist, maintenance road shall bo paved 


GUADALUPE RIVER 


t details. 

th minimum 6 crushed rock. 


AS SHOWN 


SHEET 


INTERSTATE 280 TO BLOSSOM HILL ROAD 

PLAN AND PROFILE 


CHECKED 
D. CHEONG 




ENGINEERING CERTIFICATION 

ENGINEERING APPROVAL 
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DESCRIPTION 




IBB Ki l 



REFERENCE INFORMATION AND NOTES 

1. See sheet 31 for rock vortex weir details, 

2. See sheet 33 for pool system and spillway details. 

3. "Bank full" channel sized for a 1.5 to 2.5 year flood. 

4. Exist, maintenance road shall be paved with minimum 6” crushed rock. 


STA. 1033+00 END PROJECT^ 



DATE 
10/4/96 


DESIGN 

DC/n/AR 


DRAWN 

CM/SL/JA 


CHECKED 
D. CHEONG 


Santa Gara Valey Water District ^ 


ENGINEERING CERTIFICATION 


PROJECT ENGINEER R.C.E. NO. 48911 | SUPERVISING ENGINEER p.C.E. NO. 25093 


ENGINEERING APPROVAL 


GUADALUPE RIVER 

INTERSTATE 280 TO BLOSSOM HILL ROAD 

PLAN AND PROFILE (ALT.) 


AS SHOWN 


SHEET 

19 ALT 

OF 39 






















































































Existing 

SCVWD Easement 


Existing i 
SCVWD Easement 


-PROPOSED 

EASEMENT 


-Existing Airport 
Parking Lot 



. TO 

-i '--ifm 
& 




6Jg |(jjm 


I W iw 


-PROPOSED MAI NT. RD. AND 
POTENTIAL TRAIL LOCATION 
(SEE NOTE 5) 

PROPOSED LEVEE 
(SEE NOTE 6) 


-1 % WATER SURFACE 
(SEE NOTE 1) 



& 


ssfi-v , is' 8 

fcgj> (SJ Q’t -z' — 

& W^W>W N -> /j 

V#)] . JTY 


- Existing Low Flow Channel 


-Existing Ground 


< A \ TYPICAL SECTION 

OO^T/ STA. 4814*00± TO STA. 502-f00± 

NTS 


(SEE NOTE 4) 

- PROPOSED MAI NT. RD. AND 
POTENTIAL TRAIL LOCATION 
(SEE NOTE 4) 


- PROPOSED LEVEE 
(SEE NOTE 6) 


FUTURE 
HIGHWAY 
EMBANKMENT 
(SEE NOTE 2)- 


FUTURE HIGHWAY 87 PROJECT (SEE NOTE 2) 

STATE 

PROPOSED 

R/W Existing 

I SCVWD Easement f" 


-Existing Maint. Rd. 
To Be Removed 









Wb 


PROPOSED MAINT. RD. AND 
POTENTIAL TRAIL LOCATION 
(SEE NOTES 2 & 5) - 


PROP. REVEG. AREA 50* - 95* 
(BY OTHERS) 


- 1 % WATER SURFACE 
(SEE NOTE 1) 




Existing 

SCVWD Easement 


-PROPOSED 

EASEMENT 



^—Existing Ground 
- Existing Low Flow Channel 


f B \ TYPICAL SECTION 

L20-A/ STA. 518+50± TO STA. 523+00± 

V" MTS 



k •’ ", 1’- 


u c 


PROPOSED 3' MIN 
(SEE NOTE 4) 


1 - —Existing Maint. Rd. 

-rPROPOSED MAINT. RD. AND 

POTENTIAL TRAIL LOCATION 
(SEE NOTE 5) 

- PROPOSED LEVEE 
(SEE NOTE 6) 


FUTURE HIGHWAY 87 PROJECT (SEE NOTE 2) 


Existing 

SCVWD Easement 


STATE 

PROPOSED 

R/W 


FUTURE 
HIGHWAY 
PROFILE 
(SEE NOTE 2)- 


Existing Maint. Rd.~ 


STATE PROPOSED 
HIGHWAY OFF-RAMP 


a. ^ c 

§3|| 

i I 

'H <DC I 
X CD < , 

uoa. 


STATE 
PROPOSED 
RETAINING 
WALLS - 




HW/5& 


PROPOSED MAINT. RD. AND 
POTENTIAL TRAIL LOCATION 
(SEE NOTES 2 AND 5)- 


PROP. REVEG. AREA 
(BY OTHERS) 



- 1% WATER SURFACE 
(SEE NOTE 1) 



- Existing Low Flow Channel 


TYPICAL SECTION 
523+00± TO STA. 528-S-OOi 

MTS 


v/ 


Existing 

SCVWD Easement 

^PROPOSED 
.S EASEMENT 







-Existing Ground 


I , 

I— PROPOSED 3 MIN. 
(SEE NOTE 4) 


-Existing Maint. Rd. 

-PROPOSED MAINT. RD. AND 
POTENTIAL TRAIL LOCATION 
(SEE NOTE 5) 


REFERENCE INFORMATION AND NOTES 

1. Q1% = 17,000 CFS 

2. Work to be done by others 

3. All typical sections looking upstream. 

4. Proposed Maintenance Road would be paved with 6” of crushed rock. V/here there Is 
less than 3' of clearance between landscaped trees and the edge of Airport 8!vd., 
the trees will be relocated. 

5. Maintenance Road would be paved with min. 6” of crushed rock. 

6. Proposed levee shall be constructed at a minimum 3.5 feet above the 1% WSEL. 

All existing levees will be tested; if unstable, they will be reconstructed. 




DRAWN ENGINEERING CERTIFICATION 

SL/RA 
CHECKED 

D. CHEONG project engineer 


ENGINEERING APPROVAL 


SUPERVISING ENGINEER 

C.E- NO. 25093 


GUADALUPE RIVER 

STA. 481+00± TO STA. 528+00± 

TYPICAL SECTIONS 


SCALE 
AS SHOWN 












































FUTURE HIGHWAY 87 PROJECT (SEE NOTE 2) 


STATE 

PROPOSED 

R/W 


Existing 

SCVWD Easement 


STATE PROPOSED 
HIGHWAY ON-RAMP - 


Existing Maint. Rd .—i 

STATE 

^•PROPOSED 

RETAINING 

walls-—-—" 

PROPOSED MAINT. RD. 
(SEE NOTES 2 AND 5)- 


-1% WATER SURFACE (SEE NOTE 1) 


‘Wim. 




PROPOSED 
Existing EASEMENT 
SCVWD Easement ' 







-Existing Ground 


( D \ TYPICAL SECTION 

L 20-B J STA. 537+00± TO STA. 542+50± 

V_ / NTS 


- Existing Low Flow Channel 


I— PROPOSED 3' MIN. 
(SEE NOTE 4) 

-PROPOSED MAINT. RD. AND 
POTENTIAL TRAIL LOCATION 
(SEE NOTE 5) 

-Existing Maint. Rd. 


FUTURE HIGHWAY 87 PROJECT (SEE NOTE 2) 


*£ Existing 
| SCVWD Easement- 


STATE 

PROPOSED 

R/W 


Existing Maint. Rd.- 


PROPOSED MAINT. RD. AND 
POTENTIAL TRAIL LOCATION 
(SEE NOTES 2 & 5)-^ 




m r 


PROPOSED 
REVEG. AREA 
(BY OTHERS) 


1% WATER SURFACE 
(SEE NOTE 1) 


PROPOSED 

EASEMENT 


Existing 

SCVWD Easement 




fl 




' E \ _ TYPICAL SECTION 

120-B / STA. 548+00± TO STA. 576+00± 

N- / NTS 


-Existing Ground 


- PROPOSED MAINT. RD. AND 
POTENTIAL TRAIL LOCATION 
(SEE NOTES 2 & 5) 

- Existing Maint. Rd. 


PROPOSED 

42" BLACK VINYL 

COATED FENCE- 


Existing sidwa/k 
to remain - 


PROPOSED 
R/W 
I 5* - 


PROPOSED 
REVEG. AREA 


EXISTING VEGETATION AND STRUCTURES TO BE REMOVED 
I PROPOSED 85’ FLOODWAY I 2 


1% WATER SURFACE 
.SEE NOTE 6) 

A- ~ 



Existing 

SCVWD Easement 


JV„5- _ 4q- PROPOSED 
& REVEG. AREA 


Existing 

SCVWD Easement 



\% WATER SURFACE (SEE NOTE 6Y | 


itHf 


PROPOSED 


PROPOSED STEPPED 
GABIONS ON BOTH BANKS 
(SEE NOTE 2)-'f 




PROPOSED MAINT. RD. - 
(SEE NOTE 5) 


PROPOSED 
ROCK LINING 


v — PROPOSED MAINT. RD. AND 
I— proposed POTENTIAL TRAIL LOCATION 

_ CUT-OFF WALL ( SEE N0TE 5 > 

\ (1YP) typical section 

r^OHl J STA. 7184*504 TO STA. 725'fO04 
v ' NTS 


-Existing Ground 



EXISTING FENCE— 
TO BE REMOVED 


-PROPOSED 72” v 
BLACK VINYL 
COATED FENCE 


-PROPOSED 
MAINT. RD. 
(SEE NOTE 5) 


-PROPOSED 
LEVEE (SEE NOTE 7) 


I 



IH3S333 

■ 



















































PROPOSED 

R/W 

5’ MIN. —| h— 


_j , * existing 

O > SCVWD Easement 

_ EXIST, VEGETATION AND STRUCTURES TO BE REMOVED _ 

PROPOSED 85* FLOODWAY . , 15* s' - ins-lorKm 


PROPOSED 72" 
BLACK VINYL 
COATED FENCE- 


5* - 105* PROPOSED REVEGELATION AREA 



PROPOSED 
STEPPED GABIONS 
ON BOTH BANKS / 
(SEE NOTE 2)- < 


\% WATER SURFACE- 
(SEE NOTE 1) 








-proposeX^W-^ 

(ShT'NOTC 4) —PROPOSED 

; ROCK LINING 

- PROPOSED 
CUT-OFF WALL (TYP) 


Existing 

SCVWD Easement 


PROPOSED 

R/W 


-PROPOSED MAINT. RD. 
AND POTENTIAL 
TRAIL LOCATION 
(SEE NOTE 4) 


Rock Lining- 




1% WATER SURFACE > 
(SEE NOTE 1) d~% 


ti 

Jmr •" 


EXIST. FENCE 
TO BE REMOVE 



( A A TYPICAL SECTION 

(21-A/ STA. 731+10± TO STA. 737+40± 

MTS 




PROPOSED 72" 
BLACK VINYL 
COATED FENCE 

PROPOSED 
MAINT. RD, 

(SEE NOTE 4) 

PROPOSED 

LEVEE (SEE NOTE 6 ) 



PROPOSED 42" 
BLACK VINYL 
COATED FENCE- 


PROPOSED 

R/W 

no; i. 

ter 


EXISTING VEGETATION TO BE REMOV ED 
PRO POSED 30' ^ t is’ 

aOODWAY “1 I" ~ "t" 


POTENTIAL / 

TRAIL LOCATION- ' 

PROPOSED STEPPED 
GABIONS ON BOTH BANKS , 
(SEE NOTE 2)-/ 

PROPOSED 

CUT-OFF WALL (TYP)- 


1% WATER SURFACE 
(SEE NOTE 1) 


PROPOSED 
REVEG, AREA 


1% WATER SURFACE 
(SEE NOTE 1) 




PROPOSED 

R/W 




- PROPOSED L 
ROCK LINING 

- PROPOSED 
MAINT.RD. 

(SEE NOTE 4) 


-PROPOSED MAINT. RD. 
AND POTENTIAL 
TRAIL LOCATION 
(SEE NOTE 4) 





N —Existing Ground 

TYPICAL SECTION 

STA* 751 -f85± TO STA* 769*00± 


PROPOSED 

R/W 


EXISTING PARKING LOT TO BE REMOVED 


PROPOSED 60’ FLOODWAY 


1% WATER SURFACE 
(SEE NOTE 5)—, 


r ~Existing Elks 
\Lodge Parking Lot 


Existing 

SCVWD Easement 


Existing PROPOSED 
SCVWD Easement R/w 


- Existing Condominium 


-1% WATER SURFACE 
(SEE NOTE^ 


PROPOSED 6.5' X J u 

HIGH FLOODWALL / I—-3 “Sl;/ 

(SEE NOTE 7) NR 

PROPOSED STEPPED GABIONS 

ON BOTH BANKS (SEE NOTE 3)—' /> 

PROPOSED / 

CUT-OFF WALL (TYP)-/ 

PROPOSED 
MAINTENANCE RD . 
(SEE NOTE 4) 





-PROPOSED \ 

MAINTENANCE RD AND 
POTENTIAL TRAIL LOCATION 
(SEE NOTE 4) 


- Existing Maint. Rd. 
(See Note 4) 


- EXISTING FENCE 
TO BE REMOVED 


Existing Ground 


C \ TYPICAL SECTION 

21 -y STA. 775+70± TO STA, 780+70± 
— NTS 


DESCRIPTION 

REDUCED PLAN 

USE SCALE BELOW 


- 3 INCHES ON ORIGINAL PUN ■ 


I DATE lAPPRl 


REFERENCE INFORMATION AND NOTES 

1. Q1 % = 14,600 CFS 

2* AH typical sections looking upstream. 

a Gabions to be revegetated, (See sheet 34 for planting box typ. section.) 
k Maintonanee Road would be paved with min. 6 of crushed rock. 

« a. W 00 CF ? .(Bypass channel Q1%= 9,600 CFS; Natural channel Q1%= 5,000 CFS) 
b ‘ L. r ?P. 03e a ,evee shall be constructed at a minimum 3.5 feet above the 1% WSEL. 

-7 *?i l *i in g , evee w 'll be tested for stability. If unstable, levee would be stabilized. 

/. All flood walls are to be architecturally treated. 




DATE 

10/4/96 

DESIGN 

DC/T1/AR 

DRAWN 

SL/RA 

CHECKED 



D. CHEONG 


Santa Clara Valey Water 


ENGINEERING CERTIFICATION 


PROJECT ENGINEER 




ENGINEERING APPROVAL 


GUADALUPE RIVER 

STA. 729+001 TO STA. 780.501 

TYPICAL SECTIONS 


























PROPOSED 

R/W 

18’ MIN. I 


a,—------- 




EXISTING VEGET ATION AND STRUCT U R ES TO BE REMOVED 
, PROPOSED 85’ FLOODWAY 


1% WATER SURFACE- 
(SEE NOTE 5) 


EXISTING SIDEWALK TO 
REMAIN AND POTENTIAL 
TRAIL LOCATION-- 


PROPOSED 

42" BLACK VINYL 

COATED FENCE-• 

PROPOSED CUT-OFF 
WALL (7YP.)- 



4.5’ (TYP.) 



\¥r\l W 

-v_ 


PROPOSED 15’ - 45* 
REVEG. AREA 

1% WATER SURFACE 
(SEE NOTE 5)- 


Ml 


PROPOSED 

R/W 




Mm 


-Existing Fence 
T ? 




PROPOSED MAINT. RD. 
(SEE NOTE 4) 


ijrijV L -EXISTING FENCE 

_ T . TO BE REMOVED 

v ''.- — PROPOSED STEPPED 

GABIONS ON BOTH BANKS \ 
(SEE NOTE 2) \ 

^D^N _ TYPICAL SECTION 

i21-bJ STA. 785+25± TO STA. 792+80± 

V_ / NTS 



Existing Maint. Rd. 
(See Note 4) 


PROPOSED 

R/W 

5’ MIN.^H h— 


EXISTING VEGETATION AND 
STRUCTURES TO BE REMOVED 

, PROP, 40’ FLOODWAY , 


-Existing Ground 


PROPOSED 

R/W 


EXISTING FENCE 
TO BE REMOVED 


m 


1 1 

EXISTING WELL 

1 Existing San Jose 1 

TO BE RELOCATED-. 

[ Water Company | 

> 


PROPOSED 72” 


BLACK VINYL 

i i 

_!_ —L 

COATED FENCE 


-PROP. REVEG. AREA 
( 8 ’ - 10 ’) 


a 1% WATER SURFACE 
(SEE NOTE 1) - 






tvnfflBBH 


Existing Fence 
T ? 


PROPOSED STEPPED 
GABIONS ( SEE NOTE 3)- 


PROPOSED CUT-OFF 
WALL (TYP.)---- 

PROPOSED MAINT. RD. 
(SEE NOTE 4)- 

PROPOSED ROCK 
LINING- 



'—Existing Ground 

Existing Sacked 
Concrete 


U—- Existing Cut-Off 

Wall 

-Existing Rock Lining 


( E \ TYPICAL SECTION 

STA. 797+00± TO STA. 801+00± 

\—y MTS 


PROPOSED 

R/W 


EXISTING VEGETATION AND STRUCTURES TO BE REMOVED 
IOP. REVEG. AREA . , PROP. 40’ FLOODWAY . 


PROPOSED 

R/W 


PROP. REVEG. AREA 
5’ - 60’ 


1% WATER SURFACE 
(SEE NOTE 6) —- 



PROP. REVEG. AREA 


REMOVE EXISTING 5’ | 
VEGETATION 


\% WATER SURFACE 
(SEE NOTE 6) — 


EXISTING SIDEWALK / / 
TO REMAIN- ' / 

PROPOSED 42” / 

BLACK VINYL / 

COATED FENCE —' 

PROPOSED VEG (TYP.) - 



Existing Fence 
*T ? 

/ 1-1 
I 

r 

' r = = i ' 


PROPOSED CUT-OFF . 
WALL (TYP.) -- 

PROPOSED MAINT. RD. 
(SEE NOTE 4)——— 


-PROPOSED STEPPED 
GABIONS ON BOTH BANKS 
(SEE NOTE 3) 



REFERENCE INFORMATION AND NOTES 

1. Q1% = 14,600 CFS 

2. Ail typical sections looking upstream. 

3. Gabions to be revegetatea. (See Sheet 34 for Planting Box Typ. Section.) 

4. Maintenance Road would be paved with min. 6 ” of crushed rock. 

5. Q1% = 14,600 CFS (bypass channel Q1%=9,600 CFS; Natural channel Q1%=5,000 CFS) 

6 . Q1% = 14,600 CFS (bypass channel Q1%=9,640 CFS; Natural channel Q1%=4,960 CFS) 


/ x —PROPOSED ROCK UNING 

Existing Ground- 

_ TYPICAL SECTION 

^21-By STA. 802+00± TO STA. 806+00± 


DATE 

8/27/96 


DESIGN 

DC/T1/AR 


DRAWN 

SL/RA 


CHECKED 
D, CHEONG 



-PROPOSED STEPPED GABIONS 
(LOCAL EROSION REPAIR 
BETWEEN STA. 802+80± 

AND STA. 8054*30±) 

-PROPOSED CUT-OFF WALL 





GUADALUPE RIVER 


ENGINEERING CERTIFICATION 


ENGINEERING APPROVAL 



SCALE 
AS SHOWN 


SHEET 

















































PROPOSED 

R/W 

EXISTING ALMADEN ROAD 
~ 4-5' 

5* MIN.-— 

2' MIN.— — 


PROPOSED 

R/W 


1% WATER SURFACE — 
(SEE NOTE 1) 

REMOVE EXISTING 
r SACKED CONC. 




§||| 


PROPOSED CONC. BARRIER - 

PROPOSED CRIBLOCK 

RETAINING WALL 

(SEE NOTE 3)——-- 

-POTENTIAL 
TRAIL LOCATION 

PROPOSED MAINT. RD. 

& FLOODWAY 

(SEE NOTE 4)- 


>W 





■ Existing Ground 


PROPOSED ROCK 
SLOPE PROTECTION 


—Existing Fence 


( A \ TYPICAL SECTION 

K 22-AJ STA. 810-f00± TO STA. 812+00± 

N- S NTS 


PROPOSED 

R/W 


PROPOSED 

R/W 


EXISTING FENCE 
TO REMAIN-^ 


EXISTING SJWC 
FACILITIES 
TO REMAIN 


Existing 
San Jose 
Water 
Company 
Tank 


I EXISTING 
; VEGETATION 

I TO BE REMOVED 


1% WATER SURFACE 
.(SEE NOTE 1)- 


- POTENTIAL 
TRAIL 
LOCATION 


PROPOSED CRIBLOCK 
RETAINING WALL 
(SEE NOTE 3)- 




ffti 







—Existing Fence 


PROPOSED MAINT. RD. 
(SEE NOTE 4) 


PROPOSED 

R/W 


-Existing Ground 


B \ _ TYPICAL SECTION 

22-Ay STA. 815+50± TO STA. 817+00± 
v_ y ms 


PROPOSED 

R/W 


EXISTING VEGETATION TO BE REMOVED 


m PROPOSED FLQODWAY 25’ 
18’ - 50’. 


■ S’ - 20* 
[PROPOSED^ 


PROP. FACE OF CURB- 


PROPOSED CONCRETE 
BARRIER - 


1% WATER SURFACE 
(SEE NOTE 1) - 


ml* 





'-POTENTIAL 

TRAIL 

LOCATION 

PROPOSED CRIBLOCK 
RETAINING WALL 
(SEE NOTE 3)-- 

PROPOSED 

MAINT.RD. / 

(WIDTH VARIES) / 
(SEE NOTE 4)— x 


REFERENCE INFORMATION AND NOTES 

1. Q1% - 14,600 CFS 

2. All typical sections looking upstream. 

3. Upper 5’ of cribiock retaining wall to be revegetated. 

4. Maintenance Road would be paved with min. 6” of crushed rock. 



- Existing Fence 




— Existing Ground 

TYPICAL SECTION 

STA. S174-70± TO STA. 821+50± 
ms 



Santo QaraVhhyWater DWetf 


DRAWN 

SL/RA 


CHECKED 
D. CHEONG 


ENGINEERING CERTIFICATION 


ENGINEERING APPROVAL 


GUADALUPE RIVER 

STA. 810+00± TO STA. 821+50± 

TYPICAL SECTIONS 




























































EXISTING VEGETATIO N AND STRUCTURES TO BE REMOVED 


PROPOSED 

R/W 


POTENTIAL REVEG. AREA 


PROPOSED 

R/W 


PROPOSED FACE 
OF CURB -- 


PROPOSED CONCRETE 
BARRIER -. 


1% WATER SURFACE 
(SEE NOTE 1) - 


o ,% i 


^Existing Ground# 


—POTENTIAL / ' 

TRAIL / 

LOCATION / 

FUTURE ALMADEN / 

ROAD WIDENING / 

BY OTHERS 

PROPOSED CRIBLOCK / 
RETAINING WALL / 

(SEE NOTE 4) 7 

EXISTING CONCRETE BANK 
TO BE REMOVED 

PROP. MAINT. RD.- 





PROPOSED 72" BLACK VINYL COATED FENCE 


- Exis ting Condonminium 


- "BANKFULL” WATER 
SURFACE 


PROPOSED ’’BANKFULL" CHANNEL 


PROPOSED CRIBWALLS 


EXISTING VEG. TO BE REMOVED 


\ I I IWI VJLU VJlMUlirVUI_ i 

'—PROPOSED LOW 
/T\ FLOW CHANNEL 

'DA TYPICAL SECTION 

122“iy STA. 822+00± TO STA. 826+50± 

V._^ / MTS 


PROPOSED REVEG. AREA 5' - 90' 


Existing Fence 

-PROPOSED STEPPED GABIONS 
(TYP.) (SEE NOTE 2) 

-PROPOSED CUT-OFF WALL (TYP.) 

-PROPOSED MAINT. RD. 

RAMP (SEE NOTE 5) 

-PROPOSED BARRICADE 


EXISTING VEG. 


PROPOSED 

R/W 

5’ MIN.—H h— 


PROPOSED FACE 
OF CURB -s 


PROPOSED CONCRETE 
BARRIER-. 


PROPOSED 
36' FLOODWAY 
1% WATER SURFACE 
(SEE NOTE 6)-1 




1% WATER SURFACE 
(SEE NOTE 6) . 




“POTENTIAL 

TRAIL 

LOCATION 


PROPOSED CRIBLOCK 
RETAINING WALL 
(SEE NOTE 4)-^ 

PROP. MAINT. RD.- 

(SEE NOTE 5) 


Existing Ground —* 


PROPOSED STEPPED GABIONS 


-PROPOSED STEI 
(SEE NOTE 2) 


y, / y 


-PROPOSED 
ROCK LINING 


PROPOSED 

R/W 

j EXISTING VEG. 
TO BE REMOVED 


f E \ TYPICAL SECTION 

l 22—By STA. 827+00± TO STA. 830+00db 


PROPOSED 

R/W 



PROPOSED 

R/W 



Existing Fence 



PROPOSED STEPPED GABIONS 
(LOCAL EROSION REPAIR 
BETWEEN STA.827+80± 

AND STA.829+15±-SEE NOTE 2) 


PROPOSED CUT-OFF WALL TYP) 


PROPOSED FACE 
OF CURB -- 


PROPOSED CONCRETE 
BARRIER -\ 


-POTENTIAL 

TRAIL 

LOCATION 


1% WATER SURFACE 
(SEE NOTE 1) 


PROPOSED CRIBLOCK 
RETAINING WALL 
(SEE NOTE 4)- 

PROP. MAINT. RD. 
(SEE NOTE 5)- 




ffi 



Existing Fence 




PROPOSED 
REVEG. ARREA 




REDUCED PLAN 

USE SCALE BELOW 



REFERENCE INFORMATION AND NOTES 

1. Q1% «. 14,600 CFS 

2. Gabions to be revegetated. (See sheet 34 for Planting Box Typ. Section) 

3. All typical sections looking upstream. 

4. Upper 5 of criblock retaining wall to be revegetated. 

5. Maintenance Road would be paved with min. 6" of crushed rock. 

6 . Q1%= 14,600 CFS (Bypass channel Q1%= 8,850 CFS; Natural channel Q1%- 5,750 CFS) 


-Existing Ground 


r F \ TYPICAL SECTION 

STA. @32«f00± TO STA. 842*00± 

NTS 


8/27/96 

DESIGN 

DC/TI/AR 

DRAWN 

SL/RA 


CHECKED 
D. CHEONG 





ENGINEERING CERTIFICATION 


ENGINEERING APPROVAL 


GUADALUPE RIVER 

STA. 822+00± TO STA. 844+50± 

TYPICAL SECTIONS 


SCALE 
AS SHOWN 


22-B 




























PROPOSED 

R/W 


EXIST, VEGETATION 
TO BE REMOVED 

PROPOSED 18’ - 44* 
FLOODWAY 


PROPOSED 10* 
REVEG. AREA 


PROPOSED 

R/W 


PROPOSED FACE 
OF CURB -• 


PROPOSED CONCRETE 
BARRIER -. 


^ POTENTIAL 
TRAIL 
LOCATION 


PROPOSED CRIBLOCK 
RETAINING WALL 
(SEE NOTE 3)- 

PROP. MAI NT. RD. 
(SEE NOTE 4)- 





--t_ 

Existing Fence 


V—1% WATER 
V SURFACE 
IMSEE 
note i) 

, 5' MIN. J; 


_ T YPICAL SE CTION 

STA. 843+50± TO STA. 854*f50± 

NTS 


Existing 
SCVWD R/W 


Existing Ground 





■1% WATER 
SURFACE 
(SEE NOTE 5) 


'wm 


Existing Rock 
Lining - 


SEE DETAIL 1, SHEET 22-C- 



5* PROPOSED 
REVEG. AREA 




S* T 

^-PROPOSED LOW 
— FLOW CHANNEL 
WITH ROCK GROINS 



Existing 
SCVWD R/W 



_ _ J J U _ 3E. 11 _ 



< Ld^ 

_- <3 " 


^PROP. MAINT. RD. 

(SEE NOTE 4) 

- PROPOSED LEVEE 
MEANDER TO AVOID 
TREES (SEE NOTE 4 & 6) 

—Existing Stepped Gabions 


i p. 'ii. , 

■ip i 

f>. , *yf D j* 


* , I \j I 9 


_ TYPICAL SECTION _ 

STA. 858-S-20* TO STA. 868+90± 

HTS 


Existina ■ 55 ’ - 120 ’ PROP. FLOODWAY AREA , 90 ’ - 120 ' PROP. WETLANDS REVEGETATION AREA 

SCVWD R/wf ~r 


Existing 

^ SCVWD R/W 


WmW/ 

—■ 


DETAIL/ 1 ^ 
V22--C/ 


LOW FLOW CHANNEL VIEW 

NTS 


PROPOSED "BANKFULL" 
CHANNEL 


1% WATER — 
SURFACE 
(SEE NOTE 5) 






- Existing Floodwall / 

Existing Ground - ' 

PROPOSED IMINT. RD. 
AND POTENTIAL TRAIL 
LOCATION (SEE NOTE 4)- 







C J '— Existing Stepped Gabions 

- "BANKFULL" WATER SURFACE 


-PROPOSED LOW 
FLOW CHANNEL 
WITH ROCK LINING 


< 1 \ TYPICAL SECTION 

ai-Cj STA. 8734’20± TO STA. 8854-50± 


I 


REFERENCE INFORMATION AND NOTES 

1. Q1% = 14,600 CFS 

2. All typical sections looking upstream. 

3. Upper 5' of Criblock Retaining Wall to be revegetated. 

4. Maintenance Road would be paved with min. 6 of crushed rock. 

5. Q1%= 12,400 CFS 

6 . Proposed levee shall be constructed at a minimum 3.5 feet above the 1% WSEL. 



S^taCbfoVQteyWQtefE»fct^ 

GUADALUPE RIVER 

SCALE 

AS SHOWN 


SHEET 

ENGINEERING CERTIFICATION 

ENGINEERING APPROVAL 

STA. 858+20± TO STA. 885+50± 

22—C 

PROJECT ENGINEER R.C.E. NO. 48911 

SUPERVISING ENGINEER R.C.E. NO. 25093 

TYPICAL SECTIONS 

OF 39 

















































PROPOSED 

R/W 


5’ MIN.-*- 


EXIST, VEGETATION AND STRUCTURES TO BE REMO VED (SEE NOTE 4) 

i PROP, 58’ FLOODVVAY _ , PROP, 5* - 65’ REVEG. AREA 


Valley View Packing 
Company Property 


PROPOSED 72" 
BLACK VINYL 
COATED FENCE- 



FUTURE FRONTAGE ROAD 
PER DISTRICT'S 
STREAMSIDE DEVELOPMENT . 
POLICY (BY OTHERS)- l 

POTENTIAL 

TRAIL 

LOCATION- 



Ej/sunn Bfdg. * 


PROPOSED STEPPED 
GABIONS / 

(SEE NOTE 2)- / 

PROPOSED 

CUT-OFF WALL -' 


f / 



18 ’ 






L . 

_ -=g= __ m 

_ $£. . ttB 


-PROPOSED 
MAINT. RD. v 
(SEE NOTE 5) 


TYPICAL SECTION 

STA. 887+80± TO STA. 903*G0± 

V_ S MTS 


-1% WATER ty&t 
, SURFACE 

m 




-Existing Ground 


EXISTING VEG TO REMAIN 
BARREN AREA TO BE REVEG 


PROPOSED Exist 
R/W SCVWD 

I Existing 15] 
i "Easement \ 
5* MIN.—! h- I 


PROPOSED 72" 

BLACK VINYL 
COATED FENCE- s 

Existing Car Dealer 
Parking Lots. 


N.—| h— 

I - 


RETAINING / ^ 

WALL / 

(SEE NOTE 6) 

PROPOSED MAINT. RD. AND 
POTENTIAL TRAIL LOCATION — 
(SEE NOTE 5) 



EXISTING VEGETATION 
TO BE REMOVED 
, PROPOSED 
FLOODWAY 


Existing Fence to 
To Removed 




Existing Ground 


PROP OSED 

"BANKFULL" 

CHANNEL 


- 1% WATER 
SURFACE 
(SEE NOTE 1 


T /-BANKFUI 
• / WATER 
/ ^SURFACE 


Existing 
SCVWD R/W 

PROPOSED REVEGETATIQN , 




mp-' 


■ PROPOSED LOW-FLOW 
CHANNEL 



Existing q 
Barricade ^ 


TYPICAL SECTION 

STA. 906+15± TO STA. 910+00± 

NTS 


Existing 
SCVWD R/W , 

l 18 


PROPOSED 
REVEG AREA 


Existing Fence - 


Existing Car Dealer 
Parking Lots 


PROPOSED MAINT. RD. AND - 
POTENTIAL TRAIL LOCATION 
(SEE NOTE 5) 


EXISTING VEGETATION 
TO BE REMOVED 




PROPOSED MAINT. RD.~ 
(SEE NOTE 5) 


PROPOSED- 

STEPPED 

GABIONS 


PROPOSED 

FLOODWAY 


Existing 

SCVWD R/W 

PROPOSED | | t EXISTING VEGETATION TO REMAIN 
‘"BANKFULL” CHANNEL) BARREN AREAS TO BE REVEGETATED 


-4% WATER SURFACE 
(SEE NOTE 1) 


PROPOSED 

R/W 



Existing Barricade 


"BANKFULL” 

WATER 

SURFACE 


—PROPOSED Existing Ground 

CUT-OFF WALL 

f c\ TYPICAL SECTION 

r23=A7 STA. 9124>00± TO STA. 915*fO0± 
ms 


REFERENCE INFORMATION AND NOTES 

1. Q1% - 12,400 CFS 

2. Gabions to be revegetated. (See sheet 34 for Planting Box Typ. Section) 

3. All typical sections looking upstream. 

4. Construction will start only after valley view is ^relocated. 

5. Maintenance Road would Be paved with min. 6" of crushed rock. 

6 . Upper 5’ of criblock retaining wall to be revegetated. 


SmkQGomydk^WdmlMMi 


DRAWN 

SL/RA 


CHECKED 
D. CHEONG 


ENGINEERING CERTIFICATION 


ENGINEERING APPROVAL 


GUADALUPE RIVER 

STA. 888+00± TO STA. 917+50± 

TYPICAL SECTIONS 


SCALE 
AS SHOWN 


















































Existing 

SCVWD Easement 


Existing 

SCVWD Easement 


Existing Fence 





-PROPOSED 
MAI NT. ROADS 
(SEE NOTE 5; 


STA. 9174-00± TO STA. 920+00± 

NTS 



Son Jose 
Water Co. 
Property 


EXISTING VEGETATION 
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REFERENCE INFORMATION AND NOTES 

1. Q1% - 12,400 CFS 

2. Gabions to be revegetated. (See Sheet 34 for Planting Box Typ. Section) 

3. All typical sections looking upstream. 

4. Upper 5’ of criblock retaining wall to be revegetated, 

5. Maintenance Road would be paved with min. 6” of crushed rock. 

6. Qt% = 12,400 CFS (Bypass Channel Q1% = 5,000 CFS; Natural Channel Q1% = 7,400 CFS) 
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REFERENCE INFORMATION AND NOTES 

1. Q1X - 11,400 CFS 

2. Maintenance Road would bo paved with min. 0 of crushed rock. 

3. All typical sections looking upstream. 

4. Upper 5‘ of criblock retaining wall to be revegetated. 
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(SEE NOTE 2) 
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(SEE NOTE 2) — 
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AND ENGINEERED 
BACKFILL (SEE NOTE 4)- 

PROPOSED LEVEE 
(SEE NOTE 5)-. 
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REFERENCE INFORMATION AND NOTES 

1. Q1% = 11,400 CFS 

2. Maintenance Road would be paved with min. 6’ of crushed rock. 

3. All typical sections looking upstream. 

4. Excavation/Backfill Design to be confirmed with Geotechnical analysis, 

5. Proposed levee shall be constructed at a minimum 3.5 feet above the 1% WSEL. 

6 . Offstream recharge elevations based on water availability. 
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REFERENCE INFORMATION AND NOTES 

1. For Plan , Sea Typical Section on Sheet 20-B. 

2, For W. Virginia Street Bridge Section, See Sheet 36. 
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REFERENCE INFORMATION AND NOTES 

1. See rock vortex weir details on sheet 31. 

2. Weir bypass structure to be physically modelled before construction. 
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REFERENCE INFORMATION AND NOTES 

1* Flood walls are to be architecturally treated. 

2. Q1% = 14,600 CFS; (Natural Channel Q1% = 5,000 CFS from Sta. 770+00± to Sta. 790+00±. 

See sheet 10B for bypass channel.) 

3. Q10% = 6,500 CFS; (Natural Channel Q10% - 1,600 CFS from Sta. 770+00± to Sta. 793+00±. 

See sheet 10B for bypass channel.) 

4. All utility^ locations are approximate and any relocation will be coordinated with the appropriate owner. 

5. See gabion planting box details on sheet 34. 

6. See erosion repair details on sheet 35. 

7. See_ sheet 37 for bridge section. 

8. Gabion bypass alternative between W. Alma Avenue to Union Pacific Railroad Tracks. 
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USE SCALE BELOW 
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DATE APPR REFERENCE INFORMATION AND NOTES 

1. See Rock Vortex Weir Details on Sheet 31. 

2. See Erosion Repair Details on Sheet 35. 
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REFERENCE INFORMATION AND NOTES 

1. Sea Rock Vertex Weir Details an Sheat 31. 

2. See Erosion Repair Details on Sheet 35. 
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DETAILFLOAT AND GATE DETAIL 

V32y NTS 


^PROPOSED STILLING BASIN 



PROPOSED INFLATABLE DAM 


SECTION ABA_ 

V32 ) SCALE: 1” = 10* 


■ EXCESS SPILLWAY 


PROPOSED OPENING 
TO ALLOW COOLER 
WATER INTO 
POOL SYSTEM —s 

(SEE PROFILE) 


CHANNEL BOTTOM 


SECTION ATTN _ 

V 32 ) SCALE: 1" = 20’ 


, S' 


PROPOSED 

2' x 2* FISHWAY OPENING 
WITH FLOAT Sc GATE X) 4 



PROFILE f2\ POOL SYSTEM PRORLE 

V32 ) SCALE: 1” = 20* 


- PROPOSED r— TOP OF INSIDE WALL 

INFLATABLE DAM / BETWEEN SPILLWAY Sc POOLS) 


- TOP OF OUTSIDE WALLS 


-SPILLWAY INVERT 


-4’—6’ HIGH CHAIN LINK 
FENCE ON TOP OF INSIDE 
WALL (SEE NOTE 3) 


- STEEP SLOPE DESIGNED 
TO PRODUCE HYDRAULIC 
JUMP (FOR AERATION) 



FISHWAY GATE 


(FLOAT RISES TO CLOSE GATE 
WHEN THE WATER SURFACE 
SUBMERGES HALF OF THE 
FISHWAY OPENING) 

FISHWAY OPENING 


PROPOSED 
3” x 3” SQUARE 
OPENING (CENTERED)- 



PROFILE fy\ SPILLWAY PROF ILE 

\32 J SCALE: 1" = 20’ 


DETAIL f5] GATE DETAIL 

V 32 A SCALE: 1” = S’ 


DETAIL/6A FISH POOL & BYPASS DET AIL 

\327 mis 


■ 


REDUCED PLAN 

USE SCALE BELOW 


1 


REFERENCE INFORMATION AND NOTES 

1. Th(3 sheet shows the inflatable Dam U/S of Branham Lane. The proposed control house for the 
Dam U/S of RT. 85 will be on the east bank. 

2. Each fishway opening will allow 5 CFS with a velocity of 3 FPS when one half of opening is submerged. 

3. Fence to allow water through to the spillway, while keeping fish in the pools. 

4. Fish passage structure to be physically modeled and to have artistic treatment in alignment and form. 
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DRAWN ENGINEERING CERTIFICATION ENGINEERING APPROVAL 

SL\LA 
CHECKED 

D. CHEONG PROJECT ENGINEER R.C.E. NO 489Ti DIVISION ENGINEER---—NO— 25093 


UPPER GUADALUPE RIVER 

INTERSTATE 280 TO BLOSSOM HILL ROAD 

FUTURE INFLATABLE DAM 3 2 ALT 

AND FISH POOL DETAILS ALTERNATIVE of 39 
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NOTES: 

1. For profile view, see sheet 33B. For details, see sheet 33C, 

2. Stream gage to be recalibrated or relocated downstream. 

3. Fish pool system designed to be operational with flashboard dam up or down. 
During flashboard dam construction or removal, low flows are routed through 
pool system. 

4. When flashboard dam is raised, the orifice gates are closed and flow will be 
routed through summer pools. When dam is lowered, gates are opened and flow 
Is routed through the two 3'X3' orifices. 

5. During periods of long lasting high flow, there are options for the two gates to 
be closed and flow routed through the summer pool system. 






DATE 

10/96 

DESIGN 

Aft 

DRAWN 

AR 

CHECKED 

DC 


Santo Clara Valley Water District | 


GUADALUPE RIVER : 

INTERSTATE 280 TO BLOSSOM TTTT.T. ROAD 
PROPOSED FISH POOL SYSTEM DETAILS 1 or 


SCALE 

f-10* 




























































existing 5fr$977nja3e- 
(see note V -» 


^■op<as«<A Concrete 

M-imV. RJ.-^ 

B>el ow) 


_./copuaa^scL Rai/_ 

F<srv;<* ^-^ 


■existing top of bank 








~>rtr- 

>jil--UL-. 


y&>poaed filflred Wets! 

McjiVyK RT, • £frverl*&ciP ’ " - • 


- fa* dosed Ooticc^e ftlji m4i " PA, i’ 








!":j:.:L::i:i::. Eiev. 

..; -r.t-l^rp • 1-- '• 


^opo sed Foo) 
SysFsm PrJ^ile 


fhamaL*- 








(sea hots 4 ! 


SECTION/D^EXIS T ING DROP STRUCTURE AND 
~ \33^/PROPOSED METAL MAINT. PATH 

fropojscJ Rail 

Fence;-^ 


Pro P 0 S<r3T^r^jr~2 

M«pVrK Rej. (^Se<= AJoov^e^ * 


Popoaed Concrete 

Mq(«K Rd. " ' 



c u/mnt s umtiteL fto i 



.• Proposed Wqlot- . Aceass 

f To Sf«p fool < Sy^L;rvj 

C^®** PUrv Vi’avg^ 



> fro poseJ Cancr&ic Mo'mk Ret. 
.fir So^mpr . fool System- 


7 -~ ' — Praposed . Ch^in- link Idnc.e . ' ' 

■____ . ;. (See PUn Vi'Au) .7.5 .: ;j 

'■ 1 v.- X_J ..... ( 


1-,— -,-II— 


. J.:190.. . 
; El*!/, 


.:.■ ••.■..' •.: : :: •■.: .■-».'.- >• ■■. • * n. 


r~. _ 






£^ v ~i : rr : :^:f ; 


**? GxtsUfig.cB6ftff@r 

(see ndte.4 ):. 


SECTION/^NEXISTING DROP STRUCTURE AND 
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NOTES: 

1. For plan view, see sheet 33A. For details, see sheet 33C. 

2. Stream gage to be recalibrated or relocated downstream. 

3. Fish pool system designed to be operational with dashboard dam up or down. 
During flashboard dam construction or removal, low flows are routed through 
pool system. 

4. Existing elevations are approximate; survey needed before detailed design. 

5. When flashboard dam is raised, the orifice gates are closed and flow will be 
routed through summer pools. When dam is lowered, gates are opened and flow 
is routed through the two 3*X3* orifices. 

6. During periods of long lasting high flow, there are options for the two gates to 
be closed and flows routed through the summer pool system. 
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Top of Bank 


-TOP ROW l 
-1.5’> 


GALVANIZED STEEL 
IRRIGATION SLEEVE- 


BOTTOM OF RETAINING WALL , 
6—1.5'x3.0x6.0' / 

GABION BASKETS- —' 


H 

yd 


CUTOFF WALL- 


SECTION f k 

\34 


TOP ROW OF GABION 
GABION BASKETS — 


GALVANIZED STEEL 
IRRIGATION SLEEVE 



SLOPING 
CUTOFF WALL 


CONCRETE CRIB 
CUTOFF WALL - 


1/2 TON J 
ROCKi / 



SCALE 
AS SHOWN 



ENGINEERING CERTIFICATION 


ENGINEERING APPROVAL 


GUADALUPE RIVER 

INTERSTATE' 280 TO BLOSSOM HILL ROAD 


PLANTING BOX & ROCK GROIN DETAILS of 39 



























































PROPOSED 
R/W 
110 * . _ 


PROPOSED 

R/W 


EXISTING VEGETATION TO BE REMOVED 
PROPOSED 30' t 15’ 

FLOODWAY j P | 


PROPOSED 42" 
BLACK VINYL 
COATED FENCE- 


1% WATER SURFACE 
(SEE NOTE 1) 

Au _ 



15 1 

- S '~- 

lifill 


PROPOSED 
REVEG. AREA 


1% WATER SURFACE 
(SEE NOTE 1) 

< u , 




POTENTIAL / 

TRAIL LOCATION- 7 

PROPOSED STEPPED 
GABIONS ON BOTH BANKS/ 
(SEE NOTE 3)- 7 

PROPOSED 

CUT-OFF WALL (TYP)- 


PROPOSED 

R/W 

I EXISTING VEG. 
pro BE REMOVED 


- PROPOSED L 
ROCK LINING 

- PROPOSED 
MA1NT.RD. 

(SEE NOTE 4) 


Existing Ground - 


-PROPOSED MAI NT. RD. 
AND POTENTIAL 
TRAIL LOCATION 
(SEE NOTE 4) 


"BANKFULL- 

STAGE 



Existing Levee 


PROPOSED REMEDIAL EROSION REPAIR 
(SEE DETAIL 1 SHEET 35) 


STA, 759*5Q± TO STA, 7S4-f5Q± 
POTENTIAL EROSION REPAIR METHOD 
(LOOKING UPSTREAM) 


PROPOSED FACE 
OF CURB-v 


PROPOSED CONCRETE 
BARRIER-. 




^POTENTIAL 

TRAIL 

LOCATION 


PROPOSED CRIBLOCK 
RETAINING WALL 
(SEE NOTE 3)- : - 

PROP. MA1NT. RD. 
(SEE NOTE 4)- 


1% WATER SURFACE 
(SEE NOTE 1) 




PROPOSED 
REVEG. AREA 


Exist. Ground - 



PROPOSED REMEDIAL 

EROSION REPAIR 

(SEE DETAIL 1 SHEET 35) 


PROPOSED 

R/W 

I EXISTING VEG. 

I TO BE REMOVED 


a , 7 v V/ »*'*> 
t2, x ,Mk v.V i t » s *. 


'V\| ,it) V m L 


3.5 FT. MINIMUM-V * 

DIAMETER ROCK \ 

FLOODPLAIN BENCH-. \ 


K 


APPROXIMATE 1.5 YR. 
"BANKFULL" FLOW STAGE- 




TOP OF BANK 


-Existing Ground 
And Slope 


STAKED FASCINE 


^— 2 FT. MINIMUM LAYER 
HEAVY-LOOSE RIPRAP 

1-1 1/2 FT. LAYER 
OF 1/4-3 IN. ROUND GRAVEL 

'—1 FT. MINIMUM LAYER 
OF LIGHT-LOOSE RIPRAP 

- PROPOSED GEOTEXTILE FABRIC 

BOTTOM ROCKS AT "BANKFULL" 
STAGE ELEVATION 




/ o\ STA. 831 +70± TO STA. 834+70± 
s3V POTENTIAL EROSION REPAIR METHOD 
(LOOKING UPSTREAM) 

NTS 


PROPOSED FACE- 
OF CURB 


PROPOSED CONCRETE- 
BARRIER 


Exist. Sidewalk 





-POTENTIAL 

TRAIL 

LOCATION 


PROPOSED CRIBLOCK 
RETAINING WALL 
(SEE NOTE 3)- 

PROP. MAI NT. RD. 
(SEE NOTE 4)-• 




PROPOSED 
REVEG. AREA 


- 1% WATER SURFACE 
(SEE NOTE 1) 





INTEGRATED BIOTECHNICAL EROSION REPAIR DETAIL 

NTS 


BANKFULL 

STAGE 


PROPOSED REMEDIAL EROSION REPAIR 
(SEE DETAIL 1 SHEET 35) 


IHB3SS| 



REFERENCE INFORMATION AND NOTES 

1. Q1% = 14,600 CFS 

2. All typical sections looking upstream. 

3. Gabions to be revegetated (See Sheet 34 for planting box typical section.) 

4. Maintenance road to be paved with min. 6“ of crushed rock. 

5. Upper 5' of criblock retaining wall to be revegetated. 


/ tP\STA. 839+80± TO STA. 842+00± 
^35/ POTENTIAL EROSION REPAIR METHOD 
(LOOKING UPSTREAM) 

NTS 



GUADALUPE RIVER 

INTERSTATE 280 TO BLOSSOM HILL ROAD 

SITES NEEDING EROSION REPAIR 











































■Exist. 4—Span Bridge 



_ HWY 101 BRIDGE 

STA. 477+50± TO STA. 479+00± 
Mrs 



AIRPORT ISLAND BRIDGE 
STA. 483+35± TO STA. 483+75± 

NTS 


Exist. 3-Spar) Bridge 


PROPOSED STEPPED GABIONS 
CTYP)(r- 


((SEE NOTE 2) 

PROPOSED 
' P)(! 


_CUT-OFF WALL 

(TYP)(SEE NOTE 2) 



- 100 YR. FLOW (SEE NOTE 3) 


j— Exist. Soffit EL. 43.2' 


Exist. Rock Lining 






PROPOSED MAINT. RD. 
(TYP)(SEE NOTE 2) 


PROPOSED LOW-ROW CHANNEL—' 

WITH ROCK UNING 

PROPOSED RETAINING WALL 

AIRPORT PARKWAY BRIDGE (anc horing system not shown)- 
STA. 515+50± TO STA. 516+25± 

NTS 



PROPOSED majnt rd.- 



SKYPORT DRIVE BRIDGE 


STA. 535+10± TO STA. 536+20± 

MIS 


DESCRIPTION 



REFERENCE INFORMATION AND NOTES 

:duced plan 

E SCALE BELOW 

1 2 3 

ll|lllllll.|lllllll| 

(CHES ON ORIGINAL PLAN —1 


1 

1 

1. All cross sections are looking upstream, 

2. Construction 13 proposed to be done by others. 

3. Q1% « 17,000 CFS 

4. Q1 % = 14,600 CFS (Bypass channel Q1% = 9,850 CFS; Natural channel Q1% = 4,750 CFS) 

5. Q1% = 14,600 CFS (Bypass channel Q1% = 10,130 CFS; Natural channel Q1% = 4,470 CFS) 




■Exist. 2—Span Bridge 



HIGHWAY 980 BRIDGE 


STA. 578+90± TO STA. 580+10± 

NTS 


pROPncrn n nnnwAY 


FLOW (SEE NOTE 4) 

Exist Soffit EL 97.1‘ 



PROPOSED CUT-OFF 
WALL(TYP) 

PROPOSED MAJNT. 


Exist Low Flow 
Channel 



NTS 


Ground 


DATE 

8/27/96 

DESIGN 

T. IBARRA 


GUADALUPE RIVER 

SCALE 

AS SHOWN 

SHEET 

DRAWN 

S. LEACH 

ENGINEERING CERTIFICATION 

ENGINEERING APPROVAL 

STAo 477+50± TO STA. 741+30± 

36 

CHECKED 

D. CHEONG 

PROJECT ENGINEER R.C.E. NO. 48911 

SUPERVISING ENGINEER "R.C.E. NO. 25093 

BRIDGES AND CULVERTS 

OF 39 



































































STA. 742+25± TO STA. 744+15± 

NTS 




STA. 747+00± TO STA. 750+20± 

NTS 



STA. 772+70± TO STA. 773+60± 

NTS 



WILLOW GLEN WAY BRIDGE 
STA! 795+20± TO STA. 795+50± 

NTS 


Exist. Sloped Retaining Wall 
Structure to be Removed■ 


-1.5 YR. "BANKFUL" WATER SURFACE 

|-100 YR. FLOW (SEE NOTE 4) 


PROPOSED RETAINING 
WALL 



Exist. 3—Span Bridge 
Exist. Soffit EL 131.9’ 


PROPOSED MAINT. RD. 


PROPOSED 
STEPPED GABIONS 


PROPOSED CUT-OFF WALL 


PROPOSED ROCK LINING 


PROPOSED LOW-FLOW CHANNEL 
WfTH ROCK LINING 


MALONE ROAD BRIDGE 


STA. 821+50± TO STA. 822+00± 

NTS 



STA. 842+50± TO STA. 843+25± 

NTS 




_ UPRR BRIDGE _ 

STA. 780+70± TO STA. 781+60:1: 


NTS 


DESCRIPTION 


REDUCED PLAN 

USE SCALE BELOW 

0 12 3 

[ [ I I I I I I | I I I I I I I | I I I I I ll[ 

N— 3 INCHES ON ORIGINAL PUN —I 


DATE 


|APPR 


REFERENCE INFORMATION AND NOTES 

1. All cross sections are looking upstream. 

2. Q1%= 14,600 CFS (Bypass Channel Q1%=10,300 CFS; Natural Channel Q1%=4,470 CFS) 

3. Q1%= 14,600 CFS (Bypass Channel Q1%= 9,600 CFS; Natural Channel Q1%=.-5,000 CFS) 


4. Q1%= 14,600 CFS 




ALMADEM EXPRESSWAY BRIDGE (SOUTHBOU ND) 
STA. 855+65± TO STA. 856+50± 

NTS 


DATE 

Ljzszzel 


DESIGN 
T. IBARRA 
DRAWN 
SL/CM 


CHECKED 
D. CHEONG 


ENGINEERING CERTIFICATION 


PROJECT ENGINEER 


R.C.E. NO. 48911 


ENGINEERING APPROVAL 


SUPERVISING ENGINEER 


R.C.E. NO. 25093 


GUADALUPE RIVER 

STA. 742+25± TO STA. 856+50± 

BRIDGES AND CULVERTS 


SCALE 
AS SHOWN 


OF .39 















































































-Exist 3—Span Bridge 


-PROPOSED LOW-FLOW CHANNEL 
WITH ROCK UNING 
i-IOO YR. FLOW (SEE NOTE 2) 

/ v- 1.5 YR. "BANKFULL" WATER SURFACE 



- Exist. Ground 





-Exist. Soffit El 147.5 


-FUTURE 3-SPAN BRIDGE 
/-MIN. SOFFIT EL. 153’ 


& 




r -- 2% :5 u>,V 5 ^ E x,s t stepped 

A Gabions(Typ) 

JO** PROPOSED ROCK UNING (TYP) 


-PROPOSED BRIDGE 
(SEE NOTE 4) 




-1.5 YR. "BANKFULL" WATER SURFACE 
r \ 00 YR. FLOW (SEE NOTE 2) 


Exist. Rock Lining (Typ)— 


PROPOSED °BANKFULL"CHANNEL 


ALMAPEN EXPWY. BRIDGE (NORTHBOUND) 

STA. 870+00± TO STA. B73+20± 
ms 


PROPOSED MAI NT. RD. —' , 

PROPOSED ROCK UNING —' 

Exist. Rock Lining- 


/PROPOSED "BANKFULL"CHANNEL 


-PROPOSED LOW-FLOW 
CHANNEL W/ROCK LINING 


PEARL AVE. BRIDGE 
STA. 885+10± TO STA. 885+80± 


-EXIST. BRIDGE TO BE REMOVED 

i— Exist. Soffit EL 159' 


—Exist. 3—Span Bridge 




r- 100 YR. FLOW (SEE NOTE 2) 

/ r-1.5 YR. "BANKFULL" WATER SURFACE 

/ / _ _/~_Exist. Soffit EL 154' 


w- ——t— v 

I '— Exist. Ground 

t 100 YR. FLOW (SEE NOTE 2) 

HILLSDALE AVE. BRIDGE 
STA. 907+104 TO STA. 907+40± 

NTS 


-Exist. Sacked Cone. 
To be Removed 


PROPOSED- 
RETAJNING WALL 


PROPOSED MAINT. RD. 


PROPOSED—-J 
RETAINING 

WALL L 

Exist. 8' Bench - 
To be Removed 


fg 


100 YR. FLOW (SEE NOTE 3) - 

^— Exist 4-span bridge 
rxxxxxxcrx _ x r x x = / 


m s== x 


PROPOSED- 
MAINT. RD. 



1.5 YR. ’’BANKFULL" WATER SURFACE 

r-Exist Soffit El 171.7' 

/ Exist. Ground —> 


PROPOSED "BANKFULL” CHANNEU 


CAPITOL EXPWY. BRIDGE 


Exist Ground- 


-PROPOSED CUT-OFF 
WALL(TYP) 


-PROPOSED LOW-FLOW 
CHANNEL W/ROCK UNING 


STA. 9Q9+95± TO STA. 911+35± 
ms 


,, ^ 

- T \— Exist. Steo 


Exist. Stepped Gabions 
Both Banks 


-PROPOSED STEPPED \ 

GABIONS AND \—Fxic 

CUT-OFF WALL 

I PROPOSED "BANKFULL" CHANNEL 


^PROPOSED LOW-FLOW 
CHANNEL W/ROCK LINING 

Exist. Cone. Bottom 


BRANHAM LANE BRIDGE 
STA. 958+95± TO STA. 960+30± 


-Exist. End of 
CHYNOWETH AVENUE 



-PROPOSED CHYNOWETH AVENUE EXTENSION 


Exist. Percolation 
Pond $3 


-PROPOSED BRIDGE(SEE NOTE 4) 

r—PROPOSED MIN. SOFFIT EL.179’ 


-100 YR. FLOW (SEE NOTE 3) 

/—PROPOSED LOW-FLOW 
/ CHANNEL W/ROCK UNING 

1—1.5 YR. "BANKFULL" WATER SURFACE 


PROPOSED FILL - 
BY OTHERS 


txist. Ground - 



1 'W f. Tjx'; 


, PROPOSED "BANKFULL” 
CHANNEL 


^ . ^-—PROPOSED ROCK 
UNING (TYP) 


CHYNO WETH AVENUE BRIDGE 
STA. 986+604 TO STA. 987+704 


EjjjBBSB!l|| 



REFERENCE INFORMATION AND NOTES 

1. All cross sections ore looking upstream. 

2. Q1% = 12,400 CFS 

3. Q1% = 11,400 CFS 

4. To be constructed by the City of San Jose in coordination with the District. 




DRAWN 

SL\RA 

ENGINEERING CERTIFICATION 

CHECKED 

D. CHEONG 

PROJECT ENGINEER R.C.E. NO. 48911 


























































N. ALMADEN EXPRESSWAY (CANOAS CREEK) 
STA.0+30± TO STA.1 +40± 

NTS 


nightingale: drive (canqas creek) 

STA. 14+10± TO STA. 14*90± 

HTS 



CHERRY AVENUE (ROSS CREEK) 
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REFERENCE INFORMATION AND NOTES 

1. All typical sections looking upstream. 

2. Q1%=2,400 CFS 

3. Q1%=2,200 CFS 

4. Proposed headwall extension to be architecturally treated. 

5. See Sheet 30-A for fish baffles detail. 

6 . The ' pq;—ife 4' x 1.5' low—flow section with fish baffles is a potential enchancement feature. 
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APPENDIX A 


Ad Valorem Tax 
Acre-Foot 

Aggradation 

Amortization 

Antecedent 

Articulated Concrete Blocks 
(ACB) 

Bankfull Discharge 

Bed Load 
Benefit Assessment 


Biotechnical Slope Protection 

Confluence 

Cubic Foot Per Second (cfs) 

dBA 

Degradation 


LIST OF TECHNICAL TERMS 


A tax based on property value. 

A quantity of water that would cover 1 acre to a depth of 1 foot, 
equal to about 325,00 gallons. 

The geologic process by which streambeds and floodplains are 
raised in elevation by the deposition of material eroded and 
transported from other areas. It is the opposite of degradation. 

The process of liquidating a debt by installment payments or 
payment into a sinking fund; to prorate over a defined period at 
a specified interest rate. 

An event that precedes another event. 

Small interlocking precast concrete blocks tied together in a mat 
with high strength polyester cables. Used for erosion protection 
on creek banks and inverts. Available with holes for vegetative 
growth and percolation through the blocks. 

A bankfull discharge or channel-forming discharge is considered 
to be a single discharge equivalent in its effect to the range of 
discharges which govern the shape and size of the channel. 
Whereas the gross form of the channel may be shaped by larger, 
rarer discharges—Luna Leopold. 

Sediment bouncing or rolling along the bottom of a stream. See 
also suspended load. 

Revenues that supplement other available but limited revenues 
sufficiently to keep the existing flood protection system in a safe 
and effective condition, to perform maintenance and repair, to 
provide for needed new flood control construction, and in 
general to provide all flood control services to the public. The 
assessments are levied in proportion to benefits received, that is, 
on the basis of proportionate storm water runoff from each 
parcel. The assessment per single family residence is uniform 
for the entire central flood control zone. 

The use of mechanical elements (or structures) in combination 
with biological (or plants) to arrest and prevent slope failures and 
erosion. 

The junction of two streams. 

A rate of flow equivalent to one cubic foot, about 7 l A gallons, 
passing a point during one second (approximately 
450 gallons/minute). 

Decibel, a unit for measuring the volume of a sound. 

The geologic process by which stream and river beds lower in 
elevation. It is the opposite of aggradation. 
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Design Flow 

Discharge 

Freeboard 

Floodwaters 

Floodplain 

Gabion 

Geocell 


Groin (River Training 
Structure) 


Gunite 


Invert 

Land Subsidence 


Levees 


The magnitude of streamflow that is used in design of channel 
modifications and structures across channels. 

The volume of water passing through a channel during a given 
period of time. Usually measured in cubic feet per second. 

Vertical distance between the top of an embankment adjoining a 
channel and the water level in the channel. It is a factor of 
safety designed into a project. 

Those flows of water that cannot be contained within the natural 
stream channel. 

A wide, gently sloping area subject to periodic flooding. 

A wire mesh rectangular basket filled with uniformly sized rocks 
to prevent erosion. 

A series of symmetrical shaped cells made of high strength 
plastic joined together sharing common walls such that the final 
system confines in fill material within the cells. Placed in 
stepped layers, this can be used for bank protection (sometimes 
called Geoweb). 

Any configuration of a wall constructed in the stream at an 
abrupt angle (usually perpendicular) to the streambank that is 
intended to deflect water currents, induce sediment deposition or 
scour, create fish pool and rearing habitat, or in some way alter 
the flow and sediment regimes of the stream. Groins also create 
quiet water resting areas for use by upstream migrating fish. 
Groins are usually constructed entirely of rock riprap or of 
compacted earth faced with riprap. 

Concrete that is pumped through a pipe and sprayed on a creek 
bank. This type of bank protection is used only on steep creek 
banks in narrow, highly erosive sections of the creek. 

The lowest point in the bed or channel of a river or stream. 

Broad sagging of land surface due to the reduction of pressure in 
the deep confined aquifer caused by long-term overdraft of the 
groundwater basin. 

Earth embankments that are constructed to contain flood flows. 
In this project there are existing levees (part of the existing 
creek) and proposed levees (part of the proposed flood control 
project). 
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Mitigation 


Modified Floodplains 

One Hundred Year Flood 
One Percent (1%) Flood 

Overbank 

Reach 

Riparian 

Riprap 

Rock Lining 

Roughness Coefficient 

Sacked Concrete Scope 
Protection 

Suspended Load 

Watershed 

Wetlands 


To moderate, reduce, alleviate the impacts of a proposed 
activity; includes, in order: (a) avoiding the impact by not taking 
a certain action or parts of an action; (b) minimizing impacts by 
limiting the degree or magnitude of the action and its 
implementation; (c) rectifying the impact by repairing, 
rehabilitation, or restoring the affected environment; (d) reducing 
or eliminating the impact over time by preservation and 
maintenance operations during the life of the action; 
(e) compensating for the impact by replacing or providing 
substitute resources or environments. 


A channel type which preserves the natural creek environment by 
utilizing setback flood protection (levees or floodwalls) allowing 
the creek to take its natural course within the levees or 
floodwalls. 


See One Percent Flood. 

The flood that has a one percent chance of being equalled or 
exceeded in any one year. (See Appendix H). 

In a river or creek, the area between the main channel and the 
limits of the floodplain. 

A subdivision of the creek for convenience of study and 
reference. Reaches can also be divided into subreaches. 

Vegetation and wildlife living within and immediately adjacent to 
a river, stream or lake. In this report, riparian refers to the 
creek environment. 

A protective layer or facing of quarry stone placed to prevent 
erosion, scour, or slouching of an embankment. Also called 
rock lining. 

Also called riprap, this is a measure commonly used to protect 
against erosion of earth banks or creek bottoms. In this project 
most rock-lined areas will also be filled with soil and 
revegetated. 

Represents the frictional resistance of a surface to the flow of 
water; used in hydraulic computations. 

Burlap bags filled with concrete and placed on a stream bank to 
protect the bank against erosion. 

The part of the total sediment load that is carried for a 
considerable period of time at the velocity of the flow, free from 
contact with the streambed. See also bed load. 

The geographical region or area drained by a stream. Also 
referred to as a basin. 

As used herein, areas that under normal circumstances have 
(1) hydrophytic vegetation, (2) hydric soils, and (3) wetland 
hydrology or any combination of these three characteristics. 
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APPENDIX B 


PERSONS TO CONTACT FOR MORE INFORMATION 


About This Report 


Dennis W. Cheong, Project Engineer 
Santa Clara Valley Water District 
265-2600 

About Flood Insurance 

Randall R. Talley, Flood Management Policy and Planning Unit Supervisor 

Santa Clara Valley Water District 

265-2600 

About Environmental Considerations 

Terrence A. Neudorf, Environmental Planner 
Santa Clara Valley Water District 
265-2600 

About Creek Maintenance 

Jose Ortiz, Operations and Maintenance Technical Support Unit, Superving Engineer 

Santa Clara Valley Water District 

265-2600 

About Land Acquisition/Dedication 

Vincent Lico, Supervising Real Estate Agent 
Santa Clara Valley Water District 
265-2600 
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APPENDIX C 


ORGANIZATIONS AND PERSONS CONTACTED DURING THIS STUDY 


Mr. Ralph Qualls 
Public Works Department 
City of San Jose 

Mr. Alex Stevenson 
Engineering Department 
Pacific Gas and Electric 
San Jose, CA 

Mr. Clifford Hubbard 
Engineering Department 
Pacific Gas and Electric 
San Jose, CA 

Mr. Wayne Warren 
San Jose Water Company 
San Jose, CA 

Mr. Tom Rodriguez 
San Jose Water Company 
San Jose, CA 

Mr. Burl Huffman 
San Jose Water Company 
San Jose, CA 

Mr. Peter Walde 
Pacific Bell 
Santa Clara, CA 

Mr. Gary Azevedo 
Gill Cable 
San Jose, CA 

Mr. L. P. Marsh 

Southern Pacific Transportation Company 
Oakland, CA 

Mr. Preston Kelley 

CalTrans 

San Jose, CA 

Mr. James Graebner 

Santa Clara County Transportation Agency 
San Jose, CA 

Mr. M. A. Passo 
Union Pacific Railroad 
Omaha, NE 


Mr. Kevin O'Neil 
General Electric, Inc. 

San Jose, CA 

Ms. Lynn Tennefoss 

Santa Clara Valley Audubon Society 

Palo Alto, CA 

Ms. Debra Jamison 
Peninsula Conservation Center 
Palo Alto, CA 

Ms. Linda Elkind 
Committee for Green Foothills 
Palo Alto, CA 

Ms. Lilyan Brannon 
United New Conservationists 
Campbell, CA 

Ms. Artemas Ginzton 
County Trails and Pathways 

Ms. Mary Gordon 
County Trails and Pathways 

Mr. Theodore Wooster 
Department of Fish and Game 
Yountville, CA 

Mr. Jack Farless 
Regulatory Functions Branch 
U. S. Army Corps of Engineers 
San Francisco, CA 

Mr. James McKevitt 

U. S. Fish and Wildlife Service 

Sacramento, CA 

Mr. Charles Murry, Jr. 
Environmental Protection Agency 
San Francisco, CA 
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APPENDIX D 


CONSISTENCY WITH GOVERNMENTAL PLANS AND POLICIES 


A. Federal Plans and Policies 

The following discussion addresses the proposed Guadalupe River Flood Control Project's 
conformance to relevant federal plans and policies. 

Clean Air Act: 

The purpose of the Clean Air Act (as amended in 1977) is to protect and enhance air quality, as 
well as to promote the public health and welfare of the population. The U. S. Environmental 
Protection Agency has established a set of Ambient Air Quality Standards which are primarily 
implemented by state and local agencies. The proposed flood control project is located in the San 
Francisco Bay Area Basin which is designated as an Air Quality Maintenance Area. The 
proposed project would not result in any change in automobile traffic which would be a source 
of air pollutant emissions. Construction activities associated with the project would generate some 
air pollutant emissions consisting primarily of fugitive dust. Such emissions would be temporary 
and would not result in exceedances of air quality standards. Dust control measures would be a 
condition for grading in the contract documents. Thus, the Guadalupe River Flood Control 
Project will be consistent with the Clean Air Act. 

Clean Water Act—Section 404(b) 1: 

Section 404(b)l addresses the preservation of water quality and, consequently, requires the Corps 
of Engineers evaluate the impacts of the discharge of dredged or fill material into waters of the 
United States. The proposed project will be reviewed for a State Water Quality Certificate in 
conformance with Section 404(b) 1. The Corps of Engineers will be consulted for guidance 
regarding the necessity for permits. 

Wild and Scenic Rivers Act: 

This Act established a program for the federal protection of selected rivers and river sections 
which are free flowing and possess certain remarkable features. Guadalupe River is not 
designated wild and scenic. Therefore, this Act is not applicable to Guadalupe River and the 
proposed project. 

National Historic Preservation Act—Section 106: 

Section 106 of this Act establishes eligibility for inclusion in the National Register of Historic 
Places. To make such a determination, all prehistoric and historic resources have been identified 
within the project boundaries. Impacts to those cultural resources on or eligible for inclusion in 
the National Register must be mitigated in conformance with the procedures established by the 
Advisory Council on Historic Preservation. The project will comply with the National Historic 
Preservation Act. 
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Endangered Species Act—Section 7: 

Section 7 requires federal agencies to consult with the Secretary of the Interior through the U. S. 
Fish and Wildlife Service to avoid impacting any endangered or threatened species. No listed 
species are found in this reach of Guadalupe River. As a result, the proposed project will comply 
with Section 7. 

B. State Plans and Policies 

The following discussion addresses the Guadalupe River Flood Control Project's conformance to 
the appropriate State plans and policies. 

State of California Wetlands Policy. 

This policy applies to the protection of marshlands and other wetlands. The channel 
improvements proposed by the Guadalupe River Flood Control Project fall within the jurisdiction 
of this policy. Though the project would alter inland wetlands, the project will be consistent with 
this policy because riparian habitat, part of which is wetlands, will be mitigated according to 
results of a HEP analysis. 

State of California Department of Fish & Game Streambed Alteration Agreements : 

Streambed Alteration Agreements are required under California Fish and Game Code 1601 and 
1603. Agreements for maintenance activities have been developed for existing facilities. 
Appendix J contains the Memorandum of Understanding (MOU) for routine maintenance activities 
in improved and unimproved channels. A new MOU and Section 1601 agreement for project 
implementation including construction and maintenance are included in Appendix I. 

C. Regional Plans and Policies 

San Francisco Bay Conservation and Development Commission : 

BCDC has jurisdiction and strict fill policies regarding total wetlands. The limit of BCDC 
jurisdiction is downstream of this project. No BCDC permit will be required for this project. 
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DETAILED COST ESTIMATES 
CHANNEL MODIFICATION ALTERNATIVES 
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GUARCH A.XLS 


UPPER GUADALUPE RIVER 
Reach A: U/S HWY 101 to D/S 1-880 
Cost Estimate Summary (17,000 cfs Flood Protection) 


8/14/96 


Item 

Unit Cost 

Unit 

Quantity 

Amount 

Site Preparation 





Clearing and Grubbing 

$5,500 

ACRE 

4 

$22,000 

Earthwork 





Soil Excavation- 

$6 

C.Y. 

7250 

$43,500 

for retaining walls, gabions, floodwalls 

Concrete Excavation 

$50 

C.Y. 

1500 

$75,000 

Soil Fill (levees) 

$7 

C.Y. 

4300 

$30,100 

Channel Lining Modifications 





Stepped Gabion Lining 

$160 

C.Y. 

1020 

$163,200 

Retaining Wall Anchoring system 

$450 

C.Y. 

410 

$184,500 

(Highway 101 & Airport Parkway Bridges) 

3' floodwalls for Sta, 479+00 to Sta. 483+50 

$450 

C.Y. 

150 

$67,500 

Access Ramps (18' wide & 2,900' long) 

$7 

S.F. 

52200 

$365,400 

Utility Relocation/Modification (W. Bank only) 





Outfalls (12in. - 54in.) 

$3,000 

EA. 

2 

$6,000 

Miscellaneous 





Armoring Aggregate. (6in. on Maint. Rd.) 

$0.55 

S.F. 

277200 

$152,460 

SUBTOTAL 




$1,109,660 

Mobilization (10%) 




$110,966 

Construction Contingencies (10%) 




$110,966. 

TOTAL CONSTRUCTION 




$1,331,592 

Design (10%) 




$133,159 

Geotechnical (5%) 




$66,580 

Inspection (10%) 




$133,159 

RIGHT-OF-WAY COSTS 




$0 

Mitigation 





Revegetation (on-site) 

$200,000 

ACRE 

0 

$0 

Revegetation (off-site) 

$200,000 

ACRE 

0 

$0 

Revegetation right-of-way (off-site) 

$500,000 

ACRE 

0 

$0 

MITIGATION COSTS 




$0 

REACH A TOTAL COSTS 




$1,664,490 
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UPPER GUADALUPE RIVER 
Reach 6: U/S 1-280 to D/S SPTC 
Cost Estimate Summary (14,600 cfs Flood Protection) 
Gabion Bypass Channel (Preferred Design) 


Item 

Unit Cost 

Unit 

Quantity 

Amount 

Site Preparation 

Clearing and Grubbing 

$5,500 

ACRE 

9.9 

$54,450 

Remove Residential Sites (56 homes) 

$7,500 

EA. 

56 

$420,000 

Coffer dams installation (fill for 2) 

$7 

C.Y. 

300 

$2,100 

Coffer dams removal (excavation for 2) 

$6 

C.Y. 

300 

$1,800 

Earthwork 

Excavation 

$6 

C.Y. 

186500 

$1,119,000 

Fill (gabions and levees) 

$7 

C.Y. 

12700 

$88,900 

Channel Lining Modifications 

Stepped Gabion Lining 

$160 

C.Y. 

6600 

$1,056,000 

Mattress Gabion Lining (u/s 1-280) 

$160 

C.Y. 

185 

$29,600 

Concrete Lining (") 

$450 

C.Y. 

180 

$81,000 

Concrete Wingwalls (d/s SPTC) 

$450 

C.Y. 

100 

$45,000 

Invert Rock Lining 

$40 

C.Y. 

9500 

$380,000 

Access Ramps 

$7 

S.F. 

27000 

$189,000 

Bridges and Culverts 

Bridge Removal 

$50,000 

L.S. 

0 

$0 

Bridge Construction (W. Virginia St. byp.) 

$450 

C.Y. 

940 

$423,000 

Traffic Control (McClellan/Edwards and 

$50,000 

L.S. 

2 

$100,000 

W. Virginia St. Bridge) 

Utility Relocation/Modification 

Water Lines Relocation (per SJWC cost estim.) 

$500,190 

L.S. 

1 

$500,190 

Outfalls (12in. - 54in.) 

$3,000 

EA. 

5 

$15,000 

Outfalls (60in. - 78in.) 

$5,000 

EA. 

0 

$0 

Roadway Replacement 

Remove A/C Pavement (incl. Virginia St. byp.) 

$2 

S.F. 

99600 

$199,200 

Remove Curb & Gutter (") 

$2 

L.F. 

3430 

$6,860 

Remove Sidewalk (") 

$2 

S.F. 

16400 

$32,800 

A/C Pavement (McLellan/Edwards, Virginia St.) 

$5 

S.F. 

22000 

$110,000 

Curb & Gutter (") 

$16 

L.F. 

1100 

$17,600 

Sidewalk (") 

$6 

S.F. 

7700 

$46,200 

Miscellaneous 

Armoring Aggregate. (6in. on Maint. Rd.) 

$0.55 

S.F. 

72900 

$40,095 

Gates 

$800.00 

EA. 

7 

$5,600 

Fencing 

SUBTOTAL 

$10.00 

L.F. 

5700 

$57,000 

$5,020,395 
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UPPER GUADALUPE RIVER 
Reach 6: U/S 1-280 to D/S SPTC 
Cost Estimate Summary (14,600 cfs Flood Protection) 

Gabion Bypass Channel (Preferred Design) 

Item Unit Cost Unit Quantity 


Mobilization (10%) 

Construction Contingencies (10%) 

TOTAL CONSTRUCTION COSTS 

Design (10%) 

Geotechnical (5%) 

Inspection (10%) 

Property Acquisition (per Real Estate cost estimate) 

Residential (33 already purchased) 

Residential (21 to be purchased) $300,000 LOT 21 

Residential (2 partial-take) 

Business (1 partial-take) 

RIGHT-OF-WAY COSTS 

Mitigation 

Revegetation (on-site) 

Revegetation (off-site) 

Revegetation right-of-way (off-site) 

MITIGATION COSTS (Revegetation: 1.64 acres 
urban forest, 1.94 acres riparian, and 0.27 
acre mixed trees - total 3.85 acres) 

REACH 6 TOTAL COSTS 


$228,821 L.S. 1 

$500,000 ACRE 0 


Amount 


$502,040 

$502,040 

$6,024,474 

$602,447 

$301,224 

$602,447 


$4,882,841 

$6,300,000 

$19,000 

$65,000 

$11,266,841 


$228,821 

$0 

$0 

$228,821 


$19,026,255 
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UPPER GUADALUPE RIVER 
Reach 7A: D/S SPTC to D/S W. Alma Avenue 
Cost Estimate Summary (14,600 cfs Flood Protection) 
Gabion Bypass Channel (Preferred Design) 


Item 


Site Preparation 

Clearing and Grubbing 
Remove Commercial Sites 

Earthwork 

Excavation 

Fill 

Channel Lining Modifications 
Stepped Gabion Lining 
Invert Rock Lining 
Access Ramps 

Erosion Repair (Sta. 762+00 to Sta. 764+50) 
Boulders (3 ft. to 4 ft. DIA) 

Transport of Boulders (assume 20-ton truck at 
$55/hr and 6 hours per trip) 

Boulder placement 
Vegetated geogrid 
Fascines 

Bridges and Culverts 
Bridge Removal 

Wingwalls & Retaining walls (SPTC, Route 87) 
Shoring (underneath Route 87) 

Culvert Construction (SPTC) 

Temporary railroad relocation for SPTC culvert 
Bridge Construction (Willow St.) 

Traffic Control (Willow St.-for bypass & sewer 
pipe relocation) 

Utility Relocation/Modification 

Water Lines Relocation (per SJWC cost estim.) 
Sanitary sewer relocation @ Willow St (250') 
Outfalls (12in. - 54in.) 

Roadway Replacement 

Remove A/C Pavement (incl. Willow and at 
commercial properties along Willow/Lelong 
intersection) 

Remove Curb & Gutter (Willow Street) 

Remove Sidewalk (") 

A/C Pavement (Willow Street) 

Curb & Gutter 


Unit Cost 

Unit 

Quantity 

Amount 

$5,500 

ACRE 

7.6 

$41,800 

$3 

S.F. 

46375 

$139,125 

$6 

C.Y. 

249162 

$1,494,972 

$7 

C.Y. 

13447 

$94,129 

$160 

C.Y. 

8130 

$1,300,800 

$40 

C.Y. 

6175 

$247,000 

$7 

S.F. 

14040 

$98,280 

$80 

EA. 

1350 

$108,000 

$230 

20-ton 

270 

$62,100 

$100,000 

L.S. 

1 

$100,000 

$170 

C.Y. 

340 

$57,800 

$2.50 

L.F. 

450 

$1,125 


$50,000 

L.S. 

0 

$0 

$450 

C.Y. 

540 

$243,000 

$11 

S.F. 

7200 

$79,200 

$450 

C.Y. 

1265 

$569,250 

$1,000,000 

L.S. 

1 

$1,000,000 

$450 

C.Y. 

950 

$427,500 

$100,000 

L.S. 

1 

$100,000 


$109,472 

L.S. 

1 

$109,472 

$50,000 

L.S. 

1 

$50,000 

$3,000 

EA. 

12 

$36,000 


$2 

S.F. 

89040 

$178,080 

$2 

L.F. 

350 

$700 

$2 

S.F. 

2450 

$4,900 

$5 

S.F. 

8450 

$42,250 

$16 

L.F. 

350 

$5,600 
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G7AC0SBP.XLS 


8/1 6/96 


UPPER GUADALUPE RIVER 
Reach 7A: D/S SPTC to D/S W. Alma Avenue 
Cost Estimate Summary (14,600 cfs Flood Protection) 
Gabion Bypass Channel (Preferred Design) 


Item 

Unit Cost 

Unit 

Quantity 

Amount 

Sidewalk 

$6 

S.F. 

2450 

$14,700 

Miscellaneous 





Armoring Aggregate. (6in. on Maint. Rd) 

$0.55 

S.F. 

52200 

$28,710 

Gates 

$800.00 

EA. 

7 

$5,600 

Fencing 

$10.00 

L.F. 

3200 

$32,000 

SUBTOTAL 




$6,672,093 

Mobilization (10%) 




$667,209 

Construction Contingencies (10%) 




$667,209 

TOTAL CONSTRUCTION 




$8,006,512 

Design (10%) 




$800,651 

Geotechnical (5%) 




$400,326 

Inspection (10%) 




$800,651 

Property Acquisition (per Real Estate cost estimate) 





State of California Property (3 parcels) 




$3,497,200 

County of Santa Clara 




$1,000,000 

Bruzzone Properties (7 parcels) 




$2,000,000 

SCVWD Property (vacant) 




$122,658 

SCVWD Property (business) 




$94,000 

Maintenance easement 

$1,000 

EA. 

1 

$1,000 

RIGHT-OF-WAY COSTS 




$6,714,858 

Mitigation 





Revegetation (on-site) 

$241,200 

L.S. 

1 

$241,200 

Revegetation (off-site) 




$0 

Revegetation right-of-way (off-site) 

$500,000 

ACRE 

0 

$0 

MITIGATION COSTS (Revegetation: 0.95 acres 




$241,200 

urban forest, 2.49 acres riparian, and 0.13 





acres mixed trees - total 3.57 acres) 





REACH 7A TOTAL COSTS 




$16,964,198 
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UPPER GUADALUPE RIVER 
Reach 7B: D/S W. Alma Avenue to D/S UPRR 
Cost Estimate Summary (14,600 cfs Flood Protection) 
60' Open Gabion Bypass Channel Alternative 


Item 

Unit Cost 

Unit 

Quantity 

Site Preparation 

Clearing and Grubbing 

$5,500 

ACRE 

0.2 

Earthwork 

Excavation 

$6 

C.Y. 

40500 

Fill (for behind gabions) 

$7 

C.Y. 

9240 

Fill (for natural west bank levee) 

$7 

C.Y. 

320 

Channel Lining Modifications 

Stepped Gabion Lining 

$160 

C.Y. 

2700 

Concrete Cutoff Wall For Stepped Gabions 

$450 

C.Y. 

240 

Floodwalls (E. Bank Of Gabion Bypass) 

$450 

C.Y. 

490 

Access Ramps 

$7 

S.F. 

450 

Alma Avenue Bridge 

Bridge Construction 

$450 

C.Y. 

700 

Shoring For Abutments 

$11 

S.F. 

3200 

Traffic Control 

$100,000 

L.S. 

1 

Utility Relocation/Modification 

Water Lines Relocation (per SJWC cost estim.) 

$73,810 

L.S. 

1 

Outfalls (12in. - 54in.) 

$3,000 

EA. 

0 

Roadway Replacement 

Remove A/C Pavement (Alma, Elk's Lodge and 

$2 

S.F. 

79800 

comer of W. Bk. & U/S Alma) 

Remove Curb & Gutter (W. Alma Avenue) 

$2 

L.F. 

240 

Remove Sidewalk (") 

$2 

S.F. 

960 

A/C Pavement (Alma and Elk's Lodge) 

$5 

S.F. 

13200 

Curb & Gutter (W. Alma Avenue) 

$16 

L.F. 

240 

Sidewalk (") 

$6 

S.F. 

960 

Miscellaneous 

Armoring Aggregate. (6in. on Maint. Rd) 

$0.55 

S.F. 

14600 

Gates 

$800.00 

EA. 

1 

Fencing (between bypass & natural) 

$10.00 

L.F. 

720 


SUBTOTAL 

Mobilization (10%) 

Construction Contingencies (10%) 

TOTAL CONSTRUCTION 


Amount 


$ 1,100 


$243,000 

$64,680 

$2,240 


$432,000 

$108,000 

$220,500 

$3,150 


$315,000 

$35,200 

$ 100,000 


$73,810 

$0 


$159,600 

$480 

$1,920 

$ 66,000 

$3,840 

$5,760 


$8,030 

$800 

$7,200 

$1,852,310 


$185,231 

$185,231 

$2,222,772 
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UPPER GUADALUPE RIVER 
Reach 7B: D/S W. Alma Avenue to D/S UPRR 
Cost Estimate Summary (14,600 cfs Flood Protection) 
60' Open Gabion Bypass Channel Alternative 


Item 

Unit Cost 

Unit 

Quantity 

Amount 

Design (10%) 




$222,277 

Geotechnical (5%) 




$111,139 

Inspection (10%) 




$222,277 

Property Acquisition (per Real Estate cost estimate) 





Elk's lodge Property 

$1,282,000 

L.S. 

1 

$1,282,000 

RIGHT-OF-WAY COSTS 




$1,282,000 

Mitigation 





Revegetation (on-site) 

$0 

L.S. 

0 

$0 

Revegetation (off-site) 

$200,000 

ACRE 

0 

$0 

Revegetation right-of-way (off-site) 

$500,000 

ACRE 

0 

$0 

MITIGATION COSTS 




$0 

REACH 7B TOTAL COSTS 




$4,060,465 
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G8C0SGBP.XLS 


8/5/96 


UPPER GUADALUPE RIVER 
Reach 8: D/S UPRR to D/S Willow Glen Way 
Cost Estimate Summary (14,600 cfs Flood Protection) 
Gabion Bypass Channel (Preferred Design) 


Item 


Site Preparation 

Clearing and Grubbing 
Remove residential sites 
Installation of coffer dam (fill for 2) 

Removal of coffer dam (removal of 2) 

Earthwork 

Excavation 

Fill 

Channel Lining Modifications 
Stepped Gabion Lining 
Invert Rock Lining 
Access Ramps 

Bridges and Culverts 

Culvert Construction (UPRR) 

Temporary railroad relocation 
Wingwalls (u/s UPRR) 

Retaining walls (bypass weir) 

Utility Relocation/Modification 
Utility Relocation 
Outfalls (12in. - 54in.) 

Outfalls (60in. - 78in.) 

Roadway Replacement 

Remove A/C Pavement 
Remove Curb & Gutter 
Remove Sidewalk 

A/C Pavement(To be done by City of San Jose) 
Curb & Gutter (") 

Sidewalk (") 

Miscellaneous 

Armoring Aggregate. (6in. Maint. Rd.) 

Gates 

Fencing 

SUBTOTAL 

Mobilization (10%) 

Construction Contingencies (10%) 


Unit Cost 

Unit 

Quantity 

Amount 

$5,500 

ACRE 

4.7 

$25,850 

$7,500 

EA. 

23 

$172,500 

$7 

C.Y. 

300 

$2,100 

$6 

C.Y. 

300 

$1,800 


$6 

C.Y. 

107070 

$642,420 

$7 

C.Y. 

5190 

$36,330 


$160 

C.Y. 

4800 

$768,000 

$40 

C.Y. 

765 

$30,600 

$7 

S.F. 

5400 

$37,800 


$450 

C.Y. 

950 

$427,500 

$600,000 

L.S. 

1 

$600,000 

$450 

C.Y. 

225 

$101,250 

$450 

C.Y. 

570 

$256,500 


$122,600 

L.S. 

1 

$122,600 

$3,000 

EA. 

4 

$12,000 

$5,000 

EA. 

0 

$0 


$2 

S.F. 

4900 

$9,800 

$2 

L.F. 

280 

$560 

$2 

S.F. 

1960 

$3,920 

$5 

S.F. 

0 

$0 

$16 

L.F. 

0 

$0 

$6 

S.F. 

0 

$0 


$0,55 

S.F. 

22500 

$12,375 

$800.00 

EA. 

2 

$1,600 

$10.00 

L.F. 

1450 

$14,500 




$3,280,005 


$328,001 

$328,001 


Page 1 


G8C0SGBP.XLS 


8/5/96 


UPPER GUADALUPE RIVER 
Reach 8: D/S UPRR to D/S Willow Glen Way 
Cost Estimate Summary (14,600 cfs Flood Protection) 

Gabion Bypass Channel (Preferred Design) 

Item Unit Cost Unit Quantity 


TOTAL CONSTRUCTION 

Design (10%) 

Geotechnical (5%) 

Inspection (10%) 

Property Acquisition (per Real Estate cost estimate) 
Residential (14 already purchased) 


Residential (9 to be purchased) 

$300,000 

LOT 

9 

Maintenance easement 

RIGHT-OF-WAY COSTS 

Mitigation 

$1,000 

EACH 

1 

Revegetation (on-site) 

Revegetation (off-site) 

$43,862 

L.S. 

1 

Revegetation right-of-way (off-site) 

MITIGATION COSTS (Revegetation: 0.12 acres 

$500,000 

ACRE 

0 


riparian and 0.19 acre mixed trees - total 
0.31 acre) 

REACH 8 TOTAL COSTS 


Amount 


$3,936,006 

$393,601 

$196,800 

$393,601 


$2,605,931 

$2,700,000 

$1,000 

$5,306,931 


$43,862 

$0 

$0 

$43,862 


$10,270,801 
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G9C0SCRB.XLS 


8/16/96 


UPPER GUADALUPE RIVER 
Reach 9: D/S Willow Glen Way to D/S Curtner Avenue 
Cost Estimate Summary (14,600 cfs Flood Protection) 
Widened Cribwall Channel With Mitigation Bench (Preferred Design) 


Item 

Unit Cost 

Unit 

Quantity 

Amount 

Site Preparation 

Clearing and Grubbing 

$5,500 

ACRE 

7 

$38,500 

Remove residential sites 

$7,500 

EA. 

11 

$82,500 

Coffer dams installation (fill for 6) 

$7 

C.Y. 

900 

$6,300 

Coffer dams removal (excavation for 6) 

$6 

C.Y. 

900 

$5,400 

Earthwork 

Structural excavation (u/s Malone, d/s Curtner, 

$50 

C.Y. 

650 

$32,500 

d/s SB Almaden Expwy.) 

Excavation 

$6 

C.Y. 

117110 

$702,660 

Fill (includes fill behind cribwall) 

$7 

C.Y. 

17870 

$125,090 

Channel Lining Modifications 

Stepped Gabion Lining 

$160 

C.Y. 

6655 

$1,064,800 

Invert Rock Lining 

$40 

C.Y. 

980 

$39,200 

Cribwall 

$20 

S.F. 

54365 

$1,087,300 

Shoring for cribwall 

$11 

S.F. 

66625 

$732,875 

Access Ramps 

$7 

S.F. 

14400 

$100,800 

Vortex Rock Weirs (5 sites) 

Boulders (3 ft. to 4 ft. DIA) 

$80 

EA. 

82 

$6,560 

Transport of Boulders (assume 20-ton truck at 

$230 

20-ton 

16 

$3,680 

$55/hr and 6 hours per trip) 

Boulder placement using backlioe excavator 

$146.81 

EA. 

82 

$12,038 

with eqpt. operator (assume 1 hr/boulder) 

Erosion Repair (Sta. 831+70 to Sta. 834+70 and 

Sta. 839+80 to Sta. 842+00) 

Boulders (3 ft. to 4 ft. DIA) 

$80 

EA. 

1560 

$124,800 

Transport of Boulders (assume 20-ton tmck at 

$230 

20-ton 

310 

$71,300 

$55/hr and 6 hours per trip) 

Boulder placement 

$120,000 

L.S. 

1 

$120,000 

Vegetated geogrid 

$170 

C.Y. 

390 

$66,300 

Fascines 

$2.50 

L.F. 

520 

$1,300 

Bridges and Culverts 

Bridge Removal 

$50,000 

L.S. 

1 

$50,000 

Willow Glen Way Bridge Replacement 

$193,300 

L.S. 

1 

$193,300 


<This cost would be for the bridge extension only. 
The City of San Jose will bear the cost of the 
existing bridge replacement at $1,000,000, which 
includes the 50% contingency factor. This is 
anticipating that the City will replace the bridge 
before the District conies along to build the 
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G9C0SCRB.XLS 


8/16/96 


UPPER GUADALUPE RIVER 
Reach 9: D/S Willow Glen Way to D/S Curtner Avenue 
Cost Estimate Summary (14,600 cfs Flood Protection) 
Widened Cribwall Channel With Mitigation Bench (Preferred Design) 


Item 

Unit Cost 

Unit 

Quantity 

Amount 

projects 

Traffic Control (incl. # of sites at Almaden Rd.) 

$50,000 

L.S. 

4 

$200,000 

Utility Relocation/Modification 





Utility Relocation (incl. relocation of 2 wells, 
booster pumps, piping & other improvements) 

$1,327,780 

L.S. 

1 

$1,327,780 

Outfalls (12in. - 54in.) 

$3,000 

EA. 

2 

$6,000 

Outfalls (60in. - 78in.) 

$5,000 

EA. 

1 

$5,000 

Roadway Work (Willow Glen Way Bridge Extension only)* 





Remove A/C Pavement <Actual = 3400 sf> 

$2 

S.F. 

800 

$1,600 

Remove Curb & Gutter <Actual = 340 lf> 

$2 

L.F. 

80 

$160 

Remove Sidewalk <Actual = 1020 sf> 

$2 

S.F. 

240 

$480 

A/C Pavement <Actual = 10200 sf> 

$5 

S.F. 

2400 

$12,000 

Curb & Gutter <Actual = 340 lf> 

$16 

L.F. 

80 

$1,280 

Sidewalk <Actual = 1700 sf> 

$6 

S.F. 

400 

$2,400 

Miscellaneous 





Guardrail (next to cribwall locations) 

$50 

L.F. 

3500 

$175,000 

Armoring Aggregate. (6in. Maint. Rd.) 

$0.55 

S.F. 

82800 

$45,540 

Gates 

$800.00 

EA. 

4 

$3,200 

Fencing 

$10.00 

L.F. 

5000 

$50,000 

SUBTOTAL 




$6,497,643 

Mobilization (10%) 




$649,764 

Construction Contingencies (10%) 




$649,764 

TOTAL CONSTRUCTION 




$7,797,172 

Design (10%) 




$779,717 

Geotechnical (5%) 




$389,859 

Inspection (10%) 




$779,717 

Property Acquisition (per Real Estate cost estimate) 





SJWC PROPERTY (Willow Glen Way Station) 

$18 

S.F. 

39000 

$702,000 

SJWC PROPERTY (other sites) 




$345,000 

Residential sites (10 already puchased) 




$2,252,309 

Residential (1 to be purchased) 

$447,000 

LOT 

1 

$447,000 

Residential (4 partial-take) 




$83,850 

Maintenance easement 

$1,000 

EA. 

53 

$53,000 

RIGHT-OF-WAY COSTS 




$3,883,159 
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G9C0SCRB.XLS 


8/16/96 


UPPER GUADALUPE RIVER 
Reach 9: D/S Willow Glen Way to D/S Curtner Avenue 
Cost Estimate Summary (14,600 cfs Flood Protection) 

Widened Cribwall Channel With Mitigation Bench (Preferred Design) 

Item Unit Cost Unit Quantity 


Mitigation 

Revegetation (on-site) 

Revegetation (off-site) 

Revegetation right-of-way (off-site) 
MITIGATION COSTS (Revegetation: 0.28 acre 
urban forest, 1.57 acres riparian, and 0.19 
acre mixed trees - total 2.04 acres) 

REACH 9 TOTAL COSTS 


$151,525 L.S. 1 

$500,000 ACRE 0 


Amount 


$151,525 

$0 

$0 

$151,525 


$13,800,000 
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8/16/96 


UPPER GUADALUPE RIVER 

Reach 10A: D/S Curtner Avenue to Southbound Almaden Expressway 
Cost Estimate Summary (14,600 cfs Flood Protection) 
Widened Cribwall Channel With Mitigation Bench (Preferred Design) 


Item 


Site Preparation 

Clearing and Grubbing 
Remove residential sites 
Coffer dams installation (fill for 2) 

Coffer dams removal (excavation for 2) 

Earthwork 

Excavation (E.B. w/bench @ 5' above invert) 
Fill (includes fill behind cribwall) 

Channel Lining Modifications 
Stepped Gabion Lining 
Invert Rock Lining 
Cribwall 

Shoring for cribwall 
Access Ramps 

Bridges and Culverts 

Bridge Removal (Curtner Avenue) 

Curtner Avenue Bridge Replacement 
Shoring for Curtner Avenue Bridge 
Traffic Control (inch 1 site @ Almaden Rd.) 

Utility Relocation/Modification 
Outfalls (12in. - 54in.) 

Outfalls (60in. - 78in.) 

Roadway Replacement (Curtner Avenue Bridge): 
A/C Pavement 
Curb & Gutter 
Sidewalk 

Miscellaneous 

Armoring Aggregate. (6in. Maint. Rd.) 
Concrete drain structure under maint. rd. @ 
confl. of Guadalupe River & Canoas Creek 
Gates 
Fencing 

SUBTOTAL 

Mobilization (10%) 

Construction Contingencies (10%) 


Unit Cost 

Unit 

Quantity 

Amount 

$5,500 

ACRE 

1.4 

$7,700 

$7,500 

EA. 

0 

$0 

$7 

C.Y. 

300 

$2,100 

$6 

C.Y. 

300 

$1,800 


$6 

C.Y. 

22020 

$132,120 

$7 

C.Y. 

7815 

$54,705 


$160 

C.Y. 

0 

$0 

$40 

C.Y. 

0 

$0 

$20 

S.F. 

22580 

$451,600 

$11 

S.F. 

29725 

$326,975 

$7 

S.F. 

31500 

$220;500 


$50,000 

L.S. 

1 

$50,000 

$450 

C.Y. 

1750 

$787,500 

$11 

S.F. 

4200 

$46,200 

$50,000 

L.S. 

2 

$100,0.00 


$3,000 

EA. 

3 

$9,000 

$5,000 

EA. 

0 

$0 


$5 

S.F. 

10500 

$52,500 

$16 

L.F. 

300 

$4,800 

$6 

S.F. 

1500 

$9,000 


$0.55 

S.F. 

25845 

$14,215 

$5,000.00 

L.S. 

1 

$5,000 

$800.00 

EA. 

0 

$0 

$10.00 

L.F. 

1200 

$12,000 


$2,287,715 

$228,771 

$228,771 
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8/16/96 


UPPER GUADALUPE RIVER 

Reach 10A: D/S Curtner Avenue to Southbound Almaden Expressway 
Cost Estimate Summary (14,600 cfs Flood Protection) 
Widened Cribwall Channel With Mitigation Bench (Preferred Design) 


Item 


TOTAL CONSTRUCTION 

Design (10%) 

Geotechnical (5%) 

Inspection (10%) 

Property Acquisition (per Real Estate cost estimate) 
Maintenance easement 
RIGHT-OF-WAY COSTS 

Mitigation 

Revegetation (on-site) 

Revegetation (off-site) 

Revegetation right-of-way (off-site) 
MITIGATION COSTS (Revegetation: 0.22 Acre 
riparian) 

REACH 10A TOTAL COSTS 


Unit Cost 

Unit 

Quantity 

Amount 




$2,745,258 

$274,526 

$137,263 

$274,526 

$1,000 

EA. 

13 

$13,000 

$13,000 

$17,657 

L.S. 

1 

$17,657 

$0 

$500,000 

ACRE 

0 

$0 

$17,657 

$3,462,229 
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G10BCOST.XLS 


8/16/96 


UPPER GUADALUPE RIVER 

Reach 10B: D/S Southbound Almaden Expressway to D/S Northbound Almaden Expressway 
Cost Estimate Summary (12,400 cfs Flood Protection) 

Levee/Floodwall Combination (Preferred Design) 


Item 

Unit Cost 

Unit 

Quantity 

Amount 

Site Preparation 





Clearing and Grubbing 

$5,500 

ACRE 

1 

$5,500 

Coffer dams installation (fill for 4) 

$7 

C.Y. 

600 

$4,200 

Coffer dams removal (excavation for 4) 

$6 

C.Y. 

600 

$3,600 

Earthwork 





Excavation 

$6 

C.Y. 

455 

$2,730 

Fill 

$7 

C.Y. 

1630 

$11,410 

Channel Lining Modifications 





Floodwall 

$450 

C.Y. 

185 

$83,250 

Stepped Gabions 

$160 

C.Y. 

400 

$64,000 

Rock Groins in the creekbed 

$60 

C.Y. 

225 

$13,500 

Armoring Aggregate. (6in. Maint. Rd.) 

$0.55 

S.F. 

52200 

$28,710 

Access Ramps 

$7.00 

S.F. 

4500 

$31,500 

Vortex Rock Weirs (3 sites & 2 side groin sites) 





Boulders (3 ft. to 4 ft. DIA) 

$80 

EA. 

68 

$5,440 

Transport of Boulders (assume 20-ton tmck at 

$230 

20-ton 

13 

$2,990 

$55/hr and 6 hours per trip) 

Boulder placement using backhoe excavator 

$146.81 

EA. 

68 

$9,983 

with eqpt. operator (assume 1 hr/boulder) 





SUBTOTAL 




$266,813 

Mobilization (10%) 




$26,681 

Construction Contingencies (10%) 




$26,681 

TOTAL CONSTRUCTION COSTS 




$320,176 

Design (10%) 




$32,018 

Geotechnical (5%) 




$16,009 

Inspection (10%) 




$32,018 

RIGHT-OF-WAY COSTS 




$0 

Mitigation 





Revegetation (on-site) 

$781,430 

L.S. 

1 

$781,430 

Revegetation (off-site) 




$0 

Revegetation right-of-way (off-site) 

$500,000 

ACRE 

0 

$0 

MITIGATION COSTS (Revegetation: 1.37 acres 




$781,430 


urban forest, 2.52 acres riparian, and 0.81 
acre wetland - total 4.70 acres) 


REACH 10B TOTAL COSTS 


$1,181,650 




10COSMOD.XLS 


8/5/96 


UPPER GUADALUPE RIVER 

Reaches IOC & 10D: Stream Gage Station 23B to Capitol Expressway 
Cost Estimate Summary (12,400 cfs Flood Protection) 
Widened Gabion Channel With Mitigation Bench (Preferred Design) 


Item 

Site Preparation 

Clearing and Grubbing 

Coffer dams installation (fill for 3) 

Coffer dams removal (excavation for 3) 

Earthwork 

Structural excavation (d/s & below Hillsdale) 
Excavation (E.B. only) 

Fill behind gabions 

Channel Lining Modifications 
Stepped Gabion Lining 
Invert Rock Lining 
Cribwall 

Shoring for cribwall 
Access Ramps 

Vortex Rock Weirs (3 sites) 

Boulders (3 ft. to 4 ft. DIA) 

Transport of Boulders (assume 20-ton truck at 
$55/hr and 6 hours per trip) 

Boulder placement using backhoe excavator 
with eqpt. operator (assume 1 hr/boulder) 

Bridges and Culverts 

Bridge Removal (Exist. Hillsdale Avenue) 

District Cost To Replace Hillsdale Avenue Bridge 
<Cost to construct Pearl Avenue Bridge is 
$2,015,000> 

Traffic Control (Hillsdale Bridge replacement) 

Utility Relocation/Modification 

Sanitary Sewer Line Relocation (to be placed 
below invert - Sta. 889+20) 

Outfalls (12in. - 54in.) 

Outfalls (60in. - 78in.) 

Roadway Work (Pearl Avenue Bridge- 
District Cost) 

A/C Pavement <Actual = 29700 sf> 

Curb & Gutter <Actual = 660 ft> 

Sidewalk <Actual = 3300 sf> 


Unit Cost 

Unit 

Quantity 

Amount 

$5,500 

ACRE 

7.1 

$39,050 

$7 

C.Y. 

450 

$3,150 

$6 

C.Y. 

450 

$2,700 

$50 

C.Y. 

1100 

$55,000 

$6 

C.Y. 

172810 

$1,036,860 

$7 

C.Y. 

8700 

$60,900 

$160 

C.Y. 

2980 

$476,800 

$40 

C.Y. 

4690 

$187,600 

$20 

S.F. 

10000 

$200,000 

$11 

S.F. 

10000 

$110,000 

$7 

S.F. 

11700 

$81,900 

$80 

EA. 

51 

$4,080 

$230 

20-ton 

10 

$2,300 

$146.81 

EA. 

51 

$7,487 


$50,000 

L.S. 

1 

$50,000 

$500,000 

L.S. 

1 

$500,000 

$100,000 

L.S. 

1 

$100,000 

$100 

L.F. 

150 

$15,000 

$3,000 

EA. 

4 

$12,000 

$5,000 

EA. 

0 

$0 

$5 

S.F. 

5320 

$26,600 

$16 

L.F. 

266 

$4,256 

$6 

S.F. 

1596 

$9,576 
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8/5/96 


UPPER GUADALUPE RIVER 

Reaches IOC & 10D: Stream Gage Station 23B to Capitol Expressway 
Cost Estimate Summary (12,400 cfs Flood Protection) 
Widened Gabion Channel With Mitigation Bench (Preferred Design) 



Unit Cost 

Unit 

Quantity 

Amount 

Miscellaneous 





Armoring Aggregate. (6in. Maint. Rd.) 

$0.55 

S.F. 

45360 

$24,948 

Gates 

$800.00 

EA. 

2 

$1,600 

Fencing 

$10.00 

L.F. 

2850 

$28,500 

SUBTOTAL 




$3,040,307 

Mobilization (10%) 




$304,031 

Construction Contingencies (10%) 




$304,031 

TOTAL CONSTRUCTION 




$3,648,369 

Design (10%) 




$364,837 

Geotechnical (5%) 




$182,418 

Inspection (10%) 




$364,837 

Property Acquisition (per Real Estate cost estimate) 





Portion of Valley View Packing (Rubino Prop.) 

$20 

S.F. 

180000 

$3,600,000 

Portion of Ford Motor Company Property 

$20 

S.F. 

7500 

$150,000 

RIGHT-OF-WAY COSTS 




$3,750,000 

Mitigation 





Revegetation (on-site) 

$165,446 

L.S. 

1 

$165,446 

Revegetation (off-site) 




$0 

Revegetation right-of-way (off-site) 

$500,000 

ACRE 

0 

$0 

MITIGATION COSTS (Revegetation: 2.54 acres 




$165,446 

riparian) 





REACHES 10C & 10D TOTAL COSTS 




$8,475,907 
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UPPER GUADALUPE RIVER 
Reach 11: Capitol Expressway to Branham Lane 
Cost Estimate Summary (12,400/11,400 cfs Flood Protection) 
Widened Gabion/Cribwall Channel With Bench and Bypass 


Item 

Unit Cost 

Unit 

Quantity 

Amount 

Site Preparation 

Clearing and Grubbing 

$5,500 

ACRE 

12 

$66,000 

Earthwork 

Structural excavation (fish barrier adjacent 

$50 

C.Y. 

380 

$19,000 

Bryan Avenue station) 

Structural excavation (Ross Creek confluence) 

$50 

C.Y. 

230 

$11,500 

Excavation 

$6 

C.Y. 

226000 

$1,356,000 

Fill behind gabions 

$7 

C.Y. 

6000 

$42,000 

Channel Lining Modifications 

Stepped Gabion Lining 

$160 

C.Y. 

7000 

$1,120,000 

Proposed retaining wall under Capitol Expwy. 

$450 

C.Y. 

75 

$33,750 

Shoring for retaining wall 

$11 

S.F. 

1080 

$11,880 

Access Ramps 

$7 

S.F. 

30000 

$210,000 

Cribwall Lining 

$20 

S.F. 

42000 

$840,000 

Cribwall Shoring 

$11 

S.F. 

42000 

$462,000 

Bypass Invert Rock Lining 

$30 

C.Y. 

5000 

$150,000 

Utility Relocation/Modification 

Bryan Avenue Station improvements (SJWC) 

$355,000 

L.S. 

1 

$355,000 

Outfalls (12in. - 54in.) 

$3,000 

EA. 

8 

$24,000 

Outfalls (60in. - 78in.) 

$5,000 

EA. 

0 

$0 

Miscellaneous 

Traffic Control 

$50,000 

L.S. 

0 

$0 

Remove Residential Sites 

$7,500 

EA. 

2 

$15,000 

Armoring Aggregate. (6in. Maint. Rd.) 

$0.55 

S.F. 

135000 

$74,250 

Gates 

$800.00 

EA. 

7 

$5,600 

Fencing 

$10.00 

L.F. 

6160 

$61,600 


SUBTOTAL 

$4,857,580 

Mobilization (10%) 

$485,758 

Construction Contingencies (10%) 

$485,758 

TOTAL CONSTRUCTION 

$5,829,096 

Design (10%) 

$582,910 

Geotechnical (5%) 

$291,455 

Inspection (10%) 

$582,910 

Property Acquisition (per Real Estate cost estimate) 

Almaden Kennels (Purchased) 

$380,000 


Page 1 






G11C0STP.XLS 
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UPPER GUADALUPE RIVER 
Reach 11: Capitol Expressway to Branham Lane 
Cost Estimate Summary (12,400/11,400 cfs Flood Protection) 
Widened Gabion/Cribwall Channel With Bench and Bypass 

Item Unit Cost Unit Quantity 


Parcel Next to Kennel (Estimated) 

San Jose Water Company (Estimated) 

Upton property (purchased) 

Portion of Morton's Property (Estimated) 

Portion of San Jose Water Company (Estimated) 

San Fillippo Properties (full-take, estimated) 

Pennington property (purchased) 

Portion of Fiorentino Properties (Estimated) 

Portion of Perez Property (Estimated) 

RIGHT-OF-WAY COSTS 

Mitigation 

Revegetation (on-site) $343,260 L.S. 1 

Revegetation (off-site) 

Revegetation right-of-way (off-site) $500,000 ACRE 0 

MITIGATION COSTS (Revegetation: 3.69 acres 

riparian and 1.09 acres mixed trees - total 4.78 
acres) 

REACH 11 TOTAL COSTS 


Amount 


$300,000 

$580,000 

$260,500 

$70,380 

$91,800 

$400,000 

$725,000 

$110,680 

$120,000 

$3,038,360 


$343,260 

$0 

$0 

$343,260 


$10,667,990 
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UPPER GUADALUPE RIVER 
Reach 12: D/S Branham Lane to Blossom Hill Road 
(Preferred Design) 

Cost Estimate Summary (11,400 cfs Flood Protection) 


Item 


Site Preparation 

Clearing and Grubbing 

Coffer dams installation (fill for 2) 

Coffer dams removal (excavation for 2) 

Earthwork 

Excavation 

Fill 

Channel Lining Modifications 
Access Ramps 

Proposed retaining wall under Branham Lane 
Shoring for retaining wall 

Miscellaneous 

New Water Supply Pipeline 
Armoring Aggregate. (6in. Maint. Rd.) 

SUBTOTAL 

Mobilization (10%) 

Construction Contingencies (10%) 

TOTAL CONSTRUCTION 

Design (10%) 

Geotechnical (5%) 

Inspection (10%) 

Property Acquisition (per Real Estate cost estimate) 
Capitol City Investments 
Lawyers Title Insurance Co. Property 
Boccardo 

RIGHT-OF-WAY COSTS 

Mitigation 

Revegetation (on-site) 

Revegetation (off-site) 

Revegetation right-of-way (off-site) 

MITIGATION COSTS (Revegetation: 1.9 acres 
wetland and approximately 6 acres riparian) 

REACH 12 TOTAL COSTS 


Unit Cost 

Unit 

Quantity 

Amount 

$5,500 

ACRE 

12.4 

$68,200 

$7 

C.Y. 

300 

$2,100 

$6 

C.Y. 

300 

$1,800 

$6 

C.Y. 

369000 

$2,214,000 

$7 

C.Y. 

119050 

$833,350 

$7 

S.F. 

18000 

$126,000 

$450 

C.Y. 

80 

$36,000 

$11 

S.F. 

1375 

$15,125 

$200 

FT. 

1400 

$280,000 

$0.55 

S.F. 

178200 

$98,010 


$3,674,585 





$367,459 

$367,459 

$4,409,502 

$440,950 

$220,475 

$440,950 

$20 

S.F. 

27000 

$540,000 

$20 

S.F. 

465340 

$9,306,800 

$20 

S.F. 

115000 

$2,300,000 

$12,146,800 

$657,200 

L.S. 

1 

$657,200 

$0 

$500,000 

ACRE 

0 

$0 

$657,200 

$18,315,878 
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CANOAS CREEK 

U/S Almaden Expressway to 1,385' U/S Nightingale Drive 
Cost Estimate Summary (2,400 cfs Flood Protection) 
Floodwalls (Widened Cribwall or Widened Gabion in Guadalupe River) 


Item 

Unit Cost 

Unit 

Quantity 

Site Preparation 

Coffer dams installation (fill for 4) 

$7 

C.Y. 

600 

Coffer dams removal (excavation for 4) 

$6 

C.Y. 

600 

Earthwork 

Excavation 

$6 

C.Y. 

6000 

Fill 

$7 

C.Y. 

340 

Channel Lining Modifications 

Floodwalls (3.5 feet min.) 

$450 

C.Y. 

1200 

Headwalls 

$450 

C.Y. 

15 

Wingwalls 

$450 

C.Y. 

100 

Culvert Construction 

Culvert (Almaden Expwy. and Nightingale Dr.) 

$450 

C.Y. 

730 

Shoring 

$11 

S.F. 

9160 

Traffic Control 

$50,000 

L.S. 

2 

Roadway Replacement 

Remove A/C Pavement 

$2 

S.F. 

3250 

Remove Curb & Gutter 

$2 

L.F. 

80 

Remove Sidewalk 

$2 

S.F. 

360 

A/C Pavement 

$5 

S.F. 

3520 

Curb & Gutter 

$16 

L.F. 

80 

Sidewalk 

$6 

S.F. 

360 


SUBTOTAL 

Mobilization (10%) 

Construction Contingencies (10%) 

TOTAL CONSTRUCTION 

Design (10%) 

Geotechnical (5%) 

Inspection (10%) 

RIGHT-OF-WAY COSTS 

MITIGATION COSTS 


Amount 


$4,200 

$3,600 


$36,000 

$2,380 


$540,000 

$6,750 

$45,000 


$328,500 

$100,760 

$100,000 


$6,500 

$160 

$720 

$17,600 

$1,280 

$2,160 

$1,195,610 


$119,561 

$119,561 

$1,434,732 

$143,473 

$71,737 

$143,473 

$0 

$0 


CANOAS CREEK TOTAL COSTS 


$1,793,415 
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ROSS CREEK 

D/S Almaden Expressway to U/S Jarvis Avenue 
Cost Estimate Summary (2,400 cfs Flood Protection) 

Widened Channel With Armorflex Slope Lining And Rock Vortex Weir Bottom Lining 


Item 

Unit Cost 

Unit 

Quantity 

Amount 

Earthwork 

Excavation 

$6 

C.Y. 

44820 

$268,920 

Fill 

$7 

C.Y. 

2250 

$15,750 

Channel Lining Modifications 

Armorflex lining 

$7 

S.F. 

155000 

$1,085,000 

Wingwalls 

$450 

C.Y. 

335 

$150,750 

Culvert Construction 

Culvert Concrete Amount 

$450 

C.Y. 

1450 

$652,500 

Shoring 

$11 

S.F. 

8500 

$93,500 

Washington steel baffles for low-flow channel 

$150 

EA. 

55 

$8,250 

21" VCP Modification 

$30,000 

L.S. 

1 

$30,000 

Traffic Control 

$50,000 

L.S. 

3 

$150,000 

Utility Relocation/Modification (N. bank only) 

Outfalls (12in. - 54in.) 

$3,000 

EA. 

2 

$6,000 

Roadway Replacement 

Remove A/C Pavement 

$2 

S.F. 

3700 

$7,400 

Remove Curb & Gutter 

$2 

L.F. 

160 

$320 

Remove Sidewalk 

$2 

S.F. 

200 

$400 

A/C Pavement 

$5 

S.F. 

3700 

$18,500 

Curb & Gutter 

$16 

L.F. 

160 

$2,560 

Sidewalk 

SUBTOTAL 

$6 

S.F. 

200 

$1,200 

$2,491,050 


Mobilization (10%) 

Construction Contingencies (10%) 


$249,105 

$249,105 


TOTAL CONSTRUCTION COSTS $2,989,260 

Design (10%) $298,926 

Geotechnical (5%) $149,463 

Inspection (10%) $298,926 

RIGHT-OF-WAY COSTS $0 

MITIGATION COSTS $0 


ROSS CREEK TOTAL COSTS 


$3,736,575 
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ROSS CREEK 

D/S Almaden Expressway to U/S Jarvis Avenue 
Cost Estimate Summary (2,400 cfs Flood Protection) 

Widened Channel With Armorflex Slope Lining And Rock Vortex Weir Bottom Lining 


Item 

Unit Cost 

Unit 

Quantity 

Amount 


Vortex Rock Weirs (26 sites) 





Boulders (3 ft. to 4 ft. DIA) 

3 sso 

: FA. 

y . -} 442\: ■ 

$35,360 

Transport of Boulders (assume 20-ton truck at 

$230 

20-ton 

: 85 

$19,550 

$55/hr and6 hours per trip) 





Boulder placement using backhoe excavator 

$146.81 

EA. 

442 

; $64,890 

with eqpt. operator (assume 1 hr/houlder) 





SUBTOTAL 




$119,800 

Mobilization (10%) 




$11,980 

Construction Contingencies (10%) 




$11,980 

TOTAL CONSTRUCTION COSTS 




$143,760 

Design (10%) 




$14,376 

Geotechnical (5%) 




$7,188 

Inspection (10%) 




$14,376 

ROSS CREEK VORTEX ROCK WEIR COSTS 




$179,700 
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GUADALUPE RIVER, ALAMITOS CREEK, AND GUADALUPE CREEK 

Cost Estimate Summary 
Fish Barrier Modifications 
Stream Restoration Alternative 

Item Unit Cost Unit Quantity 


Earthwork 


Excavation (for Bankfiill Channel u/s 
of Alamitos Drop Structure) 

$6 

C.Y. 

2,200 

Structural Excavation 




Concrete (Alamitos Drop Structure) 

$50 

C.Y. 

600 

Rock\Backfill (Alamitos Drop Structure) 

$10 

C.Y. 

300 

Concrete (Gage 23B) 

$5,000 

L.S. 

1 

Concrete + Rocks (Low Flow Crossing) 

$30,000 

L.S. 

1 

Concrete (Stream Gage 43) 

$3,000 

L.S. 

1 

Rocks removal (d/s Gage 23-b, d/s Hillsdale 

Av., and u/s Mazzone Drive) 

$10 

C.Y. 

1500 

Channel Lining Modifications 




Fish pool system (Alamitos drop structure) 

$200,000 

L.S. 

1 

Gabion fish baffles (u/s Mazzone Drive) 

$15,000 

L.S. 

1 

Fish pool system (d/s of Masson Dam) 

$15,000 

L.S. 

1 

Concrete baffles (between confluence of 

$400 

C.Y. 

30 


Pheasant & Guadalupe Creeks & Reynolds 
Rd.) 


SUBTOTAL 

Mobilization (10%) 

Construction Contingencies (10%) 

TOTAL CONSTRUCTION COSTS 

Design (10%) 

Geotechnical (5%) 

Inspection (10%) 

RIGHT-OF-WAY COSTS 

MITIGATION COSTS 


Amount 


$13,200 


$30,000 

$3,000 

$5,000 

$30,000 

$3,000 

$15,000 


$ 200,000 

$15,000 

$15,000 

$ 12,000 


$341,200 


$34,120 

$34,120 

$409,440 

$40,944 

$20,472 

$40,944 

$0 

$0 


TOTAL FISH BARRIER MODIFICATIONS COSTS 


$511,800 
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NATIONAL FLOOD INSURANCE PROGRAM 

Floods are the most serious natural hazard facing the American people. Ninety percent of the natural 
disasters in this country are flood related. Since 1936, over $11 billion in federal appropriations have 
been spent to build flood control works to prevent or reduce flood losses. Despite that investment, flood 
losses continue to increase. The U. S. Water Resources Council estimates that urban flood losses exceed 
$1.5 billion each year. 

The National Flood Insurance Program (NFIP) was created by the Congress in 1968 to mitigate the effect 
on communities and individuals of property damage due to floods and flood related hazards. The NFIP 
enabled property owners to purchase flood insurance at a reasonable rate. Such insurance is designed to 
reduce the escalating costs of property damage caused by floods and is generally unavailable from private 
sector insurance companies. The program is based on an agreement between local communities and the 
federal government that if a community will implement programs to reduce future flood risks, the federal 
government will make flood insurance available within the community as a financial protection against 
flood losses which do occur. 

The NFIP has two objectives—to make flood insurance available for existing structures in floodprone 
areas and to require that local governments regulate location and construction of new buildings to 
minimize future flood losses. Extensive public subsidies are required to make flood insurance affordable 
for owners of existing structures. This cost is offset by reduction in future disaster relief appropriations 
which would result from requiring new construction to be less susceptible to flood damage. Community 
participation in NFIP and individual purchase of insurance were both voluntary, based on the 1968 act. 
The Flood Disaster Protection Act of 1973 made flood insurance mandatory when '' federally related 
financing" was involved in acquiring or developing property located in a defined flood hazard area. 
Federally related financing includes direct federal grants and loans and mortgage loans by financial 
institutions insured or regulated by federal agencies such as the Federal Reserve Bank and the Federal 
Deposit Insurance Corporation. Before property owners can obtain flood insurance, the local community 
(City or County) must join the Program. Joining in the NFIP requires that those communities with 
designated flood hazard areas adopt and enforce floodplain management measures that will diminish the 
impact of future floods. 

Once a community has jointed the Program, property owners throughout the community can purchase 
subsidized insurance to cover structural losses up to $35,000 for a single-family dwelling, $100, 000 for 
a multi-unit dwelling, and $100,000 for nonresidential structures. The annual rate for residential 
dwellings is $0.55 per $100 of value and for other structures, $0.65 per $100 of value. The minimum 
homeowners' costs is $192.50 ($0.55 x 350). Also, content losses up to $10,000 for residential units and 
$100,000 for non-residential units can be covered at annual rates of $0.65 and $1.30 per $100 of value, 
respectively. Following the development of flood data needed to fully define floodplain management 
measures, and their adoption and enforcement by the local community, an additional $150,000 of non- 
subsidized insurance (at actuarial rates) will be made available for residential dwellings. The actuarial 
rates vary, based on the degree of risk. 
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TABLE G1 

Amounts of Flood Insurance Available and Rates 


Building 

Category 

Structural Insurance 

Contents Insurance 

Basic 

Additional 

Basic 

Additional 

Limit 

Rate 

Limit 

Rate 

Limit 

Rate 

Limit 

Rate 

Single family 

50,000 

0.55 

135,000 

0.18 

15,000 

0.65 


0.32 

Multifamily 

50,000 

0.55 

200,000 

0.18 

15,000 

0.65 

| 

0.32 

Nonresidential 

135,000 

0.65 

65,000 

0.32 

115,000 

1.30 

85,000 

0.27 

Small Business 

135,000 

0.65 

115,000 

0.32 

115,000 

1.30 

185,000 

0.27 


• Insurance limits are in dollars 

• Rates are in units of dollars per $ 100 of value 

• Limits and rates are from January 1994 


Using the rates in Table Gl, the minimum cost (single family residence) for structural insurance is $275 
($0.55 x 500). The minimum contents cost is $97.50 ($0.65 x 150). These two amounts added together 
yield a minimum total insurance cost of $372.50 per year. 
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THE ONE PERCENT FLOOD 

Definition 

The one percent flood is that flow of water from a drainage area that, on the average and over a long 
period of time, has a one percent chance (probability of 0.01) of being equalled or exceeded in any given 
year. It is sometimes referred to as the 100-year flood, but it should not be thought of as an event that 
occurs regularly every 100th year. Instead, it is the flood flow that would be equalled or exceeded 
perhaps about 100 times in 10,000 years. It is also possible that two repetitions of this flood flow could 
occur in a single year or that a single event may not occur even once in 200 years. 

The One Percent Flood and the One Percent Storm 

Another terminology problem is relation of the one percent storm and the one percent flood. Storm 
magnitude relates to flood magnitude through a complex set of parameters such as antecedent rainfall 
conditions, drainage basin shape, length, slope, orientation, and other factors. Therefore, a one percent 
storm will not necessarily produce a one percent flood. The one percent flood should not be confused 
with nor should it be referred to as the “one percent storm” or the “one percent storm flood.” 

Cumulative Risk 

The one percent flood has a small risk of occurrence in a given year but the risk is cumulative. When 
compared with the 30-year life of the average home loan, for example, the chance that such a flood will 
occur is quite large. During the 30-year loan period, the chance that a one percent flood will occur, or 
will be exceeded, approaches 30 percent. 

The “One Percent Flood” and the “Design Flood” 

Another relationship that requires explanation is that which exists between the “one percent flood” and 
a “design flood. ” A design flood is any particular flood magnitude chosen for designing a flood control 
project. A design flood could be the one percent flood or it could also be a flood of another frequency 
of occurrence. The one percent design flood (used by the District as its design standard) represents the 
expected future flow of water from a watershed without constriction, undue storage or delay. The one 
percent flood under existing watershed conditions (the existing one percent flood) is the flood developed 
from a watershed with existing limited capacity channels. Such a flood is used by the Federal Emergency 
Management Agency as a standard for its flood insurance program. 

One Percent Peak Flows and One Percent Volumes 

In general, floods are identified in terms of their peak flows and volumes. In practice, the one percent 
flood refers to the one percent peak flow rate when designing flood control channels and similar water 
structures. The one percent flood also refers to.the one percent volume of water when defining overbank 
storage or when designing flood retention and detention facilities. 

The District's Hydrology and the One Percent Flood 

The magnitude of the one percent flood is calculated using statistical hydrologic methods. The District 
uses a uniform method of determining the one percent flood; one that is regional in scope and based on 
the best available rainfall and runoff information from areas within and adjacent to the County. The 
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regional process utilized by the District was developed after considerable effort and has been reviewed 
and approved by the academic and professional communities. 

Factors Affecting Floods 

The major causes of floods are the preceding storms and their intensity distributions. Other factors that 
would affect the peaks and/or volumes of floods relate to the physical characteristics of watersheds, either 
rural or urban. 

For rural watersheds these factors are slope, ground cover, basin shape, soil type, etc. For urban 
watersheds, natural conditions are modified by increasing the impervious areas and by making the flow 
paths more efficient. Roof tops, pavement rain gutters, downspouts, curbs, storm drains, levees and 
culverts can increase the volumes and peaks of flood flows, especially in hilly terrain with steep slopes. 

In the flat land, the limited capacity of the storm drainage system and the conditions of the levees along 
the adjacent channels may reduce the peaks of larger urban floods and thereby retain the water in the 
urban watershed for a longer time. This may serve to increase local flooding of urban areas and cause 
no increase in the flow within the main channel. Therefore, depending on the local conditions, 
urbanization could have the effect of increasing or decreasing the flow in the main channels. 


A. D. Saah 
District Hydrologist 
March 21, 1989 
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THE DISTRICT’S HYDROLOGIC METHOD 


The District’s hydrologic method has evolved over many years into a procedure that has achieved the 
endorsement of nationally and internationally respected hydrologists. A panel of nationally recognized 
hydrologists reviewed the District’s method in 1976 and recommended (Reference 1) that it be 
disseminated to other flood control agencies for possible adoption as a national standard 1 . 

The method relies primarily upon historical local as well as regional stream flow data and secondarily 
upon rainfall data. It deals with rural, urban, gaged, or ungaged watershed that are either regulated by 
reservoirs or unregulated. 

Santa Clara County is fortunate in having many years of streamflow and rainfall data collected at over 
one hundred gages under a highly competent data collection program. In addition to the District- 
maintained hydrologic gage network, there are several gaging stations owned and operated by the United 
States Geological Survey (USGS), and others. 

Guadalupe River watershed is mostly rural in the upper foothills and heavily urban in the flats. It is 
gaged by many streamflow gages that have an adequate length record. In addition, the upper watershed 
of Guadalupe River is regulated by six reservoirs of various sizes. 

The analysis of the hydrology of such a watershed includes the use of all the hydrometeorologic 
information that are available from the immediate areas. 


'The panel and their affiliations in 1976 were: Professor Leo R. Beard, University of Texas; 
David R. Dowdy, U.S. Geological Survey; Professor Neil S. Grigg, Colorado State University; Professor 
L. Douglas James, Georgia Institute of Technology; Professor V. Yevjevich, Colorado State University. 
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For this reason/the District used three techniques that derive comparative results (design peak flows and 
maximum volumes) on watershed similar to the Guadalupe River’s. Those three techniques are: 

1. An analysis of the rainfall/runoff relationship for the watershed (unit hydrograph analysis). 

2. A statistical analysis of historical stream gage records in the watershed of the facility being 
designed. 

3. A regressive analysis of historical streamgage records of streams in the surrounding area (regional 
flood frequency analysis) as applied to the watershed in question. 

The results of the three analyses are compared. In fact, the three sets of results can each be given a 
numerical weighting factor equal to the calculated standard error of estimate, and the finally selected 
1 percent flow and the 1 percent volume can, if appropriate, be computed as the weighted average of each 
of the three results. In some cases the use of a weighted average is not recommended, and rather, one 
of the three sets of results might be selected for design. 

The District’s three techniques are shown in a block diagram presented in Appendix I. 


EFFECT OF URBANIZATION 


The effect or urbanizing the watershed is addressed in District’s reports titled “Urban Hydrology 
Methodology,” (Reference 2). 
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In summary, the two major changes that take place as a result of urban growth are increased 
imperviousness and channelization. Imperviousness is caused by roof tops, streets pavement, concrete, 
and other impervious surface. Channelization is caused by gutters, enlarged water courses, storm drains, 
and other improved flow channels. Both of these factors tend to increase the flow—to a certain extent. 

On the valley floor, where the land is relatively flat and stormdrains are designed for very frequent 
(small) floods (2 to 10 year floods), urban areas tend to behave like storage facilities with limited 
outflows. These storage facilities retain the larger floods in the urban area for a longer time thereby 
reducing the impact of the peak flows on the main flood control channels (volumes are always increased). 
In the foothills the available storage and the effect of storm drains as a constriction is not evident. Urban 
growth in the upper watershed increases the flow in the main channel, especially if the land-use density 
is high and the cumulative effects are accounted for. 

The extent of urbanization of the upper and lower Guadalupe watershed was assumed, for the purpose 
of this study, to conform to the General Plans of the cities. 
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STUDY AREA 


The upper watershed of Guadalupe River is drained by three major tributaries, Alamitos, Guadalupe, and 
Los Gatos Creeks. 

The lower watershed of Guadalupe River begins at the confluence of Guadalupe and Alamitos Creeks. 
The river"system (including Ross and Canoas Creeks) drains an area of over 170 square miles before 
emptying into San Francisco Bay. Most of the watershed (Plates 1 and 2) lie in the high rainfall area of 
the Santa Cruz Mountains. The basin received an average annual rainfall ranging from 14 inches on the 
valley floor to over 50 inches on the 3,800 foot Loma Prieta Peak. 

There are three reservoirs on the upper Guadalupe and Alamitos Creeks (Calero, Almaden, and 
Guadalupe) constructed by the Santa Clara Valley Water District (District) in 1935 which have a 
combined capacity of 15,680 acre-feet. Of the three principal reservoirs existing on Los Gatos Creek, 
the first and smallest is Vasona Reservoir (400 acre-feet), built in 1935 by the District. The second is 
Austrian Dam, constructed in 1950 by San Jose Water Works in the upper reaches of the Los Gatos 
Creek drainage, where it impounds the 6,150 acre-foot Lake Elsman. The largest dam is Lexington, 
which was completed by the District in 1952 and has a capacity of 20,250 acre-feet. All the reservoirs 
were constructed for water supply purposes. However, flood control benefits are accrued incidentally 
(see page 24 for details). 
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HISTORIC EVENTS 


Flooding from the Guadalupe River has been plaguing the City of San Jose since it was founded in 1777, 
as chronicled in “History of San Jose,” by James and McMurry: 

“Floods twice crumbled the mud walls of the rough homes in January and February, 1779.” 

The records of the Mission Santa Clara show that 2 years after its founding, the mission has to be moved 
from it’s original location on the bank of Guadalupe River to higher ground because of the flood damage 
that it had sustained. According to James and McMurry, some of the most noteworthy flooding in the 
early days occurred during, the 1860’s. 

“The Los Gatos and Guadalupe Creeks overflowed in severe floods of March 1862 and 
December 20, 1867 . . . in the latter the Los Gatos Creek cut out its present course . . . 

The severest flood of American times (February 8,1869) . . . backed the water four feet deep 
south of Santa Clara Street. Water also covered an area from Third to Seventh Streets.” 

”... a flood (December 18-20, 1981) when a 48-hour, 17-inch rain inundated the western 
portion of the City, swept seven River Street cottages 600 yards downstream and suspended 
rail and telegraph communications for two days.” 

There have been dramatic floods in more recent years and since 1930 these high flow rates have been 
recorded by the U.S. Geological Survey at a stream gage located just below the confluence with Los 
Gatos Creek (Drainge Area = 150 square miles). 
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The highest instantaneous peak flows during 1930 to 1988 in order of magnitude are shown in Table 1 
below: 


TABLE 1 


1 . 

9,150 cfs 

April 2, 1958 

2. 

9,140 cfs 

February 19, 1986 

3. 

8,680 cfs 

February 27. 1940 

4. 

8,000 cfs 

January 12, 1952 

5. 

7,910 cfs 

February 19, 1980 

6. 

7,340 cfs 

March 31, 1982 

7. 

7,130 cfs 

January 24, 1983 

8: 

6,760 cfs 

March 16, 1967 

9. 

6,700 cfs 

December 27, 1931 

10. 

6,600 cfs 

February 2, 1945 

11. 

6,430 cfs 

January 14, 1978 

12. 

6,350 cfs 

January 23, 1943 

13. 

6,330 cfs 

April 4, 1941 

14. 

6,300 cfs 

October 13, 1962 

15. 

5,570 cfs 

December 23, 1955 


The San Jose Mercury Herald provides a good account of the effects of some of these larger flows: 


February 27, 1940 


. . submerged often dampened Alviso with one of the worst floods in its history .” 


. flood problem . . . when storm swollen Guadalupe Creek burst its banks in lowland 
area north of San Jose.” 


Flows in streams are affected by the combination of prior rainfall, soil conditions, and available storage 
capacity. Under proper conditions, a storm of a certain intensity may cause a flow of larger size than 
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what is expected. This is obvious as the dates of the maximum recorded 1-day 2 rainfalls, compiled in 

Table 2 for several precipitation stations in 

as the larger flows. 

Station 

the Guadalupe Basin, do not necessarily fall on the same days 

TABLE 2 

Maximum Annual Recorded 

1-Dav Rainfall 

#6002: Alma College 

1 . 

8.10 

December 23, 1956 

Elevation : 856' 

2. 

8.08 

January 21, 1943 

1917-1977 

3. 

7.93 

January 31, 1983 


4. 

4.94 

December 2, 1955 


5. 

2.50 

March 13, 1977 

#6012: Calero Reservoir 

1 . 

7.70 

January 31, 1963 

Elevation: 500' 

2. 

4.31 

January 19, 1969 

1958-1976 

3. 

3.82 

February 25, 1958 


4. 

1.02 

October 10, 1976 

#6032: Guadalupe Reservoir 

1 . 

7.62 

January 31, 1963 

Elevation: 541' 

2. 

6,67 

January 12, 1952 

1958-1976 

3. 

6.05 

December 11, 1938 


4. 

3.52 

January 19, 1969 


5. 

2.86 

February 27, 1955 


6. 

1.06 

October 10, 1976 

#6055: Millberry 

1 . 

10.25 

January 31, 1963 

Elevation: 1,841' 

2. 

9.57 

December 23, 1956 

1941-1977 ' 

3. 

7.45 

January 19, 1969 


4. 

5.25 

November 11, 1955 


5. 

2.19 

August 24, 1977 

#6086: San Jose 

1 . 

4.55 

January 14, 1911 

Elevation: 95' 

2. 

4.46 

September 12, 1919 

1898-1991 

3. 

4.10 

October 13, 1963 


4. 

2.07 

January 27, 1983 


5. 

1.73 

February 14, 1986 


6. 

1.34 

January 18, 1955 

2 One-day rainfall was used as it was readily available, 
approximately 13 percent higher. 

The maximum 24-hour rainfall would be 
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DISCUSSION OF PROCEDURES 


BASIN CHARACTERISTICS 

The Guadalupe River Basin is divided into two major watersheds, upper Guadalupe which includes rural 
subareas A through 0, and lower Guadalupe which includes urban subareas G through M (Plates 1 
and 2). A partial list of the rural subareas basin characteristics are shown in Table 3. 

TABLE 3 


Location 

Subarea 

Drain Area 
(square 
miles) 

Mean 

Annual 

Precipitation 

(inches) 

Time of 
Concentration 
(hours) 

Calero Reservoir 

Inflow 

A 

6.99 

24.5 

2.09 

Arroyo Calero Creek 
u/s Santa Teresa Creek 

B 

2.65 

18.0 

1.25 

Santa Teresa Creek 
u/s Calero Creek 

C 

1.99 

17.0 

.91 

Almaden Reservoir 
■ Inflow 

E 

12.0 

37.5 

.69 

Alamitos Creek 
u/s Calero Creek 

F 

4.24 

21.0 

1.67 

Randol Creek 
u/s Alamitos Creek 

I 

2.28 

19.0 

.70 

Greystone Creek 
u/s Alamitos Creek 

J 

1.38 

18.0 

.70 

Golf Creek 
u/s Alamitos Creek 

L 

3.08 

18.0 

1.07 

Guadalupe Reservoir 

Inflow 

M 

5.96 

31.0 

.68 

Guadalupe Creek 
u/s Alamitos Creek 

0 

2.53 

18.0 

1.73 


The following Table 4 shows a list of urban areas. These areas are treated based on the District’s method 
with a ration of imperviousness representing medium residential density. 
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TABLE 4 


Location 

Subarea 

Drain Area 
(square 
miles) 

Mean 

Annual 

Precipitation 

(inches) 

Tc 

(hours) 

Guadalupe River Upstream 


AI 1 —1.00 


1.5 

Ross Creek 

G 

AP 2 —1.09 

15.5 

3.5 

Guadalupe River Upstream 


AI—2.84 


1.75 

Canoas Creek 

H 

AP—1.89 

15.5 

3.75 

Guadalupe River at 


AI—2.42 


■a 

West Alma Street 

I 

AP—1.04 

14.5 


Guadalupe River Upstream 


AI—2.59 


■61 

Los Gatos Creek 

J 

AP—0.65 

13.5 


Guadalupe River at 


AI—2.80 


1.60 

Highway 17 

K 

AP—1.19 

13.0 

3.60 

Guadalupe River at 


AI—4.30 


2.10 

Highway 101 

L 

AP—1.83 

12.5 

4.10 

Guadalupe River at 


AI—5.0 


■61 

Highway 237 

M 

AP—5.39 

12.0 


1 AI = impervious urban area 




2 AP = pervious urban area 






In rural areas, the preliminary evaluation of design flows from regional regression equations 
(Reference 2) is determined using the drainage areas, mean annual precipitation and basin factors. These 
preliminary values are compared with peak flows obtained from rainfall by employing the unit hydrograph 
theory and HEC-1 program (Reference 3). Although this latter technique is used mainly to define design 
hydrographs, the resultant peak flow is compared and balanced against the regional one (Reference 4). 
The end results of the above procedure is further compared with results from the site-specific analysis 
of recorded data, if available. 


Urban areas are treated based on the District’s method of urban hydrology (Reference 2). The density 
of land use is determined by the ratio of impervious to pervious parts. 
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STREAM FLOW ANALYSIS 


There are 14 stream flow gaging stations in the Guadalupe River Basin. Because of either upstream 
regulation, urbanization, or unreliable data, statistical analysis of District stream gages 59, 50, 23, 20, 
19, 17, 16, and 13 revealed inconclusive results and therefore, were omitted from this analysis. Station 
20 below the confluence of Alamitos and Guadalupe would have been of particular interest but important 
data were missing. 


The following are the names of the stations that were used in this study and the results of the statistical 
analyses. The statistical analysis is done based on criteria defined in Water Resources Council (WRC) 
Bulletins 17 and 17B (Reference 5). 


USGS #16700 
USGS (District #43) 
District #18 
District #15. 

USGS (District #67) 
USGS #169000 


Alamitos Creek upstream of Guadalupe Creek 
Guadalupe Creek at Los Gatos Golf Course 
Golf Creek near McAbee Road 
Ross Creek below Jarvis Road 
Los Gatos Creek at Los Gatos 
Guadalupe River at San Jose 


The annual peak discharges for the above gaging stations are shown in Appendix II. The summary of 


the statistical analysis is tabulated in Table 5. The frequency curves are plotted in Figures 1 through 6. 


UPDATE OF THE 1978 FREQUENCY ANALYSES 


The above statistical analysis was based on data that were collected before 1978. To check the stability 
of the. 1978 results for the current Guadalupe River project, the frequency analyses of the updated data 
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(through 1992) from gaging stations used in the study are shown in Appendix II. The frequency lines 
from Appendix II were then compared with the frequency lines of the 1978 data. Figures 1 through 6 
show that comparison. They also show that the differences between the old and new frequency lines are 
insignificant. 

Therefore, in the absence of more detailed hydrologic analysis, the originally (1978) recommended design 
flows for the project are considered valid for continued use. 
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TABLE 5 

Summary of Statistical Analysis, Guadalupe River Hydrology 

August 1977 


Station 

Year of 
Record 

Drainage Area 
(sq. mi.) 

Mean 

Standard 

Deviation 

Weighted Skew 
Coefficient 

Qi% 

Qio* 

1% Flow 
C.S.M. 1 

Alamitos Creek 

Near Eden vale 

USGS #1670 

1930-1957 

34.6 

2.7166 

0.6266 

-0.5938 

7,900 

2,950 

228 

Guadalupe Creek 
at Los Gatos Golf Course 
(District #43) 

1930—1976 

12.7 

2.5094 

0.4811 

-0.5189 

2,810 

1,250 

221 

Golf Creek 
near McAbee Road 
(District #18) 

1946-1976 

2.2 

2.0257 

0.4077 

-0.5994 

620 

330 

282 

Ross Creek 
below Jarvis Road 
(District #15) 

1957-1976 

7.6 

2.6703 

0.3681 

-0.6000 

2,300 

1,290 

303 

Los Gatos Creek 
below Lexington Dam 
(District #67) 

1930—1944 

38.6 

3.2608 

0.4410 

-0.6000 

12,300 

6,170 

319 

Guadalupe River 
at San Jose 
(USGS #169000) 

1930—1951 

144.0 

3.3675 

0.4494 

-0.6000 

16,310 

8,070 

113 

Guadalupe River 
at San Jose 
(USGS #169000) 

1930-1975 

144.0 

3.3193 

0.4635 

-0.6076 

15,420 

7,500 

107 

1 The cubic feet per second per square miles (C.S.M.) indicate that the 1 percent flows are reasonable. (A hig 

i value will 1 

te 500 C.S.fV 

(•) 
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FIGURE 1-1 
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FIGURE 1-2 
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FIGURE 1-4 
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SPECIAL CONSIDERATION-INITIAL RESERVOIR STORAGES 

The reservoirs in the Guadalupe watershed are operated as water conservation facilities but they do 
provide incidental flood protection since they might be less than full when a large storm occurs. Even 
a full reservoir will attenuate a flood peak to some degree. 

Because there is a very good chance that a reservoir would not be full at the time the 1 percent design 
storm occurs, it was necessary to determine an initial reservoir level which would account for the 
compounded probabilities between the 1 percent inflow and reservoir storage, and give a realistic value 
for an outflow which would also have a 1 percent chance of occurring in any one year. The procedure 
used was developed by the Corps of Engineers and is documented in “Statistical Method in Hydrology” 
(Reference 6). 

Operations of the reservoirs have been changed since 1963 and more extensively after 1968 when 
reservoirs were kept full more often for recreational and other uses. The multipurpose operational 
analysis for all reservoirs were done by balancing between the probabilistic activities of flood control and 
deterministic behavior of water supply. HEC-5 (Reference 7) was used for this purpose. This is done 
by maintaining basic pools in the reservoirs throughout the year. Storage-Duration curves with various 
operation data are plotted for Calero, Almaden, and Guadalupe Reservoirs and coincident frequency 
analyses were done on different operations of reservoirs. 

The finally adopted initial reservoir storages were based on the operation data from 1968 to 1976. 

The initial reservoir storages that were adopted for the 1 percent and 10 percent flows are given in 
Table 6 below. 
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TABLE 6 


Reservoir 

1 Percent Flood 

10 Percent Flood 

Acre-Feet 

Percent of Capacity 

Acre-Feet 

Percent of Capacity 

Calero 

9,300 

92 

9,300 

92 

Almaden 

800 

45 

900 

51 

Guadalupe 

2,900 

78 

3,150 

84 

Lake Elsman 

6,150‘ 

100 

6,150* 

100 

Lexington 

14,000 

69 

15,000 

74 

Vasona 

410* 

100 

410* 

100 

1 Assigned values, no basic data available. 


From these results it was noted that Calero Reservoir, with a greater storage capacity and a smaller 
relative drainage area than Almaden and Guadalupe Reservoir, has a relatively higher storage level than 
expected. 


A comparison was made between Calero Reservoir in full condition and the computed initial storage level 
of 9,300 acre-feet. The downstream flow rates are as follows: 




Initial Storage 

Percent 


Calero(Full) 

(9,300 AF) 

Difference 

Inflow to Calero 

2,594 

2,594 

0 

Outflow from Calero 

1,151 

633 

82 

Alamitos Creek downstream from Golf Creek 

9,032 

8,552 

6 

Confluence of Alamitos and Guadalupe Creek 

12,281 

11,778 

4 

Results indicate that the effect of the initial 

storage of Calero 

on Alamitos 

Creek is reduced 


downstream locations. Assuming unregulated stream gage records represent independent events, an 
analysis of the records from USGS gage No. 167000 (Alamitos Creek near New Almaden gage) yielded 
a 1 percent flow rate of 7,900 ct's. This compares well with the flow computed at Alamitos Creek 


R9647 


11 


DRAFT:AS:CLF (05/20/94) 











































downstream of Golf Creek with Calero’s initial storage of 9,600 acre-feet. The result supports the 
computed initial storage of 9,300 acre-feet for Calero Reservoir. 

Almaden Reservoir was filled to spilling only about 6 percent of the time and less than half full 
60 percent of the time. Testing the sensitivity between an initial storage capacity of 800 acre-feet 
(45 percent) in Almaden and a full reservoir produced only a small change (about 1 percent) in the 
outflow and did not affect downstream peak flows. This was expected because of its small storage 
capacity and a relatively large drainage area. 

With 2,900 acre-feet (78 percent) as the initial storage volume in Guadalupe Reservoir, the downstream 
flow rates are as follows: 


Location 1 Percent Flood (cfs) 

Inflow to Guadalupe Reservoir 2,349 

Outflow from Guadalupe Reservoir 921 

Guadalupe Creek near Los Gatos Golf Course 2,781 

The Guadalupe Creek at Los Gatos Golf Course gage (now District No. 43) has continuous records since 

1930. Records since 1935 have been affected by Guadalupe Reservoir which controls 43 percent of the 

drainage area at the gage. Since the storage capacity of the reservoir is relatively small, it was assumed 

to have minor effect on the peak flows at the gage. Statistical analysis of the annual peak discharges 

yields 1 per flow, equal to 2,811 cfs which compared quite well with the tabulated values for Guadalupe 

Creek near Los Gatos Golf Course as shown above. 

For Lake Elsman, Lexington and Vasona Reservoirs see the Los Gatos Hydrology Report (Reference 8). 
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APPLICATION OF REGIONAL REGRESSION EQUATIONS 

AND OTHER STUDIES 


The District’s current hydrologic study of Guadalupe River is based primarily on the application of 1976 
District regional regression equations. The 100-year return period peak flow rates have been determine 
for numerous points in the Guadalupe River Basin by several different methods: regionally balanced 
hydrographs, rainfall generated hydrographs, statistical frequency analysis, and correction and adjustment 
of statistics. 

To further check the applicability of the 1976 District Regional Regression Equations to Guadalupe 
watershed, statistical analysis was made on the 24-hour volume. The maximum annual one day stream 
flows from gaging stations USGS Nos. 167000 and 169000, District Nos. 43, 67, and 51, were extracted 
from the data and converted to 24-hour volume through the relationship: 

Log Q 24 .hr. = -23 Log Q pcak + .77 Log 

developed by the Corps of Engineers. The 24-hour volume data and the results of the statistical analysis 
show a satisfactory comparison which concluded that the 24-hour storm with the Northern California 
Coastal Streams’ storm distribution, together with the 1976 District Regional Regression Equations, is 
the best combination used in this study under present circumstances. 

Table 7 summarizes and compares the 1 percent flow rates obtained from the frequency analysis, with 
those obtained by the Corps of Engineers, and from the Regression Equations. 
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1 Percent Flood 




Outflow from Calero Reservoir 


Inflow to Almaden Reservoir 

1 

Outflow from Almaden Reservoir 


Alamitos Creek at Greyslone Lane 


Golf Creek u/s of Alamitos Creek 



Alamitos Creek below Golf Creek 


Alamitos Creek near New Almaden 


Inflow to Guadalupe Reservoir 


Outflow from Guadalupe Reservoir 


Guadalupe Creek at Los Gatos Golf Course 


Guadalupe Creek at Alamitos Creek 

1 



Lower Guadalupe 
Watershed 

Ross Creek at Guadalupe River 


Canoas Creek u/s of Guadalupe River 






Los Gatos Creek below Lexington 


Los Gatos Creek at Guadalupe River 


KpiH i i V 


Guadalupe River at Alviso Highway 237 



V'lr.M 


TAiJL 

lalupe Ri Hydrology 
Comparison of Results, August 1977 


Frequency Analysis Recorded Data Only 

Station 

Number 

D.A. (sq.mi.) 

1 % Flow 


Guadalupe and 
Coyote Report 



District 1976 
Regional 
Equations 


2,594 


633 


4,385 


3,508 


7,804 


. 1,171 


8,552 


8,858 


2,349 


921 


2,781 


2,967 


11,778 


1,934 


2,351 


16,508 


11,145 


6,690 


7,976 


9,804 


21,684 






























































































FINDINGS AND DESIGN FLOWS 


This report is the summary of work completed in the hydrologic study of Guadalupe River. It explains 
the District’s hydrologic methods and addresses the hydrologic analyses done in 1978 on Guadalupe 
River. It also discussed the stability of the findings of the 1978 study when compared with a statistical 
analysis of the updated data through 1992 from gaging stations within the watershed. 

The flow rates developed from the 1976 District Regional Regression Equations and checked with 
recorded data, compare quite favorably with those summarized in the Corps of Engineers’ 1977 
hydrologic report. 

The coincident frequency water levels of all the reservoirs in the watershed were determined following 
the procedures outlined in the Corps of Engineers’ “ Statistical Methods in Hydrology.” 

After careful consideration of all available information, it is recommended that the flow rates derived 
from the application of 1976 District Regional Regression Equations and the coincident frequency 
reservoirs’levels be used for design purposes. The recommended 1 percent design flows are summarized 
in Table 8. 
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TABLE 8 
Guadalupe River 
Design 1 Percent Flood Flows 
August 1977 


Catch Point 


Area 


Peak 


Inflow to Calero Reservoir 


6.99 


2,594 


Outflow from Calero Reservoir 


6.99 


633 


Arroyo Calero Creek 


2.65 


1,137 


D/S Arroyo Calero Creek 


9.64 


1,321 


Santa Teresa Creek 


1.99 


859 


D/S Santa Teresa Creek 


11.63 


2,180 


Inflow to Almaden Reservoir 


12.00 


4,385 


Outflow from Almaden Reservoir 


12.00 


3,508 


Randol Creek 


2.28 


932 


Alamitos D/S Randol Creek 


31.65 


7,378 


Greystone Creek 


1.38 


640 


Alamitos D/S Greystone Creek 


33.80 


7,804 


District No. 18, Golf Creek Near McCabe 


3.08 


1,171 


D/S Golf Creek 


36.88 


8,552 


USGS No. 167000, Alamitos U/S Guadalupe 


10 


37.96 


8,858 


Inflow to Guadalupe Reservoir 


5.96 


2,349 


Outflow from Guadalupe Reservoir 


5.96 


921 


District No. 43, Guadalupe Creek at Golf Creek 


10 


15.24 


29,67 


Confluence of Guadalupe Creek and Alamitos Creek 


10 


53.20 


11,778 


Ross Creek District No. 51 


9.96 


1,934 


Guadalupe below Ross Creek 


65.25 


13,923 


Canoas Creek U/S Guadalupe 


18.62 


2,351 


Guadalupe below Canoas 


88.60 


16,508 
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TABLE 8 
Guadalupe River 
Design 1 Percent Flood Flows 
August 1977 
(continued) 



Catch Point 

Area 

Peak 

Guadalupe U/S Los Gatos Creek 

9 

95.30 

16,474 

Los Gatos Creek 

9 

54.83 

ttiilii 

Guadalupe below Los Gatos 

10 

150.13 

19,804 

Guadalupe at Highway 17 

11 

154.12 

iBMim 

Guadalupe at Highway 101 

msm 

160.25 


Guadalupe at Alviso Highway 237 

12 

170.64 
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ANALYSIS OF THE UPDATED STREAM FLOW DATA 


This appendix includes a graphical presentation of the original data that were used in the analysis and an 
update through 1992. It also includes the frequency lines of the updated data. 

When compared with the original frequency lines from Graphs 1 through 6, the updated frequency lines 
show negligible differences from the original ones. 

For this reason, and in the absence of more detailed hydrologic update, the original 1 percent design 
values shown in Table 4 are still applicable. 
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MEMORANDUM OF UNDERSTANDING 
WITH 

CALIFORNIA DEPARTMENT OF FISH AND GAME 

FOR 

CONSTRUCTION AND MAINTENANCE OF 
GUADALUPE RIVER AND SECTION 1601 AGREEMENT 










SANTA CLARA VALLEY WATER DISTRICT 
AND 

CALIFORNIA DEPARTMENT OF FISH AND GAME 
MEMORANDUM OF UNDERSTANDING FOR 
CONSTRUCTION AND MAINTENANCE OF GUADALUPE RIVER 
FROM HIGHWAY 101 TO INTERSTATE 800 
AND INTERSTATE 280 TO BLOSSOM HILL ROAD 


This Memorandum of Understanding (MOU) by and between the California Department of Fish 
and Game, hereinafter called the “Department,” and Santa Clara Valley Water District, hereinafter called 
the “District, ” is based upon the Engineer' s Report and Final Environmental Impact Report for Guadalupe 

River from Highway 101 to Interstate 800 and Interstate 280 to Blossom Hill Road, dated_, 

hereinafter “EIR” prepared by District. This MOU is for project-specific streambed alteration 
agreements, as provided in Section 1601 of the Fish and Game Code, for each reach as it is constructed. 
This MOU is also for the purpose of delineating and defining post construction, routine maintenance 
activities to be carried out by District as specified in the Engineers Report and EIR that shall not require 
further Notice and Agreement in compliance with the Fish and Game Code. 

WHEREAS, the Department may in a timely manner propose modifications to construction 
proposals pursuant to Fish and Game Code Section 1601 to the District, and Section 1601 provides for 
agreement with the Department on construction and routine maintenance of drainage and flood control 
facilities; and 

WHEREAS, the Department has a duty to conserve fish and wildlife resources of this State; and 

WHEREAS, it is essential that the District construct channel facilities to provide flood protection 
and perform routine maintenance activities on District facilities to ensure that the facilities continue to 
provide the design level of flood protection to which the facilities were constructed, to protect the public's 
investment, to prevent loss of life and property and to comply with local ordinances and regulations, the 
regulations of federal flood insurance and other federally mandated programs; and 

WHEREAS, the EIR has accurately identified the impacts of the proposed construction and 
maintenance activities, and has identified measures to fully mitigate those impacts; and 

WHEREAS, it is mutually beneficial to delineate and define routine maintenance in this MOU, and 
to establish procedures to expedite maintenance activities, and to provide for the protection of fish and 
wildlife habitat during such maintenance activities; 

WHEREAS, nothing in this agreement shall constitute a waiver of any future or current Department 
claims to the use and maintenance of natural conditions under the public trust doctrine; 

THEREFORE, the Department and the District do agree as follows: 

I. DEFINITIONS 

“Construction activities” are defined as those channel modifications necessary to provide the design 

level of flood protection. 
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“Routine maintenance” is defined as those periodic District activities, deemed reasonably necessary 
by District to maintain the structural and functional integrity of the improved channels up to their 
design capacity. 

II. CONSTRUCTION 

The recommended project identified in the Engineers Report and EIR shall constitute construction 
activities within the definition provided herein. The project will be phased over a multi-year 
period. Therefore, notice and agreement from the District to the Department pursuant to Fish and 
Game Code §1601 for construction of each reach will be required. Mitigation for the project is 
provided in the EIR (Exhibit A). A detailed plan for mitigation of riparian impacts within that 
reach will be submitted with each notification. Implementation of the mitigation plan will be staged 
and sequenced as indicated in the Engineer's Report and EIR. 

III. CHANNEL MAINTENANCE 

Upon completion of construction, the maintenance program guidelines identified in Table 7 of the 
Engineer's Report and EIR (Exhibit B) shall constitute routine maintenance activities within the 
definition provided herein and this MOU shall serve as the notice and agreement pursuant to Fish 
and Game Code Section §1601 for Routine Maintenance Activities in Improved Channels. 

IV. TIME AND MANNER OF WORK 

Construction activity within the stream banks shall cease between October 16 through April 14 of 
each year. Work shall be limited to times when there is little or no streamflow. Time limitations 
for construction activities may be amended upon written agreement of the parties. 

All mitigation elements for a particular segment of the project shall be installed within twelve 
months of the date of the Notice of Completion for the construction activities on that segment of 
the project. This condition can be modified to ensure that planting occurs in the fall or early 
winter. In that event, re vegetation should occur within eighteen months. 

Stream turbidity shall not be increased at any time due to construction from this project or any 
related construction activities related to this project. Any dams or diversions shall be constructed 
of clean gravels. Upon completion of project, the dams or diversions shall be breached and the 
gravels will be either removed or left in the streambed. All other construction material used in 
dams and diversions shall be removed upon completion of project. 

Maintenance work shall be performed at a time and in a manner as described in the effective MOU 
for Routine Maintenance Activities in Improved Channels (331-89, Exhibit C). 

V. REPORTING REQUIREMENTS 

The District shall provide written notification of the start of construction of each reach to the 
Regional Manager, Region 3 of the Department of Fish and Game. 

The District's reporting requirements and associated fee schedule for maintenance activities shall 
be the same as those listed in the effective MOU for Routine Maintenance Activities in Improved 
Channels (331-89). 
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VI. AMENDMENT AND TERMINATION 


This Memorandum of Understanding may be amended at any time upon written agreement of the 
parties. Pursuant to Section 1601, agreement of the Department was obtained by the District for 
the construction and maintenance activities described in the Engineer's Report and EIR. 

This Memorandum of Understanding may be terminated by either party at any time but no such 
termination shall become effective until six months after the party not indicating the termination 
has been duly notified in writing. Upon termination, the activities of the parties shall be governed 
by the provisions of Section 1601 of the California Fish and Game Code. 


Regional Manager Santa Clara Valley Water District 

Department of Fish and Game Maintenance Manager 


Date 


Date 


Flood Control Manager 


Date 
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MEMORANDUM OF UNDERSTANDING 
WITH 

CALIFORNIA DEPARTMENT OF FISH AND GAME 

FOR 

ROUTINE MAINTENANCE ACTIVITIES IN IMPROVED CHANNELS 








SANTA CLARA VALLEY WATER DISTRICT 
AND 

CALIFORNIA DEPARTMENT OF FISH AND GAME 
MEMORANDUM OF UNDERSTANDING 
ROUTINE MAINTENANCE ACTIVITIES IN IMPROVED CHANNELS 


\-v''\ 


& 

' 


VAY, 


A 


This Memorandum of Understanding by and between the California Department of Fish and 
Game, hereinafter called the Department", and Santa Clara Valley Water District, hereinafter 
called the "Water District", is for the purpose of delineating and defining routine maintenance 
activities in improved channels that shall not require further Notice and Agreement in compliance 
with the Fish and Game Code. 


WHEREAS, the Department is required to propose modifications to construction activity 
pursuant to Fish and Game Code Section 1601 to the Water District, and Section 1601 provides 
for agreement with the Department on routine maintenance of drainage and flood control facilities; 
and 


WHEREAS, the Department has a duty to conserve fish and wildlife resources of this State; 

and 


WHEREAS, it is essential that the Water District perform routine maintenance activities 
to maintain District facilities to ensure that the facilities continue to provide the design level of 
flood protection to which the facilities were constructed, to protect the public’s investment, to 
prevent loss of life and property, and to comply with local ordinances and regulations, federal flood 
insurance regulations, and other federally mandated programs; and 

WHEREAS, it is mutually beneficial to delineate and define routine maintenance, and to 
establish procedures to expedite maintenance activities, and to provide for the protection of fish 
and wildlife habitat during such maintenance activities; 

WHEREAS, nothing in this agreement shall constitute a waiver of any future or current 
Department claims to the use and maintenance of natural-conditions under the public trust 
doctrine; 

THEREFORE, the Department and the Water District do agree as follows: 

I. DEFINITIONS 

An improved channel is defined as a waterway in which significant man-made alteration has 
occurred to improve the passage of flood flows, including straightening and containing within 
constructed banks and concrete-lined, riprapped, or earth trapezoid channels with engineered banks. 
The waterways listed in Appendix A attached hereto are the exclusive list of improved channels as 
defined in this Agreement. 

Routine maintenance is defined as those periodically scheduled and implemented activities 
necessary to maintain the structural and functional integrity of the improved channel. 

Channel banks, channel bottoms, and low flow channels are defined by reference to typical 
cross sections of flood control channels as shown in Diagram 1 attached hereto. 




n. CHANNEL MAINTENANCE 

The activities identified below for improved channels listed in Appendices A and B, shall 
constitute routine maintenance activities by definition and shall not require further notice to, and 
Agreement with, the Department. 

• The selection and application of herbicides will conform to all applicable State and Federal 

E.PA. regulations. 

A- Control of weeds and grasses on maintenance roads, on the areas between top of 
banks and adjacent property and on floodplains or overflow channels to comply with 
local fire regulations by mowing, discing, hand labor or herbicide application. 

B. Control of weeds, grasses, and emergent aquatic vegetation on channel bottoms and 

banks, and on floodplains or overflow channels to maintain channel design capacity 
by mowing, hand labor or herbicide application. 

C Control of weeds and grasses on maintenance roads to provide a safe travelwav to 
conduct facility inspection and maintenance activities by mowing, discing, hand labor 
or herbicide application. 

D. Control of weeds and grasses omlevees to conduct facility inspection by mowing, 
hand labor or herbicide application. 

E. Control of weeds and grasses in revegetated mitigation areas and landscaped areas 
to allow plant establishment by mowing, discing, hand labor or herbicide application. 

F. Removal of vegetation, silt and debris, and other obstructions to flow in the 
immediate vicinity (not-to-exceed 100 feet) of the following structures (1) streamflow 
measuring stations; (2) box culverts and bridges; (3) storm drain outfall structures; 

- and, (4) drop structures (energy dissipaters) to maintain the structures’ design 
functions. Surface flowing water, if any, will be diverted from work area when using 
equipment in the channel. 

G. Removal of woody and herbaceous vegetation with hand labor and tools on channel 
bottoms and channel banks to maintain channel design capacity. Channels that are 
to be cleared in strips in alternating years to retain habitat for wildlife, as illustrated 
in Diagram 2, are indicated in Appendix A under applicable M.O.U. item "GS". 

H. Removal of trees or branches that are in imminent danger of falling, fallen trees, and 
associated debris to maintain the channel design capacity . 

J. Removal of accumulated sediment, debris, rubbish, and other obstructions from 
channels with concrete bottoms to maintain channel design capacity. 

K. Removal of accumulated sediment, debris, rubbish and other obstructions in channels 
with unlined channel bottoms to maintain channel design capacity. Channels that 
are to be cleared in strips in alternating years to retain habitat for wildlife, as 
illustrated in Diagram 2, are indicated in Appendix A under applicable M.O.U. item 
"KS". 
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L- ' y Removal of accumulated sediment; debris, rubbish and other obstructions in channels 
with unlined channel bottoms to maintain low flow channel design capacity or when 
necessary, to provide fish passage or habitat identified in District environmental 
documents. 

M. Removal of accumulated sediment, debris, rubbish, and other obstructions from 
sediment basins to maintain design functions as identified in Appendix B. 

N. Repair of failed sections of rock, gabion,.concrete-lined or sacked concrete riprap 
bank protection do maintain bank stabilization measures previously installed for 
public health safety and benefit. Surface flowing water, if any, will be diverted from 
work area when using equipment in the channel. 

m. TIME AND MANNER OF WORK 

Maintenance work shall be performed at a time and in a manner which shall meet the 
District’s obligations to public health and safety while recognizing the need to minimize adverse 
impacts to fish and wildlife resources and their habitat. Periods of concern to the Department are 
March through June/for nesting birds, and October through March for anadromous fish. 

IV. REPORTING REQUIREMENTS 


The Water District shall provide written notification to the Lieutenant Warden for 
Santa Clara County of the monthly schedule for that work tentatively proposed. 


The Water District shall provide to the Regional Manager, Region 3, of the Department, 
-vritten notification of maintenance projects completed within the preceding quarter (quarterly 
reports). A maintenance project is defined as an improved channel wherein one or more of 
the maintenance activities identified in this Memorandum of Understanding have been performed 
during any given reporting period. Due dates for submitting quarterly reports shall be as follows: 


May 15 for first quarter projects 
August 15 for second quarter projects 
November 15 for third quarter projects 
February 15 for fourth quarter projects 


(January through March) 
(April through June) 

(July through September) 
(October through December) 


A fee payable to the Department shall accompany each quarterly report. The fee amount 
shall be in accordance with the current fee schedule, as published by the Department for work 
performed under an MOU, based on the number of maintenance projects completed within a 
calendar year. 

V. AMENDMENT AND TERMINATION 


This Memorandum of Understanding may be amended at any time upon written agreement 
of the parties. Pursuant to Section 1601, agreement of the Department was obtained by the Water 
District for the improved channels listed in Appendix A. If the Water District gives notice to and 
obtains the agreement of the Department to construct additional improved channels; in compliance 
with Section 1601, any such additional improved channels will be added to Appendix A by written 
amendment of this Agreement, and all provisions of this Agreement shall apply. 
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This Memorandum of Understanding may be terminated by either party at any time but no 
such termination shall become effective until 30 days after the party not indicating the termination 
has been duly notified in writing. Upon termination, the activities of the parties shall be governed 
by the provisions of Section 1601 of the California Fish and Game Code. 
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Creek Name - Project No. 


Beg. Sta. 
End. Sta. 

D/S Limits 

U/S Limits 

Reach 
Length (ft.) 

Channel Type and 

Related Information 


Calabazas Creek 

B 

0 + 00 
102+00 

Guadalupe Slough 

Highway 101 

10,200 

Excavated Earth 
w/Engineered Earth Levees 

A, B, C, D, F, 

G, H, Ks, L, N 

Calabazas Creek 

2010 

102 + 00 
291 + 60 

Highway 101 

Lawrence Expressway 

18,960 

Concrete Lined 

A, C, F, G, H 

J, N 

Calabazas Creek 

2010 

368+00 

375+00 

Highway 280 

Vallco Parkway 


Excavated Earth 

A, B, C, E, F, 

G, H, K, L, N 

Calabazas Creek 



Vallco Parkway 

Stevens Creek Boulevard 

1,000 

Concrete Box Culvert 

E, F, G, H, J, N 

Calabazas Creek 


444 + 04 
446+72 

Bollinger Road 

268 

Concrete Lined 

A, B, C, F, H, 

J, L, N 

Calabazas Creek 


476+91 
477 + 92 

Blaney (Drop Structure) 
Blaney 

101 

Concrete Lined 

A, B, C, F, J, N 

Daves Creek 

2033 

0+00 

10+00 

Los Gatos Creek Confluence 
Lark Avenue 

1,000 

Pipe 

H, J 

Daves Creek 

m 


Wild Way 

Winchester Boulevard 

600 

Concrete Lined 

A, B, C, F, H, 

J, N 
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MEMORANDUM OF UNDERSTANDING 
WITH 

CALIFORNIA DEPARTMENT OF FISH AND GAME 

FOR 

ROUTINE MAINTENANCE ACTIVITIES IN UNIMPROVED CHANNELS 









SANTA CLARA VALLEY WATER DISTRICT 
AND 

CALIFORNIA DEPARTMENT OF FISH AND GAME 
MEMORANDUM OF UNDERSTANDING 
ROUTINE MAINTENANCE ACTIVITIES IN UNIMPROVED CHANNELS 


This Memorandum of Understanding by and between the California Department of Fish and 
Game, hereinafter called the “Department,” and Santa Clara Valley Water District, hereinafter 
called the “District,” is for the purpose of delineating and defining flood flow maintenance activities 
within unimproved channels that shall not require further Notice and Agreement in compliance with 
Section 1601 of the Fish and Game Code. 

WHEREAS, Section 1601 of the Fish and Game Code empowers the Department to 
propose reasonable modifications to certain District construction projects as would allow for the 
protection and continuance of designated fish and wildlife resources and provides for Agreement 
with the Department on routine maintenance of District drainage and flood control facilities; and 

WHEREAS, it is essential that the District perform flood flow maintenance activities within 
certain unimproved channels, to provide for flood flow movement through identified channels, to 
prevent loss of life and property; and 

WHEREAS, it is mutually beneficial to delineate and define flood flow maintenance 
activities at specific locations within unimproved channels and to establish procedures to expedite 
these activities, and to provide for the protection of fish and wildlife habitat during such 
maintenance activities; and 

WHEREAS, nothing in this Agreement shall constitute a waiver of any future or current 
Department claims to the use and maintenance of natural conditions under the public trust doctrine: 

THEREFORE, the Department and the District do agree as follows: 

I. DEFINITIONS 

An unimproved channel is defined as a waterway in which significant man-made alterations 
have not occurred and which supports fish and wildlife resources. 

Flood flow maintenance is defined as those activities within an unimproved channel which 
are needed regularly at the specific locations in order to pass flood flows through the 
channel while protecting adjacent properties. 

Channel banks, channel bottom, and low flow channels are defined by reference to typical 
sections as shown in Figures 1A and IB attached hereto. 

H. FLOOD FLOW MAINTENANCE 

The activities identified below for the unimproved channel(s) shall constitute flood flow 
maintenance by definition and shall not require further notice to, or Agreement with, the 
Department. The channel reaches and work areas where maintenance activities are 
authorized by this Agreement, shall be as specified in Appendices “A” and “B” and as 
shown on Figures 2 through 7 attached hereto. 
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A. DEBRIS REMOVAL 

Removal of debris, rubbish, fallen trees and other obstructions from areas of flow 
restriction. This work will be performed Countywide as needed. 

B. VEGETATION CONTROL 

Control of woody growth of less than six inches diameter measured at breast height 
(DBH), to remove obstructions to flow on the channel bottom and up the channel 
banks to a maximum vertical height of five feet (5 ft), as shown oh Figure 2; removal 
of non-native vegetation (bamboo, tree tobacco, castor bean, pampas grass, 
eucalyptus, acacia, etc.) from top of bank to top of bank, as shown on Figure 3; 
control of aquatic vegetation and woody growth of less than six inches DBH which 
restrict flow, from toe to toe as shown on Figure 4. These activities will be 
performed in the reaches of channels, within the defined limits, and in accordance 
with the referenced figures, as stated in Appendix A. 

C. EROSION CONTROL 

1. Repair of Previous Work 

Repair of failed rock, sacked concrete, or gabion sections. Project work will 
be confined to the failed section and adjacent areas affected by the failure. 
Upon project completion, channel bottom shall be scarified from the work 
site to the equipment entrance if and where equipment traffic has caused 
compaction of the streambed soil materials. This work will be performed 
Countywide as needed. 

2. New Work 

Project work will consist of installation of rock, sacked concrete, or gabions, 
as shown in Figures 5, 6, or 7, respectively, from toe of slope in channel to 
an elevation necessary to stabilize the eroded area. Materials for slope 
protection will be sacked concrete if resulting slope is steeper than 1V5>:1 
(horizontal to vertical) as determined by natural channel geometry. Where 
resulting repaired slopes may be less than 114:1, materials will be 
appropriately selected based on hydraulic considerations. Project work shall 
be limited to times when there is little or no streamflow. Should streamflow 
exist, the streamflow shall be diverted around the work area by a temporary 
culvert/pipe or by a low flow channel. Project work shall be performed in 
a manner which limits stream turbidity. The stream channel shall be 
returned as nearly as possible to its natural state without creating a possible 
future bank erosion problem. Upon project completion, channel bottom 
shall be scarified, from the work site to the equipment entrance, where 
equipment traffic has caused compaction of the streambed soil materials. 
Any work area left barren of vegetation as a result of the construction work 
shall be restored to a state which promotes future growth. Erosion control 
will be confined to the specific locations listed in Appendix B. 

m. TIME AND MANNER OF WORK 

The flood flow maintenance work authorized by this Agreement may be performed at any 
time which shall meet the District’s obligations to public health and safety while recognizing 
the need to minimize adverse impacts to fish and wildlife resources and their habitat. 
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Periods of concern to the Department are March 15 through June 1 for nesting birds, and 
October 15 through March 1 for anadromous fish. 

IV. REPORTING REQUIREMENTS 

The Water District shall provide written notification to the Lieutenant Warden for Santa 
Clara County of the monthly schedule for that work tentatively proposed. 

The Water District shall provide to the Regional Manager, Region 3, of. the Department, 
written notification of maintenance projects completed within the preceding quarter 
(quarterly reports). A maintenance project is defined as an unimproved channel wherein 
one or more of the maintenance activities identified in this Memorandum of Understanding 
have been performed during any given reporting period. Due dates for submitting quarterly 
reports shall be as follows: 

May 15 for first quarter projects (January through March) 

August 15 for second quarter projects (April through June) 

November 15 for third quarter projects (July through September) 

February 15 for fourth quarter projects (October through December) 

A fee payable to the Department shall accompany each quarterly report. The fee amount 
shall be in accordance with the current fee schedule, as published by the Department for 
work performed under a Memorandum of Understanding, based on the number of 
maintenance projects completed within a calendar year. 

V. AMENDMENT AND TERMINATION 

This Memorandum of Understanding may be amended at any time upon written Agreement 
of the parties. Pursuant to Section 1601, Agreements of the Department have been 
obtained by the District for the specific reaches on unimproved channels listed in 
Appendices A and B. If the District gives notice to and obtains the Agreement of the 
Department to maintain additional specific reaches on unimproved channels, in compliance 
with Section 1601, any such additional reaches will be added to Appendix A and/or B, and 
all provisions of this Agreement shall apply. 

This Memorandum of Understanding may be terminated by either party at any time but no 
such termination shall become effective until 30 days after the party not indicating the 
termination has been duly notified in writing. Upon termination, the activities of the parties 
shall be governed by the provisions of Section 1601 of the California Fish and Game Code. 


Regional Manager 
Department of Fish and Game 


Santa Clara Valley Water District 
Maintenance Manager 
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Northwest Zone 


VEGETATION CONTROL 


Creek Name /Pro -j. # 

Adobe 1010 


Adobe 

1010 

Heney 

1017 

Permanente 

1024 

San Francisquito 
1028 

Stevens 

1029 

Summerhill 

1031 

Purissima- 

1013 

North Central Zone 

Calabazas 

2010 

Regnart 

2017 

Rodeo 

2018 

Appendix A 



Reach 


Sta. 363 + 00 to 463 + 00 
O'Keefe Lane to Foothill Expwy. 


Limits of 
Ve g. Removal 

Figures 3 & 4 


Sta. 480 + 00 to 535 + 00 
Hwy. 280 to U/S Tepa 

Sta 20 + 00 to 55 + 00 
Hwy 280 to U/S Salem 


Figures 3 & 4 
Figures 3 & 4 


Sta. 256 + 00 to 439 + 00 Figures 3 & 4 

Hale Creek to West branch of Permanente 


Sta. 320 + 00 to 380 + 00 Figures 2 & 3 

San Mateo Dr. to Willow Rd. 

Sta. 218 + 50 to 566 + 00 Figures 2 & 3 

Dana St. to McClellan Rd. 


Sta. 0 + 00 to 19 + 00 Figures 3 & 4 

Hale Creek to U/S Gronwall 

Sta. 5 + 00 to 15 + 00 Figures 3 & 4 

Along O'Keefe Lane 


Sta. 291 + 60 to 368 + 00 Figures 3 & 4 

Lawrence to Hwy. 280 

Sta. 385 + 00 to 444 + 04 

Stevens Grk. Blvd. to D/S Bollinger 

Sta. 446 + 72 to 476 + 91 

U/S Bollinger to Blaney Drop Structure 

Sta. 477 + 92 to 630 + 00 

Blaney to U/S Comer 

Sta. 106 + 00 to 140 + 00 Figures 3 & 4 

Stelling Rd. to Bubb Rd. 

Sta. 75 + 10 to 100 + 00 Figures 3 & 4 

S.P.R.R. to Saratoga/Sunnyvale Rd. 
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Limits of 
Veg. Removal 


Creek Namp. /Pro i . 4 Reach 


San Tomas 2019 

Saratoga 2021 


Smith Creek 2023 


Wildcat 


Central Zone 


Los Gatos Creek 


Sta. 670 + 43 to 765 + 00 
Pollard Rd. to Hwy. 9 

Sta. 140 + 00 to 170 + 00 
Pruneridge to Lawrence 
Sta. 195 + 00 to 514 + 00 
Hwy. 280 to Springer 

Sta. 71 + 00 to 93 + 00 
Wedgewood to end of Bicknell 


Figures 3 & 4 


Figures 3 & 4 


Figures 3 & 4 


Sta. 6 + 50 to 10 + 00 Figures 3 & 4 

S.P.R.R. to Quito Rd. 

Sta. 50 + 00 to 180 + 00 
Portos Dr. to Peach Hill 


Sta. 0 + 00 to 193 + 15 Figures 2 & 3 

Guadalupe River to Bascom Ave. 

Sta. 470 + 00 to 508 + 00 

D/S Blossom Hill to U/S Saratoga Ave. 


Guadalupe River 3015 Sta. 580 + 00 to 857 + 00 

Hwy. 880 to Canoas Greek 


Figures 2 & 3 


Ross Creek 3023 


Sta. 231 + 00 + 242 + 00 Figures 3 & 4 

Camino Del Cerro to Linda Ave. 


Randol Creek 3029 


Sta. 88 + 00 + 0 to 102 + 00 Figures 3 & 4 

DE/S Foxhurst Way to end jurisdiction 


West Branch 

Randol 3029 Sta. 0 + 00 to 15 + 00 Figures 3 & 4 

Randol Grk. to end jurisdiction 


East Zone 





Calera Creek 

4018 

Sta. 70 + 00 to 85 + 00 

U/S Hwy. 680 to London Dr. 

Figures 3 

& 4 

Coyote Creek 

4021 

Sta. 796 + 00 to 892 + 00 

Hwy. 880 to Berryessa Rd. 

Figures 2 

& 3 

Thompson Creek 

4047 

Sta. 48 + 00 to 100 + 00 

U/S Everdale to U/S Yerba Buena 

Figures 3 

& 4 
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Creek Name/Pro j. 4 


Reach 


South Zone 

Upper Penitencia 4032 Sta. 218 + 00 to 0 + 00 
U/S Doral to Coyote Creek 

Llagas Creek 5010 200 + 00 to 1015 + 00 

West Branch Llagas to Chesbro Res. 

West Little Llagas 5012 Sta. 83 + 00 to 0 to 230 + 00 

U/S Edmundson to end jurisdiction 

Sta. 380 + 00 to 147 + 00 
Thomas Rd. to Hwy. 25 

(Hollister Rd.) 

Llagas Creek to Santa Cruz 
County Line 


Uvas Creek 5018 


Pajaro River 5016 
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Limits of Vep 

Bpmnval 

Figures 3 & 4 
Figures 3 & 4 
Figures 3 & 4 
Figures 2 & 3 

Figures 2 & 3 
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APPENDIX "B 


Erosion 
Creek Name/Project # 
Northwest Zone Adobe 1010 

Permanente 1024 

Stevens Crk 1029 

North Central 

Zone Calabazas 2010 

Saratoga Crk 2021 

Wildcat 2030 

Contra! Zone Los Gatos Crk 3020 


Control 

Reach 

Sta. 250 + 00 to 385 + 00 
El Camino Real to Edith 

Sta. 256 + 00 to 339 + 00 
Hale Creek to Pennenente Diversion 

Sta. 310 + 00 to Sta. 505 + 00 
Hwy. 85 to Stevens Creek Blvd. 

Sta. 290 + 00 to 364 + 00 
Lawrence Expwy. to Hwy. 280 
Sta. 399 + 51 to 490 + 00 
Miller Ave. to Rainbow Dr. 

Sta. 140 + 00 to 170 + 00 
Pruneridge to Lawrence 

Sta. 16 + 00 to 53 + 00 
Vasona Crk to Portos Dr. 

Sta. 125 + 00 to 195 + 15 
D/S Meridian to Bascom Ave. 
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SUBJECT: 


ORDINANCE NO. 83-2 AS AMENDED 10/22/85 


I. TITLE 

Ordinance 83-2 as Amended 10/22/85: An Ordinance of Santa Clara Valley Water District 
Defining Limits of Flood Control Responsibility; Providing for Maintenance of Watercourses; 
for Joint Use of Projects, and for Dedications; Prohibiting Pollution of District Water Supplies 
and Injury to District Projects, as Defined, and Encroachment Upon or Interference With 
Watercourses Except by Permit; Providing Penalties for Violation Hereof; and Repealing 
Ordinance 74-1 

II. BACKGROUND* 

This is one of the District’s primary ordinances. It outlines many of the District’s flood control 
and water supply responsibilities, defines responsibility of members of the public and stipulates 
penalties for not complying with the Ordinance. Problems resulting from actions in and adjacent 
to stream channels by die public and other agencies and associated penalties were first addressed 
by ordinance in 1959 (Ord 59-1). This Ordinance was rewritten in 1974 (Ord 74-1) and changed 
to include regulations associated with District rights of way, pollution problems and expanded 
District facilities. The Ordinance was rewritten in 1983 (Ord 83-2) to include design flow criteria 
for flood control facilities and superseded Ordinance 74-1 which was repealed by Resolution 
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ORDINANCE NO. 83-2 
AS AMENDED 10/22/85 

AN ORDINANCE OF SANTA CLARA VALLEY WATER DISTRICT 
DEFINING LIMITS OF FLOOD CONTROL RESPONSIBILITY; PROVIDING 
FOR MAINTENANCE OF WATERCOURSES; 

FOR JOINT USE OF PROJECTS, AND FOR DEDICATIONS; 
PROHIBITING POLLUTION OF DISTRICT WATER SUPPLIES AND 
INJURY TO DISTRICT PROJECTS, AS DEFINED, AND ENCROACHMENT 
UPON OR INTERFERENCE WITH WATERCOURSES EXCEPT BY PERMIT; 
PROVIDING PENALTIES FOR VIOLATION HEREOF; 

AND REPEALING ORDINANCE 74-1 


The Board of Directors of Santa Clara 
Valley Water District do ordain as 
follows: 

SECTION 1: INTENT 

It is the intent of this Ordinance to 
secure the health, safety and welfare 


2.6 "District Project" means $ny fa¬ 
cility, structure or improvement of the 
District including, without limitation, 
lands, facilities, structures or improve¬ 
ments and appurtenances thereto own¬ 
ed or controlled by the District for 
water conservation, water utility, flood 


courses, except water supply canals 
and percolation facilities, of the Dis¬ 
trict subject only.to the approval pro¬ 
cedure set forth in this Ordinance. 

SECTION 5: FLOOD CONTROL 
RESPONSIBILITY 


of the people of the District by pru¬ 
dent floodplain management, by pro¬ 
tecting the quality of District water 
supplies, and by securing maintenance 
of watercourses and prohibiting injury 
to District property and projects and 
harmful amendment of watercourses. 

It is further the intent of this Ordi¬ 
nance to provide a definition of the 
general limits of watercourses on 
which the District may request rights 
of way for flood control purposes and 
construction of flood control facilities. 

It is further -the intent of this Ordi¬ 
nance to insure that the repeal of 
Ordinance 74-1. accomplished hereby, 
shall not affect permits* heretofore 
given and rights of every nature here¬ 
tofore established pursuant to said 
Ordinance 74-1. 

SECTION 2: DEFINITIONS 

2.1 "Bank or Banks of a Water¬ 
course" means the sides of a water¬ 
course the top of which shall be the 
topographic line roughly parallel to 
stream center line where the side 
slopes intersect the plane of ground 
traversed by the watercourse. Where 
banks do not distinguishably end, the 
surrounding country being extensions 
of the banks, the top of such banks 
shall be as determined by the District. 

Z2 "Board" means the Board of 
Directors of the Santa Clara Valley 
Water District. 

23 "Design Flood" means the se¬ 
lected flood against which protection 
is provided, or eventually wilt be pro¬ 
vided, by means of flood protective 
or control works. 

ijj 2.4 "Designated Floodway" means 
the channel of a stream and that 
portion of the adjoining floodplain re 
quired reasonably to provide for pass 
age of the design flood. 

25 "District" means Santa Clara 
Valley Water District. 


control or any lawful District purpose 

2.7 "Levee" means an elongated em¬ 
bankment constructed where required 
to contain flooding. 

28 "Pollution" means impairment 
of water quality to a degree which 
adversely and unreasonably affects a 
beneficial use of the water. 

29 "Structure" means anything 
made or constructed and having its 
foundation or support upon or within 
the ground. 

210 "Watercourse" means an elon¬ 
gated channel or depression, whethei 
natural or man-made, in which watet 
does or may flow and may include the 
overflow area, if any, of such channel 
or depression. For the purposes ol 
this Ordinance "watercourse" includes 
such channels or depressions, although 
the same may be by reason of size ol 
area drained not deemed to be a flooc 
control facility. 

SECTION 3: MAINTENANCE BY 
OWNER 

Every owner of a watercourse whethei 
a person, firm, corporation, or govern¬ 
mental agency, or such owner's lessee 
or tenant, shall keep and maintain the 
same in a condition which will not 
contribute to pollution as prohibited 
by Section 6.1 hereof and which will 
not unreasonably change or retard the 
flow of the water; and every owner 
of a structure within or directly affect¬ 
ing a watercourse shall maintain the 
safe condition and function of the 
same. 

SECTION 4: DISCHARGE OF 
DRAINAGE 

The County of Santa Clara, any mu 
nicipality and any agency or person 
within the District, shall have the right 
to discharge drainage water of non- 
poKuting quality directly into water¬ 


5.1 The responsibility of this Dis¬ 
trict for the control of flood and storm 
water is an obligation to make effi¬ 
cient use of its funds in the areas of 
study, planning and acquisition and to 
act lawfully in designing, constructing 
and maintaining such works as the ■ 
Board shall approve. The response 
bility of the District does not and can-' 
not extend to an affirmative obligation 
to take specific measures of any nature 
not mandated by governing legislation 
or judicial order. This Ordinance may 
not be deemed an imposition of a duty 
upon the District other than as speci¬ 
fied above and no assertion of public 
liability-shall be based thereon. Noth¬ 
ing in this Ordinance shall be deemed 
to be or construed as a warranty or 
assurance that flooding and flood dam¬ 
age will not or cahnot occur anywhere 
in the District. However, the District 
will provide flood control service in an 
emergency to the extent of its re¬ 
sources and ability. The District 
accepts an obligation to design, con¬ 
struct and maintain its works in such 
manner as to avoid or minimize harm¬ 
ful disturbance of the natural environ¬ 
ment. 

5.2 Construction and maintenance, 
or acceptance and maintenance, of 
flood control works and control of 
flood and storm waters by the District 
shall be subject to the following: 

A. The District will so act in a 
reach or portion of a watercourse 
only if it has sufficient legal title 
or right of way therein. 

B. Artificial channels off any 
kind, regardless of the size cf trib 
utary watershed, are excluded froi 
District responsibility unless the 
same are constructed by the Dis¬ 
trict or are approved end adopted 
by the Board. 
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C. A reach or portion of a nat¬ 
ural watercourse will not be deem¬ 
ed within District flood control 
jurisdiction unless the tributary wa¬ 
tershed area upstream of such reach 
or portion is in excess of 320 acres 
(one-half square mile); provided, 
that such area may be either greater 
or less than 320 acres pursuant to 
agreement with the city or county 
having jurisdiction. 

5.3 A watercourse or reach or por 
tion thereof over which the District is 
not deemed to have flood control jur¬ 
isdiction by reason of the exclusions 
specified in Subparagraphs B asd C of 
Section 5.2 above is deemed a local 
drainage facility. 

5.4 Flood control facilities serving 
a watershed are a of 320 acres (one-half 
sauare mile or more) 'shall have a de¬ 
sign capacity to convey safely the one 
percent floqd ("100-year flood") plus 
freeboard. The standard, however, 
may be lowered to be consistent with 
land use designations of city or county 
land use master plans. Freeboard de¬ 
sign criteria shall be established by-the 
District based upon accepted engineer¬ 
ing practices. 

5.5 Storm water drainage facilities 
serving a watershed are?, less than 320 
acres (one-half square mile) and quali- 

/ing under agreement per paragraph 
^2 C shall have a design cRpscity to 
convey the ten percent 
year flood") plus freeboard Free¬ 
board design criteria shall be estab¬ 
lished by the District based upon 
accepted engineering practices. The 
norm water drainage facilities referred 
to in this section are the major collec¬ 
tors and are not deemed to include 
storm sewers used to drain urban de¬ 
veloped sites. The design of storm 
sewers rests with the local agency 
having jurisdiction of -the urban de¬ 
velopment served. In drainage areas 
less than 320 acres, where urban de¬ 
velopment exists or may occur, the 
drainage facilities should be designed 
to provide for the conveyance or de¬ 
tention of the flood flows in excess 
of the ten percent flood up to the one 
percent flood in the streets or open 
space areas so that development is not 
subject to flooding by such excess 
flood flows. Otherwise, the structures 
must be flood-proofed, as prescribed 
by Federal Emergency Management 
Agency regulations, or the storm wa¬ 
ter drainage facility musl be designed 
as provided in Section 5.4 above. 

SECTION 6; PROHIBITIONS 

.1 The pollution of the water sup¬ 
plies of the District, whether in sur¬ 
face streams, reservoirs or conduits of 
any kind, or of groundwater, by any 


direct or indirect means whatever, in¬ 
cluding the deposit of polluting matter 
of any kind upon the banks of a water¬ 
course, lake or reservoir where the 
same may reach or affect such water 
supplies, and including the discharge 
of polluting storm waters or sanitary 
sewage, is prohibited. 

6.2 Without having first secured a 
permit pursuant to Section 7 hereof, 
or other written approval from the 
District, it shall be unlawful after the 
effective date of this Ordinance for 
any person, firm, corporation, the 
County of Santa Clara, the Govern¬ 
ment of the United States and ager 
cies thereof, the Government of the 
State of California and agencies there¬ 
of, or any municipal corporation or 
district to do or cause to be done any 
of the following: 

A. Construct or place any struc¬ 
ture or perform any grading within 
a designated floodway between the 
banks of a watercourse, or within 
50 feet of the too of such banks . 

B. Construct, place or maintain 
any structure or perform any grad¬ 
ing upon ? levee or on a District 
project. 

C. Excavate within a designated 
floodway, upon a levee, or upon or 
between the banks of a watercourse 
or District project. 

D. Deposit material of any kind 
within a designated floodway, upon 
a levee, or District project, or upon 
or within the banks of a water¬ 
course. 

E. Construct or place any outlet 
for discharging drainage waters wi¬ 
thin a designated floodway, upon 
or within the banks of a water¬ 
course, or District project. 

F. Plant any form of flora upon 
or within the banks of a water¬ 
course or a District project. 

G. Trespass in any manner what¬ 
soever including the driving of ve¬ 
hicles on any property in which the 
District owns a fee simple interest 
or on which the District owns an 
exclusive easement for flood con¬ 
trol. drainage or water conservation 
or distribution purposes, except 
such areas as have been opened to 
and developed for public recrea¬ 
tional or other use. 

6.3 Permits shall not be withheld 
upon unreasonable or insubstantial 
grounds. 

SECTION 7: PERMIT PROCEDURE 

7.1 Any person, firm, corporation 
or public agency, except those filing 
maps pursuant to the State Subdivi¬ 
sion Map Act or local ordinances 


adopted pursuant thereto, desiring to 
do any of the acts for which a permit 
is required pursuant to this Ordinance 
shall make application for such permit 
to the District, Said applications shall 
contain 'such information as the Dis¬ 
trict shall reasonably require. 

7.2 Any public agency, or any per¬ 
son, firm or corporation filing a map 
pursuant to the State Subdivision Map 
Act or local ordinance adopted pur¬ 
suant thereto, desiring to do any of 
the acts for which a permit is required 
pursuant to this ordinance shall, in 
lieu of the application procedure set 
forth above, submit engineered im¬ 
provement plans to the District. 

7.3 Upon receipt of such applica¬ 
tion for permit or engineered improve¬ 
ment plans or additional information 
as herein set forth, the District shall 
make such investigations as are neces¬ 
sary to determine, among other things, 
whether or not the proposed work or 
activities intended will impede, restrict, 
retard, pollute, change the direction of 
the flow of water, catch or collect 
debris carried by such water, is located 
where natural flow of the storm and 
flood waters wiH damage or carry any 
structure or any pan thereof down¬ 
stream, or will damage, weaken, erode, 
or reduce the effectiveness of the 
banks to withhold storm and flood 
waters, to resist erosion and siftation 
and entry of pollutants and contami¬ 
nants, or interfere with maintenance 
responsibility or with structures pla¬ 
ced or erected for flood control, water 
conservation or distribution. In order 
to rreke said investigation, the Dis¬ 
trict may return said application or 
improvement plans to the applicant 
for additional information as may be 
required to complete the investigation. 
After investigation the District shall 
approve, approve conditionally, or dis¬ 
approve the application or improve¬ 
ment plans on the basis of such investi¬ 
gation. If a permit is granted, it shall 
state the conditions subject to which it 
is granted. 

7.4 Within fifteen (15) days of Dis¬ 
trict receipt of such application for 
permit or engineered improvement 
plans or additional inforfnation, the 
District shall respond, acknowledging 
the same and advising the applicant of 
any reason oeyond the District's con¬ 
trol why action thereon cannot be 
taken within thirty (30) days of said 
District receipt. Where no such noti¬ 
fication of anticipated delay and the 
reason therefor is given by the District, 
the District shall act upon every appli¬ 
cation for permit, or engineered im¬ 
provement plans or additional infor¬ 
mation within thirty (30) days of its 
receipt. 
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7.5 In the event an applicant is ag¬ 
grieved by the action of the District, 
or by reason of the requirements of this 
Ordinance, the applicant may within fif¬ 
teen (15} days from date of decision of 
the District, make an appeal in writing 
to the Board. The Clerk of said Board 
shall set a time for hearing on such 
appeal within three (3) weeks from the 
date of receipt of said appeal, and shall 
mail or deliver notification to the appel¬ 
lant of said date at least two (2) weeks 
prior to the date so set The appellant 
may waive such notification and seek a 
hearing at the next meeting of the 
Board. At the hearing of such appeal, 
it will be incumbent upon the appellant 
to show to the satisfaction of the Board 
that the work or activities so proposed 
will not violate Section 7.3 of this 
Ordinance. 

7.6 The permit, when issued, shall 
constitute authority for the applicant 
to proceed according to the conditions 
of the permit, except as to that work 
for which other permits are required by 
the County of Santa Clara or the city in 
which the property on which The work 
is to be performed is located, and as to 
that work for which other permits are 
required, such permits must be obtain¬ 
ed from that agency and the permit 
granted pursuant to the terms of this 
Ordinance shall not be effective until 
such other permits have been obtained. 
It shall be Tie responsibility of appli¬ 
cant ' to determine the need for such 
other permits. 

All work for which a permit is required 
shall be subject to administrative regu¬ 
lation, such as notice by permittee of 
time of beginning of work, as may be 
necessary to injure complete inspection 
during all phases or stages of such work. 

If the work ts not done in accordance 
with the terms of the permit, and the 
instructions of the Inspector, then the 
permittee shall be considered to have 
violaied the terms of this Ordinance. 
Upon completion of the work in com¬ 
pliance with the permit, the District 
shall execute a Notice of Completion 
and, upon the request of the applicant, 
shall supply applicant with a copy 
thereof. 

7.7 The Board may by resolution es¬ 
tablish a schedule of fees payable upon 
application for permit hereunder. 

7.8 Violation of the provisions of this 
Ordinance and any failure to satisfy the 
terms of a permit issued thereunder is a 
misdemeanor. The violation shall be 
punishable by a fine not exceeding five 
hundred dollars (S500), or imprison¬ 
ment in the County Jail not to exceed 
thirty (30) days, or both that fine and 
that imprisonment. Any violation or 
threatened- violation may also be en¬ 
joined by civil action. As an additional 


remedy to such violations and if essen¬ 
tial to The health, welfare, or safety 
of the general public, the Board may 
order the work to be done, excavation 
replaced, material removed, or may 
order any construction or structures 
placed contrary to the terms of this 
Ordinance removed by the District, 
which work must be paid for by the 
violator. 

7.9 Anything hereinabove stated not¬ 
withstanding, a permit under this Or¬ 
dinance IS NOT REQUIRED unless 
the subject reach or portion of a water¬ 
course is one having a tributary water¬ 
shed in excess of 320 acres or is one 
which is brought under permit pro¬ 
cedures pursuant to agreement with 
the city or county having jurisdiction 
pursuant to 5.2 C. 

SECTION 8: JOINT USE 

The use of District projects jointly 
with a public agency, subject to Con¬ 
ditions established by resolution of 
the Board, ts favored wherever such 
joint use is possible and conformable 
to the District's public duty. 

SECTION 9: BEQUEST FOR 
DEDICATIONS AND CON- 
STRUCTI ON 

In order to permit the provision of 
flood control services by the District, 
the District wifi request wherever 
equitable and appropriate, that the 
city or the county having jurisdiction 
secure flood control dedications to the 
District from landowners seeking a 
change of land use. Where equitable 
and appropriate, the District may also 
request that the city or the county 
having jurisdiction secure from such 
landowners construction of flood con¬ 
trol measures as determined by the 
District. Such requests shall be pur¬ 
suant to and in accordance with the 
master plans, ordinances, resolutions, 
procedures and conditions established 
by such city or county. 

SECTION 10: VALIDITY 

Should any section or provision of this 
Ordinance be found to be unconstitu¬ 
tional or invalid, such decision shall 
not affect the validity of the Ordi¬ 
nance as a whole or any part thereof, 
other than the part decided to be un- 
unconstitutional or invalid. 

SECTION 11: ORDINANCE 74-1 
REPEALED 

Ordinance 74-1 of this District is 
he-eby repealed;provided, that permits 
heretofore given and rights of every 
nature heretofore acquired under said 
Ordinance 74-1 shall remain unaffected. 


PASSED AND ADOPTED by the 
Board of Directors of Santa Clara 
Valley Water District on July 26, 
1983 by the following vote: 

AYES: Directors - P.T. Ferraro, 

A. H_ Fisher, J. Pandit, 

S. Sanchez 

NOES: Directors - None 

ABSENT; Directors - J. Donohue, 

R. W. Gross, 

J. J. Lenihan 

SANTA CLARA VALLEY WATER 
DISTRICT 

By: SlG SANCHEZ. Chairman 
Board of Directors 

ATTEST: 

SUSAN A. EKSTR AND 

Clerk of said Board of Directors 

As Amended 10/22/85 


Soria Goto Volley Woler Dtst/kt 
5750 Aimaden Expressway 
San Jose, California 95118 
Telephone: (408) 265-2600 
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Inflatable Dam Analysis 


Introduction 

A hydrologic analysis of the proposed operation of two inflatable dams and their 
associated percolation ponds in Reach 12 of the Guadalupe River was performed 
as part of the upper Guadalupe River watershed planning study. The District is 
proposing to replace the two existing instream gravel seasonal dams with 
inflatable dams. The seasonal dams constructed with stream gravels, are 
installed each April as part of the Blossom Hill percolation system. They are 
removed before the winter storms to allow for fish migration. 

The Branham Dam is located 1,000 feet upstream of Branham Lane and the 
Blossom Hill Dam is located 1,800 feet downstream of Blossom Hill Road. The 
proposed plan includes relocating the Branham Dam 800 feet downstream of the 
existing gravel dam site. The Blossom Hill Dam would remain at its present 
location. The gravel dams would be replaced with rubber dams that would 
remain inflated year round except during high flood flows, when they would 
automatically deflate. A control system would also allow the dams to be 
inflated, deflated, or otherwise controlled from a remote site. 

A fish bypass structure would be installed so that the dam operations would not 
affect fish migration year round. The fish bypass structure would be designed 
such that any flow in the creek up to 5 cfs would continue through. Flows 
between 5 and 100 cfs would begin to fill the in-stream pond area behind the 
dam first, then fill the offstream pond (if defined), before continuing 
downstream. Flows above 100 cfs would cause the dam to deflate. The only 
time the fish bypass would not have flowing water would be if there were no 
flow in the River and the in-stream ponds behind the dams were empty. 

The hydrologic analysis provides the following information: 

• Estimates of short-term and long-term changes in flow in the 
Guadalupe River to enable an evaluation of impacts of inflatable 
dam operations on fisheries 

• Estimates of the groundwater recharge benefit from the inflatable 
dam operations 

• Estimates of the amount of "new" source of supply captured from 
the uncontrolled water runoff now passing the site 






Analysis of inflatable dam operation on the Guadalupe River has been divided 
into three steps: 

1 - stream gage data gathered from the Hydrologic Data Base (HDB) 

2 - detailed simulation of the inflatable dam operation (Extend) 

3 - water supply impact simulation using the Districts system simulation 

model (SYSMOD) 


A description of the analysis procedures and summary of results are presented in 
the following sections. 


Step 1 - Stream Gage Data Gathering 

The purpose of this step is to obtain stream flow rate information relative to the 
Guadalupe River system. The District's HDB has a variety of stream gage 
information stored on the HP3000. Gage 20 flow rate data was used for the 
analysis in the Extend simulation system (step 2). Gage 20 is located upstream of 
the proposed sites for the two inflatable dams studied. 

The HDB stores gage readings at 15 minute intervals unless the reading does not 
change. The Gage 20 data on the HDB was downloaded to a PC as an ASCII file. 
A procedure was written to convert the 15 minute readings into hourly average 
rates. The hourly rates are formatted in a file structure for use by the Extend 
simulation system. 

Model data was processed for an extreme dry period (88-89), an extreme wet 
period (82-83) and average hydrologic periods (78-79, 83-84, 84-85, 91-92). All 
three case periods (dry, wet, average) spanned the dates of October 1 to April 30 - 
the time of year when gravel dams are not in place, and the proposed inflatable 
dams operation will provide new groundwater recharge benefits. 

Appendix 1 contains a copy of the C routine CONVERTH.C written to convert 
the downloaded HDB data to a file format for use by the Extend simulation. 
Samples of the HDB downloaded file (STA2089) and converted file (out 2089) are 
also presented in Appendix 1. 








Step 2 - Detailed Simulation of Inflatable Dam Operation 


The purpose of this step is to analyze the operation of the inflatable dams in 
extreme conditions both wet and dry; and average conditions. The time interval 
for the simulation is one hour. The time period for each simulation is October 1 



Dam takes 9 hours to empty its in-stream pond area, while the Blossom 















Hill Dam takes 4 hours, since 50 cfs allows for approximately 4 acre- 
feet per hour to be released. Also, recharge will deplete the in-stream 
pond as it is emptying out after dam deflation. There is no hard data to 
validate the use of 50 cfs for the parameter described here. Until 
inflatable dams are installed, we will not have any good idea of the 
rate or amount of time involved in emptying the in-stream pond after 
the dam deflates. Some concern was raised as to whether or not the in- 
stream pond would be empty before extremely large storm flows (over 
1000 cfs) arrive at a dam. This is not a major concern to the analysis 
here for several reasons - after reviewing the stream gage flows for the 
hydrologic years used in this analysis, hourly flows never accelerate 
more than 200 cfs from one hour to the next in the first four hours of 
deflation; there is no real dam up problem since all flow to the dam in 
a single hour interval continues downstream when the dam is deflated. 


Two models were developed for this study using the Extend simulation software. 
The first model contains no dams and is used as a base in comparison to the 
second model which contains two inflatable dams. Table 1 on the following page 
summarizes the analysis provided by the Extend simulation modeling. This 
table compares the recharge and flow characteristics that occur with and without 
inflatable dams. 

Again, the time period for the simulations was October 1 through April 30. The 
time step was one hour, and as can be seen in Table 1, several hydrologic years 
were separately simulated: 78-79, 82-83, 83-84, 84-85, 88-89, 91-92. The type of 
year and seasonal rainfall accumulated in inches at San Jose rain gage #86 is also 
displayed. Note, the mean seasonal rainfall at gage 86 over the 119 years of 
recorded history is 14.19 inches. 

The resulting recharge amount in Table 1 is the accumulated recharge achieved 
at all recharge facilities defined in the model (streams, in-stream ponds and 
offstream ponds), over the entire simulation time period. The table column for 
time with minimum of 5 cfs delivered is the accumulating a count of time 
intervals where flow through the fish bypass structure in the dam is greater than 
or equal to the minimum 5 cfs. Two accumulators were used, one per dam. For 
the no dam model, an accumulation is made of time intervals where flow equals 
or exceeds the minimum 5 cfs at the equivalent location of the Branham dam. 

The actual accumulation counts for all of the data presented in Table 1 are 
defined on the model notebook screen, which is presented in Appendix 4. 

As shown in Table 1, the benefit of the inflatable dams in terms of additional 
recharge is on average 1045 acre-feet per year over the six years simulated. (1993 
acre-feet versus 948 acre-feet). Also, the amount of time that at least 5 cfs flows 
past the site of the Branham inflatable dam is increased on average from 3101 





hours when no dams are present, to 3508 hours. This 407 hour increase translates 
into approximately an 8% increase or 17 additional days, on average, where the 
bypass flow rate will meet the desired minimum. 

The last four columns of Table 1 detail the operation of the inflatable dams - as to 
the percentage of time each dam is inflated and number of times each dam 
changes state (from inflated to deflated or deflated to inflated). Again, to 
calculate these two items, an accumulation was maintained by the model. Two 
separate accumulators (one for the Branham dam, one for the Blossom Hill dam) 
were incremented at the end of each time interval in which the dam status was 
set to inflated. Also two accumulators (one per dam) were incremented each 
time the dam status at the end of an interval did not match the previous intervals 
dam status. 

The Branham dam stays inflated on average 4171 hours or 82 % of tire time. The 
Blossom Hill dam is inflated on average 2908 hours or 57% of the time. The 
Blossom Hill dam, which is upstream of the Branham dam, does not inflate as 
often for two reasons: 

1 - it begins the simulation deflated, while the Branham dam is initially 

inflated 

2 - an upstream dam has further constraints associated with the inflate 

and deflate process 


In Table 1, the count of dam status changes was analyzed to determine whether 
the dams fluctuate between inflated and deflated very frequently or only 
occasionally. Since this count is incremented each time the model detects a 
change in dam status value between the previous time step and the current time 
step, this count can be divided by two to roughly determine the number of times 
the dam is inflated and deflated. The initial state of the dam must also be taken 
into consideration for a more exact breakdown. For example, if the Branham 
dam status change count is four, then this dam was inflated three times and 
deflated two times - since it was initially set to inflated and changed four times: 
deflated, inflated, deflated, inflated. 

The results in Table 1 show a fairly stable system. The largest number of status 
changes is 12 times over the 91-92 time period of simulation. In the dryer years 
(84-85, 88-89) there is very little change in state, which means the dams stay 
inflated for very long periods of time and provide a significant benefit in 
capturing water that would otherwise flow to the bay. This conclusion is further 
reinforced when we compare both the percentage of time the minimum 5 cfs is 
delivered through the fish bypass structure and the recharge that occurs with 
and without inflatable dams. 




Looking at individual year simulation results also provides several interesting 
characteristics about the inflatable dam operation benefits. For example, even the 
extreme dry year of 88-89 simulated with inflatable dams generates significantly 
more recharge than the extremely wet year of 82-83 simulated without inflatable 
dams. Also, the year of 82-83 had the least amount of recharge among the 
simulations with inflatable dams. This happens because the runoff flows are so 
high the inflatable dams stay deflated more than 50% of the time. Therefore, 
water simply flows to the bay before it can be diverted to offstream ponds or 
held in the in-stream pond area and recharged. 


A summary and comparison of year simulation both with and without inflatable 
dams is provided below: 


Year 78-79 

This average condition hydrologic year makes good use of the inflatable dams. 
The amount of recharge increase generated by the implementation of inflatable 
dams almost doubles from 842 acre-feet to 1645 acre-feet. The amount of time 
the minimum desired 5 cfs flow through the fish bypass increases from 2354 
hours without inflatable dams to 2640 hours at a point downstream of the 
Branham dam. This improvement converts into approximately a 6% increase or 
12 extra days. The two dams are inflated an average amount of time as 
compared to the other years simulated. 


Year 82-83 

This very wet hydrologic year does not make good use of the inflatable dams. 
The amount of recharge increase generated by the implementation of inflatable 
dams is only 340 acre-feet. The amount of time the minimum desired 5 cfs flow 
through the fish bypass increases from 4004 hours without inflatable dams to 
4302 hours at a point downstream of the Branham dam. This improvement 
converts into approximately a 6% increase or 12 extra days. Hie two dams are 
inflated a very limited amount of time as compared to the other years simulated. 


Year 83-84 

This average condition hydrologic year makes the best use of the inflatable dams 
as compared to all other simulation years. The amount of recharge increase by 
the implementation of inflatable dams more than doubles from 1041 acre-feet to 
2617 acre-feet (the largest amount compared to any other year). The amount of 
time the minimum desired 5 cfs flow through the fish bypass increases from 4520 
hours without inflatable dams to 4823 hours at a point downstream of the 




Branham dam. This improvement converts into approximately a 6% increase or 
13 extra days. The amount of time 5 cfs flows through the system both with and 
without inflatable dams shows how evenly distributed the stream runoff was for 
this year. Interestingly, the Branham dam is inflated at a below average amount 
of time as compared to the other years simulated, while the Blossom Hill dam is 
inflated at an above average amount of time. This shows the benefits of getting 
the Blossom Hill dam inflated, as it has a large offstream pond area for recharge. 


Year 84-85 

This average condition hydrologic year also makes very good use of the 
inflatable dams. The amount of recharge increase by the implementation of 
inflatable dams more than doubles from 979 acre-feet to 2140 acre-feet. The 
amount of time the minimum desired 5 cfs flow through the fish bypass increases 
significantly from 2470 hours without inflatable dams to 3348 hours at a point 
downstream of the Branham dam. This improvement converts into 
approximately a 17% increase or 37 extra days. The two dams are inflated 
virtually the entire simulation. 


Year 88-89 

This extremely dry hydrologic year makes Very good use of the inflatable dams. 
This is a year where it could be said every drop of runoff was used since the 
Branham dam was inflated the entire simulation, the only flow released was to 
meet minimum fish bypass requirements, and total recharge was maximized. 
The amount of recharge increase by the implementation of inflatable dams more 
than doubles from 745 acre-feet to 1740 acre-feet. The amount of time the 
minimum desired 5 cfs flow through the fish bypass increases by a moderate 
amount from 1758 hours without inflatable dams to 2205 hours at a point 
downstream of the Branham dam. This improvement converts into 
approximately a 9% increase or 19 extra days. The Branham dam is inflated the 
entire simulation, while the Blossom Hill dam is inflated a significant amount of 
time as compared to the other years simulated. 


Year 91-92 

This average condition hydrologic year makes good use of the inflatable dams. 
The amount of recharge increase by the implementation of inflatable dams more 
than doubles from 1021 acre-feet to 2433 acre-feet. The amount of time the 
minimum desired 5 cfs flow through the fish bypass increases only slightly from 
3497 hours without inflatable dams to 3732 hours at a point downstream of the 
Branham dam. This improvement converts into approximately 5% increase or 10 
extra days. The two dams are inflated an average amount of time as compared to 
the other years simulated. 











Table 1 
Standard Case 

Simulated Time Period For Each Year October 1 - April 30 (5088 Hours) 


Year 

Year Type 

Seasonal 

Rainfall 

Inches 

RESULTING 

No Dams 

AF 

RECHARGE 

Two Dams 

AF 

5 cfs Delivered 

No Dams 

Hours 

5 cfs Delivered 
Upstream 
Blossom Hill Dam 

Hours 

5 cfs Delivered 

Downstream 

Branham Dam 

Hours 

Upstream 
Blossom Hill Dam 

Hours Inflated 

Downstream 

Branham Dam 

Hours Inflated 

Count Dam Status 
Changes 

Upstr Dnstr 

78-79 

Average 

12.76 

842 

1 645 

2354 

2929 

2640 

2658 

4447 

6 

10 

82-83 

Wet 

30.25 

1 041 

1381 

4004 

4482 

4302 

1010 

2293 

4 

11 

83-84 

Average 

13.44 

1057 

2617 

4520 

4899 

4823 

3153 

3569 

3 

8 

84-85 

Average 

12.63 

979 

2140 

2470 

3323 

3348 

4714 

5077 

1 

2 

88-89 

Dry 

8.32 

745 

1740 

1758 

2193 

2205 

3799 

5088 

1 

0 

91-92 

Average 

14.29 

1021 

2433 

3497 

3675 

3732 

2113 

4551 

5 

12 


Mean 

16.67 

948 

1993 

3101 

3584 

3508 

2908 

4171 














Step 3 - SYSMOD Water Supply Simulation 

The final step of the inflatable dam analysis evaluates the beneficial year-round 
recharge effects to the Districts Guadalupe recharge system. Often when more 
efficient facility operation techniques are employed, the system can balance the 
subbasins over a long time period using less additional imported supplies. 

The base case alternative to the Overview Study recently completed was 
compared to an alternative case using improved recharge capacity rates (found 
in step 2) in the Guadalupe recharge system. Every other aspect of the physical 
characteristics of the two alternatives remained the same. Both alternatives were 
set to a 2020 demand year and simulated for a hydrologic period of 1967 to 1996. 
This hydrology includes a statistically determined 10 year critical dry period 
from 1987 to 1996. 

Unfortunately, no substantial improvement in system operation was found in the 
SYSMOD simulation. The base case required 100,000 acre-feet of additional 
imported transfers to balance the 2020 demands. After increasing the recharge 
capacity in the winter months in the Guadalupe recharge system and executing 
the model with the 100,000 acre-feet of additional imports, the subbasins carry¬ 
over storage was improved during the critical dry period in the Central subbasin, 
while the West, Coyote, Morgan Hill and Gilroy subbasins had very slightly 
lower resulting storage levels. This is partly due to the fact that the Central 
subbasin, which includes the Guadalupe recharge system, has abundant recharge 
capacity and groundwater storage - in comparison to others subbasins (especially 
the West subbasin). 

Table 7 summarizes the results of the two SYSMOD comparison case 
simulations. The subbasin level for the year 1994 was selected for display in 
Table 7 since it was the low point in the critical dry period prior to system 
recovery. Both alternative simulations required 100,000 of additional transfer 
water to balance the 2020 demands. 


Table 7 SYSMOD Subbasin Change in Storage Summary 


Subbasin 

Base Case 
Subbasin 

1994 Storage 
Level 

AF 

Inflatable Dams 
Subbasin 

1994 Storage 
Level 

AF 

Difference 

AF 

West 

10,581 

8,841 

-1,740 

Central 

22,606 

28,408 

5,802 

East 

6,689 

6,688 

-1 

Coyote 

13,029 

12,712 

-317 

Morgan Hill 

31,098 

30,507 

-591 

Gilroy 

4.833 

4,441 

-392 

Total: 

88,836 

91,597 

2,761 





Table 7 displays the 1994 end of year subbasin storage level calculated by the two 
SYSMOD model simulations. The difference between the two runs also 
displayed shows the net benefit provided by implementing inflatable dams. That 
is, each additional acre-foot of subbasin storage in the inflatable dam simulation 
is a benefit to the District, as it is an amount of water that has been retained 
through recharge and is available for future use. The total affect, however, is not 
enough to lower required additional transfer in a future demand situation such 
as 2020. 

The 1,000 acre-foot on average recharge benefit generated by the two inflatable 
dams positioned on the Guadalupe River is a small improvement when viewed 
from an all county water supply point of reference. The affects of increasing the 
recharge capacity of one stream by 1,000 acre-feet is difficult to measure in a 
system already containing 180,000 acre-feet of recharge capacity and requiring 
approximately 470,000 acre-feet of 2020 demands. 

Inflatable dams are beneficial to recharge operation efficiency. It is becoming 
increasingly difficult to receive approval for gravel dam permits, to the point that 
gravel dam use in the summer months may change significantly. Inflatable dams 
may become a viable alternative at several locations to maintain and even 
improve recharge capacity since inflatable dams are in operation year-round. 

The improved efficiency provided by multiple inflatable dam installations as 
compared to District facilities operation with no gravel dam installation, may 
show up as a water supply benefit in SYSMOD simulations. Especially if dam 
sites included the West subbasin, where recharge capacity needs to be increased. 
This would be a comparison where inflatable dams provide a double benefit - in 
that they improve recharge operation efficiency by operating year-round, and 
would be replacing an existing gravel dam operation. 

In conclusion, inflatable dams provide a very beneficial improvement to the 
operation of recharge facilities - specifically on the Guadalupe River. The 365 
day-a-year operation of inflatable dams is very good use of natural and imported 
water supplies especially in dry to average hydrological conditions. As more 
inflatable dam sites are proposed, analysis similar to this report can be employed 
to understand the benefits provided at a particular site. Finally, as inflatable 
dams are installed, this analysis can be further verified and calibrated with actual 
data to insure the best possible planning efforts will be continued in the future. 














FLOW RELEASES FOR GUADALUPE RIVER FISHERY 


Resource Agency personnel and various citizens have long sought to obtain flow releases for the fishery 
in Guadalupe River. Reservoir releases and flow augmentation have been suggested as possible mitigation 
requirements for the upper Guadalupe River project. In their October 1993 draft Coordination Act Report 
(CAR) on the upper Guadalupe River, U.S. Fish and Wildlife Service (FWS) recommended as a 
mitigation measure, “in-stream flows sufficient to maintain resident and anadromous fisheries in good 
condition,” and specified what minimum releases were required: 

1. An anadromous fish attraction/passage flow of no less than 20 cubic feet per second (cfs) for at 
least 14 consecutive days (555 acre-feet [AF]) beginning mid-October. 

2. Continuous incubation and rearing flows of not less than 10 cfs from late October until the middle 
of April (3,431 AF). 

3. At least 5 consecutive days of about 30 cfs (297 AF) in mid- to late April to facilitate downstream 
movement of young fish. 

4. At other times of the year, about 5 cfs (1,517 AF) to maintain resident fish habitats. 

FWS did not disclose the basis for the flowrates in the draft CAR and in fact they are only x h to Va of the 
flows requested in an earlier draft report. The total volume needed to meet FWS criteria is 5,800 AF, 
which is 42 percent of the expected yield (13,900 AF) from the three reservoirs (Almaden, Calero, and 
Guadalupe). 

This analysis was prepared to determine the impact of these requirements on Santa Clara Valley Water 
District (District) operations. The analysis involved District streamflow and reservoir storage data 
between 1970-1986. The daily change in storage at Almaden, Calero, and Guadalupe Reservoirs were 
added together and converted to average cfs. The resulting “reservoir hydrograph” was added to each 
of the streamflow records at Station No. 20 (upstream Blossom Hill) and Station No. 23 (upstream 
Almaden Expressway). These new computed hydrographs would, therefore, represent a good estimate 
of what the natural streamflow record might have been without any reservoir regulation in the watershed. 
The streamflow records include some imported water. The portion of imported water was obtained from 
records of water deliveries from the South Bay Aqueduct. The analysis stopped in 1986 before the 
additional San Felipe deliveries started. 

Figures 1 and 2 illustrate FWS's first criteria of number of hours when streamflow was, or would have 
been without reservoir regulation, at least 20 cfs from mid- to late October. The volume of water 
requested by FWS far exceeds any amount available with or without the reservoirs. In only 1 year (1983) 
was the “without reservoirs” flow volume significantly greater than the flow with reservoir regulation. 
The capability to capture winter flows in reservoirs for later release helped enhance the flows in 1975 and 
1976 at Station No. 20. For the 1970-1986 period analyzed, which included very dry and very wet years, 
the reservoirs had little affect on the total volumes available. This is primarily because all three reservoirs 
together control less than x h the watershed area measured at Station No. 20 and only about Va of the area 
measured at Station No. 23. Imported water was the most significant flow factor in four of the years. 

Figures 3 and 4 compare the rainy season flows from late October until mid-April. The results show a 
pattern similar to the previous analysis. The requested or desirable flowrate was never reached under any 
circumstances during the 16-year period and for the most part was nearly double what was experienced 
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or might have been experienced without reservoirs. Streamflows with the reservoirs operating show only 
a slightly less value than would be expected without the reservoirs. Even through the normally wet 
season, die imported water is a significant component of the total flow at Station No. 20 which is above 
primary groundwater recharge facilities. Station No. 23 also shows same component of imported water 
but less than Station No. 20. 

The mid- to late April flowrates are shown on Figures 5 and 6. In this case, the desirable flows are 
equaled or exceeded about 30 to 40 percent of the time. Again, there is little or no difference between 
the with or without reservoirs conditions. 

The most dramatic differences created by the District's reservoir and imported water operations occur 
between May and September, as might be expected. In Figure 7, it is clear that without the reservoirs 
storage releases and imported water deliveries for groundwater recharge, there would be very little 
streamflow and only a fraction of that desired for the fishery. Figure 8 illustrates the summer flow 
downstream of the District's groundwater recharge activities. Flows under any condition are far less than 
that requested to sustain a fishery. The District's present operations are to try to keep 2 cfs passing Station 
No. 23 at all times. 

To meet the minimum fishery requirements of FWS at Station 23, the District would need to supplement 
existing reservoir and water management operations with an average 4,200 AF/year. At $200/AF, this 
would be an annual cost of $840,000. For the 16 years in this analysis supplemental water needs would 
have ranged from 2,800 AF/year to as high as 5,600 AF/year. If the three reservoirs did not exist, the 
total supplemental water needs would be slightly higher (4,300 AF). 

The flow releases specified by FWS for the Guadalupe River fishery are clearly far in excess of what 
flows might be expected under natural unregulated conditions. The FWS did not state the basis of their 
recommended values but this analysis suggests they may not be appropriate for the Guadalupe River 
watershed. Furthermore, the District's reservoir operations have only slightly altered the natural runoff 
characteristics of the watershed, while summer releases and imported supplies have significantly 
augmented flows in the groundwater recharge operations areas. Converting the present reservoirs from 
water supply storage operations to a flood-control-only option has been suggested as a mitigation measure 
for impacts to the fishery from the proposed downstream flood control modifications. It would appear 
from the above analysis, that changing present reservoir operations to allow greater flow releases in the 
wetter months would not significantly change or enhance the fishery from October through April, but 
would have a substantial adverse effect on the availability of water, and therefore fishery, between May 
and September. 
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GUADALUPE RIVER FLOW ANALYSIS #20 

COMPARING STREAM FLOW RECORDS OF STREAMGAGE #20 U/S BLOSSOM HILL RD. FOR HISTORIC RESERVOIR OPERATIONS 
TO FLOWS CALCULATED ASSUMING RESERVOIRS (3) DID NOT EXIST 
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